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ABSTRACT

INVESTIGATION OF NONLINEAR INTERACTIONS CAUSING THE
MAJOR COAL MINE ACCIDENTSIT N T} RKKYE USI NG SYSTE|
DYNAMICS MODELING

Erbayat CumhurKutay
Master of ScienceMining Engineering
SupervisorAssoc. Prof . Dr . Onur G°1| bakeée

April 2024, 124 pages

The persistent reoccurrencerjoraccidentsn the Turkish coal mining sector is
notable. Despite implementing various measures and policy adjustments to enhance
safety following eachmajor accident the system accumulates the potential for
catastrophic eventsver time, leading to new incidents. i§tstudy delves into the
intricate dynamics leading to recurringajor coal mine accidens in Turkiye,
employing System Dynamics (SD) modeling techniques. The study utilizes stock
andflow diagrams to elucidate the nonlinear relationships contributingejor
Turkish coal mining industry accident®&he simulation model integrategormation

from literature,official reports, and expert opinioris developing dependencies
between negatively and positively correlated factors and their effects on risk
accumilations The studytriesto understand the nuanced intricacies of the Turkish
coal mining system and incorporates them into the model equations. The model aims
to uncover key leverage points within the system by addressing endogenous
parameters to providactionable insights for minimizing the recurrencenadjor
acccidents The interdisciplinary nature of this research, combining engineering
principles with social and organizational dynamics, contributes to a holistic

understanding of the complex systendeninvestigationThestudy results poirdut



that the Turkishundergroundcoal mine are becomingmore susceptible to major
accidentdor recurring periodsThemodel simulation describes the systemic causes
of this fluctuating effectThe findings on th leverage points may provide insights

for policymakers, industry stakeholders, and safety professionals when developing

strategies to enhance the safety and resilience of coal mining operations in Turkiye.

Keywords:Major Mining Accidents System Dynamics, Underground Coal Mines,
Complex Systemdynamic Complexity
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To All the Lives We Have Lost in Coal Mines
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CHAPTER 1

INTRODUCTION

1.1 Background

Major catastrophic accidents ifurkish coal mines have remained an unsolved
problem formany yearsin the lastdecadesexplosions, mine fires, inundatiqrsd

slope failures have takémelives of more than 539 minerstime Turkish coal mining
industry. The catastrophic events are recurrent despite the technological
improvements, policgnhancements, and increasing public interest in this subject
After each catastrophic event, public inquiries are conducted, retrospective
investigations are carried g@nd nortechnical issues such as production pressure

contracting practices are delxhte

In the conventional understanding of occupational safety, it is necessary to analyze
the causes dhcidents and offer solutions to the identified problems. Although this
approach based on identifying root causekekpful in determining the technita

measures that need to be taken, it generally cannot offer a holistic solution.

The ideathat there are root caustmt createaccidents and that accidents can be
prevented if thse root causegre eliminatechas long been criticizedy systems
thinking researchersThe conventional approach sees the accidentrating
sequence of eventis a linear form whereas system thinkers suggest that the

relationshipgather consist oieedback loops.

As Le Coze (2015) cite®Rasmussen (1988) was among the first researchers to use
the feedback loops between different actors of a gecilonical system in the context

of safety science. With different emphasis, complexity and linearity problem was
also discussed by Perrow (198/4)en describing his normal accidents theory



In the systemic approachdre is a distinction between organizational accidents and
individual accidents. Organizational accidents stem from multiple dimensions and
accumulate over time, while individual agents, being more frequent and less
severe, have more easily identifiable causes in compa({Soh, 2023 Therefore,

organizational accidents should be handled differently ithdimidual ones.

Thus, the current study intends to developoaceptual mdel to understand the
recurrent nature afajor coal mineincidentsin the Turkish mining industryThe
study focuse on organizational accidents such as firedamp explosions and mine fires

that result in multiple fatalities

1.2 Problem Statement

The recurrence ofmajor incidentsin the Turkish coal mining industry is an
observablgghenomenon. The cyclic nature of fherkishcoal mine safety system is

shown inFigurel-1.

System .
accumulatesﬁ Organizational

: incident with
n;"(‘:’iagﬂfr disastrous
potential consequences
New Retrospective
enhancements investigations
introduced and inquiries
Public
debates
and
policy
changes

Figurel-1 A Demonstration of the Cyclic Nature Bfajor Coal Minelncidents



Whenever there is an organizational incident with severe consequences, a series of
stepsaretaken to make policy changes to produce safety enhancements. Even though
these measures are taken, the system accumulatesajoe incidentpotential in

time, and a new catastrophic incident occuimsthis vicious cyclethe conventional
occupational saty and healtlapproach that aints specify the improvement points

from the investigations has been insufficient.

In this study the assertion ithat thesystem's behaviols compatible with the
phenomenon calledrift into failure, and his drifis dueto the dynamic complexity
of the Turkish coal mine safety systefo prevent that drifhg, the leverage points

of this system should be identifiecid addressed.

1.3 Objectives and Scopes of the Study

The main objective of this study is to devebponceptual model tanderstandhe
dynamic complexity of thenajor Turkishcoal mineincidents The idea is to seedn
explanation of the problem in the dynamic interactions of endogenous parameters
inside the system.

For this purpose, system dynamics modgwas utilized to model the problem.
System dynamics modelingeveloped in the 1950s by Professor Jay Forrester at
MIT, provides a framework for addressing dynamic complexity, where the cause and

effect relationships are better understood in feed sl

The scope is to produce a generic model that tries to expkifurkish coal mine
industrys disasteproducing potentialSub-objectives of this research study can be
summarized as produce an eastp-understand model ofiajorcoal minanciderts,

i) incorporaethe nontechnical aspects in an accident modglreveal the leverage
points in the system thatolicymakers should prioritize, and)ivexecué the

simulation modethat fitsthe Turkish coal mining industry context.



1.4 ResearchMethodology

This research studyseda system dynamics methodology to model and simulate the
dynamic complexity of Turkish coal mine safety in the scope of organizational
incidents with catastrophic consequences.

The research methodology carried out in this studshswvnin Figure 1-2. The

causal loops are mapped in the study using the data from past catastrophic events
and peviously formed model#A simulation model was created Stella Architect

v.3.6 by adapting predefined assemblies and additional relationships vatlice for
Turkish coal mining industry contexthe simulationrun for a hypothetical coal

mine operating in Turkiye tmlentify the major incident potentiahd the behavior

of whole systemThe results aredepicted,discussedcand suggegins for policy

changesre made

L ABoundary selection
System Definition T ]
Adentification of effective parameters

ADevelopment otonceptuamodel
Model Development ] ] )
Andapting the predefined assemblies

_ _ ABuilding of model simulation
Model Simulation . _
AGather results for a hypothetical mine

) MDiscussion of the results
Analysis of Results o _
Adentifying the leverage points

Figurel-2 Research Methodology of the Thesis Study



1.5 Significance ard Expected Contributions of he ThesisStudy

Despitevarious researchtudies that have been conductedinderstand complex
interactions in a safety context, the problem of the disastrous inciddetTiarkish
coal mining industry hasever been modeled by system dynamics.

System dynamics applications for safety cases have been more common as systems
thinking is more pronounced in safety sciencemight beusedto produce generic
models and understaradcase scenaridn this study, a generic model was formed

and simulated. Thestudy's unigueness the application of system dynamics

modeling to the Tikish coal mining industry.

The model includes netechnical parameters such as production pressure and
contracting practicesvhich have long been debated in the industry. These concepts
arecomplexto incorporate in quantitative models aar@generallyonly mentioned

in expert reports. In this study, these phenomena&mitzedded in the model with

guantified algorithms.

Hence, this studguggests a new approach to understandatastrophic incidents
in the Turkish coal minng industryby seeking endog®us explanations of the

processes that accumulate potential for producing new disasters.






CHAPTER 2

LITERATURE REVIEW

2.1 Introduction

This sectionfirst overviews uncertainty assessment methods that can be used to
evaluateoccupational health and safety problems, classifying them into linear and
nonlinear approaches. System dynamics modeling, as the primary evaluation method
of the current study among the nonlinear approaches, will be discussed in detail. The
applicability of system dynamics modeg in diverse fields will be explained to

reveal its capabilities in solving complex and nonlinear cases.

2.2 Uncertainty AssessmeniMethods for Occupational Health and Safety
Cases

Uncertainty assessmei#t crucialin improving the effectiveness of occupational
safety and healtlfOHS) initiatives by clarifying risks, guiding decisiomaking,
informing policies, and promoting a safer work environment for workeessists

in identifying and evaluatingincertaintiesassociated with occupational hazards,
exposure levels, and health riskkany tools for uncertainty assessrareavailable

in the context of safety and healtthese methods have been used interchangeably
in the workplace for incident investigatioi®epending on how the interactions are
held within the system boundaries according to their linearities, they can be classified

into linear and nonlinear approaches.



2.2.1 Linear Approaches

The conventional understandiafjuncertainties has been evaludtedarly in many
different casesHere, Inearpoints toa relationship betweerystemvariables that
follows straight, predictable, or proportional patgeriinear systems exhibit
characteristics where changes in one variable produce directly proplctianges

in another, leading teasily predicted or modeled outcomes

Occupational safety and healpnoblemscanbe linked to the causality perspective

for accidentswhich has been predominant since the 1930s. The widespread model
of domino tiles was fst suggested by Heinrich (1931) amilized extensivelyby

other researchefgigure 2.1) According to this model, eventsawsingthe accident
occursequentiallyculminating in the accident itself. Often likened to a line of falling
dominoes, this modémplies a single or multiple trigger, the root cause(s), initiating

a chain reaction, much like the first domino that sets off a sequence of falling ones.

Figure2-1. The domino moddby Heinrich (1931)

As summarized by Dekker et.gP008), his ideaforms thebasisof many risk
analysis methodsincluding faulttree analysis (FTA), failure mode and effect
analysis (FMEA),and critical path models. Regardless whether the method is
gualitative, semguantitative or quantitative a model that depicts the formation of

a failure in a series of events that éed together with causgndeffect relationships
showsthe characteristics of a linear understandirigereforeaccording tahe linear
accident ausationmodels one should interrupt the accident sequence by dealing

with the underlying causal factors. As accidents are the outcome of those cause



effect relationshipst should be possible to eliminate the outcomes by eliminating
their causefirsthand. Consequently, predicting the potential causes becomes the key
to preventing accident€onventional risk analysis methods are developed with this

mindset predomindn

Busch (2018) citeseveral authorsvho critique the linear approach in accident
caus#ion while discussing why Heinricbhose the domino modeHe asserts that
traditional, linear approacheisat attempt to control risks through compliance and
technical measures are no longer sufficiedtill, these methodsimplify the
understandingand enhancdhe development of practical toolHowever, the
developedcauseandeffect relationship overlook the interactions throughout the

timelinewhen tackling the problems arising from the complexity of systems.

2.2.2 Nonlinear Approaches

In systems thiking, nonlinear refers to systems or relationships between variables

that do not follow a straight or predictable pattern. Nonlinear systems exhibit

characteristics where changes in one variable do not produce directly proportional
changes in another, attte system's behavior is not easily predicted based on simple

causeandeffect relationships. The complexity of systems inctuthe intricate

relationships between variables and their effentsach otheconcerningime.

The problem of complexity anlihearity was discussed by Perrow (1984). In his
normal accident theorysystem accidents are suggested to be the outcomes of the
interactions betweenomplex system variables rather than the resulidisurete
eventsThe accidentg complex and tighyl coupled systems were labebksinormal
accidents.As cited in Toft et al. (2012), Rasmussen (1990) also extensively
discussed the challenge of determining causality in accident analysis, drawing on
philosophical concepts related to the connection betwdiesct causesffect
relationships, timelines, and accident modelifige studyexplored the difficultyof

breaking down realvorld events and objects to elucidate a causal path leading



upstream from the immediate accidewhere latent effects from eanievents or
actions remain dormantt was also statethat societechnical systems are both

intricate and unpredictable.

According to Dekker et a(2008),safetycritical systems are becoming increasingly
intricate with increasing uncertainties due te rapid technological developments
in diversearea. As the complexand nonlinear interactions between the system
components increase, nonlinear methbdse become essential to highlight and
evaluate the levels of interaction®n this basis, Wwen safetymodels involve
complexandnonlinear relationships among variables, whapat changse donot
result in proportional changes in safety outcorttes nonlinear modelaustexplain

the failures ad the leverage points to address thehecordingly, the sysm
theoreticaccident model and process (STAMIRd system dynami¢SD) modeling
have becomavell-known approaches to adopt when tackling safety in complex

systems.

2.2.2.1 Systens Theoretic Accident Model and Process (STAMP)

As summarized imoft et al.(2012),the system theoretic accident modeling and
processapproachSTAMP) wasfirst developedoy Leveson (2004) anelvaluated
systems considering interrelated components in dynamic equilibrium through
feedback loops of information and control. It emphasized nibed for safety
management systemsdwoersee tasks and continuously impose constraints to ensure
system safgt This model focused on understanding why existing controls fail to
detect or prevent changes thaddo accidents. It emplgya classificatia of flaws
method to identify contributing factors within a linked system. Although it expanded
on the barriers and defenses approach for accident prevention and emphasized
proactive safety performance indicators, it had limited adoption within the safety

community.

10



As Levesonand Thomas (2018ktate STAMP is not an analytical methodbut
operates as a framework or a collection of underlying principles outlining how
accidents occurAs a commonly utilized STAMflerived tool, STPA (System
Theoretic Proces&nalysis)serves as an uncertainty assessmethodexamining
potentialcauses ohccidens during the developmental phasestoninate or manage
hazards preemptivelfrigure2-2). STPA leans more towards a qualitative approach,
focusing on understanding the system's structure, interactions, and control

mechanisms, which might limit its ability to provide quantitative predictions.

STPA

1) Define 2) Model 3) Identify 4) Identify
Purpose of == the Control = Unsafe Control e Loss
the Analysis Structure Actions Scenarios

Identify Losses, Hazards . —l— 4 Tl o -J_ -F T

Define
System —
boundary

. Environment

- Mo = ot L-__i.;’_'_/__

Figure2-2. The overview othe STPA method (LevesoandThomas, 2018)

2.2.2.2  System Dynamics Modelling

The system dynamicsonceptwasfirst developedn the 1950s byProfessor Jay
Forrester at MIT to assist decistamakers in understandinthe structure and
dynamics of complex systems, developing effective policies for -lasting
improvement, and promoting successful implementation and chgdtgeman,
2002) System dynamics provides a framework for addressing dynamic complexity,
where tle relationship between cause and effect may natldsa: It is based on

nonlinear dynamics and feedback control theasingaspects frontognitive and
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social psychology, organizational theory, economics, and other social scemtes
it establishesormal mathematical models, tests them, and provadgsulation to

describe complex systems with nonlinear and dynamic features

This methodis specifically designed to model and analyze complex systems and
provides a way to represent them in a graphicah. It utilizes stock and flow
diagrams and causal loop diagratosanalyze the system's behavior over tiine.
this way, the behavior of complex systems under different conditicas be

simulated taunderstand the underlying causes of observed bahavio

Sterman (2000ktatesthat although eaclstudy has adiverse approach to SD
modeling, a sequence of activities is universal for a successful modeling pescess

listed below andllustrated inFigure2-3.

I.  Defining the problem to be addressed,
i.  Developing a dynamic hypothesis or theory about the causes of the problem,
iii.  Constructing a simulation model to test the dynamic hypothesis,
iv. lteratively testing and refining thmodel until it is deemed suitable for the
intended purpose and
v. Designing and evaluating policies or interventions to improve the system's

performance based on the insights gained from the model.

1. Problem Articulation

/' (Boundary Selection)

5. Policy i
Formulation ﬁ Dz?::;'ii
& Evaluation vp

\

4. Testing 3. Formulation

- -

Figure2-3. The Overview of SD Modeling Proce¢Sterman, 2000)
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As Senge (1990) depicts, recognizing the loops rather than linear relatioceships

be the keyo systematically conceptualizing reality. Even though it seems like a basic
concept, recognizing the feedikdoops overthrows deejpoted perceptions such as
causality.System dynamicgherefore, uses feedback loops, stocks and flows, and
nonlinearities resulting from system component interactions to model the behavior
of a system. The models used in thisrapph are built from three fundamental
components: reinforcing loops (also known as positive feedback), balancing loops
(also known as negative feedback), and del&ygufe 2-4). Reinforcing loops
amplify thechange while balancing loops tend to counteract it. Delays can introduce

instability to thesystem [Levesoret al.,2006).
i Desired Value /—\"
of Variable

k, Error Action
Variable 1 @ Variable 2 + _\ B /

+
+\‘/ Variable

a. A Reinforcing Loop b. A Balancing Loop

Desired Value +
of Variable
Variable

c. A Balancing Loop with a Delay

Figure2-4. ThreeBasicComponents of SModels (Sterman, 2000)
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2.2.2.2.1 Defining the Problem

All modeling efforts should addresseatworld problem that needs to be solved. In

this sense, articulatg a realworld problem is acrucial starting point for system
dynamics modeling. In defining the problem, Sterman (2000) suggests that modelers
should adopt a concise approach, excluding irrelevant components. This approach is

crucial to ensure the feasibility and promptness of the project.

Featherstorand Doolan (2012) reviewed the critics of SD and summaribesn

under four categories. Two of these categories are concerning the problem definition
phase. Firstly, the nature of the problem should be compatible with system dynamics
modeling An SD model aims to understand the problems as dynamic patterns
unfolding over time. Applying it to the problenteat emerged mainly due to
extrinsic influences may result in poor models. Barlas (2007) emphasizes that
modelers should use system dynanicsolve system dynamics problems. For static
complexity cases, point forecasting problersd input-output (-O) simulations,

other modeling methods are a better fit than system dynamics. To ensure good
problem articulation, Sterman (2000) recommendsitorg reference modes and
exhibiting the problem on a time horizon that extends back far enough. Thus, the
modeler should ensure that the defined probiesults fronthe dynamic complexity

and thereforeit is a good fit for system dynamics.

Another conrmon mistake in this phase is trying to buiddels that are too large
represeneéach and every component in a system. Barlas (2007) asserts that assuming
that incorporating more details and building large models sesuth more valid

model is countdactual andit is not onlychallengingto build sizable models, but

also it is almost impossible to understand,,testl evaluate them. So, the model

should include only the essential details that clearly fit with the articulated problem.
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2.2.2.2.2 DevelopingA Dynamic Hypotheses

After the definition phase, the conceptualization efforts continue with building a
hypothesis t@xplainthe problemcalledthe dynamic hypothesjsasthe problem is
conceptualized in terms of system elements. A dynamic hypotaegians the

emergingproblem based on feedback loops and stock and flow structure.

The process itself is somehow dynapais working with those who own the problem
andimprovingthe hypothesis with their feedbacleissentialln this phase, it is also
advisalte to approach the process of conceptualization with creativity and multiple
perspectives, avoiding a strict division betwedhe identification and

conceptualization phases (MartiAktoyanoandRichardson, 2013)

It is crucial in that stage to have a yst thinking mindset and seek endogenous
explanations rather than exogenous ones. In systems thinking, the cause of problems
is hidden in the complex dynamic interactions between system components. In other
words, factors inside the defined system boumrdaare more decisive in the problem

than ttose influencing the system outsitiee boundaries. Even though exogenous
factors can be included in the model to some extent, Sterman (2000) warns modelers
to scrutinize their importance and carefully reconsideodel boundaries
accordindgy. The SD tools include model boundary, subsystem, causal loop

diagrams, and stoekndflow charts to develop the dynamic hypotisesi

Model Boundary Chart

Model boundary charts in system dynamics emphatizedistinction between
endogenous, exogenous, and excluded variables. This distinction is visualized using
a simple chart or diagrams like the Balls, where the center represents endogenous
variables, the middle ring represents exogenous variablesthanaduter ring
represents excluded variables. Trimble (204t8testhat the iterative nature of

developing system dynamics models is guided by examining these boundary
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concepts for model improvement and extension. An example model boundary chart

is givenin Table2-1.

Table2-1. An Example Model Boundary Chart (Sterman, 1983)

Endogenous Exogenous Excluded

GNP Population Inventories
Consumption Technological change  International trade
Investment Tax rates Environmental constraint
Savings Energy policies Non-energy resources
Prices Interfuel substitution
Wages Distributional equality

Inflation rate

Labor force participation
Employment
Unemployment

Interest rates

Money supply

Debt

Energy production
Energy demand

Energy imports

Table2-1 lists the factors related to a complex problem that explores the impact of
higher energy prices on macroeconomic variables and the development of novel
energy sourcegSterman, 1983 Notably, the endogenous variables outweligé
exogenouones,while there are still several exogenous variables in the mtidel.
was mentioned in the studghat takingthese exogenougariablesas endogenous

would impair the conciseness of model boundarie

Subsystem Diagram

A subsystem diagram provides an overview of a model's structure, displaying
significant subsystems and the flows linking them. Subsystems can represent
organizations or their subunits, such as operations or marketing. These diagrams

convey information about the model's boundaries and level of detail by showing the
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number and types of organizations involved. They also offer insight into the model's

endogenous and exogenous variables.

For example, Cooke (2003) defined four subsystemnsadeling theWestray Coal
Mine systemAccordingly,a model addressing the systemic structure behind a coal
mineexplosiorwasconstructeavith four subsystemsroduction, human resources,

mine capacityand safetyas illustrated irrigure2-5.
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Figure2-5. Subsystems of the Westr&pal MineExplosion(Cooke, 2003)

Causal Loop Diagrams (CLDs)

Causal loop diagramming is often considered the qualitative foundation of system
dynamics modeling. These diagrams help modelers and stakeholders understand the
underlying dynamics and feedback loops that drive system behavior. Once these
gualitative relabnships are established, they can serve as the basis for building more
guantitative models that simulate the system's behavior over time using

mathematical equations.

According to Sterman (2000), CLDs are excellent for swiftly capturing dynamic
hypothesesdrawing out and recording mental models, and showing significant
feedback loopthat can beesponsible for the problem. Thesentiatomponents of
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the causal loop diagrams aadreadyshown inFigure 2-4. These components

establish causal loop diagramThere are slightly different notations used in the

literature. However, link polarities acemmonly usedo show the nature of changes

in the relationship. In a causal relationship, a negative link shows tiet dause

increass, the effect decreases as a resnltontrasta positive link shows that if an

increase occurs in the cause part, this titme effect increases resultantly.

Eleven crucial aspects that should be regarded Wwhiting causal loop diagrams

arelistedas follows (Sterman, 2000)

Vi.

Vii.

viii.

Xi.

Causal relationships in the modshould be us® and any confuson

correlatng with causatiorshoutl be avoided

The link polaritiesshould be labeled.

The loop polaritieshould be determinednd polarities must be certain.
Loop nameseed to be usetd enable readers to follow.

The significant delayshould be expresséa causal links.

Propervariable nameshould be usedrhe variable names need to be either
nouns or noun phrases. They should have a clear sense of djraatidhis

direction should be positive.
A clearandunderstandable layoshould be built

An optimum level of detagilwhich enablereaders to grasp the logic while at
the same time keeping the structure singpldclear, should be used.

A series of small CLDshould be constructed rather than merging all the

information to build one comprehensive diagram

The goals of hlancing loopshould be shown explicitly, dbey allhave a
goal

A clear distinction betweethetrue state and the state perceived by the actors
should be made.
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When constructing causal loop diagrams, it is advisable to supplement the
understanding ith asmuch data as possible. Interviews assentiabata sources
but have limitations. Therefore, additional qualitative and quantitative data should

be used depending on the problem defined.

Stock and Flow Maps

Stock andflow mapscan incorporate quétative aspects intdhe modelusing
differential equations. The flow and accumulation can be visualized as a material
flowing in and out of a containeAccording to Sterman (2000), in addition to the
feedback loops, stoskand flows are another fundamental concept in system
dynamics theoryAlthough stocks and flows are everywhere, many decisiakers

fail to distinguishthem. Therefore defining the system's stocks and flows is vital

while building the mode

By definition, past eventare accumulated in stock§he manufactured goods are
stocked in the inventory, the customer orders to be dispatueetocks, andthe
number of miners hired for production calso beshown as stock. These stodeamn
only alter through inflow and outiiv. The goods in the inventory will falthenthe
dispatcling rate is higher than thoductiornrate and theyeriodicnumber of miners
will increase wha the hiring rate of the company is higher than their leaving Irate.
the diagrams, the regulators iofflows and outflows arelenoted asalves. For
example, the production rate controls the inflow to the invensorg the shipment
rate controls the outflow from the inventoffyigure 2-6). However, these valves

controllinginflow and outflowwill depend on differentariables.

O—F— =

SOUEr C¢ sink

inflow outflow
flow regulators

Figure2-6. A Sample Stock and Flow uktration
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Policy Structure Diagrams

A policy structure diagram is a visual representation used in system dynamics
modeling to illustrate the relationships between various policies, actions,and th

intended outcomes within a complex system. It helps in understanding how policies
interact with each other, how they influence the system, and the potential outcomes

they generate.

This diagram typically shows the causal relationships between different policies and
their effects on key variables or aspects of the system. It helps the mosiaddize

the interconnectedness between policies adentify potential unintended
consequecres, leverage points, and feedback loops within the policy system. A
policy structure diagrars a tool to analyze and communicate the complex web of

policy interactions within a syster@onstruction of th&imulationModel

Simulation models work withiterative actios. Therefore, gstem dynamics
modeling should be a process that develops by continuous testing and questioning
(Sterman 2000). The causal model is built with the defined parameters inside the

boundaries. The causal loop model is qualitativee@msists of feedback loops.

Mozier (1999)summarizes the simulation model construction into two steps after
building a causal modeThe first step ixonvertingthe causal model into a flow
mode| which enables the model to be quantified. The secomqdiste transcribe

this flow diagram into computer languap use iterations and dynamic testing of

the model.

The quantitative model is formed using mathematical equations that run forward in
time in system dynamics modelinthe stockandflow diagramgepresent the flows
accumulated in stockwith differential equationsDifferent computational tools
have beendeveloped for system dynamicaodels Vensim, Stella, NetLogo,
Powersim, Studio, and Anylogic are the most commonly used SD software
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2.2.2.2.3 Testingand Refining the Model

To address the leverage points correctly, the modeler should test the model in terms
of its explicabilityin real life.According to Sterman (2000), the testing process starts
with the very first equation of the simulation modeinitolves more than comparing
simulated andactual system behaviors, necessitating meaningful -weald
variables, dimensional equation consistency, and assessing sensitivity to
uncertainties in assumptions for both model behavior and policy recommesdation
Models must endure testing under extreme conditions, often scenarios that haven't
been observed in realitypeveloping confidence in the model liesits testing
cgpability. The modeler refines the model as the feedback from the testing shapes

the enhacements.

2.2.2.2.4 Designing and Evaluating Interventions

The evaluation phase of the system dynamics modeling involves the development of
potential interventiongvaluation helps verify the model's accuracy by comparing

its behavior against realorld observatias or data. It is conducted to ensure that the
model effectively represents the system's dynamics and behavior. Evaluation allows
researchers to determine the reliability and credibility of the model's predictions and
outputs. Identifying areas where theodel may deviate from reality provides
insights for refining or enhancing the modés system dynamics models are often
used to explore the effects of different policies or interventiMazier (1999)
suggests adopting sensitivity analyses to test thdehiehavior under the effect of
different conditions This approach focuses gearching for the system's leverage

points and enabldgbe modeler to suggest a policy design.
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2.3 Application Fields of System Dynamics Modellingor Complex

Systems

Complex systems exhibit nonlinear and dynamic behavior and are composed of
interconnected elements interacting with each other in feedback loops. The Complex
Systems Theory wasitially formulated by Von Bertalanffy (1969), aiming to
establish an alternae to the NewtoniainCartesian perspectie explain complex
events and system€omplex systems can be recognized in many areas, and their
theory is applicable ta vast domain. Indeed, the whole world can be defined as a
complex system where everythirggconnected to everything else (Sterman, 2000).
Therefore, the boundaries and content of a complex system to be analyzed should be
clarified to distinguish its difference from other basic linear systems. This separation
requires a complete understanding what a complex system stands for.
Accordingly, the features of the complex systems are summarized by Dekker (2011)

as follows:

i.  Complex systems are susceptible to the effect of their surroundings and can

affect their surroundings in return,

ii. Components ofhe complex systems have a sort of autonomy in a way that
each of them is uninformed about the total effects of their actions on the

system as a whole,

iii. A complex system cannot be fully represented by the behavior of any
components in the system as the ctaxity feature is affiliated with the

system itself,
iv.  The conditions are dynamic in which complex systems operate,

v. There is a time dependency for complex systems, so the historical

characteristics should be considered when describing the current behavior,

vi.  The components of a complex system have nonlinear relationships with each

other, and these relationships can produce asymmetrical results.
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In the Normal Accident Theory, Perrow (1984) also states that complexity and
linearity apply only to the systems'témactions by avoidinglefining the whole
system as complex or linear. Therefore, linear and complex interactions are utilized
instead of linear and complex systems. In normal accidents theory, the systems are
compared on a tweariable array in which theomplexity/linearity of interactions

and the tightness/looseness of coupling are combined in a Eigutg2-7). The

chart classifies the mining dec as a loosely coupled complex system.
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Figure2-7. Interaction/Coupling Chart (Perrow, 1984)

Accidents are grouped as system and individual accidents (Rer®®4). System
accidents occur due to systems' inherent complexity and coupling, making their
prediction and control difficult. These accidents induce widespread andbistitgy
consequences, affecting not only the immediate system but also othepaittyrd
systems and individuals. These accidents are generally observed as inevitable in
complex systems and cannot firevented entirelyManagement and mitigation of

consequences are applied to reduce risk levels
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On the other hand, individual accidents asaised by the actions or errors of
individual people, such as operator error, negligence, ignorance, or intentional
misjudgments. These accidents are comparatively more practical to prevent and
control than system accidents since human factors and viels lg/pically cause
them, and they can be reduced through training, regulation, and other interventions.
Evaluating system and individual accidents in a complex system can be challenging
since various complex and mutual interactions are expected to Asamentioned

in Section 2, system dynamics modeling is a robust techniquestimcessfully
explaining complex systemsThis section will concentrate more on general
applications of system dynamics on complex systems other than mining to highlight
its effectiveness in modeling a diverse range of applications in different fields. The
complexity of the safety systems of the mining sector will be detailed in Section 2.

In the literature, the complexity aspects have been handled primarily for the branches
of transportation, health care, management science, environmental science, and
human factors and safety science, where high levels of uncertainty related to
technical, management, environmental, and human aspects are available.
Accordingly, various review réicles concentrating on these application fields of
system dynamics are available in the literature. Therefore, this section will discuss
the details in these articles, while a deeper analysis of system dynamics for safety
issues in miningelated sites W be evaluated under Sectiom2In addition, Torres
(2019) and Zanker et al. (2021) reviewed the study scopes dominating system
dynamics applications.

Torres (2019) reviewedrticles on system dynansigublished between 1985 and
2017. The review perfared bibliometric analysis to classify more than 1,400
research articles. The citation analysis revealed that system dynamics is an emergent
field of study, as citations show a significant upward trend, especially after 2001.
The author identifies three tad categories of research: i) developing formal
procedures for system dynamics, ii) modeling dynamic problems of interest, and iii)

group model building for developing models. The widespread problems of interest
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for the second category are global warmisgstainable development, drug use
dynamics, conservation policies, water scarcity, and disasters, including coal mine
explosions. The analysis also reveals the main themes in research by clustering the
journals. In Figure 2-8, the green cluster depicts operations research and
management science; the red cluster shows environmental analyses, the yellow
cluster shows healthcare applicatioasd the blue loster depicts the general
applications of SD modeling. Torres (2019) gives three suggestions for future
research in system dynamics. First, future research should focus more on the
underlying mechanisms of human misperceptions and misunderstandings of the
dynamics of a feedback system in decismaking. Second, scholars should
demonstrate the effects of system dynamic interventions in the long term. Finally,
more studies should focus on providing decigioakers with procedures to build

their simulation mdels.

Journal of public health management and practic

health research policy and systems
systems

european journal of gperational research

ndustrial management & data systems ;JI()S one %
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ecology and society
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systemic practice and action research e

journal of environmental mandgunmrll‘a
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journal of manageent in engineering

Figure2-8. Bibliographic Coupling Network Map Based on Jourr&t®wing the
Themes of System Dynamics Researches Torres (2019)
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Zankeret al. (2021) conducted a systematic review of the application domains of
system dynamics in recent years. The authors examined 212 papers published
between 2016 and 2019 for the study. The review gives a classification chart of
recent trends in the SDsearch that presents the research areas under 20 subgroups
of 4 main classeRRecent studies have focused on the environmanthlbusiness
domains, while the health domain is also visible. The study indicates that Vensim is
the predominant software, whease Stella, NetLogo, Powersim, Studio, and
Anylogic are other common computational todisr building SD models.
Researchers have developed the vast majority of the models to make predictions
using the dynamic simulation feature of SD. Business performiniiceral/material
markets, and transportation safety are popular topics under the business domain
predictions. In the environmental domain, leading topics are sustainability, pollution,
and water resources. However, the authors highlight the importanogod|
verification by using tests and criticize that some recent studies need more clarity in
their methodologies:igure2-9 shows the frequencies of test methods adopted in the
studies. As a result, the researchers should vi@fsobustness and meaningfulness

of their models/simulations to enable grounded ases\and predictions.

Extreme-condition
tests Historical test

Structural Analysis

Boundary
Sensitivity analyses Behaviour analysis eal data | adequacy

Figure2-9. Frequencies of Tests Conducted in SD (Zanker et al., 2021)
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The review articles and the search inquiries in WOS and Scopus revealed that system
dynamics applications arccumulated in transportation, healthcare, management

science, environmental problems, and analysis of human factors and related safety
issues. Accordingly, the subheadings under this section will discuss how the system

dynamics models are adopted to inmpént these fields.

2.3.1 Transportation

Shepherd (2014) reviewed the scientific studies that use system dynamics in
transportation areas. The paper analyzed more than Sergwemwed articles
between 1995 and 2013. The review reveals that system dynamics apqsr in
urban, regional, and national strategic transportation policies. For instance,
transferability between cities and the potential impacts of a specific highway
capacity enhancement can be studied to support deciga&img stages in the area.
The review covers a period in which exploring different policies to promote
alternative fuel vehicles has been attractive; therefore, unsurprisingly, a significant
portion of the reviewed articles were on this topic. Although the scope of Shepherd
(2014) retuns only one paper on transportation safety, more studies should adopt
system dynamics in traffic safety and aviation safety domains, as lbrahim Shire
(2018) states.

Fontoura and Ribeiro (2021) reviewed the papers on sustainable transportation
policies. Theauthors claimed that transportation systems should not be analyzed with
linear approaches due to their dynamic complexity, as Wang et al. (2008) also
suggested. This review article discussed 23 pamémsarily published after 2013
without restricting thepublication period. Almost all these studies used SD to
analyze their proposed policies by incorporating an environmentansdel, in

which air pollutant emissions and energy consumption values are used as

sustainability indicators.
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2.3.2 Healthcare

Davahli ¢ al. (2020) conducted a systematic literature review of researitte arse

of system dynamicsn healthcare. The article investigated the main problems
addressed in past research, the modeling approaches, and the prospect of SD
simulations in healthcardReviewers examined a total of 253 articles published
between the years 2000 and 2019. The use of SD in healtietated studies, like

in other sectors, shows an ascending trend in the literature after 2013. Patient flow
was the most popular researchaare which the majority of analysts adopted a
guantitative approach by establishing stock and flow diagrams and using more
guantifiable key variables such as the number of patients awaiting discharge, patients
in care, patients waiting for rehabilitatiolength of stay, or bed capacitlyigure

2-10 shows a sample portion of a stock and flow maseld to evaluatie patient

flow. The systematic reviefound that other popular research areas include specific
disorders such as obesity and communicable diseases such as HIV/AIDS and
tuberculosis. However, safety in healthcare sectors is another research area that is

not frequently studied.
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Figure2-10. The Core Part of the Sto¢kow Diagram for the Patient Flow Model
by Davahli et al. (2020)

Darabi and Hosseinichimeh (2028ypanded the publication period to 198018

and analyzed 301 articles on SD modeling in health and medicine. It is again
observed that SD studies have been populated after th@Qh@is. The authors
classified the papers into three main modeling categoi) diseaseelated, ii)
organizational, and iii) regional health. Most of the research studies have

concentrated on the first and third categories.
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2.3.3 Management Science

Cosenz and Noto (2016) systematically reviewed the articles on the system dynamics
used in modeling strategic management. The authors described strategic
management as a broad term for top management's deeialang process, which
recognizes assessing the organization's environment. By examining 172 articles, they
showed that scholarsed system dynamics as a systemic analysis tool, and 63% of
the studies included simulation in the related fields. According to the review,
analyses adopt system dynamics mostly in strategic planning, organizational
learning, and performance managementvds emphasized that SD is a flexible

strategic management tool with solid educational features for managers.

The system dynamics applications in electricity sector modeling were reviewed by
Ahmad et al. (2016). Examination of selected 35 papers showedntist of the
studies focused on policy assessment and generation capacity expansion modeling.
The study shows that system dynamics is a valuable tool for exploring the possible
effects of new policies on the national level. It also features the use ah SD
combination with other modeling approaches. These approaches included artificial
intelligence technigues such as genetic algorithms, decision trees, andbagght

modeling.

Uriona and Grobbelaar (2019) analyzed the research studies on innovat#n sys
modeling with SD. The studies are generally interested in business management
research and development efforts. Reviewing 54 papers published between 1996 and
2017, the authors claim that most researchers adopted system dynamics as an
explorative modelith no specific realvorld problem. The models mostly aim to

form an understanding of innovation system feedback upon different policy changes.
Even though system dynamics is considered beneficial for the policy
recommendations, incorporating ntaditional actors into the models is not
concentrated. Integrating system dynamics modeling with dxpesstd or bottorup

modeling approaches advised for future research to address this gap
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2.34 Environmental Sciences

System dynamics use in agricultural and reltuesource (AGNR) management
modeling was reviewed by Turner et al. (2016) by examining the case studies. The
article mentions that the first ever SD model on AGNR was as early astd972
explorethe upper limits of human developmental capacity by bugldgmSD model

based on population growth, food per capita production;renewable resource
depletion, industrial output, and pollution generation parameters. Since then, there
have been prevalent case studies on hydrology and water resources, agriantlure

and soil resources, food system resiliency, and smallholder development topics. The
authors discussed the case studies and the system archetype behaviors of the models.
Accordingly, the complexity of environmental sciences constitutes a convenient
domain for system dynamics modeling. For the case studies reviéwesl that
backfireanddrifting goalsare the two most common archetypes, revealing that quick
fixes tend to fail in their specific contexts. It is also seen that dynamic concepts of
resilience, sustainability, and robustness are described on-@épsndent graph in

the context of food resiliencBigure2-11 portrays that incomplet®ystem recovery

after a disturbance results in a sustainably reduced system capacity. The authors

describe this behavior as compatible with the drifting goals archetype.

Koul et al. (2016) reviewed papers that utilized system dynamics in hydrocarbon
resouce extraction. The reviewers define four levels of uncertainty and argue that
system dynamics have limitations under deep uncertainties. According to the article,
the deep uncertainties are the type in which the only known is that researchers do not
know. Researchers suggest testing different scenarios with varying assumptions to
overcome decisionmaking difficulties in policy changes about hydrocarbon
resource extraction. In the study, exploratory modeling and analysis methodology
(EMA), agentbased modeling (ABM), and patient rule induction method (PRIM)
aresuggested methods to improve the ability of the systerardigs to modelinder

deeply uncertain conditions.
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Figure2-11. FoodSystem Resilience Conceggturner et al., 2016)

2.3.5 Human Factors and Safety Science

Shire et al. (2018) systematically reviewed the litemtddressing system safety
using system dynamics. The review was scoped to investigate what safety issues SD
addresses, what safety improvements SD serves, and how SD might further
contribute to system safety. The authors summarized the nonlinear methods
developed to understand accidents in complex gecionical systems. It was
asserted that system dynamics have several advantages over Accimap, HFACS,
FRAM, and STAMP methodologiesyhich frequently utilizecausal analysis
methods. These advantages a& thsystem dynamics can be used for retrospective
analysis and predictive assessments, ii) SD models give users unlimited options to
define their model categories, iii) the visual interpretations are easy to understand,
and iv) SD can produce succesgfulantified models even in the case of scarce data.
Also, sensitivity analyses, testing, and qualitative interpretations can address

uncertainties.
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Shire et al. (2018) identified 63 articles from 1984 to 2017 and classified them
according to their applican area using an extended version of the HFACS
framework. More than a third of the papers were detected to be from the healthcare
sector. It is realized that the potential of system dynamics in safety detialang

is generally underestimated.

Kontogiannis and Malakis (2019) tried to represent the efficighoyoughness
tradeoff (ETTO) principle regarding system dynamicBhe ETTO principle,
hypothesized by Hollnagel (2009), provides insight into the deemigking process

at the sharp end while pgle try to maintain safety under pressurer example,
operators facing a high volume of information need to process as much data as
possible. While doing this, they employ techniques that may sacrifice accuracy and
thoroughness to develop a solid undamding of the situation and respond promptly.
The researchers usammpensation tacticand exploration studiesconcepts to
represent the principle. Here, the compensation tactics refer to the performance
adjustments of operators in favor of efficiency jilexploration studies refer to the
efforts seeking thoroughness. They presented a qualitative model of the ETTO
principle and simulated it to explore the system's dynamic behavior. The proposed
model is generic, and it lacks validation with readrld dda. Figure2-12illustrates

the causal loop diagram of the ETTO principle.

As systems thinking is more pronounced in safety science, applications of system
dynamics to occupational health and safety are almerging. The background
information and its detailed explanation of how the system dynamics can be

embedded into OH&elated mining aspects will be detailed in Sectiagh 2.
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2.4  System Dynamics Applications for OHSRelated Aspects in Mining

This subsection discusses applications of the system dynamics method to evaluate
and solve OHSelated problems in mining sites. Accordingly, Cooke (2003) used
the system dynamics approach to analyze the 1992 Westray coal mine explosion in
Canada, which malted in the deaths of 26 miners. Cooke's work presented an
alternative to traditional accident investigation approaches that follow a linear
process. The results showed that even loosely coupled linear organizations like the
Westray coal mine can poteaity generate disasters. The study's dynamic model
comprised four subsystems: Production, human resources, safety, and mine capacity.
A causal loop diagram demonstrated each subsystem. The study formulated causal
relationships using the Public Inquiry Repand the archetypes based on the study

by Sterman (2000). Overall, the structural model used a dynamic hypothesis that
production priority over safety triggered the chain of events that resultednrajbe
incident Although the explosion occurred afie year of operatn, the model was
simulated for 10600 weeks from the stadf the mine to analyze the lomgn
behavior of the system. Interviews and discussions were used for model validation.
The author tested the dynamic model for four differemnados based on "no

incident rates at industry average,

incidents, high losses from incidents," and
"safety taken as the priority." According to the results, the author suggested that
safety culture changes take a long time due to the significantsdielahe model.

The shortcomings of using incident rates as performance indicators may also stem
from these delays. Cooke also claimed that safety commitment does not sustain itself,
as it tends to decrease without incidents. Although the model resuitstdpve
groundbreaking conclusions, it was successful because it explained contemporary
phenomena, such as the shortcomings of lagging indicators and the organizations'
tendency to drift into failure. The study also shows that system dynamics can be a
hdpful tool for analyzing organizational accidents and creating options for future

research.
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Goh et al. (2012a) conducted another study in a similar context. They focused on the
production vs. protection dilemma in mining by using system dynamics. The
reseach approach in this paper was an instrumental case study to deduce more
general principles. The existing theory was the base for establishing the model,
especially Reason's (1997) work on how organizational accidents occur. A causal
loop diagram demonstes the production and protection subsystems interacting
with each other. The authors chose a fatal rock fall accident involving seismicity that
occurred in the Beaconsfield gold mine o' 26ril 2006 as a critical case that has

the potential to reveahformation that might permit obtaining general principles.
The authors also utilized qualitative data analysis software to analyze the information
gathered from the coroner's inquiry and other investigation reports. The authors
tested the compatibility ahodel results with five preelected statements derived
from the literature. They discussed the results under three sedti@usetical
implications, managerial implications, and methodological implications. The
research findings indicate that when theésepressure to increase production,
management tends to prioritize production over other aspects, leading to a distorted
perception of risks and further emphasis on production. This vicious cycle is a
significant factor in causing system accidents. Adddily, the study found that
finding a balance between protecting against risk and increasing production can be
tricky. Initially, increasing protection can lead to excessive emphasis on production,

ultimately increasing the risk of accidents.

Goh et al(2012b) used the system dynamics methodology in a qualitative research
paper to interpret the causal relationship between safety culture and OHS
performance. The study was conducted with participants fréanga Australian
international company providingliversified services in the mining industry.
Researchers used a group meaélding approach where the participants worked in
pairs to build a model that could reveal the causal factors influencing OHS metrics.
As a result, a causal loop diagraras prodaedusingVensim software to represent

the findings. As the study scope is limited to form a descriptive model, it does not
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incorporate a simulation model to determine leverage points for improving the OHS
metrics. However, the potential of the group mdaglding approach in framing the

causal loop diagram was shown by this study.

The emergency response capacity for coal mine flooding was studied by Wang et al.
(2012) using a system dynamics model. A causal diagram analyzed and interpreted
the success &dors for rescue in flooding emergencies, and a flow chart model
focused on "emergency capacity" forms the basis for the simulation. Researchers
used flooding accident statistics and emergency input data, and safety management
experts reviewed simulatioesults for verification. Wang et al. state that each factor
has a different weight influencing the emergency capacity against flooding. The
study offers a methodology to practically use system dynamics modeling in decision

making to improve the emergencgpacity of a coal mine.

Another case study on the practical use of system dynamics in coal mine safety was
done by Tong & Dou (2014). They used accident cost data from a coal mine in China
to analyze the optimal allocation of safety expenditure to rdaetadcident cost
targets. The authors formed a causal loop diagram and a stock and flow diagram to
model the effects of safety investments. A simulation was run in Vensim software,
and it was concluded that although safety expenditure has a delayedrefabtty,

the higher the initial investment in safety, the shorter the time required to achieve
targets. Researchers also proposed an optimal ratio combination for safety
expenditures. Even though the theoretical background that forms the basis for the
models has yet to be explicitly explained, the study shows a potential practical use

of system dynamics in safety decisimaking.

RodriguezUlloa (2018) proposed an intelligent decision support system
methodology for decisiemakers in the Peruvian energgd mining sectors. The
methodology is a combination of systems approach and artificial intelligence
technology.To evaluate the risks in the complex interactions between human and

nornthuman factors, the author offers system dynamics to unveil the causal
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relationships in the modeling phase. However, instead of using stock and flow
simulation of system dynamics, the methodology incorporates Bayesian networks in
performing sensitivity and scenario analyses. Tlibe proposed methodology
utilizes only the degiptive components of system dynamics.

Abbaspour et al. (2018) further tes®dtem dynamics safety decisioinmaking in

a study to evaluate the safety of different transportation system alternatives in open
pit mines. They introduced safety and somdexes applicable only to the scope of

this study when creating the causal loops and the stock and flow model. Researchers
worked with the parameters of a hypothetical open pit copper mine to compare the
safety and social indexes of different types @@ @(in pit crushing and conveying)
systems and conventional truskovel systems. The simulation results depicted that
fully mobile IPCC systems produced significantly lower LTIFR and higher safety
index. Regarding the social index, the truck shovel systednfixed IPCC system
ranked higher as these systems require more workforce and training effort. Instead
of determining one transport system as the optimal solution, the researchers suggest
the importance of two indexes interchange throughiwaitife of mine Therefore,
different transportation methods may be optimal during different periotte dife

of ming according to the simulation results.

Yu et al. (2019) focused on the intervention strategies against unsafe behaviors of
coal miners and used stgm dynamics to compare the effects of different
intervention strategies on unsafe behaviors. Although the outdated concept of
"unsafe behavior" was selected as the topic of the study, researchers made rigorous
validation efforts for the model they struptd. Ishikawa diagram was used to
specify the influencing factors that lead to unsafe behaviors. The authors listed the
specified factors under a relevant branch of the fishbonearfaytical network
process (ANP) was utilized to appoint significameights. These factors were
evaluated against hazard perceptimgntification, ad decisioamaking criteria.

The resultantmatrix was tested in Super Decision software for consistency by

consulting an expert group. The established stock and flow model ¢cookra of
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the weights of the indicators, and simulation was run for different intervention
strategies and the initial state. The simulation showed that the coal miners' unsafe
behaviors decreased until they reached a balance. The unsafe behaviors under
different intervention conditions showed a similar pattern but a lower balancing
point. Researchers also simulated the effects of adopting combined intervention
strategies and suggested that coal mine enterpfisgsimprove their safety
management systemshey also asserted that unsafe behaviors dahoooughy

converge taero.

Boukas & Kontogiannis (2019) aimed to model safety management by elaborating
on the study conducted by Cooke (2003). The case study focused on the
organizational tradeoffs affeng safety management. The article examined a typical
mine, and researchers defined two indexes for production pressure to quantify the
concept. The total desired work rate divided by capacity gives the "schedule
pressure” index, and the production ratiorto the actual customer orders gives the
"management production pressure" index. The model incorporated four subsystems
safety, production, human resources, and task management, and included the
complex interrelations between thermResearchers excludlethe mine capacity
subsystemwhich isencompassed by Cooke's (2003) work, and introduced the task
management subsystem as an indirect route where production influences safety. The
suggested model contributed to the safety subsystem by involving the human
reliability module.Figure2-13 shows a simplified overview of causal loops given

by two articles. The built model was simulated with different production order rates
for five years to se¢he effects in the long run. Researchers also run extreme
conditions tests and sensitivity analyses. The simulation refgtged that working
patterns are significant factors for all subsystems, and flexible working patterns
effectively kept the scheduf@essure reasonaldeen at high production demands.
Researchers suggested that the rationale behind that was the higher error recovery of
experienced workers. Therefonmecreasing the training provided to new hires could

significantly contribute to keepg the schedule pressure manageable if the
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beneficiary chooses a stable working pattern. The study provides a sample
interpretation of mine safety without ignoring the effects of complex organizational
processes, and it also introduces a new formulatiothe influences of production
pressure. It is also remarkable that the power of human capacities and their indirect

influence in reducing failures have been displayed.
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Jiao et al. (20223sserted that establishing system dynamics models is complicated,
especially for socitechnical systems, as there is a gap in the formal definition of
the qualitative modeling phase. The paper stressed three prokebemasting risk
factors and their derministic relationships, quantifying the causal relationships
between the risk factorguantifying the safety levels, and providing early warning
for weaknesses. Researchers addressed these problems by offering to integrate
system dynamics and systenedietic process analysis (STPA) methodologies with
the help of analytical network process (ANP). The researchers described a
methodology in which the STPA is ustedexplain the static safety control structure

of the system, ANP is used to quantify theraiehy of the elements influencing
system safety, and SD is used to model and an#hgzelynamic processigure

2-14 gives the simplified flow chauf the suggested hybrid framework (Jiao et al.,
2022).

The article also included a case study of a coal mine in China using the suggested
methodology. In the case study, researchers built the static STPA model based on
two system loss conditions: injury/fatality and failure of mining mission. The
hierarchicalcontrol structure highlighted 22 unsafe control actions (UCAs), and the
authors listed possible corresponding causal factors. The ANP methodology further
classified those causal factors under four categories. According to the analysis
conducted in Super Besion software, the equipment maintenance, physical
environment, and department response speed step forward for the given case study
as the most significant factors influencing safety. The stock and flow diagram
embedded those factor weights in the equistior the dynamic analysis. Ultimately,

the case study analysis interpreted that decisiakers should pay closer attention

to equipment and environmental safety. Although researchers claimed that
integrating the three methodologies is promising, th&yargued that the case study
results could have been better as the model was bas&wswficient publicly

available information
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Yang et al. (2022) studied another combined methodology that adopts system
dynamics in the simulation phase for deep coal mining safety. When building the
static model, researchers suggested using the human factors analysis and
classification system (HFAQSleveloped by Wiegmann & Shappell (2001). They
used each factor specified in the HFACS framework as an operation variable in the
structural equation model (SEM). The study created a Lsaated questionnaire

for model validation and tested it by usinBSS software. The results formed the
basis for factor weights, and the SEM model incorporated these values as
standardized path coefficients, as showirrigure 2-15. For the system dynamics
simulation, the paper interpreted the causal relationships in a stock and flow diagram
in which the mathematical expressionensideredthe path coefficients. The
simulation for five scenarios in VensiRPLE software in which the safety input
allocations differ. The results show the effects of investing on different classes
depicted in the HFACS framework. The study attempted to ground its model on the
HFACS framework and equations on SEM methodology. él@m, as the
framework limits the variables in the model, the simulation results are depicted in
broad categories requiring rigorous interpretation by researdheirs.turn, limits

the practicality of potential use in safety decisinaking.
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In addition to coal mining applications, SD models have also gained attraction for

gold mines where different types ofcupational risks are available. Accordingly,

Saldarriagdsaza et al. (2015) built a behavioral simulation model using Powersim

software to understand the social dilemmas in the scope ofsoaddl gold mining

operations. The study addressed the conifyl@f the socicecological system by

building a causal loop diagram model based on previous studies on core relationships

of collective action.

Verrier et al. (2021) attempted to create a system dynarmamsd methodology for

supporting gold mining stakeo | d e r s {nakéh@ regarding tha environmental,

social, and governance risks. The paper is not specifically on health and safety, but

t he model i ncludes

iri sk of i ncidentso and

The authors claimed to combine sdctechnical, and environmental factors for the

first time in a model for gold leaching processes. The study brought the intangible

par ameter Apubl i c

toy cneatinga userrintedacetirhStellas i mul at i ¢

software. The output of the study elesbthe user to experiment with the letegm

effects of different conditions provided by the model.
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Selebalo et al. (2021) constructed a system dynamics (SD) model to analyze the
potential risk for groundwater exerted by gold mining around a river cattrarea

in South Africa. They described the state of water resources as a complex system

due to determining complex interactions between secanomic, ecological, and

political factors. The model aims to identify interventions that could improve the
mitigation of impacts on groundwater to ensure the-tengn sustainability of the

water supply in the strategic water area. Researchers specifiegeard@terval to

simulate the model using the Stella Architect software. Stock and flow diagrams
representte model s of subsystems figold mining
seepage, 0 and Aneutralizing plant. o0 The
for important parameters and test methods used to validate the model. Researchers
defined a dimensiondes i ndex of Afgroundwater cont at
factoro and ran simulations for five sceE&e
plotted in Figure 2-16 summarize the dynamic risk conditions for the interval,

highlighting the importance of a synthetically lined tailings dam.
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The literaturgeview alsdistedplentyof studies that adopt system dynamics models
combinedwith an evolutionary game theory approach to examine coal mine safety
regulationsespeciallyn China.Researchers use evolutionary game theory to define

a muliplayer gamewherethe players are the decistomakers. They decide on the
base assumptions for players' rationale and develop equations accordingly. As the
players in the system interact with each other and adjust their decisions based on

feedback, systemynamics modeling manifests this dynamic feedback behavior.

In this respect, Liu et al. (2019) performed a combination of evolutionary game
analysis and system dynamics in the context of Chinese coal mine safety
enforcement. Researchers comparativelgudised the effectiveness of static and
dynamic penalty strategies. They developed an SD model for a multiplayer game to
analyze players' lonterm relationships and dynamic behaviors. The model
experimented with various factors to determine effective atigul strategies. Based

on the simulation, the authors suggest that simply increasing the fines is ineffective
in controlling illegal behaviors. However, choosing a dynamic penalty mechanism
can restrain enterprises' legal compliance behavior fluctuagaisc penalty refers

to the fines that are piefined and fixed; dynamic penalty refers to the fines that
depend on the generation numbers of violations/unsafe behaviors or as such. This
concept is B0 applicable to reward strategies

Yu et al. (2019)focusedon the unsafe behaviors of coal mine workers and the
inspection regimes of the safety management department. The basic assumption is
that both coal miners and safety managers are rational economic persons (homo
economicus) who behave in line witheir costbenefit analyses. The study divided
worker behavior into safe and unsafe; safety management strategies into inspection
and no inspection. The equations also considered the errors in decakorg and

the rewards and costs of their decisionas@&l on the evolutionary game theory
approach, the article displays a causal loop diagram incorporating two worker
groups' behavior and safety management choices. The simulation run on Vensim

software plotted the dynamic evolution of each player's strabeged on the
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established model. Findings suggesteddlihbugh dynamic punishment positively
affects workers' behavior, it does not improve safety inspections. However, dynamic
incentives can be a factor in motivating safety managers to conduct castinuo
inspections. The authors included a company's violation metrics in a graphical form
that supports the model's findings by showing that the number of violations
significantly decreased after applying a dynamic incentive scheme. The assumed
causal relatinship needs to be clarified as the paper ignored possible underreporting
of violations due to the risk secrecy and other possible internal and external

influences at the same period for the actual coal mine.

Another study applying system dynamics simulati@sed on the equations formed
using evolutionary game theory was done by You et aR@Q20dhe article focused

on a coal mine enterprise's internal safety inspection system, and once again, it
examined the effects of different reward and incentive regirfihe players defined

in the game are coal mine employers, safety management departments, and frontline
workers. Findings were aligned with the results of Liu et al. (2019) and Yu et al.
(2019) regarding the influences of reward and punishment stratdgiesarticle
appends thagxternal regulatory forces must act upon the internal game system to
ensure high stability and a high ratio of safe behavocording to the results, the
authors assert that the punishment intensity for frontline workers sheutaver

than for the safety management departments.

Ma et al. (2020) used the combined methodology to analyze the identifiers of
conscientious state safety inspection regimes. In the study assumptions, the state
inspection behavior moves between exeputind dereliction of inspection duties.
Equations involved inspection cost, bribery, rewards, expected image loss, coal
enterprise penalty, and the state authority's penalty parameters. The study examines
the simulation results under three conditions: ilespection cosit low bribery, high
inspection costi high bribery, and intermediate inspection cosintermediate
bribery. Researchers also conducted a sensitivity analysis to specify the importance

of parameters in favor of efficient inspection. Natsisingly, to encourage the state
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authority to carry out inspections effectively, the measures to take were reducing
bribery, reducing inspection costs, increasing rewards, increasing company

discipline, or imposing penalties.

Running simulations for stam dynamics models using game theory equations has
become a popular topic in Chinese coal mine safety research. However, the studies
under this scope involve simplified models with few parameters. Articles mainly
examined the reward and incentive schera@simportant topicalthough none of

those mentioned above models were explicitly grounded on data or an expert group
opinion. The models also lack validation. As system dynamics is developed to model
complex systems behavior, the system in question gdhmibroved complex first,

and model verification efforts should be explicit in the study. Therefore, the research
attempted yet hitherto failed that we can reliably analyze the dynamic behavior of a
complex system by using game theory equations to establistem dynamics

models.

2.5  Study Motivation

The mining sector is characterized by its inherent complexities, involving intricate
interactions between various components such as human factors, equipment,
environmental conditions, regulations, and organizational structures. Traditional
approaches todalressing mine accidents have often focused on reactive measures,

overlooking the underlying systemic causestributingto these incidents.

System dynamics modeling offers a holistic and proactive approach to
comprehensively understang the dynamics ah complexities inherent in the
mining environment.This methodology ais to construct dynamic models that
simulate the intricate interdependencies within mining systems and provide insights

into the underlying causal factors contributing to accidents.
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The primary objective of this thesis is to employ system dynamics modeling to
analyze and comprehend the causal mechanisms leading to mine accidents. The

specific goals include:

i. A comprehensive understanding of the interrelated factors contributing to
mine acalents, including human behavior, technical failures, environmental
influences, and organizational structures.

ii.  Constructing a system dynamics model that captures the dynamic
interactions and feedback loops withire coaimining systemsf Turkiyeto
simulate accident occurrences.

iii.  Analyzing the model to identify critical leverage points and potential

interventions that can effectively mitigate and prevent mine accidents.

This researclstudyaims to fill the gap in current accident analysis methodologies

by adopting a systems thinking approdahthe coal mines in TurkiydBy exploring

the systemic causes of mine accidents through system dynamics modeling, this study
intends to contribute valuable insights that could aid in developing proactive
strategies foaccident prevention and fostering a safer working environment within

the mining industry.
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CHAPTER 3

A BACKGROUND DISCUSSION ONTHE CAUSES OF MAJOR COAL
MINE ACCIDENTS

3.1 Introduction

Coal mine safety can be considered a complex system due to viatemwslated
factors and dynamic interactions that influence safety within coal mining operations.
Several aspects contribute to the complexity of safety in coal rina¢scan be
evaluated considering the multifaceted nature of the operations, the
intercannectedness of factors, uncertainties and variability, human factors, and

regulatory compliance.

Underground cal mining involvesvariouscomplicatedactivities,such adrilling,
excavation, material haulage, maansportationmechanized or selhecharzed
operations ventilation, andmonitoring of the mining environmenEach activity
brings its own set of risks and safety challengied holds mutual dependencies on
their risk levelsThe interactions between diverse elements such as geology, mining
egupment, human factors, regulatory compliance, and environmental conditions
influence safety in coal mines. Changes in the condition of one event can affect the
overall safety of the mining operation.

Uncertainties and variability coal mine safetgireanother aspect of the complexity.
Geological conditions, the structure of coal seams, subsurface complexities, gas
emissions, and geotechnical factors can vary significantly, leading to uncertainties
in changeable levels predicting and managing safdtgizardsThe involvement of
miners, engineers, supervisors, and other personnel introduces complexities related

to human behavior, decisianaking, training, communication, fatigue, and stress,
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all of which impact safety. Coal mining operations are suliestringent safety
regulations and standards that need to be followed. Adhering to and managing
compliance with these regulations adds another layer of complexity to safety

management.

Considering the root causes mBjor coal mineaccidentsexperiencedn Turkish
coal mines and assessing these factors under the group discussed here, a system
dynamics model that gained recognition in the literature will be adapted locally for

the underground coal mines in Turkiye.

3.2  Recursive Behaviors oMajor Coal Mine Incidents

3.2.1 The General Problem Definition

Considering only the coal mine industry of Turkiye, firedamp explosions have
remained an unsolved problem for owehundred year€ven though therbave

been considerable changes in the steahnicalenvironment, theecurrence of
major coalmine incidens throughout the yeais striking After the catastrophic
incidents legislative changes were experienced, and accordimghfies of projects,
meetings and workshopsvere conducted Even thoughhere is a downward trend

of fatalities in the coal mining sector, catastrophic accidents keep coming. The coal
mine incidentswith the most severe consequengethe lastdecadesare given in
Table3-1.

It is also seen thaéihe Turkish government made a series of policy changes after each
catastrophic coal mine incidenthe timeline of events regarding the coal mine
industry for the period between 2010 and 202@iven in Figure 3-1 (TMMOB,
2021).
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Table3-1. Major Coal Minelncidentsin Turkiye Duringthe LastDecades

Place Date Type of Incident DeathToll
Sorgun, Yozgat 26.03.1995 Explosion 37
Ermenek, Karaman 22.11.2003 Explosion 10
Gediz, Kitahya 08.09.2005 Explosion 18
Dursunbey, 02.06.2006 Explosion 17
M. Kemal pack 10.12.2009 Explosion 19
DursunbeyB a | é k 23.02.2010 Explosion 13
Karadon, Zonguldak 17.05.2010 Explosion 30
EIl bi stan, K 10.02.2011 Slope Failure 11
Kozlu, Zonguldak 07.01.2013 Methane Outburst 8
Soma, Manisa 13.05.2014 Mine Fire 301
Ermenek, Karaman 28.10.2014 Inundation 18
kirvan, 17.11.2016 Slope Failure 16
Amasra, B 14.10.2022 Explosion 41
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Figure3-1 LegislationAmendments antfajor Coal MinelncidentsTimeline
(adapted by TMMOB, 2021)

It is important to note that coal mining operatiomsainly underground coal
production, are among the most hazardmdustrial operations. However, the
recurrencean this specific industrys explicitly observedconsidering all the other

high-hazard indstries such as nuclear power platsdrefineries.
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This study suggests that the recurrenfoemajor unwanted evenis the Turkish coal
mining industry fits a phenomenon callédft into failure, and the mechanisms that
generatethis drift result fromthe complex interactions between the system
components along the timelinAccording to Brady (209), it is impossible to
understand the mining industry's sgf@tithout understanding the interactions of
safety components with other componestgh as pyduction pressures, economic
constraints,culture, and unions.Dekker (2011), in his notable bodRrift into
Failure: From Hunting Broken Components to Understanding Complex Systems
stateghat regardless of how often a company emphagzesmmitment o safety,

the actual safety of the workplace will be governed by competing duedpite the
interventions done with the best intentions, the complex systems can drift back to a
higher level of risk acceptanc€his studyintroducesa genericsystem dynaims

model to understand the complex interactions in the Turkish coal mining system

3.2.2 Major Coal Mine Accidentsas An Outcome of Dynamic Complexity

In a coal mining environment, failuréo control methane results in disastrous
consequences. The methane explosarescategorized as Iefrequency but high
impact eventsThe failure mechanisms involve different parameters of human,
environmerdl, and equipment interactions that are tightly bound ttage The
interactions change over time due to both internal and external conditions. The
changes in the external environmental parameters mightdediengingo foresee,

but nontechnical parameters might even be more unpredictebleinstancethe
technical capacities of employees change due to turnevel the production

requirements affe¢he safe choices of management and workers.

Methane explosionsherefore show the properties of a system failure and a result
of dynamic complexity. The prédm has been wehlecognized by all the
stakeholders. After each catastrophic failtine governments make policy changes,
the industry leaders gather to analyze the problems, acadenmaragdvernmental
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organizations such as professional chambers atetnational bodiegublish
reports and public awareness rapidly increases to alert pressure groups to scrutinize
the safety of the coal mining industiylowever public awarenesef coal mine
safety decreasesver time, but mining industry professionaleep putting in the
effort for a longer timeNevertheless, catastrophic accidents keep occurrimgrz

or less the same frequency.

It is observable that despite all the policy changes, investigatank efforts,
catastrophic accidents itthe coal miring industry could not bg@revented from
occurring Thus, the policy interventions after the pasidentshave beeralmost
ineffective. Even though there is a slight downward trend of fatality rates in the
industry for the long term, catastrophic occones remaivailableovertime. This
condition strongly indicates that poliesnaking efforts should address different

leverage points in the system to address system failures effectively

Boukas and Kontogiannis (2019) summaritbe mine accident causation and
emphasize thairganizations drift outside the safe margins in time. During that drift,
the delays in the system feedback structure may result in management
underestimating the risks as they dynamically change over time.opkrational
blindness can be overcome by revealing the complex interactions in the system and
finding the leverage points. In this study, failure mechanismshfocoal mining
industry leading to disastrous consequences were examined by system dynamics
modeling.This study handles the problem of the recurrence of systemic failures in

coal minedue todynamic complexies and interactions

3.3  BaselineSystem DynamicdModelsfor Coal Mine Accidents

Even though some other studies concentrate on system dynamics modeling of mine
accidents, the models by Cooke (2003) and Boukas and Kontogiannis (2019) are
recognized to offer extensive and detailed apprestchevaluatingnajorcoal mine

incidents Therdore, these models will be taken lasseline models to comprehend
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the nature of dynamic interactions causing major incidents in underground coal
mines Both models are built to explain accident causatiothecoal mining
industry Here,the former studyfocuses on a specifiealcase scenarjand the

latter concentrate®n forming a generic model considering a typical coal mine
system.Both modelsdefine four subsystemsalled safety, production, human

resources, and mine capacity and task managesubaystems interacton.

Thecurrent study will modify and adapt these two literature maelhe Turkish
coal mining industry These four subsystems, common in both models, will be

discussed in detail in the following ssdxtiondo achieve a propexdaptation.

3.3.1 The Safety Subsystem

Cooke (2003}ried toexplain the complex interaction forming a given real case
scenario; the model outputas defined agcident rate The incident rate can be
consideredhe outcome determining the systesgdety as show in Figure3-2. It

is the stock where risky behavior, unsafe conditi@ml industry incident rase
accumulateAll three parameterisavea positivecorrelationwith the incident rate.

The unsafe conditian are treated as an outcome of the relative management
commitment to safetfMCS). As MCS increases, themimber of unsafe conditions

is reduced.The management commitment to safety is modeled as a balancing loop
structure wherexogenously definebaselire values are influenced by a stock called
thechange in MCS. It is influenced by the pressure to change MCS. The negative
influence on the pressure to increase MCS comes from the production priority over
safety whereaghe relative incident rate outcomalénces itEven though the lower
values of MCS increase the possibilidlyhavinga higher incident rate, the higher
incident rates eventually cause an increase in the NHo®ever, the production
priority over safetyis a reinforcing loop thahegativelyimpactsthe pressure to
change management commitment to safety. In the system overview, it is the link

between the production subsystandthe safety subsystem.
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The risky behavior of the individuails shownas the second factor directly related

to theincident rate. It is a function oélativepersonal commitment to safetyCS)

which is the resultant parameter of a balancing loop where the defined baseline value
of PCS is influenced by the pressure to change it. It is linked to the human resources
subsystemand the positive interaction comes from the reinforcing loop of the effect

of experience on PCS. That is to say, the experienced workers are expected to have
a safety learning exponerit increases the pressure to change the PCS. Thus, the
risky behavior increases only when the rPCS value decreases.

The third factor is the industry incident ratehich serves as a baseline value for the

industry. The rationale is thatthen dustry's normal ity affec
tendency to produce irdents The gap between the incident rate of the system in

guestion and thmdustrystandard influences both MCS and PCS.

In Boukas and Kontogiannis (2019), the outcome of the safety subsystem was
defined as thaverage risk indexas seen ifrigure 3-3. The average risk index is

the addition of accumulated stock of the risk changing in time to the initial risk, as
given in Equation 3.1. An initial risk should be defd as a starting point, and the

added instantaneous risk is a function of risk potential changing throughout time.

| @ EPEAAD EDEGE 2 EGE A A (3.1)

The risk potential defined by Boukas and Kontogiar(@i319) is similar to the
incident rate introduced by Cooke (2003). It depends on the risky behavior of
individuals and unsafe conditions, which is an outcome of the relative management's
commitment to safety. Risky behavior is positively related to siepotential and

the impact of undetected errors. This factor was an addditims latter study, and

two factors influenced it. The assumption is that when the task backlog increases,
the number of undetected errors increases; when the total workerieexpe

increases, the number of undetected errors decreases. On the other hand, the risky
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behavior is a resultant parameter of the balancing loop of PCS. Overall, the PCS is

affected by the outcome of the average risk index.
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Figure3-2 Safety Subsystem in Cook2003)

Management commitment to safety is another balancing loop structure involving the
pressure to change itypically, the higher the average risk index, the higher the
pressure to change MCS. Aldbe increase in MCS sequentially induces a decrease

in unsafe conditiomumbers
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3.3.2 The Production Subsystem

Production is a common subsystenGaoke's (2003) and Boukas and Kontogiannis
(2019) The primary rationale behind the definition of this subsystem is that
production goals of the managemere in close elationship with both their
commitment to safety and their choices in human resources. High production goals
require an increased workforce where the hiring processes affect the instantaneous

workforce competency.

Figure 3-4 shows the production subsystem in Cooke (2008g orderbacklog
parameter was developedthe Westray coal mine explosion cont&itte subsystem
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is defined according to the take or pay ttact of the specific mine with the
purchaser. Theontract specifications limit the production gpahnd the order
backlog dependsn the order rate. The expected order rate drives the management
production rate goal. Thisonditioninfluencesthe prodiction rate flow,which is
limited by another subsystem called mine capacitite inflow of prodation and
outflow of shipment determines the stock of inventory. Obvioustyjncreased
order backlog is more likely to occur when the product inventorykstodow.
Therefore, lhe production subsystem defined in the model has specific boundaries

exerted by the contract between the producer and the client.
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Figure3-4 The RoductionSubsystenin Cooke (2003)

Boukas and Kontogiannis (2019) suggestediraplified production subsystem
encompassinglifferent coal mine ecosystem@-igure 3-5). The inventory and
production ratgoakare theprimaryoutcomes of the subsystem. Inventory is limited
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to the stocking capacity of a minagain,it is the accumulated product from the
inflow of production rate considering the outflow of shipments. The production
subsystem is a balancing loop that influences the lhasklog,and the resultant
production pressure igegatively related tMCS.
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Figure3-5 The RoductionSubsystemin Boukas & Kontogiannis (2019)

3.3.3 The Human Resources Subsystem

The human resources subsystem for the Westray coal system(Cooke, 2003)
includes two balancing loops andék reinforcing loopsas shown irFigure 3-6.

The first balancing loop is the hiring for production lodjne decreasing production
gap balances the hiring rand the number of miners is shown as a stock in the
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diagram. The second laacing loop is the effect of mineexperience on
productivity. Miner productivity increases with increasing experiengbich

inversely influences the hiring rate.

The first reinforcing loop is the effect of incident rate tbe loss of experienced
mines. The researcher asserts that experienced miners tend to leave the company if
the rate of accidents increases. That loss of experience results in lower PCS and
higher risky behavigrconsequently influencing the incident rate in an unwanted
manner. Theafer the mine, the more experienced workerkepe by the company

The second positive feedback loop is the effect of MCS on trainirige Westray

case, the left miners were generally replaced by inexperienced locals. Their training
dependon the réative MCS and the required time to provide the necessary training.
The increase itraining positively influences the total experience of miners. At this
point, it is noteworthy that management commitment to safety is very indirectly
influenced by the ammt of training providedThe increased experience results in a
lower-order backlog as the d@hejob training increasesTherefore the reduced
production rate goal reduces the priority of productawer safety. The third
reinforcing loop is the effectfcexperience on the PCS. It is straightforward to
assume that the safety experience gainedpegitively affectthe safe decisions of

the workforce. Also, the increased personal commitment will helgain more

safety experience.

Overall, the number ominers is ina close relationship witithe production
subsystemand thereforgthere is an indirect relationship with the safety subsystem.
However, the average experience of minecddsely related tdoth production and

safety subsystems.
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Figure3-6 The Human Resourc&ubsystenin Cooke (2003)

Boukas and Kontogiannis (2019)describe the human resource management
subsystem as a balancing structageseen ifrigure3-7. The stock otheworkforce

is in an inverse relationship with task schedule pressure, whereas it is in a direct
relationship with the production rate. The researchers plotted subsystem diagram
with three balancing loophiring loop, workforceandexperience loop, and training

loop. The hiring rate inevitably balances itself as the workforce accuomukows

down with an increased number of workers. New hiresduce the average
experience and the provision of traininglependson the experience gap. The
increase in the experience of the workers reduces the experience gap, therefore
balancing this loop. Workforcand experienceare shown as a balancing loop

involving worker productivity, desiceworkforce and the average experience.
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Figure3-7 The Human Resources SubsysterBaukasandKontogiannis(2019)
3.34 The Mine Capacity and Task ManagementSubsystens

The mine capacity is a subsystem defined inGbeke (2003) model, ahown in
Figure3-8. Mine capacity is a stock that accumulates investment, and the outflow is
the losses due to the incidents. The model assumes that incident losses are reducing
the capacity of the mine, and the capacity of the mine #&spositive relationship

with the production rate. So, the losses are indirectly linked with the order backlog,

which contributes to the production priority over safety. This partherefore
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described as a reinforcing loop, whereas the investment for production part is

described as a balancing loop.
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Figure3-8 The Mine Capacity Subsystemm Cooke (2003)

Instead of a mine capacity subsystem, BowtaKontogiannis (2019) incorporate

a task management subsystem into the mitdalso encompasses undetected errors
and error recovery. This part of the model isramovative approach to the modsi
Cooke (2003). In the overall model, task management is tied farékectionand
safety subsystems by task backlog, which builds up with the task arrival rage and
depleted by the task completion rate. Tneductionrate goal influences the task

backlog, affectinghe undetected errors tife workforce.

In the subsystem stock and flow diagram, task management is a balancing loop
whereas the task rework loop is a reinforcing I¢bmure 3-9). The researchers
introduce a process of error production and recovery through reworks. The residual

errors that stay undetecteginforcethe average risk index.
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Figure3-9 The TaskManagement SubsystemBoukasandKontogiannis(2019)
3.4  The Complex Nature ofthe Turkish Coal Mining Industry

This section will intend to explain the particular nature of coal mining conditions in
Tarkiye that pogntially trigger major accidents Accordingly, two recent
catastrophic eventa Soma and Amasra will be examined to comprehend the direct

and indirect factors leading to geunwanted events

34.1 The Investigations onthe SomaMine Fire

On 13" May 2014, acatastrophic inciderbccurredin an underground coal mine
located in th&Soma district of Manisa province in Turkiyend 301 mining workers
lost their lives. It was the most seveneing incidentin the history othe Republic
of Turkiye. A parliamentar committee wasmmediatelyestablishedo investigate

and prepare a report on tpelicy changes required to addressuhderlying causes
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Thecommittegperformednspection visits in Soma and other mining enterpases
listened toworkers, company oiffials, public institutions and organizations,
representatives of professional organizationengovernmental organizations
academiciansand other expertsexperiencedn the subjects of thencident As a
result of thestudiesthe committee presented the problems of the mining sector and
suggested to restructure the policeesd impose improvements on the following
subject TBMM, 2014}

Safety managemeretffortsinside the workplaces
Third-party inspections conducted by the staiéhorities.
Currentmine safety legislation

Production efficiencies

The human resource capacities

Supply chain for technological equipment and services

= =2 4 A4 -4 A -

Mine rescue services

In the report, problems arising from production pressure and avoidance of
investments weremphasizegdas well as the problems arising from payroll, supply
chain, subcontracting practicesd the lack of quality services.

3.4.1.1 Production Pressure

Thereporters assert that underground mining operations, production capacity is
limited by transportation unit and ventilation system parametdosever, it has

been concluded that the production pressure caused by the competition among
workersemployedn a system based on the principle of working with premiums and
even the race betweshifts affects the necessary precautions to be takecsases

risky working conditionsThis conclusion fits the basic assumption of the baseline

models as the order b&togs are tied to the managemsobmmitment to safety.
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In the Soma casethe employer had problemsith the equipment supply areven
with personal protective equipment. These are indicators that the employer is either
making cuts for profit maximizatio or is having financial difficulty. Financial
difficulties or profitability is another factaffectingmanagemerg commitment to

safety.

Thereport addrees some specific problems that particularly arise in the Turkish
coal mining industryThe royaly applications inTurkiye were considered in the
report. When the royalty agreemeluirationis not long enough to ensure the benefit
of their investments in the long term, companieay be reluctant to make
technological investments. A clear example is the methane draspagations that
require a high investment cost, but the benefit is a significantly lower explosion risk.

3.4.1.2 Contracting Practices andProduction Bonuses

As suggested by ILQR2016) the contractual conditionalsoinfluencethe safety of

the mines. In Somand many other coal basiggngmasterare employed to bring
workers to the mineThe process of subcontracting a gangmaster workforce is as
follows: A gangmastetalks to a coal mine operataand tells him that he has a
workforce of generally over 50 people at his disposal that he wants to use for that
coal mine. If the employer acceptse working areawvill be given only to the
employees brought ihe gangmasteOther enployees do not enter this part of the
mine. However, the employer legally employs all these employees and pays social
security premiums as required by lait.the end of each month, the employer pays

the gangmastehe sumgiven in Equation 3.2.

# @0 0 (3.2)
# #1 ARET ABDEGRA A

0 0 OAOEA QODAE OH ABEMAI Al

0 37 AGAA OBDEIVE O
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The gangmastethen distributes this amount to his team based on both the team
hierarchy and individual worker performand&orking in smalscale mines can
earn higher monthly earnings when workinghis type ofsystem. Additionally, a
bonus system can be used toneadditional income&lepending on the production
amount and progres3his situation obviously, is a factoof production pressure

and affects personal commitment to safety.

3.4.1.3 Human Resource Capacities

According to TBMM (2014), thevorkers employed in the mining sector are not
provided with sufficient vocational trainingnd the necessary infrastructure has not
been created in this regardditionally, ILO (2016)reveas that while the average
education period in other sectors neased, the education period of miners in the
coal mining sector decreased in Turkiye. At the same time, the average length of
work experience in the coal mining sector has decreased compared to other sectors
in recent years. Lower education levels andjegience reduce the capacity to
recognize and prevent risk factors in mining. This assertion is compatible with the
baseline assumptions that personal commitment to safety increaselighin

guality training.

Another study conducted with the collabimwa of the Ministry of Energy and
Natural Resources and Hacettepe University examines the vocational trainings and
competency requirements ithe Turkish mining industry (MAGUK, 2019).
According to the studythe system that regulates employee competsic®@osely

related to the safety culture throughout the industry.

On the other hand, one of the legal steps taken after the Bameafire was to
increaseworkers' wage in underground coal mines to at least twice the minimum
wage. The higher labor cas may make management reluotato hire new
employees and providagh-quality training. Therefore, the model should consider

that the hiring rate will also depend on the profitability of the mine.
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3.4.1.4 The Effect of Internal and External Audits

After the Soma mine fire, the mitigating effect of safety audits and inspections on
the major accident potential of coal mivessdiscussed publiclyand this issue was
also reviewedby TBMM (2014). The reporalso considers the internal auditing
mechanisms of coahine companies as a part of this auditing mechanigme.
importance ofthe internal auditing mechanisns also emphasized by MAGUK
(2019) as follows: During each mining activity, the mine owner must conduct
internal audits either through a system theyehastablished internally or through a
method they delegat&enerally the aiditing functionshould bdulfilled internally,
taking the externalaudits as a final control. Therefore, a mine should undergo
systematic internal auditing before being subjec¢tedn official audit, ensuring
constant oversight.

3.4.2 The Investigations onthe Amasra Coal Mine Explosion

A firedamp explosion occurred da" October 2022n a stateowned coal mine in

the Amasra district of Bar t énives oU4lf or t unat e
workers and 11 mine workers were injured due to the explosion. A committee under

the Turkish Grand National Assembly westablishedio investigate theatastrophic

eventand to evaluate the measures to be taken to ensure the safety ofebd han

committeema de exami nations in the provinces of
information from the authoritiesand visited thaminers' families in delegations.

Some crucial highlights of the committee report are as fol(@B81M, 2023}

1 The mostmportant reason for the accident is the presence of methane gas,
which creates an explosive atmosphere, and the factors that trigger the

explosion ould nd be managed with these measures.

1 Thedeficiencies in thauxiliaryventilationsystem werenore immrtant than

thosein themain ventilation.
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1 Due to he intensity of thecoal dustexplosiontriggered bythe methane
explosion the explosioraffecied mostof the mine.Successful dust control

was not in placeand water/dust danwere insufficient andnispositioned

1 Blasting activities were not conducted in compliancethvthe legislation

Therewas insufficiensupervision and control mechanista control.

1 Due to the lack of personnel at the time of the accident, only one operator
was working in the entral gas monitoring roomand the central gas
monitoring system was not integrated with the audible alarm system, which
caused the underground communication network to weaken and disruptions

in the flow of information.

1 External and internal auditand irspection mechanismaere not effective

enough

1 The occupational health and safety trainingswnot sufficient The
inadequacyof putting theoretical training into practice played a role in the

widespread impact of the accident.

3.4.2.1 Management Commitment to Saéty

The abovementioned technical factors regardiegtilation and blasting issues are
the subjects of the safety subsystem and are related to the managesnanitsnent
to safety. When safetyas the priority fomanagement, the issues with the auxiliary

ventilation could have been solved.

3.4.2.2 Human Resource Capacities

On the other hand, the problems with the hazard communication in theveiae
due to the lack of personnel. The hiring mechanisms under the human resources

subsystemare involved in that factor. Likewise, theommittee mentioned the
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inadequate training of the personnels noticeable that the systemic factors in the
disastrous incident are more related to the competency of midhighdevel
management rather than thengpetency of the frontline workersVhen the
ventilation system or the blasting procedure is in question, the deaisikimg duty

is generally on the mitevel management. The competency of the engineers and
foremenis dependent on the managen®nbmmiiment to safety and employee

turnover.

At this stage, the internal audit and inspection mechanisms are also involved. The
compliance of the blasting procedures to the legislation (or the company standards)
and the adequacy of the auxiliary ventilation argjacted to inspections and audits.
The inadequacy of the internal audit systems is another factor linked to the
managemerg commitment to safetyThe only external audit mechanism is the
inspections done by the government authorities. It is generatipramal visit with

shortterm improvements arfubslimited effect on the whole system.
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CHAPTER 4

DEVELOPMENT OF THE SYSTEM DYNAMICS MODEL FOR MAJOR
COAL MI NI NG ACCIDENTS I N T, RKKYE

When constructinga genericmodel focused onthe major incidents infurkish
undergrounctoal mines, the baselinemodek by Boukasand Kontogiannis (2019)
and Cookeos,alfe2d9 disBussediroStaidn 3n&re utilized.

However, thalevelopednodel incorporates local parameters such as the contracting
patterns and profibility, which influence the production pressuaadthe license
time, which influence the investing decisions of the managenvamtch in turn
affect the hazardousness and plm¢entialof the mineto producemajor incidents
such as explosions or mineds that result in multiple fatalitiedccordingly, he
conceptual model waonstitutedusingthe baseline modelsndsomeadjustments

were made in accordance with the information from the Turkish case scenarios.

41.1 Crucial Aspectsand Boundary of the Conceptual Model

In addition to safety literature, the modeler's individual assumptions are included to
construct a model representative of actual evénsthis basisabasic causal loop
diagran wasdraftedfirst to depict the fundamental structureTafrkish coal mining

in the context ofmajorincidentproducing potential. The basic model focuses on the
major incident risk index anconsidershuman resources and production via safety
phenomena such as production pressure effect on safégffects oflicensing &

royalty on longterm investments for mine technology.
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The Effect of Profitability

The profitability of a mine is one of the key factors that influeiteesafety The
dynamism of the profitability of a coal mine is influenced by productiate,
fluctuation of coal pricesand expendituresA common dynamic is a reinforcing
loop where increased profitability leads to a desire for higher production rates.
Changes in profitability may not immediately translate into changes in production
ratesdue to lags in decisiemaking, implementation, or market respongssides,
there are limi@tionsto production growth Profitability might be constrained both
internally by the production capacity of the mine and externally by the market

demands.

Production Priority over Safety

One of the underlying assumptions in the model is that, instead of considering
accidents as a result of a series of events due to a combination of an unsafe act and
unsafe conditionsthe model recognizethat unsafe conditionsr& accumulated

stocks that remain unrecognized or unfixed in time. These unsafe conditions give

weak signals and time-time results in minor safety losses.

The unsafe conditions are considered as results of both human acts (the risky
behavior of peopleand the inherent hazardousness of the working environment.
Safety interventions fix unsafe cotidhsdue to internal or external processéke
employees might discover the minor indicators ehtastrophic everdomingand

might be overcome by timely interventionBuring daily working practice
employees take corrective actions either personally or with the directives of their
supervisorsComprehensibly, aodid drive to produce may lead to reduced emphasis
on safetycommitment and result in an increasadcumulation rateof unsafe
conditions. However, minor safety losses or increased complaints from employees
put a limitonthat growthas they would put pressure on managers, superyvauis
frontline workers Also, the frequency of external audits and legal inspections

influences system safetyeven though their effects might have limited longevity.
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Management 6s Commi t ment to Safety

The coal mine safety system accumulates a disastrous incident potential in time due
to unsafe conditions that remain unfixddanagement's commitment to safety is the
key to recognizing and interveningunsafe conditions. A strong commitment leads

to increased investment in safety interventiandimproving safety conditions. As

the conéxt drives behavior, management commitment can strongly influence
personal commitment. A high level of personal commitment to safety is expected to
reduce risky behaviors among workers. Employfeedy committed to safety are

more likely to adhere to sdfeprotocols and minimize risky actions.

A competent and stable management fosters a positive safety culture, influencing
employees' personal commitment to safety. When workers observe effective
management responses and actions to enhance safety, draesnftheir own

commitment to maintaining a safe working environment. A competent management
will also be keen to research and utilize technologies that enhance safety and

production, which in turn will influence the miséazardousness.

TheTechnologicalnvestments

The Amasra Report (TBMM, 2023) suggests that it is necessary to encourage
companies with the economic size and experience to make the necessary and
sufficient investments throughout the operating life of a mine. The inadequate and
ineffectiveventilation system was pointed out as the main factor in the occurrence
of the incident. The report mentioned that the investment and research activities
regarding methane drainage necessary to reduce the methane content of the pit and

make it safer were not carried out.

The suggested conceptual modahsidershe link betweerinvestmenattitudes and
management capacitiesechnological investments that influence the safety of the
mine incluce butarenot limited topotentialenhancemesin the ventilation system,
adopting anethane drainage system, operating with highly mechanized production

methods organization of the main headingand utilizing stateof-the-art gas
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monitoring systems. These investmeatslimited by thelicense longevity. Due to
local legislation, this license lifetime is more important for private companies than

for governmenwned enterprises.

The managemertapacityconceptwas developedo include both thengineering
competency andinancial resilence of the managementas those factors are
influential in determinng the will to invest in safe technologies. All the above
examples of technological enhancements have high investment cabtdew
having shorterm visible outcomes. Therefotle decisiormaking process itheir
favorrequires competent executiwegh stable resource¥he concept then evolved

into encompassing corporate governance.
The Effect of Worker Productivity

Worker productivity isincluded in the conceptual model. Asvorkers gain
experience, subsequentiyeir productivity tends to increas€ompetent workers
with the necessary skills and knowledgd likely be more productivedowever, if

turnover is high, the collective experience decreadésctingcompetency.

Employee turnover iglosely related tananagementapacity It is known that
private coal mining companies use sktlerm employment of mine workers to
redu@ labor costsThis condition results in high employee turnover andsad
valuable experiencédowever,good governancacts as a balancing force in time,
reducing turnover and positively influencing worker productivity when the mine is

profitable.

The Effect of Training
Quality training increasesthe workeils competency andtherefore personal
commitment to safety. Workers committed to safety and possessing the necessary

skills are less prone to risky behaviors.

Worker competency, in turn, influences worker productivity. Competent workers are

more likely to perform their tasks efficigp and adhere to safety guidelines,
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positively impacting overall productivityThe interactions irthe model aim to

capturehe dynamics betweedhe parameters in the context of safety and production.

The Model Boundary

The boundary selection is a crdggep when constructing an SD model. The amount

of detail included in the model could increase the model resolution; however,
especially when working with indelxased values and qualitative variables, the
model validity decreases. Therefore, selectingaldes considering their relevance

to the aim and scope of the study is a critical step. In the scope of the study, the
variables used in the model are classified into three categories. These are
endogenous, exogenous, and excluded parameters. These Isetitidaries of the
model, and the selected variables are liste@lable4-1. For simulation purposes,

the model also uses additional converters to set the equations explained under the

relevant subsystem.

Table4-1 The Boundaries Chart for Turkish Major Coal Mine Incidents Model

Endogenous Exogenous Excluded
Coal Production Coal Market Demand Human llkintention
Corrective/Preventive Actions Coal Prices Labor Union Effect
Employee Competency Corporate Governance CostFluctuations
Employee Hiring Rate Effect of External Audits
Employee Leaving Rate License Deadline
Employee Productivity Maximum Mining Capacity
Employee Satisfaction Mine Natural Hazardousne:

Employee Training

Financial Condition
Investmenin Safe Technologies
Major Incident Index
Management Capacity
Management Commitment to Safe
Management Drive to Produce
Number of Employees

Personal Commitment to Safety
Profitability

Unsafe Acts (Risky Behavior)
Unsafe Conditions
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4.1.2 Subsystems ofhe Stock and Flow DiagramModel

A system dynamics modesing a stock and flow diagram was developed to simulate
the model since it allows for structurirguantitative relationships between the
factors The model comprised parameters urfder subsystemsSafety, production,

human resources, and mine manageresghownin Figure4-1.

Human
Resources
.
q

O O O
¢ O
Mine Mine
Management Production
o

Figure4-1 The ModelSubsystems

The model structure and factors were modified from two extensive system dynamics
models developed in the literature, considedffigial reports of the pashajorcoal
mineincidentsexperiencedn Turkiye. The dependencies between the factors were
guantified bydefining equations in the moddlhe simulation isomputedor 240
months for a sample underground coal mine in Turtoyeeveal the understanding

of thewhole system's behaviar 20 years toexplain howthe drift of the system to

failure occurs

Stella Architect software was used to build a staokflow diagram The
assemblies inthe softwareoffer predefined model structures that fitell-known
behaviors including closing gaps, allocation quality, aging cha@nd combining
effects. Each assembly has its own features and explanation capabiliteszslie
behaviors. Each assembly used in the model is explained under the related subsystem
descriptions.The stockandflow diagrams constructed in the Stella Architace

based on the building blocks Table4-2.
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Table4-2. The Building Blocks of a StoekndFlow Model

Building Block Name Explanation

R . Thetype of stockhat passively accumulates
eservoir T ;
its inflows minus any outflows

Al

, Subsystemshat areconnectibleto other
Module Module
subsystems.
The main building blockthat convert inputs
QO into outputs. It can hold constant value, defil
Converter ; -
Converter external inputsand calculatequations or
graphical functions.
o~ \5 - Flows fill and drainstocks. The flows can be i
Pl W )% r
s - S Flow one direction or bdirectional.
) The element that conneaactariables to each
o - Connector

other. Connectors indicate an immediate effe

4.1.3 The Safety Subsystem

The safety subsystem consiststloé components directly related to safety in the
system.The assumption behind the model is that accumulated unsafe conditions lay
the foundation for a potential major incident along with the natural conditions of the
mine. According to the model, risky behavior is a natural outcome of normal
operationaldeviatons,and these human acts are the sources of unsafe conditions
piling up over timeThe accumulation rate depends on the volume of the mining
activity and the natural conditions. In that sense, an increase in production will
increasethe rate of unsafe cdition accumulation. Meanwhile, these unsafe
conditions created by normal work activities are recognized and fixed at a certain
rate. The study divides these interventions into three categofessonal
interventions during normal work, management intetioms due to internal risk
management strategies)d discret@acks ofinterventions upon external audit$e
overall view ofthe stockandflow diagram of the safety subsystem and expressions

of the diagram parameters are showrigure4-2 andTable4-3, respectively.
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Figure4-2 StockandFlow Diagram othe Safety Subsystem
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Table4-3 Diagram Parameters and Variables of $aéety Subsystem

Name Type Variable explanation Equation Units
MCS(t) Stock Management commitment to safety MCS(tdt) + (Change in MCS) * dt Percent
PCS(t) Stock Personal commitment to safety PCS(tdt) + (Change_in_PCS) * dt Percent
Unsafe Stock Momentary amount of accumulated unsafe  Unsafe Conditions{tlit) + (producing unsafe ~ Number
Conditions(t) conditions. conditionsi fixing unsafe conditions) * dt
Change in MCS Flow The rate of change IMCS (MCS Goali MCS) / time to adjust MCS Percent/Months
Regulator
Change in PCS Flow The rate of change in PCS (PCS Goal PCS) / time to adjust_PCS Percent/Months
Regulator
Fixing unsafe Flow The rate of corrective actions (Number ofExperiencedEmployees * Persona Number/Month
conditions Regulator Interventions Rate) + (Interventions due to
Internal SMS * Unsafe Conditions) +
(Interventions due to External Audits * Unsafi
Conditions)
Producing unsafe  Flow The rate of production ofnsafe conditions IF (Mine_Production.mining_coal=0) THEN  Number/Month
conditions Regulator (0) ELSE(Number_of Employees * criticality

weightedrisky behavior * MineHazardFactor)
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Table4-3 Diagram Parameters and Variables of $adety Subsystefhnc ont 6 d)

Name Type Variable explanation Equation Units
1t degree safety Convertor The ratio of the employees working in most  User Defined Constant Value Dimensionless
critical roles safety critical roles such as mine control roon

operators, ventilation technicians, blasting
operators. [0,1]

2nd degree safet Convertor The ratio of the employees working in roles ir User Defined Constant Value Dimensionless
critical roles underground working areas but less safety

critical roles such as maintenance workers,

transportation workers.

3rd degree safet' Convertor The ratio of the employees working in roles  User Defined Constant Value Dimensionless
critical roles which is less related to the safety of

underground coal.
Average number of Convertor A typical number of risky behavior per User Defined Constant Value (Number/Month)/People
risky behavior employee
Critically Weighted Convertor The numbenf risky behaviomeighted with Average number of risky behavior *S{tlegree (Number/Month)/People
Risky behavior the criticality of employee roles in the safety critical roles * risky behavior weight foi

workplace 1stdegree) + (2nd degree safety critical roles

risky behavior weight for 2nd degree) + (3rd
degree safety critical roles * risky behavior
weight for 3¢ degree)

Effect of Employee Convertor The competency of employee index humbe IF((employee competency / 100) >=1) THEN Dimensionless
Competency on PCS [0,1]. (1) ELSE (employee competency/100)
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Table4-3 Diagram Parameters and Variables of $adety Subsystefhnc ont 6 d)

Variable explanation

Equation

Units

Name Type
Effect of Major Convertor
Incident Risk Index to
MCS
Effect of Major Convertor

Incident Risk Index to
PCS

Effect of Management Convertor
Competency on MCS

Effect of Management Convertor
Drive to Produc®n
MCS

Effect of MCS to PCS Convertor
Effect of Safe

Technologies on
Hazard Factor

Convertor

MCS is influenced by the ratio of MIRI to th IF (Major Incident Risindex >= Max
Tolerable MIRI) THEN (1) ELSE (Major
Incident Risk Index /Max Tolerable MIRI)

maximum MIRI [0,1].

PCS is influenced by the ratio of MIRI to th
maximum MIRI [0,1].

Percent index of management competency

Management drive to produce [0,1]

Managements leadership effect on the
personal commitment to safety [0,1].

The reduction factor of introduced safe
technologies on the mine hazard factor

Interventions due tc Convertor The effect of external audits. Assumedly a

External Audits

particular percent of the unsafe conditions is

removed during each inspection. First inspec
is on A" month and frequency is m month.

IF(Major Incident Risk Index >#Max

Tolerable MIRI') THEN (1) ELSE (Major
Incident Risk Index / Max Tolerable MIRI )

Management Capacity

1 - Management Drive to Produce

IF(Relative MCS >= 1) THEN (1) ELSE

(Relative MCS)

User Defined Constant

PULSE (Percent, n month, m month)

Dimensionless

Dimensionless

Percent

Dimensionless

Dimensionless

Dimensionless

Number/Month
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Table4-3 Diagram Parameters and Variables of $adety Subsystefhnc ont 6 d)

Name Type

Variable explanation Equation Units

Interventions due tc Convertor
Internal SMS

Major Incident Risk Convertor
Index (MIRI)

Maximum Convertor
Tolerable MIRI

Maximum MCS Convertor
MaximumPCS Convertor
MCS Goal Convertor

Mine Hazard Factor Convertor

Normal MCS Convertor
Normal PCS Convertor
PCS Goal Convertor
Personal Convertor

Interventions Rate

Management safety interventions. The fractic IF(Relative MCS>90) THEN PULSE(0.6, 1, 6 Number/Month
of corrected unsafe conditions depends on th ELSE IF(Relative MCS>50) THEN

quality of internal processes. It starts from 1s PULSEQ.5, 1, 12) ELSE PULSE (0.4, 1, 12)

month and frequency is once a year.

A suggested final outcome of the whole syste Unsafe Conditions / Usetefined constant Dimensionless
It represents the momentary potential of value

disaster producing0,1].

Maximum number of unsafe conditions for a Userdefined constant value Dimensionless
typical coal mine [0,1].

Maximum value for MCS [0,100] Userdefined constant value Percent
Maximum value for PCS [0,100] Userdefined constant value Percent

The target MCS value due to pressure to MIN (Maximum MCS, Pressure to Change  Percent
change it. MCS)

The disaster potential of the mine due to Userdefined constant value Dimensionless

natural/geological condition§0,1].
1= Nonfavorable conditions;
0= Favorable conditions

A typical value for MCS [0,100] Userdefined constantalue Percent

A typical value for PCS [0,100] Userdefined constant value Percent

The target PCS value due to pressure to cha MIN(Maximum PCS, Pressure to Change PC Percent

Conversion of PCS into monthly risky Relative PCS/100 (Number/Month)/People
behavior.
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Table4-3 Diagram Parameters and Variables of the Safety Subsysierma nt 6 d )

Name Type Variable explanation Equation Units
Pressure to Change Convertor Thepressure to change the MCS IF (Effect of MIRI to MCS >= 0.8) THEN 100 Percent
MCS ELSE ((((1.1 *Effect of Management
Competency on MCS + 1.1* Effect of MIRI to
MCS)/2.2) + (Effect of Management Drive to
Produce on MCS)*MCS)
Pressure to Change Convertor The pressure to change the PCS IF (Effect of MIRI to PCS >= 0.8) THEN 100 Percent
PCS ELSE (PCS* (1* Effect of MCS to PCS + 1.25
*Effect of Employee Competency on PCS + 1.7
Effect of MIRI to PCS)/4)
Relative MCS Convertor The MCS value compared to the nofma (MCS/Normal MCS)*100 Percent
Relative PCS Convertor The PCS value compared to the normal (PCS/Normal PCS)*100 Percent
Risky behavior Convertor The weight of a risky behavior by'tlegree Userdefined constant value Dimensionless
weight for F'degree safety critical role in creating a major incident ri:
Risky behavior Convertor The weight of a risky behavior by®@legree Userdefined constant value Dimensionless
weight for 2nd safety critical role in creating a major incident ri:
degree
Risky behavior Convertor  The weight of a risky behavior by'3legree Userdefined constant value Dimensionless
weight for 3¢ degree safety critical role in creating a major incident ri:
Time to adjust MCS Convertor  The delay factor for adjusting MCS Userdefined constant value Month
Time to adjust PCS Convertor The delay factor for adjusting PCS Userdefined constant value Month
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4.1.3.1 Management Commitment to Safety

The management commitmetat safety is the importance given to safety by the

managers. The model assumes that the effectiveness of a safety management system
heavily depends on the mawhchisdarmondtratesl at t i t ud e
by the relativeeommitment of management to thafety variable

The model suggests thahe more commitment, the more effective safety

interventions will be done by the management. These interventions are made through

internal assurance processes, including formal gemant audits omore casual

management walkabouts. The management commitment to &asdapted from

Cookebds (2003) Westray model . I n that model
is acapacitylimited stock in percentages. Different variables dynamicadtyon the

pressure to change It.is notable that the pressure on the management to be more

focused on safety is dependent on other dynamic variables such as management drive

to produce, management capaciégd major incident indexigure4-3 shows the

loop for management commitment to safety.

—_—
—
.

o

</Rclanvc MCS
Normal MCS

Change in MCS \
&

Max Tolerable MIRI
~~~ Major incident

- \ “n-  Risk Index
\
7
— Effect of Major Incident
\ \ Risk Index fo MCS
\ &
4
time to adjust Q . Mine
MCS v 4 % Production.Management
Pressure to Change MCS / Drve o Produce
'%7'/ \\ Je,

X
MCS Goal — Effect of Management
Drive to Produce on MCS

Effect of Managament
Competency on MCS

Maximum MCS

Mine
Management.Management Capacity

Figure4-3 Managemen€Commitment to Safety (MCStockAnd-Flow Loop
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4.1.3.2 Personal Commitment to Safety

The fixingactsof daily working routinearecharacterized bg personal intervention

rate thatdepends on the personal attitude towards safRggardless of their
comprehensiveness, these corrective ast@wea part of the daily working routine

and are completed by frontline workers upon their will or their immediate
supervisor 6s di r e catthehgher thehpersomakcenmitmpenti o n
to safety igelative to a normal personal commitmensadety, the highaherate of
personal interventionso be experiencedWhen depleting the stock of unsafe
conditions, the personal interventions are influenced by the experience of the

employees.

Like management commitmentttee safety looppersonal coomitment to the safety

loop is designed by adapting from Cooke (2003) wistightly different theoretical
basis.The pressure on the personal commitment to increase is exerted by several
factors such as the major incident index, ralatmanagemembmmitment to safety

and employee competen@s shown irFigure4-4.

4.1.3.3 Effect of External Audits and Government Inspections

External interventions also deplete thecktof unsafe conditions. The most common
process that removes unsafe conditions is government inspections. Inspections are
completed on a frequency basis and focus directly on the unsafe conditions to remove
them for a short period. For every inspectionpation of the stocked unsafe
conditions are removed, and it is assumed that the effects will beffofoe each

inspection activity.
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Figure4-4 PersonalCommitment taSafety (PCS)Diagram

4.1.3.4 Major Incident Risk Index

All unsafe conditionsare assumedo result fromhumanacts, and the natural
conditions influence the riskiness of those unsafe conditions. However, human acts
are not solely detrimental tworkplace safetyFixing safe actss also a wrmal part

of daily routine in a workplace. Stocking of the difference between positive and
negative effects is the main influence on the incident potential of the mine.

The outcome of the safety subsystem is an index created to show the potential for a
mgor incident. The major incident risk index is a function of unsafe conditibas

given timeto produce an explosion or a mine fire.
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Mine Hazard Factor

Mine hazard factor is a discrete functi@ssumed as constant coefficient
influencing the rate of risky behavioFhe main idea is that some acts are riskier,
depending on the natural conditions of the mewech as methane release rate or
proneness of the coal seam to spontaneous combuEtignvalue is a real number

and theretically can vary between 0 and With 1 being the most unfavorable
condition for an underground coal mine. However, this value is not expected to be

close to zero as at least dmezard condition ipresent in an underground coal mine.

Even though thenine hazard factor is constant for a given mine, the accumulated
unsafe conditions will be dynamitherefore the major incident risk index is also
dynamic. Additionally, the investments in safe technologies during the mine life
make a reduction in the me hazard factorFor example, adopting a better
monitoring system reduces the criticality of risky behavior in producing a potential
major coal mine accident. This reduction effect is limited an taken as a constant in

the model.
Risky Behavior and Unsaf@onditions

The model suggests that unsafe conditions are accumulated by the risky behavior of
humangswhereas their criticality is dependent on the natural riskiness of the mine
environment.These risky behaviors are also classified according to theftdhe
employees. This assumption is based on the fact that the consequences of a risky
behavior in operating safety critical equipment will not be the same as the
consequences of a risky behavior in more neutral roles. In that sense, ventilation
operators blasting workers, gas monitoringnd control room operators can be
assumed to have critical firdegree safetyoles and their risky behaviors will lead

to a higher accumulation of unsafe conditi@mesisideringtheir population in the

total employees and the transition weight between risky behavior and unsafe
condition. Transition weight determines the physical reflectance of risky behaviors

in unsafe conditions and is the highest for the-flesjree safetgritical group.
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4.1.3.5 Excluded Parameters and Safety Culture

The constructed subsystem in the study incorporates exogenous variables such as
external auditsmine hazard factors, and endogenous variables that relateiio

other via equations. In additiosome peameters are also excluded froime model.

The study excludes the effect of labor unions on safety, as the unions are present in
a limited number of mingsand the influence of the unions on the organization
requires a rigorous effgrivhich is out of thescope of this study. The study also
assumes that the system workstlarational decisions of humdweings and ill-

intentioned human actions are not included in the model.

It is notable that the study does not incorporate safety culture as a vanidhée i
system. As a part of the organizational culture, the safety culture is referred to as an
overarching concept. In recent practice, efftidse ben madeto quantify safety
culture through surveys. These surveys focus on different dimensiods as
management and personal commitments to safety, priority of production ovey safety
and several elements of safety management systems typical for mining activities.
However, in the constructed model, these dimensions are directly or indirectly
mentioned indifferent variables throughout the system. In other words, acting
indicators of the safety culturare included in the variables of the inflows and
outflows of unsafe conditions stadko separate variable is used for safety culture.

4.1.4 The Production Subsysém

The production subsystem consists of the variablesréhatieto coal production.

The constructedsubsystermaims to model thesafetyrelated outcomes of the coal

mining production processeBroduction processes influence the safety subsystem,

affectinge mpl oyees®é6 competency and manfdlegement dri
overall stockandflow model of the production subsystem and the expression of

related parameters are giverHigure4-5 andTable4-4, respectively.
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Table4-4 Diagram Parameters and Variables of RneductionSubsystem

Name Type Variable explanation Equation Units
Run Of Mine Coal(T)  Stock Run ofmined coal stock in tonnes Run of Mine Coal(t dt) + (mining coal tonnes
processing coal) * dt
Sellable Coal Stock(T) Stock Sellable coal stock in tonnes Sellable coal stockgtdt) + (processing coal tonnes
selling coal) * dt
Stock Balances(T) Stock The stock of financial balances in dollars Stock Balances¢tdt) + (producing stock balances $
- consuming stock balances) * dt
Consuming Stock Flow The rate of spent money due to production cos (Prodiction_costs*selling_coal)+Mine_Managen Dollars/ Month
Balances Regulator and occasional investments nt.Investment_for_Safe_Technologies+CAPEX
Mining Coal Flow The exctraction rate of run of mined coal IF (Major Incident Risk Index ) THEN (0) tonnes/Month
Regulator Production ceases when MIRI reaches a certa ELSEMIN((Human Resources.Number of
levelm. m is a user defined constantl]p, Employees* employee productivity), Maximum
mining capacity)
Processing Coal Flow The processing rate of coal MIN(MIN(processing capacity, targerocessing), tonnes/Month
Regulator Run of Mine Coal / minimum processing time)
Producing Stock Flow Income from coal sales selling coal * Coal Price $/Month
Balances Regulator
Selling Coal Flow Coal sales MIN(Coal market demand, processing coal) tonnes/Month
Regulator
CAPEX Convertor Capex to renew equipment on a frequent basic PULSE(a, b, c)
Coal Market Demand  Convertor The assumed coal demand of market Userdefined constant value tonne Per Month
Coal Price Convertor This is the actual sellable prioé coal per tonne. GRAPH(TIME) Points: (0.0, 121.7), (6.0, 121.7), $/tonne
10 years of coal price data is used and stretch (16.0, 129.6), (23.0, 113.6), (35.0, 96.1), (55.0,
to 20 years. 84.4), (67.0, 81.9), (79.0, 63.7), (91.0, 66.6),

(102.0, 102.5), (115.0, 8®), (120.0, 82.6)
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Table4-4 Diagram Parameterand Variablesf the Production Subsystefnc o nt 6 d)

Name Type Variable explanation Equation Units

Coal Sales Gap Convertor The gap between the target and actual sales coal sales goalCoal marketlemand tonnes/month

Coal Sales Goal Convertor The target coal sales per month IF (Profitability<=0) THEN Coal market demand tonnes/month

ELSE (processing capacity)

Employee Productivity Convertor The productivity of a coal mine worker due employee productivity benchmarktIN (1.5, (tonnes/Month)/
satisfaction,management drive to produemd (MAX (0.6 , Management Drive to Produce * People
competency. (Employee satisfaction/108) employee

competency/100)

Employee Productivity Convertor A normal productivity value selected for a typic Userdefined constant value (tonnes/Month)/

Benchmark underground coal mine. People

Management Drive To Convertor Managements producti@petite algorithm MIN (1.5, MAX (1, MAX(Profitability, (1+ (coal Dimensionless

Produce sales gap / Coal market demand))))

Maximum Mining Convertor A capacity limit for a typical coal mine Userdefined constant value tonnes/Month

Capacity

Minimum Processing  Convertor The processing time delay factor constant Userdefined constant value Months

Time

Processing Capacity ~ Convertor The capacity limit for processing coal Userdefined constant value tonnes/Month

Production Costs Convertor A cost of production selected for a typical mine Userdefined constant value $/Tonne

Profitability Convertor A dimensionless factor of profitability. Stock_Balances/ PREVIOUS (Stock_Balances) Dimensionless

Target Processing Convertor A selected targetalue for processing coal Userdefined constant value tonnes/Month
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A typical coal mining activity is @apacitylimited flow of stocked materiabased
on productivity.lt means that thproduction rate depends the number ofvorkers
and their productivityhowever, it idimited by the maximum mining capacity of the
mine.Figure4-6 showsthatcoal is mined at dynamicproduction rate anstocked
asarun of mined coal. This stock is depleted by processingdirdtthen the coal
salesManagement decisions can increase capduityever, this effect is out of the

scope of the study.

target

Q processing

Safety. Major Incident Maximum
Risk Index  mining capacity

\ |

mini‘ng coal Run of Mine Coal

Sellable

selling
coal stock

\coa\

& .
Human processmg
Resources.Number of Empluyees coa\

employeeproducuwty minimum processm
processing ~ capacity
/ time
Management employee
Drive to Produce s productivity
Human ot benchmark

Resources.employee competency Human . .
Resources.employee satisfaction

Figure4-6 CoalMine Production Flow

The productivity of the employees depends on several factors. These factors are
chosen as employee competenmygnagement drive to prodycand employee
satisfaction and these constructed indexe® anormalized with a productivity
benchmark.The coal mining process finishes with the coal sales and connects to the
profitability section of the model. Coal salase a closing gap type of system
dependent upon the coal market demand, which is a detartrof the goal of coal

saleslti nfl uences t he ma n a g @and ¢he tprdfgabiliyr i v e

componentThe financial section of the production subsystem is giv&iguare4-7.

The profitability of the mine is a function of financial balances. When the
profitability increases in the developed production system, the mine management is
willing to produce more. The income of the mine is heavily dependent on the coal

prices that flutuate over time and production costs that are expected to change over
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time. However, production cost fluctuations are excluded from the model and taken
as a constant exogenous parameter. Managerial decisions on investing in safe
technologies are also codsred in the model. Safe technologies can be considered
as new purchases of items or services and renovations due to safety concerns, and
they deplete the stock balances upon every investment decision. The model excludes
these new investments' operatioo@sts and takes that as a-@iepayment. Capital

expenditures are incorporated as periodical expenditures during the mine life.

/;ﬁl

< ‘é ) market demand
© " \ ¢

Management coal sales
Drive to Produce gap

coal sales
goal

Profitability

consuming producing
stock balances Stock Balances — stock balances

T J—3— o

Mine Production costs Coal Price
Management.Investment

for Safe Technologies [

selling
coal

Figure4-7 Financial section of the production subsystem

415 The Human Resource Subsystem

The human resources subsystem aimsvieduatethe parameters related to human
resources thainfluence the system's safety variabléEhe human resources
subsystem ncorporates employees' hiring system, work satisfactioand
competency conditiong he overall stockandflow model of thehuman resources
subsystem and the expression of related parameters are girgared-8 andTable

4-5, respectively.
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Table4-5 Diagram Parameters and Variables oflthenan Resources Subsystem

Name Type Variable explanation Equation Units
Experienced Stock The stock of experienced employees. Experienced Employees¢Tdt) + (Employees Gain  People
Employees(t) Experience) * dt
Mature Employees(t) Stock The stock of mature employees Mature Employees(¥dt) + (Maturing Employees People

Employees Gain Experience) * dt
New Employees(t) Stock The stock of newly hired employees. New Employees(F dt) + (AcquiringEmployees People
Maturing Employees) * dt
Number Of Employees(t) Stock The stock of employees Number Of Employees(Tdt) + (Hiring- Retirement People
- Resignation) * dt
Resigned Employees(t) Stock The stock of resigned employees ResignecEmployees(T dt) + (Resignation) * Dt People
Retired Employees(t) Stock The stock of retired employees Retired Employees(Tdt) + (Retirement) * dt People
Acquiring Employees Flow Regulator Net hiring rate of employede closethe INT(Net Hiring) People/Month
employee gap
Employees Gain Flow Regulator The rate of employees that gaircertain time  INT(Mature Employees / Experience Gaining Time People/Month
Experience of experience For Employees
Hiring Flow Regulator The rate of hiring newemployees Net Hiring People/Month
Maturing Employees Flow Regulator The rate of employees gaining basic experier INT (New Employees / Maturing Time For People/Month
in acertain time Employee}
Resignation Flow Regulator The rate of resignation assuming no resignati IF (TIME > Userdefined constant valueTHEN People/Month
in thefirst m months. (Number Of Employees * Resignation Rate) ELSE
)
Retirement Flow Regulator The rate of retirement assuming m months  IF (TIME> Userdefined constant valy@HEN People/Month

tenure ime.

(Number Of Employees / Employee Tenure) ELSE

©)
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Table4-5 Diagram Parameters and Variables ofthe man Resour ces Su

bsystem

Name Type Variable explanation Equation Units
Effect OfBase Salary On Convertor Base salary effect on the satisfaction Userdefined constant value Dimensionless
Employee Satisfaction selected as a constant [0,1]
Effect Of Incentives On  Convertor A constant value index for the effect of Userdefined constant value Dimensionless
Empl.Satisfaction incentives on satisfaction [0,1]
Effect Of Risk Convertor Theeffect of risk perceptiodue to 1-Major Incident Risk Index Dimensionless
Perception On Employee unsafe conditionsn satisfaction
Satisfaction
Effect Of Training On Convertor The training effect on employee Management Capacity00 Dimensionless
Employee Competency competency based on the time allocate«
for training
Effect of Experienced Convertor Experiene effect on Employee (Number of Experienced Employees)/(Number of Dimensionless
Employees Ratio on competency Employees)
Employee Competency
Employee Competency Convertor Employee competency Maximum Employee Competency * (MAX(0.5, MIN(1, Percent
(((1*Effect Of Training On Employee
Competency+1.2*Effect Of Experienced Employees Rat
On Employee Competency)/2.2)))))
Employee Satisfaction  Convertor Employee satisfaction factor as a perce  Maximum Employee Satisfaction * (1.25*Effect Of Base Percent
value Salary On Employee Satisfamt + 0.75*Effect Of
Incentives On Employee Satisfaction + 1*Effect Of Risk
Perception On Employee Satisfaction)/3
Employee Tenure Convertor Coal mining workergenure taken as m  Userdefined constant value Months
months.
Effect Of Base Salar@n Convertor Base salary effect on the satisfaction Userdefined constant value Dimensionless
Employee Satisfaction selected as a constant [0,1]
Employees Convertor The actual number of employees at a tir Number Of Employees People
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Table4-5 Diagram Parameters and Variables ofithe ma n

Resour ces

Subsystem

Name Type Variable explanation Equation Units
Employees Gap Convertor The gap between the target ahdactual Employees Goal Employees People
number of employees
EmployeesGoal Convertor The target number of employees based on th Mining CoallUserDefined Value People
previous months mine production andser
defined average productivity
Experience Gaining Convertor The time delay factor of m months fgaining  Userdefined constant value Month
Time For Employees experience
Maturing Time For Convertor The time delay factor of m months for gaining Userdefined constant value Month
Employees working knowledge
Maximum Employee Convertor A limit percent value for mployee competency Userdefined constant value Percent
Competency
Maximum Employee Convertor A limit percent value for employee satisfactiol Userdefined constant value Percent
Satisfaction
Maximum Resignation  Convertor A rate of resignation where all of teenployees Userdefined constant value Percent
Rate are dissatisfied
Net Hiring Convertor The net hiring due to the employee gap Employees Gap / Time To Adjust Employees People/ Month
including the delay time fahe hiring process
Number Of Experienced Convertor Number of experienced workers at a given tir Experienced EmployedslIT(Resigned People
Employees Employees*0.5Retired Employees
Resignation Rate Convertor The rate of resigning employees ((100-Employee Satisfaction)/100)*010 Per Month
Time To Adjust Convertor The time delay factor due to HR processes  Userdefined constant value Month
Employees when hiring new employees
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4.1.5.1 TheHiring Process

The hiring processombinesthree sectionsHiring to close the employee gape
aging flow of new employees to gain experience in time, and the balancing stocks of

hired, retired, and resigned employees.

Figure4-9 shows the hiring section of the subsystem. According to the model, the
gap between the actual number of employees and the employee goal is the reason for
adopting a hiring process. This preses delayeddue to interviews and other internal
human resources process This delay time is labeled #ise time to adjust

employees.

The acquired employees are assumed to have no experigratly jrand theygain
experiencan time. Employees gaimg experience in time is characterized by an
aging flowstructure It means that theate of employee acquisition fills the stock of

new employees, and these employees mature at a giveaftdey The maturing
process can be defined as the time requmeemployees to hawbasic knowledge

of the workflow. These employees gain experience in,tand these experienced
employees tend to have more productivity and more safety awareness as they have

more profounknowledge of the daily tasks.

The percatage of experienced employees alldarghe estimation ahe experience

factor in the overall employee competency. The number of workers at any given time
is the stock of hired personnel subtracted from the retired and resigned employees.
The model assues that each personnel retires as soon as they fulfill their tenure.
People also leave their jobs due to low satisfaction, which is triggered by economic,

cultural, or personal parameters.
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Figure4-9 Hiring Processest8ck-andFlow diagram

4.1.5.2 Employee Competency

One of the effectivefactors of the human resources subsystem is employee
competency. It encompasses the competency of all the emplapeksling
frontline workers, supervisgrsand midlevel managers and excludes the
competency of higllevel managersEmployee competency isharacterized by
combiningthe effects of training and experience. These factors together give the
employee competencies. The experience effect is explantee hiring process
section and the variable is taken as the percent ratio of experienced employees to

total employees.

The training effect oocompetency, however, dependsmanagerial decision$his
training component encompasses technical andipaidraining to enhance staff
performance ant based on the time allocated for this activitigure4-10 depicts
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the training effecimode| which is influenced by management capacégnd the
outcome is used by employee competemdyich influenceemployee productivity
and personal commitmerd safety.
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employee competency

[ S

effect of employee competency
training
on employee competency

Figure4-10 Employee Competency Model

Along with the personal satisfaction of employees, employee competencies and
hiring processsconstitutethe human resources subsystem. In the human resources
subsystem, the employee satisfaction factor is taken as a combination of external
variablesIt means that the dynamic feature of this satisfaction is excludedthe

model.

4.1.6 The Mine Management Subsgtem

The mine management subsystem aimpresentthe managemeat effects on
safetyregarding the major incident potentidhe rationale behind this is that both
safe technology investments ahe effectiveness of the safety management system

depend havily on the administrative properties of the coal mining company.

Although these decisions vary widely depending on the company structure and there
are governance indices developed in the literature, the complexity of the

managemenis left out ofthe scope of the study. Therefgrenly two outcomes of
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this subsysterareencompassed in the model construction. These are the investment
decisions for safe technologies and management capacitynifieemanagement

subsystem is given iRigure4-11.
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Investment for Production.Stock Balances
Safe Technologies gl

Figure4-11 The Mine Management Subsystem

The model takes the management capacity as a constant index value as a percentage
of a predetermined maximum value.is characterized by the combining effects
structure and he effective parameters are all external constants regarding the
corporate, fiancial and engineering capacitiel addition investmentsn safe
technologiesare another outcome of this subsystem. The management decision is
based on a logical algorithm combining license time, management cajeity,
financial depthA profitablemine withresilient management is expected to invest in

safe technologies if only the mine license is reliaen the license time left is

lower than aparticularvalue, the management is not expected to invest in safe
technologies. However, when theseenough timeo invest, the resource allocation
depends on management capacity and financial balances. The model assumes that
with higher engineering competency and corporate governance, the management
decisions favor more investment in safe technoloyfasiables and parameters of

the mine management subsysi@ragiven inTable4-6.
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Table4-6 Diagram Parameters and Variables ofMire Management Subsystem

Name Type Variable explanation Equation Units
Effect Of Corporate Convertor A constant factor selected for corporate governar Userdefined constant value Dimensionless
Governance On Mgmt effect on management competency [0,1]
Competency
Ef fect Of E Convertor A constant factor selectédr engineering Userdefined constant value Dimensionless
Competency On Mgmt competency effect on management competency
Competency [0,1]
Effect Of Fin.Stability Convertor A constant factor selected for financial stéil Userdefined constant value Dimensionless
On MgmtCompetency effect on management competency [0,1]
Investment For Safe Convertor The algorithm for management decisions to inves PULSE((IF((Licence TimeTIME > 60) AND (Mine
Technologies in safe technologies. Production.Stock Balances>1000000) AND
(Managemen€apacity>0.7)) THEN(Mine
Production.Stock Balances/5) ELSE IF ((Licence
Time-TIME > 60) AND (Mine Production.Stock
Balances>1000000) AND (Management
Capacity>0.5)) THEN (Mine Production.Stock
Balances/10) ELSE (0)), 1, 12)
LicenseTime Convertor A constant time value for enaf-license time Userdefined constant value Months
Management Capacity = Convertor A percent index for the corporate capacity for Maximum Management Competency * (1.2*Effect ( Percent
management. Engineering Competency On Management
Competency + 1.3*Effect Of Corporate Governanc:
On Management Competency +1* Effect Of Financ
Stability On Management Competency)/3.5
Max.Management Convertor A maximum value for management competency i 100 Percent
Competency apercentage
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4.2  Implementation of the Developed Modefor a Hypothetical Mine

This section will apply the developed system dynamics moded floypothetical

input datasethatcan potentially represent the conditions of a typicalerground

coal mining compaw in Turkiye. It should be noted that the model outcomes are
sensitive to the values of parameters and initial values of the variables. Therefore,

different mines may have diversified results.

4.2.1 Input Dataset

For testing the model, thmodel was computedbr a typical underground coal mine

in Turkiye using Stella Architect v.3.8. hypotheticalunderground coal mine with

a capacity of 1.8 million tonnes of run of mined coal per year was selected for the
study.The selected minimitially had atotal of 350 employees00 of whom wee
already experienced in underground coal mining. Five years of experience is taken
as ahresholdor employees. After that length of service, the employee is recognized

as an experienced employee.

The external auditrequency is selecteance every 12 monthsyith the first audit
conducted on th@0" month. Corrective actions for half of the unsafe conditions

stock are taken during each audit

Coal prices areonverted in USOrom a typical Turkish lignite market price. The
values are given in graph dataat change over timeonsidering the fluctuating
exchange rates frothe Turkish Lira tothe USD. In brief, the production cost is 16
dollars per tonne ofoal production Table 4-7 tabulates thenodelinputs of this

hypothetical underground coal mine.
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Table4-7 A Hypothetical Dataset fahe Model Implementation

Subsystem Name Type Value Unit
MCS(t) Stock Initial Value: 80 Percent
PCS(t) Stock Initial Value: 80 Percent
Unsafe Conditions(t) Stock Initial Value: O Number
1stdegree safety critical role  Convertor 0.2 Dimensionless
2nd degree safety critical role  Convertor 0.5 Dimensionless
3rd degree safety critical role  Convertor 0.3 Dimensionless
Average number of risky behavic  Convertor 1 (Number/Month)
/People
Effect of Safe Technologies o Convertor 0.02
Hazard Factor
Interventions due to External Audit Convertor PULSEZ()O'S’ 10, Number/Month
Safety Maximum Tolerable MIRI  Convertor 0.8 Dimensionless
Maximum MCS  Convertor 100 Percent
Maximum PCS  Convertor 100 Percent
Mine Hazard Factor Convertor 1 Dimensionless
Normal MCS  Convertor 80 Percent
Normal PCS  Convertor 80 Percent
Risky behavior weight forsidegree ~ Convertor 0.7 Dimensionless
Risky behavior weight for'8degree  Convertor 0.4 Dimensionless
Risky behavior weight for'ddegree  Convertor 0.1 Dimensionless
Time to adjust MCS  Convertor 3 Month
Time to adjust PCS  Convertor 3 Month
Major Incident Risk Index (MIRI)  Convertor Uns/ezlfgo(éond. Dimensionless
Run of Mine Coal (t) Stock Initial Value: 0 tonnes
Sellable Coal Stock (t Stock Initial Value: 0 tonnes
Coal Market Demanc  convertor 100,000 tonnes / Month
Employee Productivity Benchmar  Convertor 250 (tonnes/Month)/People
Maximum Mining Capacity =~ Convertor 150,000 tonnes/Month
Mine Minimum Processingime  Convertor 1 Months
Production Processing Capacitt  Convertor 120,000 tonnes/Month
Mining Coal Flow m: 0.8 Dimensionless for m
Regulator
Production Costs  Convertor 16/0.6 $/Tonne
Target Processing  Convertor 120,000 tonnes/Month
CAPEX  Convertor 50 M$ ,60° $/Month

month,60 months
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Table4-7 A Hypothetical Dataset for the Model Implementatioe o nt 6 d)

New Employees Stock Initial Value: 250 People
Mature Employees Stock Initial Value: O People
Experienced Employee Stock Initial Value: 100 People
Number of Employees Stock Initial Value: 350 People
Resigned Employee: Stock Initial Value: O People
Resigned Employee:! Stock Initial Value: 0 People
Resignation Flow Regulator m: 24 People/Month
Retirement Flow Regulator m: 180 People/Month

Effect Of Base Salary On Employe

. . Convertor 1 Dimensionless
Satisfaction
Human Effect Of Incentives On . .
- . Convertor 1 Dimensionless
Resources Empl.Satisfaction
Employee Tenure  Convertor 180 Months
Employees Goal =~ Convertor 350 People
Experience Gainingime For Convertor 60 Month
Employees
Maturing Time For Employee:  Convertor 12 Month
Maximum Employee Competenc  Convertor 100 Dimensionless
Maximum Employee Satisfactioi ~ Convertor 100 Percent
Time To Adjust Employees  Convertor 3 Month
Effect Of Corporate Governance C . .
Convertor 1 Dimensionless
Mgmt Competency
Ef fect Of Engt . .
Mine Mgmt Competency Convertor 1 Dimensionless
Management Effect Of Fin.Stability On Convertor 1 Dimensionless
MgmtCompetency
Licence Time Convertor 240 Months
Max.Management Competenc ~ Convertor 100 Percent
4.2.2 Implementation Results

The time frame used to simulate is 20 years to test the model behathedang
term. As the time uniterereselected as months and no fractional ruesenused,

the simulation calculated the results along the 240 months
Major Incident Risk Index

The primarytarget outcome of the model constructed is to simulate the behavior of
major incident potential of underground coal mimeSurkiye. The modelersed a
constructed index for major incident potentizsed on the number of unsafe
conditions piled up by human risky behavior and depletedunyan behavior and

external/internal audits. As given Higure 4-12, the simulation returned index
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values that oscillate through timEhis behavior is due to the corrective actions that

deplete thestock of unsafe conditions

0.9

P

120 180
Months

'S

Dimensionless

Figure4-12 Variation of theMajor Incident Risk Indexn Time

The oscillating structure emphasizes thigical influence of audits on the disaster
potential as the model suggests that audits aim to correct the stocked unsafe
conditions at a given time. It should be noted that every audit and inspbesas
efficiency, and this efficiency has a limit, so these actions alone are inadequate to
eliminate major incident riskAudits and inspections are discrete events that play
an esential role in safety improvementsiowever, they have limitetbng-term

effects asindependent human actions accumulate unsafe toomsli

The results show that although the major incident potential oscillates, the lower limit
of this oscillation readbsits lowest after about 90 months. It is linked to the number

of experienced employees wihre assumed to deplete the stock of unsafe actions at
a higher rateThe model does not allow the user to eliminate unsafe human actions,
as these are seen as norm#tomes othedaily production routin@nd the inherent
hazard potential of an underground coal mine. Even though there are short periods
where the accumulation is zero due to the cessation of production, the major incident
risk is never eliminatedThe critical finding of the model output fothe major
incident risk index is that the coal mispotential for a catastrophic event fluctusate

over time. It is an expected ysignificant result that for a highazard workplace,
safety interventions cannbé ceased for any reason as the system tends to drift into

failure.
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Management Commitment to Safety

Management commitment to safety is an important factor that affectsctive

actions due to internal safety processes. According to the model, the pressure on the
management tprioritize safety idoased orihe risk perception of the management.

The peaks irFigure 4-13 reflect the reactive behavior after the eventiserethat

major incident risk index exceeds the threshold limit. This risk threshold is a
determinant factor where the emphasis turns to safety.
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Figure4-13 Variation of theManagement Commitment to SafétyTime

The simulation results show thiie major safety risk index has the highest impact

on thepressure to change the management commitment to safetyafagemerd

drive to safety is a constant valwentinuously pulling the managemeratsention

from safety. However, the risk perception for the management overcomes this effect

when it reaches its threshold.
Personal Commitment to Safety

With the given valuesas shown irFigure 4-14, the simulatiorresulted iroscillating
personal commitment to safetyhe peaks aresimilar to the peaks of the
management commitment to safefjhe causes of the oscillating behavior of
personal commitment to safedye due to three factorsiajor incident risk indexhe

effect of management commitment to safety, and employee competency.
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Figure 4-14 Variation of thePersonalCommitment to Safetin Time

The model considers several factors for the retention of experienced warkers
the complexity of the human resources processes is includeelnmadel. As shown
in Figure 415, risk perception effectively reduoasployee satisfaction, and a slight

recurrent decrease in satisfaction is also observable.
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Figure4-15 Variation of theEmployeeSatisfactionn Time

Employee Competency

Employee competency is a factor that indirectly influsiice personal commitment

to safety. It has aetatively smooth curve over the simulation time. Tieirement

of employees after 15 years results mheareasén competenclrror! Reference s

ource not found. People may also resign from the company due to their
dissatisfactionand a portion of it would be from the experienced work&ssa
result, the companpses experienced workers and faces a decrease in its employees'

overall competencyTherefore the number of experienced employees increase
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the first years and themests to decrease after reaching its peak after about 12,years
as seen ifrigure4-16.
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Figure4-16 Variation of theNumber of Experienced Employei@sTime

The competency curve shows a similar but smoother behavior with the ratio of
experienced employeek. should be noted that experience laasajor effect on
competency, whereas training is a safeduaspecially when losing experienced
employees. Theariation inemployee competegmver the simulated 20 yeais

given inFigure4-17.
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Figure4-17 Variation of theEmployee Competenadg Time
Coal Production
According to the simulation resultgoal production fluctuatebetween limits
exerted by the user. It is also noted thajpibtential for tke incidenthasrisen enough

to cause production cessatiahsing the mine lifeFigure4-18 shows the simulation

results for coal production over 20 years. Although coal production fluctuates
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between its limits, stop work actions duettie major incident risk index exceeding

an induced threshold limit.
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Figure4-18 Variation of theRun of Mined Coal Production Rate Time

The simulation alsdepicts a balanced behavior in employee productiagyshown

in Figure4-19. The employes productivity depends on the employee's competency
and the slight curvature ovéme results fromthe employee competency curve.
However, it is also influenced by employee satisfaction and gives its slightly
oscillating behavioover time. It should also be noted that employee satisfaction
notably influenceshe mine production rate.
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Figure4-19 Variation of theEmployee Productivityn Time

As seen in Figure -20, several technological investment moments are captured
throughout the simulation periodh addition to the production costs and capital

expenditure, technological investment decisions are made. The cessation of
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investments in the last five yearsflects the reluctance to spemdoney on

improvements when the license deadline comes closer.
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Figure4-20 Variation of thelnvestment in Safe TechnologigsTime
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CHAPTER 5

CONCLUSIONS AND RECOMMENDATIONS

51 Conclusiorns

In the Turkish coal mining industry context, the recurrence ofith@r incidents

such as firedamp explosions andnmifires that result in multiple fatalitiasas
investigated concerning its nonlinear interactions. The System Dynamics Modeling
has provided valuable insights into the complex dynamics of the indlib&\study
aimed to unravel the underlying dynamic qoexity behind this recurrence by using

causal loop diagrams and steahdflow diagrams coupled with a simulation madel

The findings of this study shed light on several crucial factors influencing the system
dynamics of the Turkish coal mining industAs a result, the conclusions drawn

from the study are given below;

U The most crucial finding of the model is that the major incident potential of
a coal mine is fluctuating over time depending on many other variables. The
peaks along the time are the indara of vulnerable times and the recurrence
of these peaks show that the mine becomes susceptible to catastrophic events

recurrently.

U The model emphasizes the importance of the continuity of the safety
interventions and both internal and external auddg pn important role in
correcting the unsafe conditions. The accumulation of major incident
potential within coal mines aligns with the "drift into failure™ phenomenon,
emphasizing the need for ongoing, adaptive safety strategies rather than

relying soldy on initial investments in a reliable system.
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U It has been identified thdahe effect of internal audits induced by the
pressure on the management to increase their resource allocation in safety.
An alternative approach to support this effect can be increasing the risk
thresholds of mine management as they tend to react to the exceeding risk
threshold. Incrasing safety awareness of mine managers, therefore might be

a leverage point.

U External audits are emerged as an important factor when depleting the stock
of accumulated unsafe conditions. However, it should be noted that these are
discrete exogenous eventith an efficiency factor which have short term

effects.

U The study underscores the importance of investing in the workforce and
reducing employee turnover as critical factors for the safety and productivity
of coal mining operationsAlong the time, losig experienced employees
might be a solid phenomenon, therefore kaglality trainings worth for

investingin order to keep the younger workforce ready and competent

U The license deadlines are an important factor when mine managers make
decisions on investg on the safe technologies. Policymakers can focus on
finding solutions on the process of license renewal, considering its effect on

the adoption of safe technologies.

Overall, the findings of this study suggest leverage points in the system that offer

actionable insights for policymakers, industry stakeholders, and safety professionals.

5.2 Recommendations

For future studies in this area, several recommendations can be considered to

enhance the researthdingsas follows;

U Future studiesnaybenefit from ncorporating reatime data and monitoring

systemsilt will provide a more dynamic and-tp-date representation of the
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coal mining system, enabling researchers to capture evolving trends and

respond promptly to changing conditions.

A more detailed descrijpn of a single catastrophic event scenario can be
studied. The potential factors for a methane explosion scenario can be

embedded in the safety subsystem do research for leverage points.

The mine management subsystem can incorporate the dynamic \sagable
corporate governance. This can be done by further research on the corporate
governance indices and the factors influencing the dimension of corporate

governance.

The effect of production premiums is indirectly embedded in the model via
managementrive to produce. Incorporating the effects of production
premiums more directly on the personal commitment to safety loops will also

be beneficial for future models.

Conducting field validation of the System Dynamics maday strengthen
its reliability and accuracy. Comparing the model predictions with actual data
from coal mining operations can provide valuable insights into the model's

effectiveness in representing reabrld dynamics.

Exploring the impact of external factors such as environmentalategyus,
geopolitical influences, and technological advancements on the coal mining

industry can provide additional insight.

Combining System Dynamics modeling with qualitative research methods,
such as ethnographgase studieand expert group studiean offer a deeper
understanding of the human and organizational aspects influencing safety

dynamics in coal mining.

Comparing the dynamics of the Turkish coal mining industry with similar
industries globally can provide valuable insights into induspacific

challenges and potential universal solutions.
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By incorporating these recommendations, future studies can contribute to a more
comprehensive understanding of the complex interactions leadicgtdstrophic

coal mineincidentsin Turkiye.
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