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ABSTRACT 

HYDROGEN PRODUCTION VIA STEAM REFORMING OF G LYCEROL  

 

 

Gºkt¿rk, Sevil 

Master of Science, Chemical Engineering 

Supervisor: Prof. Dr. Naime Aslē Sezgi 

Co-Supervisor: Prof. Dr. Timur Doĵu 

 

 

February 2021, 301 pages 

 

 

Today, intensive studies are carried out on alternative energy sources that will 

replace fossil fuels due to its limited sources, soaring of prices and negative effects 

on people and environment. Hydrogen energy offers a solution to minimize these 

problems as a clean and renewable energy carrier. One of the most important 

applications of hydrogen is its use in fuel cell-derived vehicles. However, the 

implementation of hydrogen in the transport sector is limited by the difficulty of 

storage and the lack of infrastructure for its distribution. On-board hydrogen 

generation is a great solution to overcome these limitations, particularly by allowing 

hydrogen produced from renewable sources to be fed directly into the fuel cell 

without itself being stored. Bio-glycerol is one of the most attractive biomass-derived 

oxygenated compounds since its utilization in hydrogen production through steam 

reforming process is economically viable and environmentally friendly. In addition, 

theoretically one mole of glycerol produces 7 moles of hydrogen gas. Bio-glycerol 

is produced as a by-product of 10% by weight of biodiesel synthesis produced by 
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transesterification of vegetable oils or animal fats, allowing it to be used as a low-

cost raw material in a large supply of renewable materials. Generally, metal-loaded 

mesoporous supports are used to achieve higher hydrogen yield in steam reforming 

of glycerol.  

In this study, silica aerogel was used for the first time as a catalyst support in the 

steam reforming of glycerol. To activate the silica aerogel, various types and 

amounts of metal precursors were loaded onto the silica aerogel by wet-impregnation 

or co-precipitation methods. According to the characterization results, all catalysts 

are mesoporous and in crystal forms with Lewis dominant acid sites. 

The activities of the catalysts were tested in a conventional fixed-bed quartz reactor 

in the presence of a constant weight of catalyst at constant carrier gas flow rate, 

atmospheric pressure, and various reaction parameters. According to the 

experimental results, the increase in water/glycerol molar ratio resulted in an increase 

in H2 yield, furthermore, H2 yield increased first and then decreased slightly at 

elevated temperatures consistent with the equilibrium line. In addition, the increase 

in the metal amount increased the H2 yield, while the catalyst synthesis method and 

loaded-metal types affected the H2 yield in various ways. In particular, Ni-Ru 

containing bimetallic catalysts showed greater activity among the catalysts used in 

the reaction. 

As a result of the experiments, the highest activity was achieved at 550oC, 

atmospheric pressure, water-glycerol feed flow rate of 0.9 ml/h and 30 ml/min of Ar 

flow rate with the W/G molar ratio of 9 in the presence of 0.15 g catalyst. Under 

these conditions, the highest H2 yield was obtained as 84.5%, with coke deposition 

as 0.06 gc/gcath
-1 in the presence of 10Ni-2Ru/SA catalyst.  

Keywords: Glycerol, Hydrogen, Steam Reforming, Mesoporous Materials, Silica 

Aerogel 
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¥Z 

GLĶSEROL¦N BUHARLI  REFORMLANMASI ĶLE HĶDROJEN ¦RETĶMĶ 

 

 

 

Gºkt¿rk, Sevil 

Y¿ksek Lisans, Kimya M¿hendisliĵi 

Tez Yºneticisi: Prof. Dr. Naime Aslē Sezgi 

Ortak Tez Yºneticisi: Prof. Dr. Timur Doĵu 

 

 

ķubat 2021, 301 sayfa 

 

G¿n¿m¿zde sēnērlē kaynaklarē, artan fiyatlarē, insan ve ­evre ¿zerindeki olumsuz 

etkileri nedeniyle fosil yakētlarēn yerini alacak alternatif enerji kaynaklarē konusunda 

yoĵun ­alēĸmalar yapēlmaktadēr. Hidrojen enerjisi, temiz ve yenilenebilir bir enerji 

taĸēyēcēsē olarak bu sorunlarē en aza indirmek i­in bir ­ºz¿m sunar. Hidrojenin en 

ºnemli uygulamalarēndan biri yakēt h¿cresinden t¿retilmiĸ ara­larda kullanēlmasēdēr. 

Ancak, taĸēmacēlēk sektºr¿nde hidrojenin uygulanmasē, depolama g¿­l¿ĵ¿ ve 

daĵētēmēndaki altyapē eksikliĵi nedeniyle sēnērlēdēr. Yerleĸik hidrojen ¿retimi, 

ºzellikle yenilenebilir kaynaklardan ¿retilen hidrojenin depolanmadan doĵrudan 

yakēt h¿cresine beslenmesini saĵlayarak bu sēnērlamalarēn ¿stesinden gelmek i­in 

harika bir ­ºz¿md¿r. Biyo-gliserol, buharla dºn¿ĸt¿rme iĸlemi yoluyla hidrojen 

¿retiminde kullanēmē ekonomik olarak uygun ve ­evre dostu olduĵundan dolayē 

biyok¿tleden t¿retilmiĸ en ­ekici oksijenli bileĸiklerden biridir. Ek olarak, bir mol 

gliserol teorik olarak 7 mol hidrojen gazē ¿retir. Biyo-gliserol, bitkisel yaĵlarēn veya 

hayvansal yaĵlarēn transesterifikasyonuyla ¿retilen biyodizel sentezinin aĵērlēk­a 
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%10'u olarak bir yan ¿r¿n olarak ¿retilir, bu da onun b¿y¿k bir yenilenebilir malzeme 

tedariĵinde d¿ĸ¿k maliyetli hammadde olarak kullanēlmasēnē saĵlar. Genellikle, 

metal y¿kl¿ mezogºzenekli destekler, gliserol¿n buharlē reformlanmasēnda daha 

y¿ksek hidrojen verimi elde etmek i­in kullanēlēr. 

Bu ­alēĸmada, silika aerojel ilk kez gliserol¿n buharlē reformlanmasēnda katalizºr 

desteĵi olarak kullanēlmēĸtēr. Silika aerojeli aktif hale getirmek i­in, silika aerojel 

¿zerine ēslak emdirme veya eĸ zamanlē ­ºkt¿rme yºntemleri ile ­eĸitli tiplerde ve 

miktarlarda metal ºnc¿leri y¿klenmiĸtir. Karakterizasyon sonu­larēna gºre, t¿m 

katalizºrler mezogºzeneklidir ve Lewis baskēn asit bºlgeleri ile kristal formlardadēr. 

Katalizºrlerin aktiviteleri, sabit bir katalizºr aĵērlēĵēnēn mevcudiyetinde, atmosferik 

basēn­ta, sabit taĸēyēcē gaz akēĸ hēzēnda ve ­eĸitli reaksiyon parametrelerinde 

geleneksel sabit yataklē kuvars reaktºrde test edilmiĸtir. Deney sonu­larēna gºre, 

su/gliserol molar oranēndaki artēĸ, H2 veriminde bir artēĸ saĵlamēĸtēr, ayrēca H2 verimi 

denge eĵrisi ile tutarlē olarak, artan sēcaklēklarda ºnce artēp sonra hafif­e azalmēĸtēr. 

Ek olarak, metal miktarēndaki artēĸ H2 verimini artērērken, katalizºr sentez yºntemi 

ve y¿klenen metal t¿rleri ­eĸitli ĸekillerde H2 verimini etkilemiĸtir. ¥zellikle Ni-Ru 

i­eren ikili metalik katalizºrler, reaksiyonda kullanēlan katalizºrler arasēnda daha 

fazla aktivite gºstermiĸtir. 

Deneyler sonucunda en y¿ksek aktivite 550oC, atmosferik basēn­, su-gliserol 

besleme akēĸ hēzē 0,9 ml/saat ve 30 ml/dk Ar akēĸ hēzē ile W/G molar oranē 9 iken 

0,15 g katalizºr varlēĵēnda elde edilmiĸtir. Bu koĸullar altēnda en y¿ksek H2 verimi, 

10Ni-2Ru/SA katalizºr¿ varlēĵēnda 0,06 gc/gcath
-1 kok birikmesi ile %84,5 olarak 

elde edilmiĸtir. 

Anahtar Kelimeler:  Gliserol, Hidrojen, Buhar Reformlama, Mezogºzenekli 

Malzemeler, Silika Aerojel 
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CHAPTER 1  

1 INTRODUCTION  

Today, approximately 80% of energy demand is met by non-renewable energy 

sources that exist in the form of fossil fuels such as coal, petroleum and natural gas 

(Kothari et al., 2008). Even though they are cheap and easy to use, they are available 

on the earth in limited quantity and are foreseen to vanish fifty-sixty years from now. 

Therefore, their prices are soaring day by day. In addition, they are not 

environmentally friendly since the fossil fuels are put through a process called 

combustion to produce energy and can have serious effect on health. Combustion 

releases pollutants containing carbon dioxide, nitrous oxide and sulphur dioxide that 

can cause global warming and acid rain (Hosseini and Wahid, 2016).  

The ever-increasing global demand for energy and the rapid depletion of fossil fuel 

resources in the world bring along the need to find alternative forms of energy from 

renewable energy sources. Renewable energy sources include solar energy, wind, 

geothermal energy, biomass and hydropower. They are available in the abundant 

quantity and free to use. They have low carbon emissions; therefore, they are 

considered as green and environmentally friendly. However, the start-up cost for a 

plant is very high and they are not appropriate for continuous use (Hosseini and 

Wahid, 2016). The use of renewable energy depends on the weather, if atmospheric 

conditions are not optimal, there will be a lack of energy generation. For instance, 

there must be enough rainfall to fill the dams to use hydropower, while, solar power 

requires clear skies and sunlight which means that solar energy cannot be ensured on 

cloudy days and/or nights, for wind energy the wind speed must be sufficient to move 

the wind turbine blades and geothermal energy power plants are established in very 
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rare places containing hot rocks where volcanoes are concentrated and earthquakes 

are frequent (Mohtasham 2015). 

At this point, hydrogen appears as a great solution to diminish fossil fuel dependence 

and to mitigate environmental concerns as a clean, renewable and sustainable energy 

carrier (Dincer and Acar, 2014). Among the alternative energy sources hydrogen has 

received much attention due to its excellent energy storage capacity and zero carbon 

emission during its usage. Hydrogen is also a clean fuel, and it is not toxic and 

carcinogenic. Hydrogen is considered as secondary energy source because it is 

converted to energy by combustion or electrochemical reactions (Colella et al., 

2005). 

The use of hydrogen as a fuel in fuel cells produces only water by combining 

hydrogen and oxygen to generate heat and electricity. Fuel cells are a promising 

technology used as a source of heat and electricity for buildings and as a source of 

electrical power for electric motors in vehicles. One of the most important 

applications of hydrogen is its use in fuel cell-derived vehicles. However, the 

implementation of hydrogen in the transport sector is limited due to its storage 

difficulty and the lack of infrastructure for its distribution. At this point, on-board 

hydrogen production plays a fundamental role to circumvent these limitations by 

feeding directly into the fuel cell without itself being stored, in particular when 

generating hydrogen from renewable sources (Staffell et al., 2018). 

The use of biofuels for hydrogen production provides significant environmental 

benefits since the produced CO2 is consumed for biomass growth and thus 

contributes to a low carbon dioxide emitting energy supply. Glycerol is produced as 

a by-product of 10% by weight of biodiesel synthesis produced by transesterification 

of animal fats or vegetable oils with methanol in the presence of homogeneous 

catalysts, allowing it to be used as a low-cost raw material in a large supply of 

renewable materials. The produced crude glycerol contains 12ï16% alkalis, 15ï18% 

methyl esters, 8ï12% methanol, and 2ï3% water and various elements such as 
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calcium, magnesium, phosphorus, and/or sulphur and other components as well as 

more than half of glycerol (Seadira et al., 2017; Bagnato et al., 2017; Kent, 2013).  

The use of glycerol produced as a by-product of the biodiesel production process to 

produce hydrogen offers an economically viable, sustainable and environmentally 

friendly process, particularly through steam reforming process where 7 moles of 

hydrogen gas are theoretically produced from one mole of glycerol (Cheng, 2011; 

Seadira et al., 2017). 

1.1 Hydrogen 

Hydrogen is a chemical element with symbol H and atomic number 1. It is the 

lightest element on the periodic table with a standard atomic weight of 1.008. 

Hydrogen, the simplest element in the universe consisting of only one proton and 

one electron, makes up the major part of the composition of the universe. It is also 

the most plentiful element in the universe. On the earthôs surface, hydrogen exists as 

a compound with other elements such as oxygen, carbon, and nitrogen; most 

hydrogen is found as a compound with oxygen, in the form of water. Normally, pure 

hydrogen exists in the form of a hydrogen molecule with two atoms, H2 (Honig 

2003).  

Physically, hydrogen is a colourless, odourless, tasteless, flammable gas and the 

lightest chemical.  It is a useful and clean fuel, not toxic and carcinogenic, slightly 

more soluble in organic solvents than water. Hydrogen also produces clean power 

and/or heat for transport and stationary applications (Yusuf et al., 2015; Honig et al., 

2003). At room temperature hydrogen is not a very reactive compound unless it has 

been activated in some way; however, it is highly reactive at high temperatures.  

Moreover, hydrogen has a high energy density that makes it suitable for long-term 

storage. Hydrogen gas is mixed with natural gas and can be transported over long 
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distances through pipes that allows the energy distribution between the countries. 

(Dincer and Acar, 2014) 

The gaseous storage of hydrogen creates some issues since it can diffuse through 

materials such as paper, fabric, rubber, and some metals such as platinum, iron, and 

steel. Therefore, hydrogen can be stored in liquid form or in a chemical compound, 

as well as in gaseous form (Eftekhari et al., 2017).  

In addition, hydrogen can be produced without a carbon footprint by water 

electrolysis or steam reforming process. Unlike other fossil fuels, the combustion 

products contain water, oxygen and nitrogen when hydrogen is completely burned 

with air. Nitrogen oxide emissions are very low in engines that use hydrogen as fuel 

compared to petrol-burning engines (Mazloomi et al., 2012). 

1.2 Hydrogen Applications 

Hydrogen energy applications are basically divided into three: as a fuel, in fuel cells, 

and in refinery and petrochemical complexes. 

1.2.1 Use of Hydrogen as a Fuel 

Recent developments in the field of hydrogen energy have pointed that hydrogen is 

an ideal replacement for fossil fuels in furnaces, heating boilers, internal combustion 

engines, turbines, jet engines and hybrids. The fact that hydrogen is a clean and 

endless energy enables hydrogen to be used as an environmentally friendly fuel. 

When hydrogen is used as fuel, the production of both other pollutants and 

greenhouse gases is negligible compared to fossil energy sources (Dincer and Acar, 

2014).  For instance, hydrogen-powered vehicles do not produce significant amounts 

of carbon monoxide (CO), hydrocarbons (HCs), sulphur oxides (SOx), sulfuric acid 

residues, ozone and other oxidants, benzene and other carcinogenic aromatic 
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compounds, formaldehyde and other aldehydes, other toxic metals, and other 

greenhouse gases either directly or indirectly. The only pollutant produced may be 

nitrogen oxides (NOx). But NOx emission is at least 200 times lower than that of the 

normal vehicles currently used (G¿ler ķent¿rk et al., 2010).  

However, hydrogen burns with oxygen only under certain conditions. Due to its low 

density, hydrogen has to be compressed to liquid state and stored the same way at 

lower temperatures to ensure its effectiveness and efficiency as an energy source. It 

also explains why hydrogen should always be stored and transported under high 

pressure; therefore, transportation, storage and distribution are far from feasible. In 

addition, hydrogen is an extremely flammable and explosive gas, which makes it 

very dangerous (Mazloomi et al., 2012).  

1.2.2 Use of Hydrogen in Fuel Cells 

Fuel cells are electrochemical cells that convert chemical energy into electricity 

through electrochemical reactions of hydrogen with oxygen to generate electricity 

cleanly and efficiently. The use of hydrogen in fuel cells generates heat and 

electricity, and only water is released as a product (Eberle et al., 2012). There are 

numerous fuel cells in practice. Fuel cells operate on the same general principle, 

consisting of three parts, anode, electrolyte and cathode. Two chemical reactions 

occur at the interfaces of three different segments. The net result of the two reactions 

is the consumption of fuel, the production of water, and the generation of an electric 

current that can be used to power electrical devices (Kirubakaran et al., 2009). 

Fuel cells are envisioned as an ideal replacement for conventional power generators, 

such as combustion engines or large batteries in cars, buses, forklift trucks, 

submarines, and backup and power plants (Colella et al., 2005). Fuel cells are 

environmentally friendly and reliable systems with their modular structure, high 

energy production efficiency and short assembly time. In addition, their operating 

http://www.wikizero.org/index.php?q=aHR0cHM6Ly9lbi53aWtpcGVkaWEub3JnL3dpa2kvRWxlY3Ryb2NoZW1pY2FsX2NlbGw
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features provide practical convenience. Therefore, their development potential is 

quite high in the future (Mohamed et al., 2009). 

1.2.3 Use of Hydrogen in Refinery and Petrochemical Complexes 

Hydrogen is widely used in the production of bulk chemicals, intermediates and 

special chemicals. Mixture of hydrogen (H2) and carbon monoxide (CO), known as 

syngas, is used for large-scale production of various products such as higher alcohols 

and aldehydes (Ramachandran and Menon 1998). It is also used to convert crude oil 

to refined fuels such as gasoline and diesel and to remove contaminants such as 

sulphur from these fuels. Approximately 75% of hydrogen currently consumed by 

refineries is supplied by large hydrogen plants that produce hydrogen from natural 

gas or other hydrocarbon fuels (Davis et al., 2004). 

1.3 Hydrogen Production 

Hydrogen can be produced using a number of different processes such as 

thermochemical processes, biological processes, direct solar water splitting 

processes and electrolytic processes. Each method has advantages in terms of cost, 

H2 production efficiency, applicability and availability (Kothari et al., 2008). 

Thermochemical processes use heat and chemical reactions to produce hydrogen 

from organic materials such as fossil fuels and biomass through natural gas 

reforming, coal gasification, biomass gasification and biomass-derived liquid 

reforming. Thermochemical processes are clean and sustainable methods, especially 

when using renewable feedstocks that offer feedstock availability. However, due to 

the high operating temperature, more heat resistant reactors are required and thereby 

higher capital cost is involved.  
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Water (H2O) can be split into hydrogen (H2) and oxygen (O2) using electrolysis or 

solar energy. Direct solar water splitting or photolytic processes utilize light energy 

to split water into hydrogen and oxygen. These processes are currently in the early 

stages of research but offer long-term potential for sustainable hydrogen production 

with low environmental impact. In addition, in the electrolytic process, electrolysers 

use electricity to split water into hydrogen and oxygen. This technology is well 

developed and commercially available that offers no pollutant gas production. 

However, water electrolysis process has a low efficiency (about 55-75%) in terms of 

producing pure H2 using the alkaline electrolysis systems (AES). Even though, the 

pure H2 production efficiency is increased by using proton exchange 

membrane (PEM) electrolysers instead (about 80%) (Bernholz 2018), the process is 

uneconomical since the electrodes used are usually coated with costly platinum. 

In biological process, microbes such as bacteria and microalgae can produce 

hydrogen through microbial biomass conversion and photobiological processes, 

using sunlight or organic matter. These technology pathways are at an early stage of 

research, but in the long-term have the potential for sustainable, low-carbon 

hydrogen production. This process provides clean and sustainable energy generation 

at low operating temperature. However, the energy production rate is very slow, 

operating cost is high and the efficiency is low (Hosseini et al., 2016). 

According to the above-stated hydrogen production processes, various colours of 

hydrogen can be produced. Briefly, hydrogen production through coal gasification, 

where the emissions are released to the atmosphere, refers to brown hydrogen, while 

hydrogen production by preventing greenhouse gas emission from water 

electrolytically, photo-electrolytically, or thermo-electrolytically refers to green 

hydrogen. Hydrogen can also be produced through steam reforming processes. The 

process that releases CO2 to the atmosphere is called grey whereas the CO2 produced 

is captured is called blue. Besides these, in processes that do not produce CO2 (e.g., 

https://en.wikipedia.org/wiki/Proton_exchange_membrane
https://en.wikipedia.org/wiki/Proton_exchange_membrane
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methane pyrolysis), the colour of hydrogen is represented as turquoise (Newborough 

and Graham, 2020).  

1.3.1 Hydrogen Production from Hydrocarbons 

Hydrogen is mostly produced from hydrocarbons via steam reforming, partial 

oxidation and autothermal reforming. These methods have considerable superiorities 

in terms of feasibility, high hydrogen efficiency and applicability in fuel cells 

(Docekal et al., 1986; Ahmed et al., 2001). 

1.3.1.1 Steam Reforming 

Steam reforming (SR) is currently one of the most widespread processes for 

hydrogen production (Docekal et al., 1986). Its advantages arise from the high 

efficiency of its operation and the low operating costs. The most frequently used raw 

materials are natural gas and lighter hydrocarbons, methanol, and other oxygenated 

hydrocarbons (Ahmed et al., 2001). Steam reforming is generally endothermic 

reactions in which oxygenated hydrocarbon reacts with water and produces CO2 and 

H2. The steam reforming catalytic process requires a raw material free of sulphur-

containing compounds to prevent deactivation of the catalyst used, and requires 

modest temperatures (Farrauto et al., 2003; Song et al., 2002). The used catalysts can 

be divided into two types: nonprecious metal (typically nickel) and precious metals 

from Group VIII elements (typically platinum or rhodium) (Adris et al., 1996). 

1.3.1.2 Partial Oxidation 

Partial oxidation (POX) and catalytic partial oxidation (CPOX) of hydrocarbons 

have been proposed in hydrogen production for automobile fuel cells and some other 
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commercial applications (Adris et al., 1996; Hohn et al., 2001). The raw materials 

may be methane, biogas, and heavy oil fractions (e.g., vacuum remnants, heating oil) 

whose further treatment and utilization are difficult (Krummenacher et al., 2003).  

Compared to steam reforming, more CO is produced in POX. Therefore, the process 

is complemented by the conversion of CO with steam into H2 and CO2. The partial 

oxidation reaction can be generally defined as the formation of carbon dioxide and 

hydrogen exothermically as a result of the reaction of oxygenated hydrocarbons with 

oxygen. Since the process does not require the use of a catalyst, it is not necessary to 

remove sulphurous elements from natural gas, which reduce the efficiency of the 

catalyst.  

Besides this method, catalysts can be used in the partial oxidation system (CPOX) to 

lower the operating temperature. However, the control of temperature becomes 

difficult due to the coke formation and the exothermic nature of the reactions (Hohn 

et al., 2001). For natural gas conversion, catalysts are typically based on Ni or Rh; 

however, nickel has a strong tendency towards coke, and the cost of Rh is high (Yu 

et al., 2009). In addition, high operating temperatures and safety concerns can make 

their use difficult for practical and compact portable devices due to thermal 

management (Farrauto et al., 2003).  

1.3.1.3 Autothermal Reforming 

Autothermal reforming (ATR) is a combination of both steam reforming 

(endothermic) and partial oxidation (exothermic) reactions (Mondal and Dalai 

2017). In other words, oxygenated hydrocarbon reacts with both water and oxygen 

and produces carbon dioxide and hydrogen. The overall reaction is generally 

exothermic. 

ATR has significant advantages over SR. There is no need of external heat in ATR 

process, leading to the process being simpler and cheaper. ATR has lower capital 
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cost and the potential for economies of scale (Wilhem et al., 2001). In addition, ATR 

process can be shut down and started very rapidly (Mondal and Dalai, 2017). For 

hydrocarbon reforming, the thermal efficiency is higher than POX and slightly less 

than SR. Gasoline and other higher hydrocarbons can be converted into hydrogen in 

automobiles using appropriate catalysts in autothermal processes (Ayabe et al., 

2003).  

1.4 Hydrogen Separation 

Hydrogen can be purified through some techniques such as pressure swing 

adsorption (PSA), cryogenic distillation, or membrane separation.  

Pressure swing adsorption process is the most extensively used industrial process to 

separate H2 from a mixture of gases. This system has mostly been used in the 

chemical and petrochemical industries. It has an advantage of ability to bring 

undesirable impurities down to a low level and to produce high-purity, up to 99.99%, 

hydrogen (Adhikari et al., 2006).  

Cryogenic distillation process is a low temperature separation process that uses the 

difference in boiling temperatures of feed components. Cryogenic distillation 

process is widely used to separate fluid mixtures but, it consumes a considerable 

amount of energy, which makes the process is highly expensive (Pinacci et al., 2013).  

Pressure swing adsorption (PSA) and cryogenic distillation processes are 

commercially available separation techniques. However, they are energy intensive.  

Besides these, membrane related processes are considered as one of the most 

promising technologies for high purity hydrogen production (Fernandez et al., 2017). 

It is a good alternative process for both PSA and cryogenic distillation by providing 

high H2 purity, easy scale of production and consuming less energy with continuous 

operation. In addition, catalytic reforming can be embedded into the membrane to 
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shift the reversible reforming reaction to the product side, resulting in enhancement 

of hydrogen conversion (Adhikari et al., 2006). 

1.5 Hydrogen Storage 

Gaseous hydrogen can pass through the materials by diffusion. This property of 

hydrogen creates some issues related to storage. Hydrogen can be stored in liquid 

form, or in a chemical compound, as well as in gaseous form. In either compressed 

gas or liquid form, hydrogen has significant explosion hazards. Therefore, storage 

by adsorption in a metal hydride can be regarded as safer and more convenient due 

to the fact that this method allows the storage of large amounts of hydrogen in small 

volumes at low pressure and room temperature. However, the use of hydrides to store 

hydrogen has some drawbacks, such as loss of hydrogen capacity after repeated use 

due to the limited alloy operating life, and difficulty in extraction of all stored 

hydrogen (Eftekhari et al., 2017). 

1.6 Hydrogen Safety 

Hydrogen is a flammable compound that ignites very quickly with oxygen and/or 

ignition source. The flammability range of hydrogen is 4% to 74% concentration in 

air and 4% to 94% in oxygen. In addition, hydrogen is ignited with only 0.02 

millijoules of energy, less than 7% of the energy required to ignite natural gas 

(Rhodes, 2011). Since hydrogen burns in the ultraviolet colour range, it is difficult 

to detect the burning with naked eyes (Pasman et al., 2011). 

Any cryogenic liquid (hydrogen becomes a liquid below ī252.88ÁC) can cause 

severe frostbite if the liquid comes into contact with the skin. Therefore, liquid 

hydrogen containers should be used with double-walled, vacuum jacketed, super-

insulated containers designed to safely discharge hydrogen in a gaseous state when 
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a breach is detected in the outer or inner wall. Hydrogen hazards can be kept to a 

minimum if proper safety precautions are taken (Mirza et al., 2011). 

The use of hydrogen as a fuel source does not create fumes, pollute the atmosphere, 

or cause global warming (Dincer and Acar, 2014). The major drawback may be the 

release of water vapour (Eberle et al., 2012) to the atmosphere during the combustion 

of hydrogen with oxygen, which causes an increase in atmospheric humidity and a 

greenhouse effect as a greenhouse gas. However, since water vapour is released to 

the atmosphere by human activities such as irrigation, powerplant cooling, aviation 

and domestic water use as well as evaporation from the oceans, it does not seem 

possible to prevent water vapour release (Sherwood et al., 2018).  
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CHAPTER 2  

2 GLYCEROL  AS A RAW MATERIAL FOR H 2 PRODUCTION 

With the recent development of economic and modern society, issues such as global 

warming and energy shortages increase the importance of renewable energy studies. 

Due to the technological advances in fuel cell devices that use hydrogen as fuel in 

the development of zero emission power systems, great emphasis has been placed on 

the improvement of catalytic processes for converting bio-renewable raw materials 

to hydrogen.  

The use of biofuels for hydrogen production emits low carbon dioxide as the CO2 

produced is consumed for biomass growth, which provides significant 

environmental benefits. Bio-glycerol is produced as a by-product of biodiesel 

synthesis produced by transesterification of vegetable oils or animal fats, allowing it 

to be used as a low-cost raw material in a large supply of renewable materials. Bio-

glycerol is produced as a by-product of 10% by weight of biodiesel whose production 

reached 400,000 barrels/day in the world as of 2011 (Silva et al., 2015). In addition 

to being produced as a by-product of biodiesel production, glycerol is produced 

through propylene synthesis (Shukla et al., 2017) and hydrolysis.  

In the production of biodiesel and thereby glycerol, the reaction between vegetable 

oils and methanol takes place in the presence of a homogeneous catalysts, generally 

sodium hydroxide or sodium methylate. After the reaction, the final mixture contains 

not only glycerol and fatty esters (or biodiesel), but also water, dissolved salts and 

unreacted methanol (Bagnato et al., 2017). The glycerol phase and biodiesel phase 

are separated using a settler unit based on the densities of the two phases. Glycerol 

is then purified by vacuum distillation process from other components containing 

almost half of the glycerol phase, such as water, dissolved salts, unreacted methanol, 
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and unused catalyst (Kent, 2013). However, the use of purified glycerol in industrial 

applications is limited due to the uneconomic purification process. Therefore, it is 

anticipated that using crude glycerol as a raw material may make the process 

industrially feasible and competitive (Fasolini et al., 2019; Adeniyi et al., 2019; 

Checa et al., 2020). In propylene chlorination, allyl chloride reacts to produce 

glycerol dichlorohydrine. Afterwards, glycerol dichlorohydrine is hydrolysed to 

glycerol with caustic soda or directly, then the epichlorohydrine formed is separated 

and hydrated to glycerine with caustic soda. This process enables a final glycerol 

yield of about 90%. Furthermore, in hydrolysis process, soap and glycerol are 

produced by the reaction between triglyceride and alkaline hydroxide (caustic soda) 

(Marchetti et al., 2007; Bagnato et al., 2017)  

Physically, glycerol is a clear, colourless, odourless, non-flammable, biodegradable 

and viscous liquid. It is completely soluble in water and alcohols. Moreover, glycerol 

offers other advantages as well as its natural availability such as low toxicity, safe 

storage and handling (Silva et al.,2015; Reddy et al., 2011); these expand the use of 

glycerol in the lots of industries such as in cosmetics, food, alkyl resine, tobacco, 

pharmaceutical, polyurethane etc. In addition, glycerol can be converted into other 

compounds, such as butanol, 1,3-propanediol, 2,3-butanediol, citric acid, lipid, poly 

(hydroxyalkanoates), dihydroxyacetone, glyceric acid, glyceraldehyde, 

hydroxypyruvic acid, glycolic acid, acrolein, monoglycerides, etc., via oxidation, 

reduction, esterification, dehydrogenation, halogenation, pyrolysis etc., by 

conventional or fermentation process (Bagnato et al., 2017).  

Glycerol is one of the most attractive biomass-derived oxygenated compounds, as its 

utilization in hydrogen production through steam reforming process is economically 

viable and environmentally friendly and allows easy scaling of the process in 

industrial applications. In steam reforming of glycerol process, glycerol reacts with 

water in the presence of an appropriate catalyst, and theoretically one mole of 

glycerol produces 7 moles of hydrogen gas (Cheng, 2011).  
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In the view of various aspects, glycerol is a promising candidate as a raw material 

for the steam reforming process to reduce concerns of the impending global energy 

crisis by providing good hydrogen yield for energy sustainability (Adeniyi et al., 

2019). 

2.1 Hydrogen Production Processes from Glycerol 

Hydrogen can be produced from glycerol through several processes, such as steam 

reforming, partial oxidation and autothermal reforming.  

2.1.1 Steam Reforming 

Steam reforming is the most widely used method for hydrogen production because 

this process is economically viable, environmentally friendly, and allows easy 

scaling of the process in industrial applications. In this process, glycerol reacts with 

water vapour in the presence of a catalyst, produces mainly hydrogen, carbon dioxide 

and carbon monoxide. Even though the presence of water increases the hydrogen 

yield, a large amount of water is necessary to prevent coke deposition on the catalyst. 

In addition, glycerol steam reforming is an endothermic reaction; therefore, it 

requires high operating temperature that increases energy consumption and 

inherently operating cost. In addition, due to the high operating temperature, more 

heat resistant reactors are required and thereby higher capital cost is involved. In 

particular, at lower temperatures, in addition to the main products, CH4 is formed 

that decreases the selectivity of H2.  

In glycerol steam reforming reaction 7 moles of hydrogen is produced by one mole 

of glycerol. In essence, it may be viewed as the combination of glycerol 

decomposition and water-gas shift reactions.  
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Glycerol Steam Reforming:  

C3H8O3 + 3H2O ź 3CO2 + 7H2     æHR = 128 kJ/mole 

Glycerol Decomposition:   

C3H8O3 Ą 3CO + 4H2      æHR = 250 kJ/mole 

Water Gas Shift Reaction:   

CO + H2O ź CO2 + H2      æHR = -41 kJ/mole 

However, these reactions may also be accompanied by methanation, methane dry 

reforming, methane steam reforming and a series of carbon formation reactions 

(Adhikari et al., 2007; Schwengber et al., 2011; Cheng, 2011; Fasolini et al., 2019). 

Methanation:     

CO2 + 4H2 ź CH4 + 2H2O     æHR = -165 kJ/mole 

Methane Dry Reforming:  

CH4 + CO2 ź 2CO + 2H2     æHR = 259 kJ/mole 

Methane Steam Reforming:  

CH4 + H2O ź CO + 3H2     æHR = 206 kJ/mole 

Carbon Formation:    

2CO ź CO2 + C      æHR = -172 kJ/mole 

CH4 ź 2H2 + C      æHR = 75 kJ/mole 

CO + H2 ź H2O + C       æHR = -131 kJ/mole 

CO2 + 2H2 ź 2H2O + C     æHR = -90 kJ/mole 

Considering the above-stated reactions, glycerol steam reforming reaction occurs at 

temperatures in the range of 300-900oC; however, according to studies, the 

maximum H2 yield is obtained between 525-725oC. Although the operating pressure 
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is generally atmospheric pressure, vacuum pressure is better not only to achieve 

higher H2 yield, but also to reduce energy consumption by lowering operating 

temperatures (Schwengber et al., 2016; Avasthi et al., 2013; Adhikari et al., 2008; 

Silva et al., 2015). Similar to glycerol steam reforming reaction, glycerol 

decomposition reaction occurs at wide temperature range of 400-900oC, but its yield 

increases between 650-750oC at atmospheric pressure (Bagnato et al., 2017; Barker-

Hemings et al., 2011). In addition, water gas shift reaction favours the product side 

up to 450oC, this reaction may also occur at elevated temperature depending on the 

amount of water in the feed (Pal et al., 2018; Rhodes et al., 1995; Basile et al., 2013). 

Exothermic methanation reaction generally occurs between 200-550oC at 

atmospheric pressure (Stangeland et al., 2017; Schaaf et al., 2014). Aside from these 

reactions, both methane dry reforming and methane steam reforming reactions 

operate at high temperature in the range of 700-1000oC and at high pressure in the 

range of 3-20 bar (Idriss et al., 2015; Kahle et al., 2013; Chen et al., 2020). Moreover, 

while carbon formation reactions may occur at the temperature higher than 400oC, 

reverse carbon formation reactions (carbon gasification reactions) may occur, 

particularly at high water/glycerol ratios (Schaaf et al., 2014; Nakoua et al., 2009; 

Spivey, 2011). 

2.1.2 Partial Oxidation  

Glycerol reacts with oxygen in the presence or absence of a catalyst in the partial 

oxidation process that uses an oxygen source to provide the necessary heat internally. 

In this process, some of the glycerol is oxidized in the presence of the required air 

energy until the process stabilizes. The global glycerol oxidation reaction is 

represented as: 

C3H8O3 + 3/2 O2 ź 3CO2 + 4H2     æHR = ï598 kJ/mole 
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The partial oxidation reaction is an exothermic process whose energy efficiency is 

directly dependent on the amount of oxygen fed. Since it involves the rapid 

consumption of oxygen, the reaction causes a parallel reaction as follows: (Adhikari 

et al., 2009; Vaidya et al., 2009; Schwenger et al.,2011): 

C3H8O3 + O2 ź CO + 2CO2 + 4H2     æHR = ï315 kJ/mole 

If excess air is fed, all glycerol is oxidized and mainly carbon dioxide and water are 

formed. Complete combustion of glycerol is expressed as: 

C3H8O3 + 7/2 O2 ź 3CO2 + 4H2O    æHR = ï1565 kJ/mole 

2.1.3 Autothermal Reforming  

Autothermal process combines partial oxidation and steam reforming processes by 

feeding glycerol, air, and water together and forming mainly carbon dioxide and 

hydrogen in the presence of a catalyst. This process, where glycerol steam reforming 

is an endothermic reaction and partial oxidation is an exothermic reaction, is 

considered promising for temperature management and energy self-sufficiency.  Due 

to the fact that the heat generated by partial oxidation is absorbed by the steam 

reforming process, the overall autothermal process is exothermic and represented as: 

Glycerol Autothermal Reforming: 

C3H8O3 + 3/2 H2O + 3/4 O2 Ą 3CO2 + 11/2 H2   æHR = ï240 kJ/mole 

The main advantage of glycerol autothermal reforming process is that no external 

heat is required. The addition of oxygen in the process both increases hydrogen 

production and provides the necessary heat, which is very valuable in terms of 

energy. However, it is noteworthy that the thermodynamically produced hydrogen 

in this reaction is less than conventional steam reforming (Adhikari et al., 2009; 

Vaidya et al., 2009; Schwenger et al.,2011). 
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Among the above-stated processes, steam reforming of glycerol is the most efficient 

and widely used one. In addition, the use of glycerol, a by-product of biodiesel, 

which is a renewable feedstock, in the steam reforming process is considered as 

renewable and carbon dioxide (CO2) neutral, offering an environmentally harmless 

process (Schwengber et al., 2016; Vaidya et al., 2009; Avasthi et al., 2013). 

2.2 Thermodynamic Analysis of Glycerol Steam Reforming 

In order to accomplish maximum hydrogen yield, one of the most important criteria 

is to determine the reaction operating conditions. For this reason, the effects of 

reaction parameters such as water-to-glycerol molar ratio and temperature were 

thermodynamically investigated at atmospheric pressure.  

According to the glycerol steam reforming reactions, the equilibrium mole fractions 

of each compound were obtained on dry basis with the aid of Aspen HYSYS 

software. Approximately complete glycerol conversion was achieved at any feed 

ratio and any temperature value. Therefore, all graphs (Figures 2.1-2.5) were plotted 

considering the mole fractions of produced gas compounds methane, carbon 

monoxide, carbon dioxide and hydrogen. The equilibrium graphs for each compound 

and H2 yield graph were plotted with respect to varying temperature values (300-

1050oC) at atmospheric pressure with the constant water-to-glycerol molar ratio 

(0.25, 1, 1.5, 3, 6 & 9). 

According to Figure 2.1, mole fraction of CO2 decreases with an increase in 

temperature. At about 525oC the mole fraction of CO2 displays inverse behaviour 

with an increase in W/G ratio. After this temperature, increase in water amount in 

the feed shifts the WGS reaction to the product side, resulting in CO2 formation. 
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Figure 2.1 Effect of Temperature on CO2 Concentration at Various W/G Molar 

Ratios 

According to Figure 2.2, the formation of CH4 decreases with an increase in both 

temperature and W/G ratio. Particularly at high temperatures, methane formation 

approaches zero due to the exothermic nature of methanation, reverse methane dry 

reforming and reverse methane steam reforming reactions. In addition, considering 

the CO and H2 mole fraction graphs (Figures 2.3-2.4), it can be deduced that the 

increase in the amount of water in the feed contributes to H2 and CO production after 

500oC. 
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Figure 2.2 Effect of Temperature on CH4 Concentration at Various W/G Molar 

Ratios 

According to Figure 2.3, the formation of CO increases with an increase in 

temperature whereas it decreases with an increase in W/G ratio. There is no 

significant amount of CO before 450oC; however, after this temperature, there is a 

notable increase in CO formation, attributing to the shift in WGS reaction to the 

reactant site after this temperature. In addition, increase in the amount of water in the 

feed decreases the CO formation in contrast to the CO2 formation (Figure 2.1).  

Considering these graphs together, the results can be ascribed to the shift in the WGS 

reaction with the varying amount of water.   
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Figure 2.3 Effect of Temperature on CO Concentration at Various W/G Molar 

Ratios 

According to Figure 2.4, mole fraction of H2 increases with an increase in W/G ratio. 

Parallel to the H2 yield % graph (Figure 2.5), there is a slight decrease after 550oC 

when W/G is 9. Similar behaviour can also be seen in other W/G ratios. 

 

Figure 2.4 Effect of Temperature on H2 Concentration at Various W/G Molar 

Ratios 
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Figure 2.5 Effect of Temperature on H2 Yield at Various W/G Molar Ratios 

According to Figure 2.5, it can be clearly deduced that both temperature and W/G 

ratio notably affect the H2 yield. On the one hand, W/G ratio is directly proportional 

to the H2 yield %, implying that the H2 yield increases as the W/G ratio increases. 

On the other hand, the effect of temperature can be examined in two regions. For 

instance, when the W/G ratio is 9, the H2 yields % increases significantly with the 

increase in temperature to 550oC; however, it decreases slightly after 550oC. Similar 

effects can be seen in other W/G ratios at different temperatures.  

To sum up, the increase in the W/G ratio increases the mole fraction of both H2 and 

CO2 whereas decreases the mole fraction of both CH4 and CO. In addition, operating 

at high temperatures favours the H2 formation. At elevated temperatures, the 

formation of CO2 and CH4 decreases, in fact CH4 formation approaches zero value, 

while the CO formation slightly increases. Therefore, the reaction operating 

conditions were selected by considering higher amount of H2 formation with lower 

amount of CH4, CO and CO2 formations. 

Considering the thermodynamic analysis of glycerol steam reforming reactions, 

operating condition was determined as 550oC and the W/G molar ratio of 9 in order 
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to achieve high H2 yield. In addition, the effect of temperature and W/G molar ratio 

on H2 yield were examined at temperatures in the range of 450-1050oC with the W/G 

molar ratio between 1-9.  
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CHAPTER 3  

3 PROPER CATALYSTS FOR GLYCEROL STEAM REFORMING  

Catalysts are used in 90% of all commercially produced bulk and fine chemical 

products through reforming, hydrolysis, hydrogenation, isomerization, halogenation, 

oxidation processes etc., as well as in the industries such as energy and food 

processes (Fechete et al., 2012). 

The use of catalysts provides an alternative reaction mechanism with a lower 

activation energy that equally increases the rates of both forward and reverse 

reactions and reduces the time to reach equilibrium. Catalysts have no effect on 

equilibrium constants of the reaction. These benefits not only result in less energy 

use but also save costs in industries by allowing the operating temperature to 

decrease. In addition, catalysts are reusable and sufficient to catalyse reactions when 

used even small amounts. It should be also taken into account that catalysts must be 

non-toxic and/or inexpensive as well as not easily poisoned by waste products or 

impurities. 

According to the industrial applications, catalysts are divided into two: homogeneous 

and heterogeneous catalysts.  

Heterogeneous catalysts are in different phase than reactants. The catalysts provide 

reactive surface where the reaction can take place by adsorption of reactants. They 

are used in hydrocarbon reactions such as cracking, reforming, dehydrogenation and 

isomerization. They can be easily removed from products by filtration that 

contributes to the recycling of catalysts. Aside from these, they are safe to store and 

have a long lifetime. However, they are only effective on the surface, resulting in 

poorly defined reaction mechanisms and active sites of catalyst in general (Farnetti 

et al., 1999). 
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Homogeneous catalysts are in the same phase with reactants. The catalysts are 

consumed at one stage in the mechanism and reformed at a larger stage. They are in 

liquid phase and used in carbonylation, oxidation, hydrocyanation, metathesis, and 

hydrogenation, acid-base, metal ions, Lewis acid enzymatic reactions. All catalysts 

are exposed to the reactant and easily modified. The reaction mechanisms are well 

understood. In addition, they offer easy process of diffusion, heat transfer and well-

defined active sites of catalysts. However, it is difficult to remove from products for 

reuse (Bravo-suarez et al., 2013). 

In addition, the use of support materials in catalysts not only ensures an optimal 

dispersion of the catalytically active components and stabilizes the catalyst against 

sintering (loss of active surface area by structural modification of the catalyst), but 

also creates its physical form, texture, mechanical resistance and certain activity. 

Using support also prevents the aggregation of the catalytic particles, thus improving 

catalytic performance. For industrial applications, catalyst supports must have high 

chemical, mechanical, thermal stability and surface area-to-volume ratio. Commonly 

used organic solid supports are polymers (e.g. polystyrene), copolymers (e.g. 

styrene-divinylbenzene) and inorganic supports such as silica, zeolites, alumina, 

activated carbon, titanium dioxide, graphene (NPTEL, 2014). 

One of the most significant points to achieve maximum hydrogen yield in glycerol 

steam reforming is selection of the proper catalyst. Therefore, catalysts should be 

selected taking into account the selectivity and yield of the desired product, the 

ability to operate under appropriate mild or severe conditions, environmental impact, 

problems caused by catalysts poisoned by impurities, and stability.  

3.1 Solid Catalysts 

A solid catalyst consists of mainly three components: catalytic agent, support/carrier, 

promoters or inhibitors.  
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Catalytic agents are the catalytically active component in the catalyst. These 

components generate the active sites that participate in the chemical reaction. The 

activity of any catalyst is proportional to the concentration of these active sites (e.g. 

Fe, Pt, Ag, etc.). 

The supports provide a large surface area for the dispersion of the catalytically active 

agent and impart their physical form, texture, mechanical resistance and activity to 

catalysts, particularly for bifunctional catalysts (e.g. alumina, silica, silica-alumina, 

molecular sieves etc.). 

Promoters are generally defined as substances added during preparation of catalysts 

that improve the activity, selectivity and/or stabilize the catalytic agents. For 

instance, addition of small quantities of alumina to an iron catalyst in ammonia 

synthesis prevents sintering of the iron crystallites.  

Inhibitors act opposite to promoters, reducing activity, selectivity, or stability, even 

when added in small amounts. The inhibitor is particularly useful for reducing the 

activity of a catalyst for undesirable side reactions. For instance, in the oxidation of 

ethylene, ethylene dichloride is added to inhibit CO2 formation and thus acts as an 

inhibitor (NPTEL, 2014). 

3.1.1  Preparation of Solid Catalysts 

Supported catalysts are prepared in two main steps in which the precursor of the 

active component is loaded onto the support and catalytically transformed into the 

active site. The final active component can be in metallic state, oxide form or reduced 

form, depending on the requirements.  

There are various deposition methods. Most of these contains aqueous solutions and 

liquid solid interface. The one of the most common method is impregnation method 

because it is faster, inexpensive, and allows the final property and configuration to 
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be controllable in advance. However, it is more difficult to both prepare a high-

concentration catalyst and to ensure an even dispersion of catalyst components on 

the surface. Depending on the volume of the solution, the methods of contacting the 

solid with the solution are divided into two: wet impregnation and dry impregnation. 

On the one hand, in dry impregnation method, the volume of the solution of 

appropriate concentration is equal or slightly less than the pore volume of the support 

or other active solid phase. On the other hand, in wet impregnation method, an excess 

solution is used. After a certain time, the solid is separated and excess solvent is 

removed by drying. The heat of adsorption is released in a short time. Wet 

impregnation method provides a great advantage as it is easy to prepare a layer of 

active matter on the surface of catalyst. However, the impregnation time is much 

longer than dry impregnation (de Jong et al., 2009; NPTEL, 2014). 

In addition to the impregnation method, the precipitation method is frequently used 

in the synthesis of supported catalysts. Catalysts based on more than one component 

can be easily prepared by the co-precipitation method. The main advantage of the 

precipitation process is that it is possible to synthesize pure and homogeneous 

material, as well as obtain fine and uniform particle size with poorly agglomerated 

particles at relatively low reaction temperature and low cost. However, major 

disadvantages include the need to separate the product after precipitation and the 

formation of solutions containing large volumes of salt. In the precipitation process 

several processes occur such as liquid mixing/supersaturation, nucleation, crystal 

growth to form primary products, and aggregation of the primary particles. The 

initial mixing or dispersion of the components in solution has a significant effect on 

precipitation. In the co-precipitation method, good mixing results in a more 

homogeneous product. However, stirring rate affects nucleation and agglomeration 

of the particles (NPTEL, 2014; Deraz et al., 2018). 
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3.2 Studies on Glycerol Steam Reforming 

According to studies, hydrogen was produced via glycerol steam reforming over 

mesoporous catalysts whose diameter between 2 and 50 nm. The reactions were 

carried out at high temperatures and atmospheric pressure with different 

water/glycerol ratios. 

Hirai et al. (2005) tested the catalytic activities of 8-10 group metals (Ni, Ru, Rh, Ir, 

Co, Pt, Pd & Fe) loaded yttrium oxide, zirconium oxide, cerium oxide, lanthanum 

oxide, silicon dioxide, magnesium oxide, and aluminium oxide catalysts in a fixed 

bed quartz reactor. The reactions were carried out at 600ÁC and atmospheric pressure 

with the steam-to-carbon molar ratio of 3.3. All catalysts exhibited high CO2 

selectivity. The highest glycerol conversion and hydrogen yield were achieved in 

ruthenium loaded yttrium oxide and ruthenium loaded zirconium oxide catalysts. 

However, the lowest glycerol conversion was observed in ruthenium-loaded 

magnesium oxide catalyst. Among all catalysts, the best results were obtained in 

ruthenium loaded yttrium oxide catalyst as 88% hydrogen yield and approximately 

complete glycerol conversion.  

Profeti et al. (2009) modified nickel-loaded cerium oxide-aluminium oxide catalyst 

with noble metals such as platinum, iridium, palladium, and ruthenium. An increase 

in glycerol conversion and a decrease in carbon deposition were observed with the 

addition of noble metals. All of the noble metals loaded catalysts exhibited high 

hydrogen yield and glycerol conversion at 700ÁC and atmospheric pressure with the 

water-to-glycerol molar ratio of 6. The highest hydrogen yield and glycerol 

conversion were obtained in platinum-nickel loaded catalyst as 68% and 98%, 

respectively. However, the lowest hydrogen yield and glycerol conversion were 

obtained in nickel loaded aluminium dioxide-cerium dioxide as 31% and 65%, 

respectively. 
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Ming et al. (2016) prepared nickel, cobalt and lanthanum loaded aluminium oxide 

catalysts by impregnation method and tested the activities of these catalysts in a fixed 

bed quartz reactor at 700oC and atmospheric pressure with the water-to-glycerol 

(mole/mole) ratio of 9. They reached 47%, 44% and 55% hydrogen yield in the 

presence of nickel loaded aluminium oxide, cobalt loaded aluminium oxide and 

lanthanum loaded aluminium oxide catalysts, respectively. Aside from these, under 

the same conditions, by loading nickel, cobalt and lanthanum together onto the 

aluminium oxide, they reached both maximum glycerol conversion and hydrogen 

yield as 96% and 78%, respectively. 

Demsash et al. (2018) synthesized nickel loaded aluminium oxide, nickel-loaded 

aluminium oxide-cerium oxide and nickel-ruthenium-loaded aluminium oxide-

cerium oxide catalysts by impregnation method. Then, they tested the performances 

of these catalysts at 650oC and atmospheric pressure with the water-to-glycerol 

(mole/mole) ratio of 12. Among the catalysts, the lowest carbon deposition and the 

highest activity were obtained with nickel-ruthenium loaded aluminium oxide-

cerium oxide catalyst. Hydrogen yield, hydrogen selectivity, and glycerol conversion 

were achieved as 86%, 89% and 100%, respectively, in the presence of this catalyst. 

Ebshish et al. (2012) examined the catalytic activity of 10 wt. % Ni loaded alumina 

xerogel catalyst in a fixed bed reactor at 600oC and atmospheric pressure with the 

water-to-glycerol molar ratio of 6. Ni is impregnated over alumina xerogel which 

was pre-treated at different temperatures of 700, 800, 900, and 1000oC. It was 

deduced that rise in pre-treatment temperature of alumina leads to increase in the 

amount of hydrogen production. In 10 wt. % Ni loaded alumina xerogel pre-treated 

at 1000oC, the highest glycerol conversion and hydrogen yield were attained as 100% 

and 63%, respectively.   

Kim and Lee (2013) tested the catalytic activities of Ru and Ru-Fe, Ru-Co, Ru-Ni 

and Ru-Mo catalysts supported on yttria, ceria-zirconia and Ὓ-alumina at elevated 

temperatures. The Ὓ-alumina supported Ru-based catalysts demonstrate a low H2 
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production rate with a high CO selectivity. Additionally, these catalysts favour the 

formation of C1-C2 hydrocarbons. The bimetallic catalysts were limited with only 

small increases in glycerol conversion. Among the synthesized catalysts, Ru-

Mo/Y2O3 exhibits low carbon formation and superior catalytic stability against 

deactivation. The highest H2 selectivity was attained as 71.8% in the presence of 1 

wt. % Ru loaded ceria-zirconia catalyst at 600oC and atmospheric pressure with the 

water-to-glycerol molar ratio of 12. 

Adhikari et al. (2007) examined the influence of alumina and ceria-alumina 

supported Pt, Rh, Ni, Pd, Ir, and Ru catalysts on hydrogen selectivity and glycerol 

conversion at temperatures ranging from 600oC to 900oC, atmospheric pressure with 

the water to glycerol molar ratio of 6 and 9. It was deduced that, increase in water-

to-glycerol ratio increases hydrogen selectivity and glycerol conversion. CH4 

formation was also completely inhibited at low flow rates such as 0.15 ml/min. Even 

though, increase in metal loading increased glycerol conversion, it was not 

necessarily the case for H2 selectivity. Among the synthesized 14 catalysts, the best 

catalysts were determined as 2.5Ni/Al 2O3 and 2.5Rh/CeO2-Al 2O3 in terms of 

hydrogen selectivity and glycerol conversion. Approximately, 80% of H2 selectivity 

and 90% of glycerol conversion were obtained with 2.5Ni/Al 2O3 whereas they were 

71% and 93% with 2.5Rh/CeO2-Al 2O3, respectively, at 900oC and atmospheric 

pressure with the water-to-glycerol molar ratio of 9.  

Gallo et al. (2012) synthesized Ru loaded Mg(Al)O catalyst by employing wet 

impregnation method and they used the catalyst for the first time in steam reforming 

of glycerol. In this case, 0.6 wt. % Ru was doped on Mg(Al)O support and catalytic 

activity of the catalyst was tested in a wide feed concentration range (10-40 wt. % 

glycerol in water) and at varying reaction temperature (450-600oC). The best activity 

results were obtained as 96% glycerol conversion and 90% hydrogen selectivity, 

respectively, in 10 wt. % glycerol in water, at 550oC and atmospheric pressure.  
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Surendar et al. (2016) prepared Au, Ag, Cu, Pt doped Co based perovskites 

(LaCo0.99X0.01O3) by co-precipitation technique and examined their catalytic 

activities in the temperature range of 400-700oC, at atmospheric pressure and 30 wt. 

% glycerol in water. The amount of carbon formation was the maximum for 

LaCo0.99Au0.01O3 catalyst. However, Cu and Pt promoted samples demonstrated 

similar and the lowest carbon formations. At 700oC, LaCo0.99Pt0.01O3 and 

LaCo0.99Cu0.01O3 exhibited higher H2 yields as 78% and 75%, respectively. 

Bossola et al. (2017) examined the catalytic performances of Pt/C and Pt-Mn/C in 

steam reforming and aqueous phase reforming of glycerol. Under steam reforming 

conditions, addition of Mn to Pt exhibited a significant promoting effect over Pt/C, 

in terms of glycerol conversion with a higher selectivity toward the glycerol 

dehydration products. Contrarily, under aqueous phase reforming conditions 

compared to Pt/C, a slightly higher hydrogen selectivity and solely minimal 

enhancement in product selectivity were obtained in the presence of Mn. Both steam 

reforming and aqueous phase reforming reactions operated at 225oC with the feed 

ratio of 10 wt. % glycerol in water. Consequently, in steam reforming of glycerol, 

glycerol conversion and hydrogen selectivity were obtained as 26.0% and 36.9% for 

Pt/C whereas these were 78.2% and 25.2% for Pt-Mn/C. In aqueous phase reforming, 

glycerol conversion decreased whereas hydrogen selectivity increased compared to 

steam reforming. In the presence of Pt/C, glycerol conversion and hydrogen 

selectivity were obtained as 8.6% and 51.3%, respectively. Loading Mn to Pt/C 

increased both glycerol conversion and hydrogen selectivity to 10.6% and 58%, 

respectively. 

Zamzuri et al. (2017) tested the catalytic activities of Ni loaded Al2O3, La2O3, ZrO2, 

SiO2, and MgO prepared by wet impregnation method. All synthesized catalysts 

were used in a fixed bed reactor at 650oC and atmospheric pressure with the water-

to-glycerol molar ratio of 6. The catalysts overall activity increases in the following 

order: SiO2<MgO<ZrO2<La2O3<Al2O3. Furthermore, glycerol conversion at these 
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conditions was in the order: SiO2<ZrO2<La2O3<MgO<Al2O3. In the presence of 

alumina supported Ni catalyst, the highest glycerol conversion and hydrogen 

selectivity were achieved as 80.0% and 71.5%, respectively. On the other hand, the 

lowest glycerol conversion and hydrogen selectivity were obtained as 48.0% and 

43.7%, respectively, in the presence of silica supported Ni catalyst. 

Goula et al. (2016) examined the effect of catalyst synthesis method on hydrogen 

production. For this purpose, they synthesized nickel doped alumina catalyst via 

incipient wetness, wet impregnation and modified equilibrium deposition filtration 

methods. These results revealed that the synthesis method affected the textural, 

structural and surface properties of the catalysts, differentiating the dispersion and 

the kind of nickel species on the surface of alumina. Both Ni/Al-wet and Ni/Al-edf 

catalysts exhibited increasing CO2 selectivity and almost constant CO selectivity for 

temperatures above 550oC. It was also confirmed that the Ni/Al-edf catalyst 

indicated the highest glycerol conversion, hydrogen yield and the lowest carbon 

deposition on the catalyst at 650oC and atmospheric pressure with the feed ratio of 

20 wt. % glycerol in water. At these operating conditions, in the presence of 8 wt. % 

Ni loaded alumina synthesized using equilibrium deposition filtration method, the 

highest glycerol conversion and H2 yield were achieved as 87% and 63%, 

respectively.  

Carrero et al. (2017) tested the activities of 15% by weight of nickel loaded SBA-15 

and the catalysts promoted by loading 4% by weight of Cu, Co and Cr in a stainless-

steel fixed bed reactor at 600oC and 0.075 ml/min water-glycerol feed flow rate with 

the water-to-glycerol molar ratio of 6. In the presence of all catalysts, glycerol 

conversion was above 85 mole % and hydrogen contents were above 50 mole %. To 

be more specific, H2 mole contents were achieved as 55%, 51%, 52%, and 61% with 

15Ni, 15Ni-4Cu, 15Ni-4Co, and 15Ni-4Cr loaded SBA-15 catalysts, respectively. 

Adhikari et al. (2008) examined the catalytic performances of magnesium oxide, 

titanium dioxide and cerium dioxide supported nickel catalysts in a stainless-steel 
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reactor at 550, 600, and 650oC and 1.0 ml/min water-glycerol feed flow rate with the 

water-to-glycerol molar ratio of 6 in the presence of 1.5 g catalyst. The highest 

hydrogen yield and hydrogen selectivity and approximately complete glycerol 

conversion were attained in nickel-loaded magnesium at 650oC as 57% and 66%, 

respectively. However, lower catalytic activity was obtained in the presence of nickel 

loaded cerium dioxide, i.e., glycerol conversion, hydrogen selectivity, and hydrogen 

yield decreased to 93%, 54% and 33%, respectively. 

Calles et al. (2014) compared the activities of SBA-15 supported 7% by weight of 

nickel with 10% by weight of magnesium oxide and 10% by weight of calcium oxide 

modified catalysts at 600oC, atmospheric pressure with the water-to-glycerol molar 

ratio of 6 at 0.075 ml/min water-glycerol feed flow rate in a fixed bed stainless steel 

reactor. In the presence of 7Ni/SBA-15, hydrogen yield, and glycerol conversion 

were attained as 46% and 31%, respectively. The use of modified catalysts increased 

the glycerol conversion to 98% in both catalysts, and hydrogen yield values of 

7Ni/10Mg/SBA-15 and 7Ni/10Ca/SBA-15 to 65% and 70%, respectively.  

Thyssen et al. (2013) examined the activities of 10% by weight of nickel doped silica, 

10% by weight of nickel doped lanthanum and 10%, 30%, and 50% by weight of 

lanthanum modified nickel loaded silica catalysts in a fixed bed quartz reactor at 

600oC, 2.5 ml/h glycerol-water feed flow rate with the W/G molar ratio of 3. On the 

one hand, in the presence of 10Ni/SiO2, glycerol conversion and H2 yield were 

attained as 52% and 31%, respectively. On the other hand, 10Ni/La2O3 showed lower 

activity compared to silica supported catalyst as 26% glycerol conversion and 4% H2 

yield. However, glycerol conversion and hydrogen yield values were increased with 

lanthanum modified catalysts. Approximately complete glycerol conversion and 

54% hydrogen yield were achieved in the presence of 10Ni/10La2O3/SiO2. However, 

the increase in La2O3 content decreased the glycerol conversion to 79% and 52% in 

10Ni/30La2O3/SiO2 and 10Ni/50La2O3/SiO2, respectively. In addition, hydrogen 

yield values were obtained as 40% in both catalysts. 
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Dahdah et al. (2020) studied the effect of zirconia support on H2 production in 

glycerol steam reforming reaction. Therefore, tetragonal zirconia synthesized via a 

hydrolysis technique and commercial monoclinic zirconia support were activated 

with 5% by weight Ni via wet-impregnation method and tested at 400-700oC with a 

steam-to-glycerol molar ratio of 9 and a flow rate of 0.025 ml/min. The results 

revealed that higher glycerol conversion and hydrogen yield were achieved in 

monoclinic zirconia supported catalyst which remained stable during 24 hours 

whereas the tetragonal zirconia supported catalyst was deactivated due to the coke 

deposition after 6 hours. As a result of the activity tests, both catalysts displayed 

higher selectivity to carbonaceous compounds with low glycerol conversion and low 

H2 yield. In the presence of tetragonal zirconia and monoclinic zirconia supported 

catalysts, the H2 yields of nearly 16% and 20% were obtained with 12% and 35% 

glycerol conversions at 550oC, respectively. 

Al -salihi et al. (2020) examined the catalytic activities of SBA-15 and MgO 

promoted SBA-15 supported Ni and Co based monometallic and bimetallic catalysts 

synthesized by one-pot hydrothermal and/or incipient wetness impregnation 

methods at temperatures in the range of 450-700oC with the water-to-glycerol molar 

ratio of 12 at 0.2 ml/min glycerol-water liquid mixture flow rate. According to the 

experimental results, Co-Ni/SBA-15 catalysts synthesized by both one-pot 

hydrothermal and wet-impregnation methods were resistant to a coke deposition, and 

both achieved complete glycerol conversion during the 40 h test period. Moreover, 

it was deduced that the stability and activity of Co/SBA-15 and Ni/SBA-15 increased 

with MgO loading. The stability performance of catalysts tested decreased in the 

following order: 10Co-5Ni>10Co-5MgO>10Co-5Ni-IMPG>15Co>10Ni-5MgO 

>15Ni/SBA-15. In addition, glycerol conversion of the catalysts decreased in the 

following order: 10Co-5Ni-IMPGÓ10Co-5Ni>10Co-5MgO>15Co>15Ni>10Ni-

5MgO. All catalysts also exhibited higher H2 selectivity (>70%) at 650oC. The 
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highest hydrogen selectivity was achieved as 83% in the presence of 10Co-5Ni/SBA-

15-IMPG with complete glycerol conversion.  

Moogi et al. (2020) synthesized 20Co/MgO, 5Cu-20Co/MgO, and 20Co/50MgO-

50Al 2O3 catalysts by co-precipitation method. Among the catalysts, 5Cu-20Co/MgO 

exhibited higher hydrogen yield of 74.6% with complete glycerol conversion into 

the gaseous products at 650oC with a feed ratio of 30 wt. % glycerol in water at a 

feed flow rate of 0.08 ml/h. In addition, coke deposition on the catalyst was attained 

as 0.05 mg/gcath
-1. The yields of H2 obtained increased in the following order: 

20Co/50MgO-50Al2O3<20Co/MgO<5Cu-20Co/MgO. The order of coke formation 

amount decreased in the following order: 20Co/50MgO-50Al2O3>20Co/MgO>5Cu-

20Co/MgO. 

To sum up, hydrogen production via steam reforming of glycerol was carried out in 

a fixed bed reactor. The reactions operated at 350-900oC and atmospheric pressure 

with the water-to-glycerol molar ratio of 3-12 in the presence of mesoporous 

catalysts. As catalysts, nickel, cobalt, ruthenium, platinum, and palladium loaded 

silicon dioxide, aluminium dioxide, cerium oxide, yttrium oxide, and magnesium 

oxide were used. In general, higher hydrogen yield was achieved in the presence of 

ruthenium and nickel loaded catalysts. According to literature review, it is clear that 

no silica aerogel was used as a catalyst support in glycerol steam reforming. 

Therefore, the objective of this study was determined as the synthesis and 

characterization studies of silica aerogel supported catalysts. In addition, 

determining the effect of the synthesized catalyst types and operating conditions on 

H2 yield and developing a laboratory scale setup for this purpose are among the aims 

of the study. 
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3.3 Silica Aerogel 

The superior properties of silica aerogels such as low bulk density (up to 95% of 

their volume is air), hydrophobicity, low thermal conductivity, high surface area, 

optical transparency, high porosity, low dielectric constant and excellent heat 

insulation have attracted attention in science and technology. Silica aerogels are 

implemented as a composite, an adsorbent, a sensor, a film material, a catalyst, a 

template and a thermal insulator in housing, refrigerators, skylights, windows, 

clothing, apparel, blankets, and space applications.  

Silica aerogel as a catalyst support is of great interest due to its high surface area and 

high porosity. Silica aerogels have all micro (<2 nm), meso (2-50 nm) and macro 

(>50 nm) pores with a predominance of the mesopore range. The approximate pore 

size is between 5 and 100 nm, and the BET surface area is between 600 and 1000 

m2. The porosity can be as high as 99%. An important aspect of the aerogel pore 

network is its open structure and connectivity, which allows liquids or gases to flow 

through open porous structures with limited restriction from pores to pores and 

eventually penetrate the entire material. Moreover, silica aerogels are chemically 

stable, inert and have good thermal stability, and their high surface with open pores 

ensures good dispersion of catalytically active substances (Soleimani Dorcheh et al., 

2007; Gurav et al., 2010; Amiri et al., 2016). 

3.3.1 Synthesis of Silica Aerogels 

Silica aerogels are generally synthesized by the sol-gel process due to its simplicity, 

efficiency and feasibility. Sol-gel process is a very prevalent and reliable 

methodology especially with metal oxides having uniform and small particle sizes, 

and various morphologies. It involves the transition of a system from a liquid ñsolò 

into a solid ñgelò phase. 
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The synthesis of silica aerogel is divided into 3 general steps: 

¶ Gel preparation: The silica gel is obtained by the solïgel process. The sol is 

prepared by a silica source solution and gelation is occurred by addition of catalyst. 

The gels are usually classiýed according to the dispersion medium used, e.g., 

hydrogel or aquagel, alcogel and aerogel (for water, alcohol, and air, respectively).  

¶ Aging of the gel: The prepared gel is aged in its mother solution. This aging 

process strengthens the gel so that shrinkage during the drying step is kept to a 

minimum.  

¶ Drying of the gel: In the drying phase, the gel pore liquid is removed to 

prevent the gel structure from collapsing (Soleimani Dorcheh et al.,2007). 

3.3.1.1 Silicon Alkoxide Gelation 

Sol-gel processing refers to the synthesis of an inorganic network by a chemical 

reaction in solution at low temperatures, which forms an amorphous network in the 

solution. The most prominent feature of this reaction is the transition from a colloidal 

solution (liquid) to a di- or multiphase gel (solid), leading to the expression ñsol-gel 

processò.  

The most common technique for producing silica gels involves the reaction of a 

silicon alkoxide (usually tetramethoxysilane abbreviated as ñTMOSò or 

tetraethoxysilane abbreviated as ñTEOSò), which serves as a source of silica, with 

water, acting as a reactant to help combine the alkoxide molecules together, in the 

presence of a basic, acidic and/or fluoride-containing catalyst (such as ammonium 

hydroxide or ammonium fluoride). Since silicon alkoxides are non-polar, ethanol or 

acetone is used as a solvent to allow the necessary chemical reactions occur in the 

same phase (Gurav et al., 2010; Pudukudy et al., 2015). 
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3.3.1.2 Formation of a Sol 

Sol can be prepared by two techniques: condensation and dispersion of particles. 

Condensation proceeds by nucleation growth of particles to the appropriate size, 

whereas dispersion involves the reduction of large particles down to the colloidal 

dimensions. The size and properties of the resulting particles depend on the relative 

rates of these two processes. Sol formation is favoured when the rate of nucleation 

is high and the rate of crystal growth is low.  

When an alkoxide reacts with water, three reactions occur and result in the formation 

of silica nanoparticles which then interconnect together to form a gel. The first of 

these reactions is hydrolysis in which a silicon alkoxide reacts with water to form 

silanol (Si-OH) groups. 

Hydrolysis 

 

where R= Vinyl, Alkyl, or Aryl groups. 

These silanol groups can then react either with each other or an alkoxide group (Si-

OR) to form a siloxane bridge (Si-O-Si), forming giant molecules containing 

thousands of silicon-oxygen bridges called silica nanoparticles. 

During the formation of a silicon nanoparticle, some silicon atoms cannot form a 

siloxane bridge by forming siloxane bonds with hydroxyl (-OH) or alkoxy (-OR) 

groups. The silanol groups are then condensed in two different reactions to form 

silicone-oxygen-silicone bridges (Gurav et al., 2010).  
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Water Condensation 

 

Alcohol Condensation 

 

3.3.1.3 Formation of a Gel from a Sol 

At some point, the nanoparticles stop growing in size and instead agglomerate with 

other particles. The terminal hydroxyl (-OH) groups left over from the hydrolysis of 

the alkoxide and alkoxy (-OR) groups that are never hydrolysed allow the 

nanoparticles to bond together. When adequate nanoparticles join together, a gel is 

formed. There are functional groups along the aerogel and on the surface of the struts 

that form the sponge-like framework of the aerogel, in which one silicon atom does 

not share the siloxane bridge with another silicon atom i.e., one of the four bonds do 

not participate in network bonding (Gurav et al., 2010). 
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3.3.1.4 Purifying and Aging of Silica Gels 

After silica gel is synthesized, the liquid in the pores of the gel usually contains 

alcohol, water, catalyst and other random organic compounds that cause shrinkage 

or decrease in transparency and mechanical strength. Therefore, the gel solution is 

purified by soaking in a pure organic solvent such as methanol, ethanol or acetone. 

When the gel is treated with pure solvent, impurities are diffused out and the pure 

solvent is dispersed until the equilibrium concentration of the species is reached. 

During this purification process, long silica bonds are formed as a result of some 

final chemical reactions called aging, which contribute to strengthening the structural 

framework of the gel (Pudukudy et al., 2015). 

3.3.1.5 Drying of Alcogel 

The process of removing the majority solvent (mainly alcohol and water) from the 

gel is called drying. Surface silanol groups (SiïOH) on the adjacent silica cluster 

undergo condensation reactions during drying resulting in an irreversible shrinkage 

of the gel network. This process can create very low energy surfaces that 

significantly reduce surface tension. Therefore, it is necessary to modify alcogel 

surfaces with appropriate modifying agents to render the alcogel hydrophobic. 

Surface modification is a crucial step in the ambient pressure drying method as the 

H of the gels is replaced by non-polar alkyl or aryl groups from Si-OH, which 

prevents the silica clusters from condensation reactions that cause the gel shrink. 

There are several hydrophobic reagents such as, methyltrimethoxysilane (MTMS), 

hexamethyldisilazane (HMDZ), dimethylchlorosilane (DMCS), 

dimethyldichlorosilane (DMDC), trimethylchlorosilane (TMCS), 

trimethylethoxysilane (TMES), and hexadecyltrimethoxysilane (HDTMS) that can 

change the wetting properties of the surface (Gurav et al., 2010). 
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Surface modification is the key process in the preparation of the silica aerogel. The 

most commonly used silylating reagent is TMCS. In silica modification process, the 

hydroxyl group (ïOH) located on the internal pore surface of the silica gels is reacted 

with Clī in TMCS, resulting in the formation of HCl and attachment of the ï

OSi(CH3)3 functional group to the surface of the silica gel. The replacement of ïOH 

and ïCH3 groups transforms the initial hydrophilic character of the internal surface 

of silica network into a hydrophobic state.  

The reaction mechanism of silica alcogel and TMCS is represented by following 

reaction (Wu et al., 2011).  

 

The reaction of TMCS with water within pores simultaneously take place as 

represented by the following reaction. 

 

Water is then replaced with n-hexane, a low surface tension solvent, to reduce 

capillary pressure into the pores. The hexamethyldisiloxane ((CH3)3SiïOïSi(CH3)3) 

is adsorbed on the surface, which enhances the expel of alcohols/H2O/HCl phase and 

entrance of n-Hexane due to the incompatibility between hexamethyldisiloxane/n-

Hexane phase and alcohols/H2O/HCl phase (Wu et al., 2011).  
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3.4 Metal-Based Catalysts 

In this part, general information about the metals used in this study is detailed in the 

relevant sections. 

3.4.1 Nickel-Based Catalysts 

Nickel-based catalyst is used in a large number of industrial processes and in organic 

synthesis due to its stability and high catalytic activity. Ni-based catalysts assure an 

acceptable catalytic activity and a lower cost. The catalysts offer significant 

advantages in steam reforming reactions as they have high capability of breaking the 

C-C, H-O and C-H bonds and thus provide a high H2 selectivity. However, Ni-based 

catalysts are prone to sintering at higher temperature causing coke formation, 

resulting in deactivation of catalyst during the reaction (Llorca et al., 2013; Meloni 

et al.,2012; Ismailia et al., 2020). 

3.4.2 Cobalt-Based Catalysts 

Cobalt-based catalysts are extensively applied in desulphurisation reactions, 

synthesis of polyester precursors, production of aldehydes from alkenes in the OXO 

reaction and other industrial reactions. The catalysts exhibit higher activity for 

various C-C bond formations (Ozkal et al., 2015).  The main reasons behind the 

utilization of cobalt are low cost and high activity as well as good functional group 

tolerance, operability even under mild conditions, and good electrochemical activity 

(Llorca et al., 2013). In addition, Co-based catalyst might be considered as a good 

catalyst in steam reforming reactions due to its stability and reduced deposition of 

carbonaceous species (Konsolakis et al., 2016; Greluk et al., 2020). However, cobalt 

catalysts may be deactivated by surface oxidation and sintering depending on the 

interaction with support (Carrero et al., 2017). 

https://www.cobaltinstitute.org/desulphurisation.html
https://www.sciencedirect.com/topics/engineering/deactivation
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3.4.3 Chromium-Based Catalysts 

Chromium-based catalysts are the most important ethylene polymerization and 

oligomerization catalysts widely applied for industrial production of polyethylene 

and 1-hexene. The Phillips catalyst, a heterogeneous catalyst consisting of a 

chromium oxide supported on silica gel, is used to produce about half of the worldôs 

polyethylene. The chromium-based catalysts have drawn intense attention in the 

dehydrogenation of light alkanes. The effectivity of chromium-based catalysts is 

risen by dispersing on supports with high surface areas. In addition, its use as a 

bimetallic form stabilizes the catalyst. However, it is still unclear that chromium-

based catalysts play the most important role in dehydrogenation reactions (Liu et al., 

2014; Cheng et al., 2016). 

3.4.4 Zirconium -Based Catalysts 

Zirconium oxide and compounds containing zirconium are recognized as useful 

catalytic materials. In particular, zirconia (ZrO2) is an important support material for 

catalysis due to its acid-base properties. Zirconia can also act as a catalyst on its own 

in the hydrogenation of CO, olefins and dienes, as well as the conversion of synthesis 

gas to isobutane. The use of zirconia as a catalyst or as a support is effective only 

when the compound has a high surface area that remains stable under process 

conditions (Calafat et al., 1998). 

3.4.5 Silver-Based Catalysts 

Silver-based catalysts are of particular interest due to a number of valuable features, 

such as the ability to activate molecular oxygen, uniform distribution of metal 

particles/clusters on various supports, and a synergistic effect with a large number of 

promoters and modifiers. These features laid a ground for the application of Ag-

https://www.sciencedirect.com/topics/materials-science/dehydrogenation
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based catalysts in the industrial gas phase oxidation of methanol to formaldehyde 

and ethylene glycol to glyoxal. Ag-based catalysts are also of interest due to the 

optimal redox potential of silver and higher concentration of Lewis acid sites 

accompanied by the limited Brßnsted acidity of the support (Torbina et al., 2018). 

3.4.6 Molybdenum-Based Catalysts 

Molybdenum-based catalysts have a number of important applications in the 

petroleum and plastics industries. Its major use is in the hydrodesulfurization of 

petroleum, petrochemicals and coal-derived liquids. In addition, Mo-based catalysts 

are resistant to sulphur poisoning and catalyse the conversion of hydrogen and 

carbon monoxide from the pyrolysis of waste materials to alcohols in the presence 

of sulphur, under conditions that will poison precious metal catalysts. Mo-based 

catalysts are abundant and non-noble, possessing superior catalytic activity with their 

Lewis acid sites and low oxidation potentials in the highest oxidation states. In this 

regard, interest in Mo-based catalyst increased both in industrial and 

laboratory (Shen et al., 2019). 

3.4.7 Ruthenium-Based Catalysts 

One of the cheapest noble metals, ruthenium is frequently used in processes of 

catalytic hydrogen evolution. Ru-based catalysts offer selective oxidative 

transformations of various functional groups with environmentally friendly and 

easily accessible oxidants. Ruthenium catalysis can be a very powerful tool for 

selective catalysis in synthetic chemistry, such as asymmetric epoxidation of 

alkenes, production of dioxygen species, dihydroxylation of olefins and oxidative 

dehydrogenation of alcohols. One of the major reasons of attractiveness is that Ru-

based catalysts are responsible not only for the functionalization of C-H bonds but 

also for the C-O cleavage with dominant Lewis acid sites. However, it is not 
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economical to use only Ru for catalysis. Thus, lower loadings of Ru on an 

appropriate support or synthesis bimetallic forms of Ru are better options (Demsash 

et al.,2018; Sun et al., 2017; Odenkirk et al., 1992). 

3.4.8 Iron -Based Catalysts 

Iron-based catalysts offer prominent advantages such as low cost, high safety, 

environmental friendliness and wide-distribution. Iron and/or iron oxide-based 

catalysts are widely used in fertilizer, refining and chemical industries. Zero valent 

iron (ZVI), Fe2(SO4)3, FeSO4, FeCl3, and FeOOH are used in water and wastewater 

treatment (Zhang et al., 2018). Iron oxide-based catalyst is also used for well-known 

large-scale ammonia production, called óHaber-Bosch methodô. In this method, 

Magnetite (Fe3O4) is used as a catalyst that increases the reactivity between nitrogen 

and hydrogen to produce ammonia (Morlan®s et al., 2020). Another well-known 

process using magnetite is the gas-to-liquid process, which produces synthetic fuel 

from either natural gas or gasified coal. Moreover, the iron oxide-based catalysts 

doped with chromium oxide (Cr2O3) that prevent sintering of iron oxide crystallites 

are commercially used in high temperature (350-400ÁC) water gas shift (WGS) 

reaction (Bouarab et al., 2014). Besides the oxide forms of iron, metallic iron is also 

an active catalyst in the Fischer-Tropsch processes to produce longer hydrocarbon 

chains i.e., olefins, by catalysing CO and H2, called syngas (de Smit et al., 2009).  

3.4.9 Magnesium-Based Catalysts 

Magnesium-based catalysts are used for oxidative coupling of methane, 

dehydrogenationïdehydration of alcohols, dehydrohalogenation of halogenated 

hydrocarbons, benzylation of aromatics, synthesis of pyranopyrazole derivatives, 

and ClaisenïSchmidt condensation (Elkhalifa et al., 2018). Even though Mg is used 

as an active catalyst in a number of processes, MgO, the oxide form, is a well-known 

https://www.lkabminerals.com/en/products/other/magnetite/
https://www.sciencedirect.com/topics/chemistry/dehydrohalogenation
https://www.sciencedirect.com/topics/chemistry/halogenated-hydrocarbon
https://www.sciencedirect.com/topics/chemistry/halogenated-hydrocarbon
https://www.sciencedirect.com/topics/chemistry/benzylation
https://www.sciencedirect.com/topics/chemistry/aldol-condensation
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catalyst support with specific properties such as cation valence, redox properties, 

acid-base character, and crystal and electronic structure. MgO is considered as a 

high-surface-area heterogeneous catalyst support, additive and promoter for various 

chemical reactions such as dry reforming, dehydrohalogenation, oxidative 

dehydrogenation of butane, nonoxidative dehydrogenation of ethylbenzene, and 

decomposition of CCl. In addition, the use of Mg as a support or promoter for Ni-

based catalysts provides good metal dispersion on the catalyst surface that offers 

high catalytic activity and low catalyst deactivation by reducing the amount and rate 

of carbon deposition on the Ni-active sites (Khairudin et al., 2018; Al -salihi et al., 

2020). 

3.4.10 Manganese-Based Catalysts 

Manganese-based catalysts have remarkable advantages, such as low toxicity, high 

natural abundance, low cost, and environmental friendliness. Mn-based catalysts are 

used as the physical template and the chemical oxidative initiator for the aniline 

polymerization (Ran et al., 2018), in water and wastewater treatment (Wolowiec et 

al., 2019), and for activating peroxymonosulfate (PMS) and peroxydisulfate (PDS) 

to degrade many contaminants (Huang et al., 2019). In addition, the use of Mn with 

magnetite (Fe3O4) are envisioned as a candidate for obtaining Cr-free Fe-based WGS 

catalysts (Meshkani et al., 2014). 

In this study, above-stated metals were used as either monometallic or promoting 

metals. The ability to break H-O bonds in addition to C-C and C-H makes Ni a great 

candidate for use as a monometallic and bimetallic catalyst in the GSR reaction. 

However, the major drawback of using Ni is its high sintering tendency and less 

resistance to carbon formation, resulting in a catalyst poisoning and hence catalyst 

deactivation (Llorca et al., 2013; Meloni et al.,2012; Ismailia et al., 2020). Therefore, 

some promoting metals such as Mg and Ru were used to increase the thermal stability 

https://www.sciencedirect.com/topics/materials-science/polymerization
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and reduce the coke deposition. According to literature, it was envisioned that due 

to the high basicity of MgO, it would lead to a reduction in the amount of coke 

deposits on the catalyst by capturing the CO2 produced and hence reversing the 

Boudouard reaction (Dňbek, 2016; Calles et al., 2014). In addition, MgO provides 

good dispersion of particles by preventing pore clogging by agglomeration of Ni 

particles (Moogi et al., 2020). However, it is also possible to observe a decrease in 

H2 yield as the basic nature of MgO may cause a decrease in acidity in the catalyst 

and thus reduce the cleavage ability of C-C and C-H. Besides Mg, use of Ru as a 

promoter to Ni offers a great advantage due to its ability  to break C-C and C-H bonds 

as well as C-O bonds. In addition, according to the literature, Ru has a positive effect 

on reducing coke deposition on the catalyst (Demsash et al.,2018; Sun et al., 2017; 

Odenkirk et al., 1992). Moreover, iron-oxide based catalysts are commercial 

catalysts in the high temperature WGS reaction occurring between 350-450oC 

(Bouarab et al., 2014). Regardless of the high operating temperature of this study, 

Fe-oxide was used as a promoting metal to Ni to increase the H2 yield and then doped 

with Mn, which was used to prevent the sintering of Fe. As a result of the studies of 

some authors, a higher CO conversion was achieved in Ni-Fe-Mn catalyst in the 

WGS reaction with a Fe/Mn weight ratio of 10% (Meshkani et al., 2014). Moreover, 

some literature has revealed that Co, Cr and Zr promoting Ni-based catalysts display 

higher catalytic activity compared to Ni-based catalysts. In addition, their higher 

thermal stability  and greater coke resistance have intensified the studies on these 

catalysts (Carrero et al., 2017; Haryanto et al., 2011; Calafat, 2011; Manfro et al, 

2013). Besides these catalysts, relatively inexpensive metals such as Mo and Ag 

compared to the noble metals were chosen due to possessing predominant Lewis acid 

sites (Torbina et al., 2018; Shen et al., 2019) that are forecasted to rupture the C-C 

and C-H bonds and thereby increase the H2 yield.  
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CHAPTER 4  

4 EXPERIMENTAL  

The experimental studies are divided into three parts: catalyst synthesis, catalyst 

characterization, and catalyst activity test. Silica aerogel supported mono, bi and 

trimetallic catalysts were synthesized by loading different amounts of Ni, Co, Cr, Zr, 

Mo, Ag, Ru, Fe, Mg, and Mn by wet impregnation or co-precipitation methods. 

Subsequently, the catalysts were calcined under dry air and reduced with hydrogen. 

All synthesized catalysts were characterized using N2 Physisorption, X-Ray 

Diffractometer (XRD), Scanning Electron Microscopy (SEM), Diffuse Reflectance 

Infrared Fourier Transform Spectroscopy (DRIFT) and Thermogravimetric Analysis 

(TGA) methods to examine their physical properties, chemical composition and 

surface morphology. 

The catalysts were tested in a fixed bed quartz reactor at 450-1050oC, under 

atmospheric pressure with the water-to-glycerol molar ratio of 1, 3, 6 and 9 at 0.8, 

0.9 and 1.0 ml/h feed flow rate in the presence of 2.5, 5, 8 and 10 wt. % nickel and 

10 wt. % of each cobalt, chromium, molybdenum, silver, and zirconium loaded 

monometallic, various amounts of nickel-molybdenum, nickel-ruthenium, nickel-

iron and nickel magnesium loaded bimetallic and nickel-iron-manganese loaded 

trimetallic catalysts. Moreover, repeatability of the experiments was performed.  

The catalyst synthesis procedure, catalyst characterization techniques, and catalyst 

activity test were detailed in the following sections.  
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4.1 Synthesis of the Catalysts  

Synthesis of the catalyst was divided into two parts as the synthesis of silica aerogel 

and the loading of metals onto silica aerogel. The route of synthesis of silica aerogel 

was followed by the synthesis procedure of Deshpande, (1996) developed by our 

lab-mate Deĵirmencioĵlu, (2018).  

4.1.1 Synthesis of Silica Aerogel 

In the synthesis of silica aerogel, in general, pure water and ethanol (Sigma Aldrich) 

are used as solvents, tetraethylorthosilicate (TEOS, Merck) is used as a silica source, 

hydrochloric acid (HCl, 37% v/v, Merck) is used as an acidic catalyst, ammonia 

(NH3, 25% v/v, Merck) is used as a basic catalyst, and ammonium fluoride (NH4F, 

Merck) is used as a gelation agent. Trimethylchlorosilane (TMCS, Merck) is used to 

modify surface and maintain hydrophobicity to aerogel. 

For the preparation of the sol, 1.73 g pure water and 5.63 g absolute ethanol, 10.01 

g TEOS and 62ÕL HCl are placed in an airtight beaker, respectively. The solution is 

then mixed for 2 hours at room temperature on a magnetic stirrer. After mixing, 3.8 

g pure water, 9.9 g ethanol and 650 ÕL NH3 are added to the sol. Then, 800 ÕL NH4F 

is added dropwise to the solution and gelation occurs. Absolute ethanol is then added 

to cover the entire gel, and cap of the beaker is closed to prevent gas entry. The 

ethanol-covered gel mixture is left at room temperature for 8 hours for the formation 

of long silica bonds referring to aging. For ambient pressure drying, ethanol is poured 

from the gel after 8 hours and 30 ml of hexane is added.  The gel-hexane mixture is 

left in a water bath at 45ÁC for 2 hours. After 2 hours, hexane is decanted from the 

gel and the gel is washed again with 30 ml of hexane. Then, 5 g of TMCS is slowly 

added to the gel to provide surface modification and maintain hydrophobicity to 

aerogel. At this point, water with HCl vapour comes out as a white smoke. After the 
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HCl vapour has disappeared, a solution of water and hexane is taken into a graduated 

cylinder. Hexane at the top of the water in graduated cylinder and fresh hexane as 

much as the volume of water in the graduated cylinder are added back to the gel. 

Thus, the water is removed from the gel structure and hexane is added to protect the 

hydrophobic structure and prevent the shrinkage into the pores. The gel-hexane 

mixture is then left in a water bath at 45ÁC for 5 hours. This step is repeated once 

more by pouring hexane and then leaving the gel in a water bath for 5 hours at 45ÁC. 

Finally, the hexane is decanted and the gel is allowed to dry in a furnace set at 125ÁC 

for 2 hours to evaporate all the hexane.  

4.1.2 Synthesis of Metal Loaded Silica Aerogel 

Within the scope of this study, various metals were loaded onto silica aerogels by 

co-precipitation or wet-impregnation techniques to obtain active catalysts. The main 

reason for using co-precipitation technique is that it provides pure and uniform 

catalysts as a result of good mixing, while wet impregnation method provides an 

easy preparation of a layer of an active substance on the catalyst surface for 

supported catalysts (de Jong et al., 2009; NPTEL, 2014). In this study, nickel, cobalt, 

chromium, zirconium, molybdenum, silver, nickel-ruthenium, nickel-iron, nickel-

molybdenum, nickel-magnesium, and nickel-iron-manganese loaded silica aerogels 

were synthesized by co-precipitation method. In addition, only 10 wt. % nickel 

doped silica aerogels were synthesized by following both co-precipitation and wet-

impregnation methods.  

The synthesis methods of Ni, Mo and 8Ni-2Mo loaded silica aerogels were detailed 

in relevant sections and the synthesis routes of other catalysts were summarized in 

Table 4.1.  

The amount of metal precursors loaded to achieve the desired metal content was 

calculated according to the equation given in Appendix A.  
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4.1.2.1 Monometal Loading 

Monometals were loaded onto silica aerogel by co-precipitation or wet-impregnation 

methods.  

To synthesize nickel, cobalt, chromium, and zirconium loaded silica aerogels by co-

precipitation method, one gram of silica aerogel is first powdered, placed in a beaker 

and mixed on a magnetic stirrer with 20 ml absolute ethanol for 30 minutes. At the 

same time, desired amount of metal precursor is dissolved in absolute ethanol in the 

other beaker and placed on a magnetic stirrer to mix for 30 min. After the solutions 

are homogeneously mixed, the metal-containing solution is added dropwise to the 

silica aerogel solution. The resulting solution is allowed to stand for 24 hours on the 

magnetic stirrer. At the end of the mixing, the solution is left for drying for 24 hours 

to evaporate whole ethanol in a furnace previously set to 60ÁC.  

To synthesize molybdenum and silver loaded silica aerogels by co-precipitation 

method, silica aerogel was first calcined at 700ÁC with a heating ramp of 1ÁC/min at 

5 bar under dry air flow of 80 ml/min. Then, one-gram calcined silica aerogel placed 

in a beaker and mixed on a magnetic stirrer with 20 ml distilled water for 30 minutes. 

At the same time, desired amount of metal precursor is dissolved in distilled water 

in the other beaker and placed on a magnetic stirrer to mix for 30 min. After the 

solutions are homogeneously mixed, the metal-containing solution is added 

dropwise to the silica aerogel solution. The resulting solution is allowed to stand for 

24 hours on the magnetic stirrer. At the end of the mixing, the solution is left for 

drying for 24 hours to evaporate whole distilled water in a furnace previously set to 

60ÁC.  

To synthesize nickel loaded silica aerogel by wet impregnation method, distilled 

water is used instead of ethanol and the synthesis process is carried out following the 

same routes as in the co-precipitation process. The reason for using distilled water is 



 

 

53 

that silica aerogel, unlike nickel precursor, is insoluble in water due to its 

hydrophobic nature.  

4.1.2.2 Bimetal Loading 

Ni-containing bimetals were loaded onto silica aerogels by co-precipitation method 

with two-step metal loading and simultaneous metal loading. 

In two-step metal loading path (abbreviated as I), one-gram silica aerogel is 

powdered, placed in a beaker and mixed on a magnetic stirrer with 20 ml absolute 

ethanol for 30 minutes. At the same time, desired amount of nickel precursor, is 

dissolved in absolute ethanol in the other beaker and placed on a magnetic stirrer to 

mix for 30 min. After the solutions are homogeneously mixed, the nickel-containing 

solution is added dropwise to the silica aerogel solution. The resulting solution is 

allowed to stand for 24 hours on the magnetic stirrer. At the end of the mixing, the 

solution is left for drying for 24 hours to evaporate whole ethanol in a furnace 

previously set to 60ÁC. After drying, nickel doped silica aerogel is calcined at 700oC 

for 5 h under dry air of 80 ml/min. Subsequently, it is placed in a beaker and mixed 

on a magnetic stirrer with distilled water for 30 minutes. At the same time, desired 

amount of promoting metals such as molybdenum, iron, magnesium, and ruthenium 

are dissolved in distilled water in the other beaker and placed on a magnetic stirrer 

to mix for 30 min. After the solutions are homogeneously mixed, the promoting 

metals-containing solution is added dropwise to the nickel-loaded silica aerogel 

solution. The resulting solution is allowed to stand for 24 hours on the magnetic 

stirrer. At the end of the mixing, the solution is left for drying for 24 hours to 

evaporate whole water in a furnace previously set to 60ÁC.  

In simultaneous metal loading path (abbreviated as II), one-gram calcined silica 

aerogel placed in a beaker and mixed on a magnetic stirrer with 20 ml distilled water 

for 30 minutes. At the same time, both desired amount of nickel precursor and 
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promoting metal (molybdenum) precursor are dissolved in distilled water in two 

different beaker and placed on a magnetic stirrer to mix for 30 min. After the 

solutions are homogeneously mixed, the nickel-containing and molybdenum-

containing solution are simultaneously added dropwise to the silica aerogel solution. 

The resulting solution is allowed to stand for 24 hours on the magnetic stirrer. At the 

end of the mixing, the solution is left for drying for 24 hours to evaporate whole 

water in a furnace previously set to 60ÁC.  

4.1.2.3 Trimetal  Loading 

In this study, Ni-Fe-Mn loaded trimetallic catalyst was synthesized by co-

precipitation method.  

In the synthesis of trimetallic catalyst, firstly, one-gram silica aerogel is powdered, 

placed in a beaker and mixed on a magnetic stirrer with 20 ml absolute ethanol for 

30 minutes. At the same time, desired amount of nickel precursor is dissolved in 

absolute ethanol in the other beaker and placed on a magnetic stirrer to mix for 30 

min. After the solutions are homogeneously mixed, the nickel-containing solution is 

added dropwise to the silica aerogel solution. The resulting solution is allowed to 

stand for 24 hours on the magnetic stirrer. At the end of the mixing, the solution is 

left for drying for 24 hours to evaporate whole ethanol in a furnace previously set to 

60ÁC. After drying, nickel doped silica aerogel is calcined at 700oC for 5 h under dry 

air of 80 ml/min. Subsequently, it is placed in a beaker and mixed on a magnetic 

stirrer with distilled water for 30 minutes. At the same time, both desired amount of 

iron precursor and manganese precursor are dissolved in distilled water in two 

different beaker and placed on a magnetic stirrer to mix for 30 min. After the 

solutions are homogeneously mixed, the iron-containing and manganese-containing 

solutions are simultaneously added dropwise to the nickel-loaded silica aerogel 

solution. The resulting solution is allowed to stand for 24 hours on the magnetic 
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stirrer. At the end of the mixing, the solution is left for drying for 24 hours to 

evaporate whole water in a furnace previously set to 60ÁC.  

In all catalyst synthesis, the amount of solvent containing metal precursor was 

arranged with respect to the amount of metal precursor loaded. The synthesis paths 

of catalysts were detailed in Table 4.1.  

Table 4.1 Catalyst Synthesis Paths 

 

Metal 

 

Support 

 

Method 

 

Solvent  

 

Metal 

Precursor 

Metal 

Precursor 

Amount, g 

Metal 

Content, 

wt. % 

Ni 

SA 

 

Co-

precipitation Ethanol 

(Ni(NO3)2 

Ŀ 6H2O, 

Acros 

Organics, 

99%) 

0.125 2.5 

0.250 5 

0.400 8 

0.500 

10 

SA Wet-

impregnation 

Water 

Co 

SA 

 

Co-

precipitation 

 

Ethanol 

(Co 

(C2H3O2)2 

Ŀ 4H2O, 

Sigma 

Aldrich, 

98%) 

0.420 

Cr 

(Cr(NO3)3 

Ŀ 9H2O, 

Sigma 

Aldrich, 

98%) 

0.770 



 

 

56 

Table 4.1 (contôd) Catalyst Synthesis Paths 

 

Metal 

 

Support 

 

Method 

 

Solvent  

 

Metal 

Precursor 

Metal 

Precursor 

Amount, g 

Metal 

Content, 

wt. % 

Zr  SA 

Co-

precipitation 

Ethanol 

(ZrO 

(NO3)2 Ŀ 

xH2O, 

Sigma 

Aldrich, 

99%) 

0.250 

10 

Mo 

Calcined 

SA 
Water 

(NH4)6 

Mo7O24 Ŀ 

4H2O, 

Fluka 

Analytical, 

99% 

1.290 

Ag 

AgNO3, 

Merck, 

99% 

0.160 
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Table 4.1 (contôd) Catalyst Synthesis Paths 

 

Metal 

 

Support 

 

Method 

 

Solvent  

 

Metal 

Precursor 

Metal 

Precursor 

Amount, g 

Metal 

Content, 

wt. % 

Ni & 

Mo 

SA (Ni) 

& 

Calcined 

SA 

(Mo) 

Two-step 

co-

precipitation 

Ethanol 

(Ni) 

& 

Water 

(Mo) 

(Ni(NO3)2 

Ŀ 6H2O, 

Acros 

Organics, 

99%) & 

(NH4)6 

Mo7O24 Ŀ 

4H2O, 

Fluka 

Analytical, 

99% 

0.400 & 

0.260 
8 & 2 

Calcined 

SA 

Simultaneous 

co-

precipitation 

Water 

Ni & 

Mg 

SA & 

Calcined 

SA 

Two-step 

co-

precipitation 

Ethanol 

(Ni) 

& 

Water 

(Mg) 

(Ni(NO3)2 

Ŀ 6H2O, 

Acros 

Organics, 

99%) & 

(Mg 

(NO3)2 Ŀ 

6H2O, 

Merck, 

99%) 

0.500 & 

0.316 
10 & 3 
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Table 4.1 (contôd) Catalyst Synthesis Paths 

 

Metal 

 

Support 

 

Method 

 

Solvent  

 

Metal 

Precursor 

Metal 

Precursor 

Amount, g 

Metal 

Content, 

wt. % 

Ni & 

Fe 

SA & 

Calcined 

SA 

Two-step 

co-

precipitation 

Ethanol 

(Ni) 

& 

Water 

(Fe-

Ru) 

(Ni(NO3)2 

Ŀ 6H2O, 

Acros 

Organics, 

99%) & 

Fe(NO3)3 Ŀ 

9H2O, 

Merck, 

98% 

0.500 & 

0.217 
10 & 3 

Ni & 

Ru 

(Ni(NO3)2 

Ŀ 6H2O, 

Acros 

Organics, 

99%) & 

Cl3Ru Ŀ 

xH2O, 

Acros 

Organics, 

35-40% 

0.500 & 

0.062 
10 & 3 

0.500 & 

0.041 
10 & 2 

0.500 & 

0.021 
10 & 1 
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Table 4.1 (contôd) Catalyst Synthesis Paths 

Metal Support Method Solvent 
Metal 

Precursor 

Metal 

Precursor 

Amount, g 

Metal 

Content, 

wt. % 

Ni & 

Fe & 

Mn  

SA & 

Calcined 

SA 

 

Two-step 

co-

precipitation 

 

Ethanol 

(Ni) 

& 

Water 

(Fe & 

Mn) 

(Ni(NO3)2 

Ŀ 6H2O, 

Acros 

Organics, 

99%) & 

Fe(NO3)3 Ŀ 

9H2O, 

Merck, 

98% & 

Mn(NO3)2 

Ŀ 4H2O, 

Merck, 

98.5% 

0.500 & 

0.217 & 

0.001 

10 & 3 

& 0.3 

4.2 Naming of the Catalysts 

The metal loaded silica aerogels were synthesized by wet-impregnation or co-

precipitation method, calcined under dry air and reduced with H2 flow. They were 

named in the XY/SA(Z)(T) format where X indicates the metal percent in weight, Y 

is the type of loaded metal, SA stands for silica aerogel, Z is calcination temperature 

and T is reduction temperature. For instance, 10Ni/SA(700)(1035) indicates that the 

catalyst is 10 wt. % nickel loaded silica aerogel, calcined at 700oC under dry air and 

reduced at 1035oC with H2 flow. In addition, 10Ni/SA(700)(1035)-wet indicates the 

catalyst synthesized following wet impregnation method, 10 wt. % nickel loaded 
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silica aerogel, calcined at 700oC under dry air and reduced at 1035oC with H2 flow. 

The synthesized catalysts were given in Table 4.2.  

Table 4.2 Synthesized Catalysts 

Catalyst 
Metal 

Type 

Metal 

Amount, 

wt.% 

Calcination 

Temperature, 

oC 

Reduction 

Temperature, 

oC 

2.5Ni/SA 

Ni 

2.5 

700 

1035 

5Ni/SA 5 

8Ni/SA 8 

10Ni/SA 

10 

700, 1035 

10Ni/SA-wet 

700 

10Co/SA Co 

10Cr/SA Cr 

10Zr/SA Zr 

10Mo/SA Mo 

10Ag/SA Ag 

8Ni-2Mo/SA Ni, Mo 8, 2 

10Ni-3Fe/SA Ni, Fe 10, 3 
550 550 

10Ni-3Fe-0.3Mn/SA Ni, Fe, Mn 10, 3, 0.3 

10Ni-3Mg/SA Ni, Mg 10, 3 

700 700 
10Ni-1Ru/SA 

Ni, Ru 

10, 1 

10Ni-2Ru/SA 10, 2 

10Ni-3Ru/SA 10, 3 
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4.2.1 Calcination & Reduction of the Synthesized Catalysts 

In metal-loaded catalysts, calcination and reduction must be performed respectively 

to obtain an active phase. In this study, the catalysts were calcined under dry air and 

then reduced with hydrogen flow. 

Calcination is a heat treatment that aims to stabilize textural and structural properties 

of catalysts during the reaction, remove impurities, and oxidize metal precursor 

under controlled environment and temperature (NPTEL, 2014). For calcination, 

metal loaded silica aerogels are placed in a fixed bed quartz reactor and heated from 

room temperature to 550, 700, and 1035ÁC with a heating ramp of 1ÁC/min at 5 bar 

under dry air flow at 50 ml/min. When the desired calcination temperature is reached, 

the catalyst is kept at this temperature for 5 hours. At the end of 5 h, the dry air flow 

is turned off and furnace is allowed to cool.  

After calcination, the catalysts are reduced under hydrogen flow for generating active 

sites of catalysts. For reduction, the catalysts are placed in the fixed bed quartz 

reactor and heated from room temperature to 550, 700, and 1035oC with a heating 

ramp of 10ÁC/min at 5 bar under argon flow of 80 ml/min. When the temperature 

reaches to desired point, the catalysts are treated with H2 flow of 50 ml/min at 5 bar 

for half an hour. At the end of half an hour, Ar is allowed to pass through the catalyst 

at the same flow rate of 80 ml/min for an hour to sweep all the hydrogen gas.  

In both calcination and reduction processes, it is aimed to ensure the stability of the 

textural and structural properties of the catalysts during the reaction.  

4.3 Characterization of the Catalysts  

Chemical composition, surface area and porosity, bulk solid structure, surface 

morphology, particle size, crystallite size, activity, selectivity and stability of the 

catalysts were examined with the aid of some of characterization techniques, such as 
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N2 Physisorption, X-Ray Diffraction (XRD), Scanning Electron Microscopy (SEM), 

Diffuse Reflectance Infrared Fourier Transform Spectroscopy (DRIFTS) and 

Thermogravimetric Analysis (TGA).  

4.3.1 N2 Physisorption Analysis 

Nitrogen physisorption at boiling temperature (77 K) is the most widely used 

technique to determine the catalyst surface area and to characterize its porous texture 

(Gregg and Sing, 1982). In this context, adsorption isotherm curves, which is 

nitrogen adsorbed volume against its relative pressure, was determined under the 

relative pressure range of 0.0001<P/Po<0.99 using Micromeritics Tristar II 3020. 

Prior to the analysis, catalysts were degassed at 110ÁC for 3h. 

4.3.2 X-Ray Diffraction Analysis (XRD) 

The degree of crystallinity and the phases of the synthesized catalysts were identified 

with the aid of XRD analysis for their reduced forms (Lavina et al., 2014). Average 

crystallite sizes of metals or metal oxides were calculated using Scherrer Equation. 

XRD pattern was obtained by setting Bragg angle values in the range of 10Á-90Á with 

a step size of 1Á/min. The XRD analysis was performed using Rigaku Ultima-IV 

diffractometer with CuKŬ anode (ɚ = 0.1542 nm) operating at 40 kV and 30 mA.  

4.3.3 Scanning Electron Microscopy (SEM) 

A scanning electron microscope (SEM) is a type of electron microscope that 

produces images of a sample by scanning the surface with a focused beam of 

electrons. The electrons interact with atoms in the sample, producing various signals 

that contain information about the surface texture, morphology and composition of 
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the sample (Goula et al., 2016). Prior to SEM analysis, the catalysts were covered 

with Au/Pd for avoiding to interaction of electrons with the catalysts. SEM analyses 

were performed by using QUANTA 400F field-emission scanning Electron 

microscope. 

4.3.4 Thermogravimetric Analysis (TGA) 

TGA analysis measures the amount of weight change of a material, either as a 

function of increasing temperature or as a function of time at isothermal condition in 

an atmosphere of nitrogen, helium, air, other gas, or in vacuum. The measurements 

are generally used in temperature and weight change of decomposition reactions that 

allow quantitative composition analysis. The technique can characterize materials 

that exhibit weight loss or gain due to decomposition, oxidation, or dehydration 

(Sundari et al., 2012). TGA analysis was performed under air flow with a flow rate 

of 50 ml/min and a heating rate of 10ÁC/min in the temperature range of 25ÁC-

1050ÁC to determine the amount of deposited coke on the used catalyst by using 

Shimadzu DTG-60H.    

4.3.5 Diffuse Reflectance Infrared Fourier Transform Spectroscopy 

(DRIFTS) 

DRIFTS analysis examines the surface chemistry of high surface area powders, 

particularly heterogeneous catalysis, where the temperature and environment of the 

catalyst can be controlled in-situ in the DRIFTS cell (Fuller et al., 1978; Accardo et 

al., 2014). Pyridine adsorption technique is used to determine the nature of acidity 

i.e., Lewis or Brßnsted acid sites of the catalyst. Prior to the analysis, the catalysts 

are dried at 110 , then all catalysts are left in the desiccator with approximately 30 

ml of pyridine for 9 days for adsorption of pyridine vapour by the catalysts. After 

background KBr spectra are obtained, spectra of both fresh and pyridine adsorbed 



 

 

64 

catalysts are recorded in the mid-IR region (4000 ï 450 cm-1) by collecting 100 scans 

at 4 cm-1 resolution using a mirror velocity of 0.2 cm/s. The final spectra of the 

catalysts are obtained based on the differences between the fresh and pyridine 

adsorbed spectra. DRIFT analyses were performed by using Perkin Elmer 

Instruments Spectrum One FT-IR Spectrometer.   

4.4 Activity Test of the Catalysts 

In this section, the reaction system in which activity tests are carried out is detailed. 

4.4.1 The Reaction System 

A schematic diagram of the reaction system is demonstrated in Figure 4.1. The 

experimental setup consists of two stages: preparation of the catalysts for the reaction 

and the activity test of the catalyst. Catalysts are prepared for the reaction by 

performing the calcination and reduction steps with dry air and H2 gases fed to the 

reactor using the bypass stream where the gas passes directly to vent without 

including condenser and gas chromatography (GC). On the other hand, the activity 

test of the catalyst is carried out using the reaction stream. Catalytic activity tests for 

glycerol steam reforming are performed in a conventional fixed-bed quartz reactor. 

The glycerol-water mixture is fed into the evaporator using a syringe pump. The 

mixture is heated in the evaporator to evaporate the mixture and subsequently mixed 

with 100% Ar flow. Heating tapes are used in the inlet and outlet streams of the 

reactor to prevent condensation of the feed and products. The bed temperature is 

heated by an electric furnace surrounding the reactor tube to reach the reaction 

temperature with 100% Ar flow as carrier gas. The gas products are cooled in the 

condenser with the water bath and then the liquid products are collected. The overall 

flow rate is measured using a soap bubble meter during the reaction, and the gas 

composition of the reactorôs effluent is analysed online at the same time interval 
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using gas chromatography (GC) (Schimadzu GC-2010 Plus) equipped with a thermal 

conductivity detector (TCD) (Carboxen 1010 Plot column with 0.53 mm inside 

diameter (ID) and 30 m length). Ar was used as a carrier gas in GC. Liquid products 

in the condensate are manually identified in GC using Rt- Q-Bond column with 0.53 

mm inside diameter (ID) and 30 m length by using He as a carrier gas. Finally, all 

the gases produced are sent to the atmosphere.    
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4.4.1.1 Experimental Procedure 

First, 0.15 g of catalyst is weighed and placed inside the quartz reactor, and supported 

by ceramic wool. The reactor is inserted in a tubular furnace. Then, the setup is 

controlled for leakage with 100% Ar flow. The catalyst bed is heated by an electric 

furnace enclosed the reactor tube with 100% Ar flow to reach the reaction 

temperature with a heating rate of 10ÁC/min. Then, the condenser is set to -10oC and 

the heating tapes of reactor outlet stream to 190oC. When the furnace and heating 

tapes of the reactor outlet stream reach to the set temperatures, heating tapes of 

reactor inlet stream and evaporator are set to 300oC and at the same time the analysis 

method is loaded into GC. The glycerol-water mixture is then fed to the evaporator 

by a syringe pump and mixed with %100 Ar flow in the evaporator. Liquid products 

are collected from the bottom of the condenser while gas products are analysed in 

GC with the same time interval (21.85 min) during the reaction and then sent to the 

atmosphere. At the end of the experiment period (5 h), the final volume is set in the 

syringe pump and turned off, then the shutdown method is loaded into GC and gas 

and liquid detectors are allowed to cool down to 50oC. Then GC, He flow, condenser 

and furnace are turned off. Subsequently, the evaporator and heating tapes are turned 

off. Finally, the Ar flow is turned off.  

The experimental conditions for glycerol steam reforming were given in Table 4.3.  

The method conditions in GC for gas and liquid analyses were given in Table 4.4 

and Table 4.5, respectively. 
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Table 4.3 All Parameters Tested in GSR 

Catalyst Trxn (oC) W/G (molar) FFR (ml/h) 

10Ni/SA(1035)(1035) 965 3 

0.8 

0.9 

1.0 

10Ni/SA(700)(1035) 

470 

3 

0.9 

500 

540 

610 

680 

1 

3 

6 

9 

755 

3 

825 

895 

965 

1035 

470 

 

9 

 

550 

10Ni/SA(700)(1035)-wet 

470 

550 

680 

Metal Loaded Catalysts 550 
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Table 4.4 Analysis conditions of GC for gaseous products 

Column Oven Temperature (oC) 250 

Injection Temperature (oC) 200 

Detector Type and Temperature (oC) TCD-250 

Column Pressure (psi) 3.89 

Analysis Time (min) 21.85 

Carrier Gas and Flow Rate (ml/min) Ar-50 

Split Ratio 1/1 

 

Table 4.5 Analysis conditions of GC for liquid products 

Column Oven Temperature (oC) 250 

Injection Temperature (oC) 200 

Detector Type and Temperature (oC) TCD-250 

Column Pressure (psi) 3.89 

Analysis Time (min) 21.85 

Carrie r Gas and Flow Rate (ml/min) He-258 

Split Ratio 1/50 

 

The analysis in GC is completed by starting the oven temperature at 35oC, keeping 

it at this temperature for 7.50 minutes and then reaching 250oC at 21.85 minutes with 

a heating rate of 23oC/min.  
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CHAPTER 5  

5 RESULTS AND DISCUSSION 

Within the scope of this study, the experiments were carried out considering both 

thermodynamic analysis and studies related to glycerol steam reforming. On the one 

hand, considering the effect of W/G ratio according to thermodynamic analysis, it is 

deduced that as the W/G ratio increases, the mole fractions of both hydrogen and 

carbon monoxide increase whereas mole fractions of both methane and carbon 

dioxide decrease. Furthermore, high operating temperatures favour the hydrogen 

formation. Increase in temperature decreases the formation of CO2 and CH4, while 

slightly increases the CO formation. According to the thermodynamic analysis, the 

reaction operating conditions were selected considering the high amount of hydrogen 

formation and low amount of methane, carbon monoxide and carbon dioxide 

formation. There are various operating conditions to achieve this goal. Thus, the 

experiments were carried out at 450-1050oC with the W/G molar ratios of 1, 3, 6, & 

9 at 0.8, 0.9, & 1.0 ml/h water-glycerol feed flow rates and 30 ml/min Ar flow rate 

in the presence of 0.15 g catalyst under atmospheric pressure. The effect of reaction 

parameters such as temperature, feed ratio, and feed flow rate on H2 yield were 

examined in the presence of 10% by weight nickel loaded silica aerogel synthesized 

by co-precipitation technique. Moreover, the effect of catalyst synthesis technique 

on H2 yield was examined in the presence of 10% by weight nickel loaded silica 

aerogels synthesized by both co-precipitation and wet-impregnation techniques. In 

addition, the effects of metal amount and mono, bi & trimetal type on H2 yield were 

also examined. For this reason, 2.5, 5, 8 and 10% by weight of Ni loaded silica 

aerogels were tested to examine the effect of metal amount. In addition to Ni, 

promising active metals such as Co, Cr, Zr, Mo and Ag were loaded onto silica 
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aerogel by 10% by weight in order to examine the effect of metal type on H2 yield. 

To examine the bi & trimetal effect, Ni-Ru, Ni-Mo, Ni-Mg, Ni-Fe and Ni-Fe-Mn 

loaded silica aerogels were synthesized in dominance of Ni following co-

precipitation technique. All the catalysts were calcined under dry air for 5h and 

reduced under H2 flow for half an hour and then tested. The activity performances of 

various metal loaded catalysts were performed at 550oC with a W/G molar ratio of 

9, which is the highest H2 yield conditions according to thermodynamic analysis. On 

the other hand, according to the studies on glycerol steam reforming, there is no 

evidence that silica aerogel is used as a catalyst support, which makes the study 

unique. In other words, silica aerogel was used as a catalyst support for the first time 

in glycerol steam reforming.  

In all experiments, the outlet gas stream contained hydrogen, carbon monoxide, 

carbon dioxide and methane whereas the liquid products, collected from the bottom 

of the condenser, generally contained almost solely water. The conversion of 

glycerol and hydrogen yield were obtained based on the analysis of both gas and 

liquid products. Apart from these, coke deposition in the catalyst and purity of 

produced hydrogen were taken into consideration as crucial factors.  

In addition, chemical and physical properties of fresh and used catalysts were 

determined using some characterization techniques such as N2 Physisorption, XRD, 

SEM, DRIFTS, and TGA.  

5.1 Characterization Results of the Catalysts 

Surface area and porosity, bulk solid structure, surface morphology, particle size, 

mechanical strength, crystallite size, activity, selectivity and stability of the catalysts 

were examined with the aid of some of characterization techniques, such as N2 

Physisorption, X-Ray Diffraction (XRD), Scanning Electron Microscopy (SEM) and 

Diffuse Reflectance Infrared Fourier Transform Spectroscopy (DRIFTS). 
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5.1.1 N2 Physisorption Analysis 

In this part, N2 Physisorption analyses of silica aerogel and various metal loaded 

silica aerogels were examined. 

5.1.1.1 Silica Aerogel and Nickel Loaded Silica Aerogels 

N2 Physisorption isotherms and pore size distributions of pure silica aerogel and 

2.5%, 5%, 8%, and 10% by weight of nickel loaded silica aerogels were depicted in 

Figures 5.1-5.2. 

 

Figure 5.1 N2 Physisorption Isotherms of Pure SA and Ni Loaded Silica Aerogels 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 

According to Figure 5.1, it is clear that nickel loaded silica aerogels exhibited similar 

behaviour, unlike pure silica aerogel. Pure silica aerogel exhibited type IV isotherm 

with H3 type hysteresis loop according to the Brunauer-Deming-Deming-Teller 

(BDDT) classification in accordance with the literature (Sivri et al., 2019), which is 

characteristic of mesoporous materials (Lowell, 2006; Wang et al., 2020). However, 
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the adsorbed volume of N2 decreased with an increase in metal amount. Nickel 

loading also changed the pore structure, resulting in a change in hysteresis loops 

from H3 to H1, expressing a narrower pore size distribution range. However, there 

was no change in the shape of isotherm representing type IV. 

 

Figure 5.2 Pore Size Distributions of Pure SA and Ni Loaded Silica Aerogels 

According to Figure 5.2, silica aerogel contains both mesopores and macropores. 

However, when nickel was loaded onto the silica aerogel, the macropores vanished, 

only mesopores remained. This is due to the fact that nickel accommodates into the 

pores of silica aerogel, which resulted not only in a reduction in the pore size of the 

macropores but also in the clogging of the pores. The physical properties of pure 

silica aerogel, 2.5Ni/SA, 5Ni/SA, 8Ni/SA and 10Ni/SA catalysts were given in Table 

5.1. Additionally, due to the location of Ni particles into meso and macropores of 

silica aerogel the increase in nickel amount decreases the BET surface area, pore 

diameter and pore volume of the catalysts, which may result in an increase in 

microporosity.  
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Table 5.1 Physical Properties of Ni Loaded Silica Aerogels 

5.1.1.2 Monometal Loaded Silica Aerogels 

Besides nickel, 10% by weight of cobalt, chromium, zirconium, molybdenum and 

silver were loaded onto the silica aerogel by co-precipitation method.  

 

 

 

 

 

 

 

Catalyst 

Multi -point 

BET 

Surface 

Area (mĮ/g) 

BJH 

Desorption 

Cumulative 

Volume of 

Pores (cmį/g) 

BJH 

Desorption 

Average Pore 

Diameter 

(nm) 

Microporosity 

(%)  

SA 806Ñ46 3.56Ñ0.18 10.9Ñ0.4 3.65Ñ0.14 

2.5Ni/SA 749 2.98 10.2 6.90 

5Ni/SA 698 2.58 9.3 6.63 

8Ni/SA 670 2.40 9.6 7.05 

10Ni/SA 602 1.64 7.1 8.12 
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N2 physisorption isotherms and pore size distributions of 10% by weight of Co, Zr 

and Cr loaded silica aerogels were shown in Figures 5.3-5.4.  

 

Figure 5.3 N2 Physisorption Isotherms of 10Co/SA, 10Zr/SA and 10Cr/SA 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 

According to Figure 5.3, Co, Zr and Cr loaded silica aerogels exhibited type IV 

isotherm, which is characteristic of mesoporous materials. All catalysts displayed 

similar behaviour with nickel-based catalysts as changing the hysteresis loop of pure 

silica aerogel from H3 to H1, expressing a narrower pore size distribution range. 
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Figure 5.4 Pore Size Distributions of 10Co/SA, 10Zr/SA and 10Cr/SA 

According to Figure 5.4, Co, Zr and Cr-based catalysts mainly contain mesopores. 

The physical properties of pure SA, 10Co/SA, 10Cr/SA and 10Zr/SA catalysts were 

given in Table 5.2. Compared to pure silica aerogel, the presence of metals decreased 

the BET surface area, pore volume and pore diameter of the catalysts, indicating that 

the clogging of the pores by the accommodation of the metals into the pores of silica 

aerogel. 
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Table 5.2 Physical Properties of 10Co/SA, 10Zr/SA and 10Cr/SA 

 

N2 physisorption isotherms and pore size distributions of calcined silica aerogel and 

10% by weight of Mo and Ag loaded silica aerogels were depicted in Figures 5.5-

5.8.  

 

Figure 5.5 N2 Physisorption Isotherm of Calcined SA 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 
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SA 806Ñ46 3.56Ñ0.18 10.9Ñ0.4 3.65Ñ0.14 

10Co/SA 398 1.66 10.6 5.82 

10Zr/SA 763 1.67 5.6 10.12 

10Cr/SA 663 0.88 3.5 17.11 
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According to Figure 5.5, calcined silica aerogel exhibited type IV isotherm 

representing mesoporous materials. Different from uncalcined silica aerogel (Figure 

5.1), calcined silica aerogel indicated H1 hysteresis loop in accordance with the 

literature (Sivri et al., 2019). The reason for the change in hysteresis type in silica 

aerogel was ascribed to change in the pore structure due to the removal of methyl 

(CH3) groups in the aerogel structure during the heat treatment in the calcination 

process. 

 

Figure 5.6 Pore Size Distributions of Calcined SA 

According to Figure 5.6, it is clear that calcination process leads to an increase in 

pore diameter of the silica aerogel compared to the uncalcined silica aerogel (Figure 

5.2).  
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Figure 5.7 N2 Physisorption Isotherms of 10Mo/SA and 10Ag/SA 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 

According to Figure 5.7, molybdenum and silver loaded silica aerogels exhibited 

type IV isotherm, representing mesoporous materials. Loading of silver and 

molybdenum precursors onto calcined silica aerogels resulted in a change in the pore 

structure of the catalysts. The hysteresis loops of Ag and Mo-based catalysts refer to 

H2 and H3 hysteresis loops, respectively. 
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Figure 5.8 Pore Size Distributions of 10Mo/SA and 10Ag/SA 

According to Figure 5.8, pore size distributions of Ag and Mo-based catalysts vary. 

On the one hand, Ag loading reduces the pore size of the silica aerogel and contains 

mainly mesopores, on the other hand, Mo loading increases the pore size and 

contains both meso and macropores. The physical properties of calcined silica 

aerogel, 10Ag/SA and 10Mo/SA were given in Table 5.3. The unexpected behaviour 

of the Mo-based catalyst is ascribed to its high tendency to sinter, resulting in a 

decrease in BET surface area and an increase in BJH pore diameter. It is also said 

that loading of metals causes a significant decrease in pore volume, attributed to the 

clogging of pores. 
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Table 5.3 Physical Properties of Calcined SA, 10Mo/SA and 10Ag/SA 

5.1.1.3 Bi and Trimetal Loaded Silica Aerogels 

In addition to the monometal-based catalysts, nickel-dominated Ni-Mo, Ni-Ru, Ni-

Mg, Ni-Fe and Ni-Fe-Mn loaded bi and trimetals were loaded onto silica aerogels by 

co-precipitation method. 

N2 physisorption isotherms and pore size distributions of 8% by weight of nickel and 

2% by weight of molybdenum loaded silica aerogels were shown in Figures 5.9-5.10. 

Catalyst 

Multi -

point BET 

Surface 

Area 

(mĮ/g) 

BJH 

Desorption 

Cumulative 

Volume of 

Pores (cmį/g) 

BJH 

Desorption 

Average Pore 

Diameter 

(nm) 

Microporosity 

(%)  

Calcined SA 1080 5.53 13.2 8.27 

10Mo/SA 18 0.12 15.5 20.73 

10Ag/SA 423 0.38 2.4 23.76 
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Figure 5.9 N2 Physisorption Isotherms of 8Ni-2Mo/SA(I) and 8Ni-2Mo/SA(II)  

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 

According to Figure 5.9, Ni-Mo bimetallic catalysts synthesized by two different 

metal loading paths exhibited type IV isotherm representing mesoporous materials. 

Due to the metal loading paths of the catalysts, the hysteresis loops differed. 8Ni-

2Mo/SA(I) exhibited H1 hysteresis loop whereas 8Ni-2Mo/SA(II) exhibited H2 

hysteresis loop. Although, the same metal type and metal amount are loaded onto 

silica aerogels, the reason for the hysteresis types difference is attributed to the 

change in pore structure along the synthesis paths. In two-step metal loading path 

(I), Ni was first placed into the pores of the silica aerogel and then Mo was placed 

into the pores of calcined Ni loaded silica aerogel. However, in simultaneous metal 

loading path (II), the metals were simultaneously loaded onto calcined silica aerogel, 

causing the two metals to accommodate in the pores together or separately.  
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Figure 5.10 Pore Size Distributions of 8Ni-2Mo/SA(I) and 8Ni-2Mo/SA(II) 

According to Figure 5.10, both catalysts mainly contained mesopores, but in 

different sizes due to the following of different metal loading paths. Larger diameter 

and smaller area were obtained in path I compared to path II. The physical properties 

of 8Ni-2Mo/SA(I) and 8Ni-2Mo/SA(II) were given in Table 5.4. 

Table 5.4 Physical Properties of 8Ni-2Mo/SA(I) and 8Ni-2Mo/SA(II) 
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8Ni-2Mo/SA(I) 101 0.40 10.8 9.01 

8Ni-2Mo/SA(II)  383 0.36 2.5 25.14 
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N2 physisorption isotherms and pore size distributions of 10% by weight of nickel 

and 3% by weight of magnesium, 10% by weight of nickel and 3% by weight of iron, 

and 10% by weight of nickel, 3% by weight of iron and 0.3% by weight of 

manganese loaded silica aerogels were indicated in Figures 5.11-5.12. 

 

Figure 5.11 N2 Physisorption Isotherms of 10Ni-3Mg/SA, 10Ni-3Fe/SA and 10Ni-

3Fe-0.3Mn/SA 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 

According to Figure 5.11, 10Ni-3Mg/SA, 10Ni-3Fe/SA, and 10Ni-3Fe-0.3Mn/SA bi 

and trimetallic catalysts synthesized by following Path I of Ni-Mo metal loading, 

exhibited type IV isotherms, which is characteristic of mesoporous material. All 

catalysts displayed H2 hysteresis loops. Moreover, the almost identical isotherms of 

10Ni-3Fe and 10Ni-3Fe-0.3Mn were attributed to the fact that the addition of a small 

amount of Mn did not significantly affect the properties of 10Ni-3Fe/SA.  
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Figure 5.12 Pore Size Distributions of 10Ni-3Mg/SA, 10Ni-3Fe/SA and 10Ni-3Fe-

0.3Mn/SA 

According to Figure 5.12, pore size distributions of the catalysts are quite similar 

and mostly contain mesopores. The physical properties of 10Ni-3Mg/SA, 10Ni-

3Fe/SA and 10Ni-3Fe-0.3Mn/SA were given in Table 5.5. 

Table 5.5 Physical Properties of 10Ni-3Mg/SA, 10Ni-3Fe/SA and 10Ni-3Fe-

0.3Mn/SA 
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10Ni-3Mg/SA 463 0.46 2.8 24.26 

10Ni-3Fe/SA 657 0.63 2.6 25.35 

10Ni-3Fe-

0.3Mn/SA 
638 0.61 2.6 25.31 
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N2 Physisorption isotherms and pore size distributions of 10% by weight of nickel 

and 1-3% by weight of ruthenium loaded silica aerogels were depicted in Figures 

5.13-5.14. 

 

Figure 5.13 N2 Physisorption Isotherms of 10Ni-1Ru/SA, 10Ni-2Ru/SA and 10Ni-

3Ru/SA 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 

According to Figure 5.13, 10Ni-1Ru/SA, 10Ni-2Ru/SA and 10Ni-3Ru/SA bimetallic 

catalysts exhibited type IV isotherms, which is characteristic of mesoporous 

material. 10Ni-2Ru/SA displayed H2 hysteresis loop, while 10Ni-1Ru/SA and 10Ni-

3Ru/SA displayed both H1 and H2 hysteresis loops, indicating bimodal pore size 

distribution. H1 hysteresis loop can be associated with exhibiting non-constrictions 

in pore channels containing relatively uniform pores, whereas the H2 hysteresis type 

occurs in a network of ink-bottle pores where capillary condensate evaporates from 

an ink-bottle network. This means that desorption from the pore body may only occur 

after the neck has been emptied. This type of hysteresis loop is generally regarded as 

a sign of a percolation process occurring during the emptying of disordered porous 

material consisting of cavities connected by constrictions (Grosman et al., 2008). In 
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addition, the H2 type can be observed in a network where the neck size distribution 

is much narrower than the size distribution of the main cavities. The two-step 

desorption isotherm is consistent with a structure of both open and blocked 

mesopores, indicating that both equilibrium evaporation/desorption and pore 

blocking/cavitation effects occur (Thommes 2010). 

 

Figure 5.14 Pore Size Distributions of 10Ni-1Ru/SA, 10Ni-2Ru/SA and 10Ni-

3Ru/SA 

According to Figure 5.14, pore size distributions of Ni-Ru-based catalysts mainly 

contain mesopores. Existence of two types of hysteresis in both 10Ni-1Ru/SA and 

10Ni-3Ru/SA is consistent with pore size distribution. The existence of two peaks in 

the pore size distribution curve can be attributed to the different mechanisms of pore 

structure formation (Zhang et al., 2019) consistent with the presence of two distinct 

hysteresis loops consisting of both narrower and wider pores. The physical properties 

of 10Ni/SA, 10Ni-1Ru/SA, 10Ni-2Ru/SA and 10Ni-3Ru/SA were given in Table 

5.6. The presence of additional metals decreased the pore volume and pore diameter 

of the catalysts compared to 10Ni/SA.  
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Table 5.6 Physical Properties of 10Ni/SA, 10Ni-1Ru/SA, 10Ni-2Ru/SA and 10Ni-

3Ru/SA 

 

Among all catalysts, the highest BET surface area was obtained in 10Zr/SA, while 

the lowest BET surface area was obtained in 10Mo/SA. The BET surface areas of all 

catalysts increase in the following order:  

10Mo<8Ni-2Mo(I)<8Ni-2Mo(II)<10Co<10Ag<10Ni-3Mg<10Ni<10Ni-1Ru 

<10Ni-3Ru<10Ni-3Fe-0.3Mn<10Ni-3Fe<10Cr<10Ni-2Ru<8Ni<5Ni<2.5Ni<10Zr. 

In addition, considering the desorption average pore diameter of the catalysts, the 

highest pore diameter was obtained in 10Mo/SA; however, the lowest desorption 

average pore diameter was obtained in 10Ag/SA. The BJH desorption average pore 

diameter of all catalysts increases in the following order:  

10Ag<8Ni-2Mo(II)<10Ni-3Fe<10Ni-3Fe-0.3Mn<10Ni-2Ru<10Ni-3Mg<10Ni-3Ru 

<10Ni-1Ru<10Cr<10Zr <10Ni<5Ni<8Ni<2.5Ni<10Co<8Ni-2Mo(II)<10Mo. 

Catalyst 

Multi -

point BET 

Surface 

Area 

(mĮ/g) 
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Desorption 

Cumulative 

Volume of 

Pores (cmį/g) 

BJH 

Desorption 

Average Pore 

Diameter (nm) 

Microporosity 

(%)  

10Ni/SA 603 1.64 7.1 8.12 

10Ni-1Ru/SA 606 0.69 3.2 21.03 

10Ni-2Ru/SA 669 0.69 2.8 22.11 

10Ni-3Ru/SA 624 0.66 2.9 22.81 



 

 

90 

5.1.2 X-Ray Diffraction (XRD) Analysis of the Catalysts 

In this part, XRD analysis of various metal loaded silica aerogels was examined. 

According to the XRD patterns, the phases of catalysts were identified using PDF 

Cards of the metal and/or metal oxide and/or bimetallic forms given in Appendix B. 

In addition, the crystallite sizes of metals were calculated using Scherrer Equation, 

explicitly explained in Appendix C. 

5.1.2.1 Nickel Loaded Silica Aerogels 

XRD patterns of various amounts of Ni loaded silica aerogels were depicted in 

Figure 5.15. Around 22.0o silica appears as a broad peak due to its amorphous 

structure (Sarēyer, 2018; Musiĺ et al., 2011). The peaks at 2ᴆ value of 44.4, 51.7, 

76.1o in 2.5Ni/SA, the peaks at 2ᴆ value of 44.5, 51.9, 76.2o in 5Ni/SA, the peaks at 

2ᴆ value of 44.5, 51.5, 76.4o in 8Ni/SA, the peaks at 2ᴆ value of 44.6, 51.9, 76.6o 

in 10Ni/SA and the peaks at 2ᴆ value of 44.4, 51.8, 76.3o in 10Ni/SA-wet correspond 

to metallic -nickel in accordance with Ni PDF Card (No: 00-004-0850) (Table B.1 in 

Appendix B). In addition to the metallic-nickel phase, the peaks at 2ᴆ value of 37.6, 

43.6 and 62.5o in 8Ni/SA and the peaks at 2ᴆ value of 37.2, 43.2 and 62.9o in 

10Ni/SA-wet correspond to nickel oxide in accordance with NiO PDF Card (No: 01-

089-5881) (Table B.2 in Appendix B). 
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Figure 5.15 XRD Patterns of Various Amounts of Ni Loaded Silica Aerogels 

Crystallite sizes of the catalysts were calculated using Scherrer Equation at d100 peak 

of each and tabulated in Table 5.7. 

Table 5.7 Crystallite Sizes of Ni Loaded Silica Aerogels 

Catalyst 2ɗ (Á) Phase tcrystallite size (nm) 

2.5Ni/SA 44.4 Nio 7.2 

5Ni/SA 44.5 Nio 8.8 

8Ni/SA 44.5 Nio 16.8 

10Ni/SA 44.6 Nio 12.3 

10Ni/SA-wet 44.4 Nio 19.0 
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5.1.2.2 Monometal Loaded Silica Aerogels 

XRD patterns of various metal loaded silica aerogels were indicated in Figure 5.16. 

In all catalysts, around 22.2o silica appears as a broad peak due to its amorphous 

structure (Sarēyer, 2018; Musiĺ et al., 2011). In 10Ni/SA, the peaks at 2ᴆ value of 

44.6, 51.9, 76.6o correspond to metallic-nickel in accordance with Ni PDF Card (No: 

00-004-0850) (Table B.1 in Appendix B). Similar to Ni, in 10Co/SA, the peaks at 

2ᴆ value of 44.3, 51.6, 75.9o correspond to metallic-cobalt in accordance with Co 

PDF Card (No: 00-015-0806) (Table B.3 in Appendix B). In 10Zr/SA, only peak was 

observed at 2ᴆ value of 30.7o referring to ZrO2 in accordance with ZrO2 PDF Card 

(No: 00-002-0733) (Table B.8 in Appendix B). In 10Ag/SA, the peaks at 2ᴆ value 

of 38.1, 44.3, 64.4, 77.4 and 81.7o refer to metallic-silver in accordance with Ag PDF 

Card (No: 00-004-0783) (Table B.11 in Appendix B). In 10Cr/SA, the peaks at 2ᴆ 

value of 24.5, 33.6, 36.2, 41.5, 50.1, 54.8, 63.4 and 65.1o correspond to Cr2O3 in 

accordance with Cr2O3 PDF Card (No: 00-038-1479) (Table B.6 in Appendix B). In 

Mo/SA, the peaks at 2ᴆ value of 26.0, 37.0 and 53.4o correspond to MoO2 in 

accordance with MoO2 PDF Card (No: 01-086-0135) (Table B.10 in Appendix B) 

whereas at 40.5, 58.6, 73.6 and 87.6o correspond to metallic-molybdenum in 

accordance with Mo PDF Card (No: 00-042-1120) (Table B.9 in Appendix B). 
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Figure 5.16 XRD Patterns of Monometal Loaded Silica Aerogels 

Crystallite sizes of the catalysts were calculated using Scherrer Equation at d100 peak 

of each and tabulated in Table 5.8. 

Table 5.8 Crystallite Sizes of Monometal Loaded Silica Aerogels 

Catalyst 2ɗ (Á) Phase tcrystallite size (nm) 

10Ni/SA 44.6 Nio 12.3 

10Co/SA 44.3 Coo 30.3 

10Ag/SA 38.1 Ago 22.3 

10Mo/SA 40.5 Moo 25.0 

5.1.2.3 Bi and Trimetal Loaded Silica Aerogels 

XRD patterns of Ni&Mo loaded silica aerogels synthesized by two-step metal 

loading (I) and simultaneous metal loading (II) paths were indicated in Figure 5.17. 
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In both catalysts, around 21.8o silica appears as a broad peak due to its amorphous 

structure (Sarēyer, 2018; Musiĺ et al., 2011). In 8Ni-2Mo/SA(I), the peaks at 2ᴆ 

value of 40.6, 58.6, 73.7 and 88.2o and in 8Ni-2Mo/SA(II), the peaks at 2ᴆ value of 

40.6, 58.6, 73.8 and 87.7o correspond to metallic-molybdenum in accordance with 

Mo PDF Card (No: 00-042-1120) (Table B.9 in Appendix B). In addition, the peaks 

at 2ᴆ value of 43.4 and 51.0o in 8Ni-2Mo/SA(I) and the peaks at 2ᴆ value of 43.4 

and 50.6o in 8Ni-2Mo/SA(I) correspond to molybdenum-nickel in accordance with 

MoNi4 PDF Card (No: 03-065-1533) (Table B.10 in Appendix B).  

 

Figure 5.17 XRD Patterns of 8Ni-2Mo/SA(I) and 8Ni-2Mo/SA(II)   
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Crystallite sizes of the catalysts were calculated using Scherrer Equation at d100 peak 

of each and tabulated in Table 5.9. 

Table 5.9 Crystallite sizes of 8Ni-2Mo/SA(I) and 8Ni-2Mo/SA(II)   

Catalyst 2ɗ (Á) Phase tcrystallite size (nm) 

8Ni-2Mo/SA(I) 40.6 Moo 14.6 

8Ni-2Mo/SA(II)  40.6 Moo 7.3 

 

According to Table 5.9., the crystallite size of 8Ni-2Mo/SA(II) synthesized 

following path II (simultaneous metal loading) is lower than that synthesized 

following path I (two-step metal loading). 

XRD patterns of 10Ni-3Mg/SA, 10Ni-3Fe/SA and 10Ni-3Fe-0.3Mn/SA were 

depicted in Figure 5.18. In all catalysts, around 22.3o silica appears as a broad peak 

due to its amorphous structure (Sarēyer, 2018; Musiĺ et al., 2011). In 10Ni-3Mg/SA, 

the peaks at 2ᴆ value of 44.7, 52.0 and 76.6o correspond to metallic-nickel in 

accordance with Ni PDF Card (No: 00-004-0850) (Table B.1 in Appendix B) and at 

2ᴆ value of 37.0, 42.9, 62.7 and 78.4o correspond to magnesium oxide in accordance 

with MgO PDF Card (No: 01-075-1525) (Table B.15 in Appendix B). The XRD 

analysis of 10Ni-3Fe/SA and 10Ni-3Fe-0.3Mn/SA are quite similar, attributing to 

insignificant effect of including very small amount of manganese. The peaks at 2ᴆ 

value of 37.1, 43.1 and 62.6o in 10Ni-3Fe/SA and the peaks at 2ᴆ value of 37.1, 42.8 

and 62.8o in 10Ni-3Fe-0.3Mn/SA refer to nickel oxide in accordance with NiO PDF 

Card (No: 01-089-5881) (Table B.2 in Appendix B), while in both catalysts, the 

peaks at 2ᴆ value of 35.7, 42.8 and 61.1o refer to iron-oxide in accordance with 

Fe0.925O PDF Card (No: 01-089-0686) (Table B.16 in Appendix B). 
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Figure 5.18 XRD Patterns of 10Ni-3Mg/SA, 10Ni-3Fe/SA and 10Ni-3Fe-0.3Mn/SA 

XRD patterns of Ni&Ru loaded silica aerogels were shown in Figure 5.19. In all 

catalysts, around 22.7o silica appears as a broad peak due to its amorphous structure 

(Sarēyer, 2018; Musiĺ et al., 2011). The peaks at 2ᴆ value of 38.5, 42.1, 44.1, 58.4, 

70.1, 78.7 and 85.2o in 10Ni-1Ru/SA, the peaks at 2ᴆ value of 38.4, 42.1, 44.0, 58.2, 

70.0, 78.6 and 85.2o in 10Ni-2Ru/SA and the peaks at 2ᴆ value of 38.4, 42.4, 44.1, 

58.5, 70.2, 78.8 and 85.3o in 10Ni-3Ru/SA correspond to metallic-ruthenium in 

accordance with Ru PDF Card (No: 03-065-1863) (Table B.13 in Appendix B). In 

addition, the peaks at 2ᴆ value of 44.4, 51.7 and 76.2o in 10Ni-1Ru/SA, the peaks at 

2ᴆ value of 44.2, 51.7 and 76.2o in 10Ni-2Ru/SA and the peaks at 2ᴆ value of 44.4, 

51.7 and 76.3o in 10Ni-3Ru/SA correspond to metallic-nickel in accordance with Ni 

PDF Card (No: 00-004-0850) (Table B.1 in Appendix B). There is no evidence of 

the presence of a nickel-ruthenium phase in the catalysts.  
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Figure 5.19 XRD Patterns of 10Ni-1Ru/SA, 10Ni-2Ru/SA and 10Ni-3Ru/SA 

According to XRD analysis, different sizes of crystallite sizes were obtained. 

Crystallite sizes are influenced by the dispersion of metals on the support, 

agglomeration of metals and/or being in various forms as well as metallic phases 

(Slowik et al., 2016). Among the catalysts, the lowest crystallite size was obtained 

in 2.5Ni/SA, attributing the lowest amount of metal loaded. However, the highest 

crystallite size was obtained in the presence of 10Co/SA, attributing to not well 

dispersed of Co particles on the support. The crystallite sizes increase in the 

following order: 2.5Ni<8Ni-2Mo(I)<5Ni<10Zr<10Ni<8Ni-2Mo(II)<8Ni<10Ni-wet 

<10Ag<10Cr<10Mo<10Co. 

5.1.3 Diffuse Reflectance Infrared Fourier Transform Spectroscopy 

(DRIFTS) Analyses 

In this part, nature of acidity of the various metal loaded silica aerogels were 

examined with the aid of pyridine adsorption technique. Lewis and Bronsted acidity 
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of the catalysts are determined with respect to the adsorption bands between 1400-

1700 cm-1 wavenumbers. Lewis acidity is observed between 1632-1580 cm-1, around 

1575 cm-1 (Kooli et al., 2000; Chen et al., 2017) and between 1455-1438 cm-1, while 

Bronsted acidity is observed around 1640, 1608 and 1540 cm-1 (Busca et al., 1998). 

In addition, the band around 1490 cm-1 corresponds to both Lewis and Bronsted acid 

site (Khalil et al., 2020; G¿ner ¥., 2007; Din­er B. Y., 2019; Obalē et al., 2011). 

Herein, Lewis-to-(Lewis+Bronsted) acid ratio L/(L+B) was determined by 

proportionating the intensities of Lewis acid site in the region of 1632-1580 cm-1 to 

Lewis+Bronsted acid site around 1490 cm-1.  

5.1.3.1 Nickel Loaded Silica Aerogels 

The nature of acidities of 2.5%, 5%, 8% and 10% by weight of nickel loaded silica 

aerogels were determined with respect to the adsorption bands wavenumbers shown 

in Figure 5.20.  

 

Figure 5.20 DRIFT Spectra of Adsorbed Pyridine on Ni Loaded Silica Aerogels 
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According to Figure 5.20, all nickel loaded silica aerogels exhibited intense bands at 

similar wavenumber. In nickel loaded silica aerogels, the intense bands around 1596, 

1577, and 1445 cm-1 correspond to Lewis acid sites, while the broad band at 1486 

cm-1 refers to both Lewis and Bronsted acid sites. Therefore, it was deduced that all 

Ni doped silica aerogels contain both Lewis and Bronsted acid sites in which Lewis 

acid sites are predominant. The L/(L+B) ratios of 2.5Ni, 5Ni, 8Ni and 10Ni doped 

silica aerogels were found to be 8.10, 9.47, 15.82 and 17.52, respectively, by 

proportioning the intensities at 1596 and 1486 cm-1. This indicates that the L/(L+B) 

ratio increased with an increase in Ni content. 

5.1.3.2 Monometal Loaded Silica Aerogels 

The nature of acidities of 10% by weight of silver, chromium, zirconium, cobalt, 

nickel and molybdenum loaded silica aerogels were determined with respect to the 

adsorption bands wavenumbers depicted in Figure 5.21.  

 

Figure 5.21 DRIFT Spectra of Adsorbed Pyridine on Monometal Loaded Silica 

Aerogels 

1400145015001550160016501700

T
ra

n
s
m

it
ta

n
c
e

Wavenumber, cm-1

10Ag/SA 10Co/SA

10Cr/SA 10Ni/SA

10Zr/SA 10Mo/SA

L

L+B

B



 

 

100 

According to Figure 5.21, 10% by weight Ni, Cr, Zr and Ag loaded silica aerogels 

exhibited intense bands at similar wavenumber. In these catalysts, the intense bands 

around 1596, 1577, and 1445 cm-1 correspond to Lewis acid sites, while the broad 

band at 1486 cm-1 refers to both Lewis and Bronsted acid sites. In addition to these 

bands, the broad band at 1609 cm-1 in 10Co/SA refers to Bronsted acid site. Thus, 

all monometal doped silica aerogels contain both Lewis and Bronsted acid sites in 

which Lewis acid sites are predominant, with the exception of the Mo doped SA. 

Although Mo contains Lewis acid sites (Shen et al., 2019), the reason for the absence 

of both Lewis and Bronsted acid sites in 10Mo/SA in the DRIFTS analysis may be 

due to the inability of Mo to adsorb pyridine vapour due to its sintering. The L/(L+B) 

ratios of 10Co, 10Cr, 10Zr, 10Ni and 10Ag doped silica aerogels were found to be 

4.08, 6.90, 3.63, 17.52 and 4.37 respectively, by proportioning the intensities at 1596 

and 1486 cm-1. This indicates that the L/(L+B) ratio is affected by the properties of 

the metals regardless of the amount of metals. 

5.1.3.3 Bi and Trimetal Loaded Silica Aerogels 

The nature of acidities of bi and trimetal loaded silica aerogels were determined with 

respect to the adsorption bands wavenumbers indicated in Figures 5.22-5.24 

In Figure 5.22, DRIFT spectra of 8Ni-2Mo/SA(I) and 8Ni-2Mo/SA(II) were 

depicted. 
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Figure 5.22 DRIFT Spectra of Adsorbed Pyridine on 8Ni-2Mo/SA(I) & 8Ni-

2Mo/SA(II) 

According to Figure 5.22, 8% by weight of Ni and 2% by weight of Mo loaded silica 

aerogels synthesized following two distinct paths described in section 4.1.2.7 Nickel-

Molybdenum Loading, exhibited intense bands around 1599, 1571 and 1445 cm-1 

correspond to Lewis acid sites, while the broad band at 1485 cm-1. Therefore, it was 

concluded that 8Ni-2Mo doped silica aerogels contain both Lewis and Bronsted acid 

sites in which Lewis acid sites are predominant. The L/(L+B) ratios of 8Ni-2Mo(I) 

and 8Ni-2Mo(II) doped silica aerogels were found to be 3.96 and 3.94, respectively, 

by proportioning the intensities at 1599 and 1486 cm-1. The close values of the 

L/(L+B) ratios indicate that the L/(L+B) ratio was not affected by the synthesis path 

of the bimetallic catalysts. However, the L/(L+B) ratio of these catalysts was 

significantly reduced compared to solely 8% by weight Ni doped SA with the 

L/(L+B) ratio of 15.82. The notable decrease in the L/(L+B) ratio might be attributed 

to the presence of MoNi4 phase according to XRD analyses. 
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In Figure 5.23, DRIFT spectra of 10Ni-3Mg/SA, 10Ni-3Fe/SA and 10Ni-3Fe-

0.3Mn/SA were depicted. 

 

Figure 5.23 DRIFT Spectra of Adsorbed Pyridine on 10Ni-3Mg/SA, 10Ni-3Fe/SA 

& 10Ni-3Fe-0.3Mn/SA 

According to Figure 5.23., 10% by weight of Ni ï 3% by weight of magnesium, 10% 

by weight of Ni ï 3% by weight of iron and 10% by weight of Ni ï 3% by weight of 

iron ï 0.3% by weight of manganese loaded silica aerogels exhibited intense bands 

at similar wavenumber. In these catalysts, the intense bands around 1596, 1578 and 

and 1445 cm-1 correspond to Lewis acid sites. However, the broad bands around 

1487 cm-1 correspond to both Lewis and Bronsted acid sites. Among the catalysts, it 

is clear that the Mg containing catalysts exhibit less intense bands. The reason for 

this is that according to XRD analysis, magnesium is in the form of oxide with basic 

structure, which causes a decrease in acidity compared to the catalysts containing Fe 

and Fe-Mn. However, it is clear that the catalysts contain both Lewis and Bronsted 

acid sites in which Lewis acid sites are predominant. The L/(L+B) ratios of 10Ni-

3Mg, 10Ni-3Fe and 10Ni-3Fe-0.3Mn doped silica aerogels were found to be 2.48, 

7.43 and 6.29, respectively, by proportioning the intensities at 1596 and 1486 cm-1. 
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Among these catalysts, the lowest L/(L+B) ratio was obtained in Mg containing SA, 

ascribing to the reduction of the acidity of the catalyst due to the basic nature of the 

oxide form. It is also clear that the presence of Mn causes a decrease in the L/(L+B) 

ratio compared to the non-containing.  

In Figure 5.24, DRIFT spectra of 10Ni-1Ru/SA, 10Ni-2Ru/SA and 10Ni-3Ru/SA 

were depicted. 

 

Figure 5.24 DRIFT Spectra of Adsorbed Pyridine on 10Ni-1Ru/SA, 10Ni-2Ru/SA 

& 10Ni-3Ru/SA 

According to Figure 5.24, 10% by weight Ni and 1%, 2% and 3% by weight of Ru 

loaded silica aerogels exhibited intense bands at similar wavenumber. In these 

catalysts, the intense bands around 1596, 1577 and 1445 cm-1 correspond to Lewis 

acid sites, while the broad band at 1486 cm-1 refers to both Lewis and Bronsted acid 

sites. Therefore, it was deduced that all Ni-Ru bimetallic catalysts contain both Lewis 

and Bronsted acid sites in which Lewis acid sites are predominant. The L/(L+B) 

ratios of 10Ni-1Ru, 10Ni-2Ru and 10Ni-3Ru doped silica aerogels were found to be 

19.01, 20.02 and 23.26, respectively, by proportioning the intensities at 1596 and 

1486 cm-1. It is clear that the presence of Ru leads to an increase in L/(L+B) ratio 
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compared to other catalysts. Further, the increase in Ru content in the bimetallic 

catalysts led to an increase in the L/(L+B) ratio. 

Considering the L/L+B ratios in the catalysts, it was seen that the acid sites differ 

due to the diversity in the properties and phases of the doped metals. The L/(L+B) 

acid ratios in the catalysts increase in the following order: 10Mo<10Ni-3Mg 

<10Zr<8Ni-2Mo(II)<8Ni-2Mo(I)<10Co<10Ag<10Ni-3Fe-0.3Mn<10Cr<10Ni-3Fe 

<2.5Ni<5Ni<8Ni<10Ni<10Ni-1Ru<10Ni-2Ru<10Ni-3Ru. 

5.1.4 Scanning Electron Microscopy (SEM) Analysis 

SEM Analysis was performed for pure silica aerogels and all synthesized mono, bi 

and trimetallic catalysts to examine the surface texture, morphology and composition 

of catalysts. 

5.1.4.1 Silica Aerogel and Nickel Loaded Silica Aerogels 

In this part, SEM and back scattered electron images of pure silica aerogel, 2.5Ni/SA, 

5Ni/SA, 8Ni/SA, 10Ni/SA and 10Ni/SA-wet were examined. 
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Figure 5.25 depicts the SEM images of pure SA at 100000X and 300000X 

magnifications.  

 

Figure 5.25 SEM Images of Pure SA a) 100000X and b) 300000X Magnifications 

According to Figure 5.25, it is clear that silica aerogel has sponge like framework 

and porous morphology. The gaps in the structure represent both macro and 

mesopores in sizes 42, 85, 129, 231 and 257 nm, consistent with N2 physisorption 

analysis.  
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Figure 5.26 shows the SEM and backscattered electron images of 2.5% by weight of 

nickel loaded silica aerogel at different magnifications. 

 

 

Figure 5.26 SEM (a,b,c) (100000X, 200000X, 25000X) and Back Scattered (d) 

Electron Images of 2.5Ni/SA  

According to Figure 5.26 (a,b), the mesoporous morphology of 2.5% by weight of 

Ni loaded silica aerogel is observed with the sizes of 25, 32, and 50 nm in accordance 

with N2 physisorption analysis. Despite the green circle shows the shift, it seems that 

the surface morphology and texture of the silica aerogel is preserved after Ni loading.  

c) d) 

a) b) 

50 nm 

n5nn

mnm

nmn

m 

25 nm 

n5nn

mnm

nmn

m 32 nm 

n5nn

mnm

nmn

m 



 

 

107 

According to Figure 5.26 (c,d), the presence of Ni particles can be easily 

distinguished by the white and shiny particles indicating that Ni has been loaded into 

SA. However, the presence of the white and shiny particle can be interpreted as an 

agglomeration of Ni particles, implying that the Ni particles are not well dispersed 

in the silica aerogel. 

SEM and back scattered electron images of 5% by weight of nickel loaded silica 

aerogel at 25000X magnification are shown in Figure 5.27. 

 
 

Figure 5.27 a) SEM and b) Back Scattered Electron Images of 5Ni/SA at 25000X 

Magnification 

According to Figure 5.27, the white and shiny particles indicate the presence of Ni 

particles. However, Ni particles do not appear to be well dispersed in silica aerogel. 

According to the backscattered image, the white and shiny particle proves the 

agglomeration of Ni particles. 

 

 

a) b) 

c) d) 



 

 

108 

Figure 5.28 demonstrates the SEM and back scattered electron images of 8% by 

weight of nickel loaded silica aerogel at 10000X magnification. 

 

Figure 5.28 a) SEM and b) Back Scattered Electron Images of 8Ni/SA at 10000X 

Magnification 

According to Figure 5.28, Ni particles can be seen as white and shiny particles. 

However, poor dispersion and agglomeration of Ni particles are more clearly 

observed in the backscattered image. 
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Figure 5.29 depicts the SEM images of 10% by weight of nickel loaded silica aerogel 

at different magnifications. 

 
 

Figure 5.29 SEM (a,c,e) (4000X, 30000X, 25000X) and Back Scattered Electron 

(b,d,f) Images of 10Ni/SA  
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According to Figure 5.29 (a,b) the presence of Ni particles appears as white and 

shiny particles with the sizes of about 2, 4 and 5 Õm, indicating that Ni has been 

loaded into SA. However, the sizes of Ni particles are not compatible with the 

literature (Liu et al., 2018; Roselina et al., 2012; Jian et al., 2014) and hence are 

interpreted as agglomeration of Ni particles as sphere cluster with a size of 2 Õm as 

seen in Figure 5.29 (c,d). Although the particles appear to be better dispersed 

compared to 2.5Ni/SA, 5Ni/SA and 8Ni/SA, the agglomeration of particles is more 

clearly seen in Figure 5.29 (e,f). 

In Figure 5.30 EDX spectrum of 10Ni/SA was given. 

(EDX analyses of 10Ni/SA of different regions were given in Figures D.1-D.3 in 

Appendix D.) 

 

Figure 5.30 EDX Analysis of 10Ni/SA  

According to EDX analysis, 10Ni/SA contains Si, O, C and Ni elements. The 

presence of C is due to the carbon tape. In this region of the catalyst Ni content is 

7.17 wt. %. In addition, the average Ni content in different regions of the catalyst is 

10.14 wt. %, which is very close to the amount of metal loaded.  
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Figure 5.31 shows the SEM and back scattered electron images of 10% by weight of 

nickel loaded silica aerogel by wet impregnation method at 60000X and 120000X 

magnifications. 

 

 

Figure 5.31 SEM (a,b,c) (60000X, 120000X, 60000X)  and Back Scattered 

Electron (d) Images of 10Ni/SA-wet  

According to Figure 5.31 (a,b), it is clear that 10Ni/SA-wet has different sized porous 

morphology. The gaps in the structure represent both meso and macropores in sizes 

of 40, 42, 44, 238, and 357 nm. It is also observed that the surface morphology and 

texture of silica aerogel is preserved after Ni loading. According to Figure 5.31 (c,d), 

the presence of Ni particles can be easily distinguished by the white and shiny 
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particles indicating that Ni has been loaded into SA. Ni particles appear well 

dispersed in SA. 

In Figure 5.32 EDX analysis of 10Ni/SA-wet was given. 

(EDX analyses of 10Ni/SA-wet different regions of were given in Figures D.4-D.5 in 

Appendix D) 

 

Figure 5.32 EDX Analysis of 10Ni/SA-wet  

According to EDX analysis, 10Ni/SA-wet contains Si, O, C and Ni elements. The 

presence of C is due to the carbon tape. In this region of the catalyst, Ni content is 

20.93 wt.%. However, the average Ni content in different regions of the catalyst is 

16.74 wt.%, indicating that the poor dispersion of Ni particles in silica aerogel.  

5.1.4.2 Monometal Loaded Silica Aerogels 

In this part, SEM and back scattered electron images of 10Co/SA, 10Cr/SA, 

10Zr/SA, 10Ag/SA and 10Mo/SA were examined. 
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Figure 5.33 depicts the SEM and back scattered electron images of 10% by weight 

of cobalt loaded silica aerogel at 25000X magnification. 

 

Figure 5.33 a) SEM and b) Back Scattered Electron Images of 10Co/SA at 25000X 

Magnification 

According to Figure 5.33, the presence of small sized white and shiny particles 

represents Co particles, indicating that Co has been loaded into SA. It is also 

observed that the surface morphology and texture of the silica aerogel is not 

preserved after Co loading. 
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Figure 5.34 shows the SEM images of 10% by weight of chromium loaded silica 

aerogel at 25000X and 50000X magnifications. 

 

Figure 5.34 SEM Images of 10Cr/SA at a) 25000X and b) 50000X Magnifications 

According to Figure 5.34, the surface morphology and texture of pure SA is not 

preserved after loading of Cr. In addition, agglomeration of Cr particles is observed 

in magnified image. 
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Figure 5.35 demonstrates the back scattered electron images of 10% by weight of 

zirconium loaded silica aerogel at 25000X and 50000X magnifications. 

 

Figure 5.35 Back Scattered Electron Images of 10Zr/SA at a) 25000X and b) 

50000X Magnifications 

According to Figure 5.35, it is seen that loading of 10% by weight of Zr into the 

silica aerogel changes the morphology of silica aerogel. There is also no evidence of 

the presence of Zr particles in the region of the catalyst, indicating that the Zr 

particles are not well-dispersed in silica aerogel. 

 

 

 

 

 

 

 

a) b) 
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Figure 5.36 depicts the back scattered electron images of 10% by weight of silver 

loaded silica aerogel at 5000X and 25000X magnifications. 

 

Figure 5.36 Back Scattered Electron Images of 10Ag/SA at a) 5000X and b) 

25000X Magnifications 

According to Figure 5.36, Ag particles appear as small sized white and shiny 

particles. However, loading of Ag appears to cause a change in surface texture and 

morphology of pure SA. 

 

 

 

 

 

 

 

a) b) 
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SEM and back scattered electron images of 10% by weight of molybdenum loaded 

silica aerogel at different magnifications are shown in Figure 5.37. 

 

 

Figure 5.37 SEM (a,b,c) (10000, 25000X, 50000X) and Back Scattered (d) 

Electron Images of 10Mo/SA  

According to Figure 5.37, it is clear that agglomeration of Mo particles causes a 

change in surface morphology and texture of pure SA. 

 

a) b) 

c) d) 
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5.1.4.3 Bi and Trimetal Loaded Silica Aerogel 

In this part, SEM and back scattered electron images of 8Ni-2Mo/SA(I), 8Ni-

2Mo/SA(II), 10Ni-3Mg/SA, 10Ni-3Fe/SA, 10Ni-3Fe-0.3Mn/SA, 10Ni-1Ru/SA, 

10Ni-2Ru/SA, and 10Ni-3Ru/SA were examined. 

Figure 5.38 demonstrates the SEM and back scattered electron images of 8% by 

weight of nickel and 2% by weight of molybdenum loaded silica aerogel at 10000X 

and 25000X magnifications. 

 

 

Figure 5.38 SEM (a,c) (10000X, 25000X) and Back Scattered Electron (b,d) 

Images of 8Ni-2Mo/SA(I)  

a) 

c) d) 

b) 



 

 

119 

According to Figure 5.38, it is clear that the presence of Mo, despite the low loading 

amount, notably affects the surface morphology and texture of pure SA. In addition, 

Ni and Mo particles do not appear to be well dispersed in silica aerogel, as evidenced 

by the presence of white and shiny particles of agglomeration of these particles.  

Figure 5.39 depicts the SEM images of 8% by weight of nickel and 2% by weight of 

molybdenum loaded silica aerogel at different magnifications. 

 

 

Figure 5.39 Back Scattered Electron (a,c) (10000X and 50000X) and SEM (b,d) 

(25000X and 100000X) Images of 8Ni-2Mo/SA(II)  

b) 

c) d) 

a) 

c 
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According to Figure 5.39, it is clear that 8% by weight of Ni and 2% by weight of 

Mo loaded silica aerogel has different sized porous network represented in circles 

(Figure 5.39 (b)), consistent with N2 physisorption analysis. According to the 

images, Ni and Mo particles are seen as white and shiny particles that appear well 

dispersed into SA.  

Figure 5.40 indicates the back scattered images of 10% by weight of nickel and 3% 

by weight of magnesium loaded silica aerogel at 10000X and 50000X magnifications  

 
 

Figure 5.40 Back Scattered Electron Images of 10Ni-3Mg/SA a) 10000X and b) 

50000X Magnifications 

According to Figure 5.40, the surface morphology of pure SA was deformed after 

loading of Ni and Mg particles. The agglomeration of these particles is more clearly 

seen in the magnified image.  

 

 

b) a) 
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Figure 5.41 depicts the back scattered electron images of 10% by weight of nickel 

and 3% by weight of iron loaded silica aerogel at 10000X and 25000X 

magnifications. 

 

Figure 5.41 Back Scattered Electron Images of 10Ni-3Fe/SA a) 10000X and b) 

250000X Magnifications 

According to Figure 5.41, the surface texture and morphology of pure SA changed 

after Ni and Fe loading. In addition, the white and shiny particles refer to the 

agglomeration of these particles, indicating that the metals are not well dispersed 

into SA.  

 

 

 

 

 

 

 

b) a) 
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EDX analysis of 10Ni-3Fe/SA was given in Figure 5.42. 

 

Figure 5.42 EDX Analysis of 10Ni-3Fe/SA 

According to EDX analysis, 10% by weight of Ni and 3% by weight of Mg loaded 

silica aerogel contains Si, O, C, Ni and Fe elements. The presence of C element is 

due to the carbon tape. In this region of the catalyst Ni and Fe contents are 11.03% 

by weight and 1.02% by weight, respectively. In addition, presence of high amount 

of O elements is due to the presence of nickel and iron in the form of oxide in 

accordance with XRD analysis. 
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Figure 5.43 shows the SEM and back scattered electron images of 10% by weight of 

nickel, 3% by weight of iron and 0.3% by weight of manganese loaded silica aerogel 

at 10000X and 100000X magnifications. 

 

 
 

Figure 5.43 SEM (a,c) (100000X, 10000X) and Back Scattered Electron (b,d) 

Images of 10Ni-3Fe-0.3Mn/SA  

According to Figure 5.43, the surface texture and morphology of pure SA is not 

preserved after loading of Ni, Fe and Mn. These particles appear as white and shiny 

particles in Figure 5.43 (b), indicating that the metals have been loaded into SA. 

a) b) 

c) d) 
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However, the agglomeration of these particles is seen more clearly in Figure 5.43 

(c,d).  

EDX analysis of 10Ni-3Fe-0.3Mn/SA was given in Figure 5.42. 

 

Figure 5.44 EDX Analysis of 10Ni-3Fe-0.3Mn/SA 

According to EDX analysis, 10% by weight of Ni, 3% by weight of Fe and 0.3% by 

weight of Mn loaded silica aerogel contains Si, O, C, Ni, Fe, and Mn elements. The 

presence of C element is due to the carbon tape. In this region of the catalyst Ni, Fe 

and Mn contents are 18.43%, 1.20% and 0.77% by weight, respectively. In addition, 

presence of high amount of O elements is due to the presence of nickel and iron in 

the form of oxide in accordance with XRD analysis. 

 

 

 

 



 

 

125 

Figure 5.45 indicates the SEM and back scattered electron images of 10% by weight 

of nickel and 1% by weight of ruthenium loaded silica aerogel at 10000X 

magnifications. 

 

 

Figure 5.45 SEM (a,c) (10000X, 25000X) and Back Scattered Electron (b,d) 

Images of 10Ni-1Ru/SA  

According to Figure 5.45, Ni and Ru particles do not appear to be well dispersed in 

silica aerogel, as evidenced by the presence of white and shiny particles of 

agglomeration of these particles.  

a) b) 

c) d) 
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SEM and back scattered electron images of 10% by weight of nickel and 2% by 

weight of ruthenium loaded silica aerogel at different magnifications are shown in 

Figure 5.46. 

 

 

Figure 5.46 SEM (a,b,c) (120000X, 240000X, 50000X) and Back Scattered 

Electron (d) Images of 10Ni-2Ru/SA  

According to Figure 5.46 (a,b), it is observed that 10Ni-2Ru/SA has different sized 

mesoporous morphology in sizes 32, 34 and 42 nm, consistent with N2 physisorption 

analysis. It is also indicated that the surface morphology and texture of the silica 

aerogel is not deformed after metal loading. However, the poor dispersion of Ni and 

d) c) 

a) b) 42 nm 

34 nm 

32 nm 
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Ru particles into SA is interpreted based on agglomerated white and shiny particles 

in some regions of the catalyst in Figure 5.46 (c,d). 

In Figure 5.47 EDX analysis of 10Ni-2Ru/SA was given.  

 

Figure 5.47 EDX Analysis of 10Ni-2Ru/SA 

According to EDX analysis, 10Ni-2Ru/SA contains Si, O, C and Ni elements. The 

presence of C is due to the carbon tape. In this region of the catalyst Ni and Ru 

contents are 8.49 wt. % and 6.19 wt. %, respectively. 
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Figure 5.48 depicts the SEM images of 10% by weight of nickel and 3% by weight 

of ruthenium loaded silica aerogel at different magnifications. 

 

 

Figure 5.48 Back Scattered (a,b) (10000X, 25000X) and SEM (c,d) Images 

(50000X, 100000X) of 10Ni-3Ru/SA  

According to Figure 5.48 (a,b), agglomeration of Ni and Ru particles are seen as 

white and shiny particles. In addition, the rectangular shaped particles are observed 

after Ni and Ru loading in Figure 5.48 (c,d).  

c) 

c) d) 

b) a) 
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5.2 Activity Results of the Catalysts 

The activity tests of the catalysts were performed in a fixed bed quartz reactor system 

under continuous flow. The reactions were performed at 450-1050oC, atmospheric 

pressure, and water-glycerol feed flow rate of 0.8, 0.9 and 1.0 ml/h, under 30 ml/min 

argon flow rate with the W/G molar ratio of 1, 3, 6 and 9 in the presence of 0.15 g 

mono, bi and trimetal loaded catalysts. Prior to each experiment, all catalysts were 

calcined under 50 ml/min dry air at 5 bar for 5 hours and then reduced under 50 

ml/min H2 flow for half an hour. The produced gases were analysed online during 

the reaction time, 5 h, with the same time interval, 30 min, and the collected liquid 

products were analysed manually using a gas chromatograph (GC). 

The compositions of the gas and liquid products were calculated with the aid of 

calibration (beta) factor detailed in Appendix E.  

The composition of the produced compounds and activity of the catalysts were given 

in terms of mole compositions of the gas compounds, glycerol conversion and 

hydrogen yield in the following sections. The calculations of compositions of 

compounds, glycerol conversion and H2 yield were detailed in Appendix F. 

In this study, grey hydrogen was produced in each experiment and the activity test 

results of the catalysts were divided into 5 parts: the effect of feed flow rate, the 

effect of temperature, the effect of feed ratio, the effect of catalyst synthesis method, 

and the effect of catalyst type on H2 yield. The repeatability experiments were also 

performed to ensure the consistency and reliability in the experiments. Detailed 

information and experimental results were given in the following sections. 

5.2.1 Repeatability Experiments 

To ensure the consistency and reliability of the experiments, the experiments were 

performed under the same conditions for 2-3 times. Herein, the repeatability 
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experiments were carried out at 550oC, under atmospheric pressure with the W/G 

molar ratio of 9 at 0.9 ml/h glycerol-water feed flow rate and 30 ml/min Ar flow rate 

over 0.15 g 10Ni-3Ru/SA(700)(700) catalyst. Prior to experiments, the catalysts 

were calcined under dry air for 5 h and reduced with H2 flow for half an hour.  

In both experiments, four compounds, H2, CO2, CO, and CH4 were produced with 

approximately complete glycerol conversions (99%). The product distribution and 

H2 yield results of each experiments were given in Figures 5.49-5.50, respectively. 

 

Figure 5.49 Product Distribution of GSR  

(Catalyst:10Ni-3Ru/SA(700)(700), Trxn:550oC, FFR:0.9ml/h, WGMR:9)  

(Filled symbols: experiment 1, empty symbols: experiment 2) 

According to Figures 5.49, it is clear that after 60 minutes, the gas compounds were 

produced with approximately the same mole percent in a time interval of 30 minutes. 

This indicates that the product distribution remained steady during the reaction time, 

5h. In the experiment 1, the average mole percent of the produced H2, CO2, CO, and 

CH4 are 65.7%, 32.6%, 0.9% and 0.8%, respectively. The product distribution of 

experiment 2 is also quite similar to experiment 1, with the average mole percent of 

65.8%, 32.4%, 1.1%, and 0.6%, respectively. In addition, the average mole percent 
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of the produced H2, CO2, CO, and CH4 in both experiments are 65.8Ñ0.1%, 

32.5Ñ0.1%, 1.0Ñ0.2%, and 0.7Ñ0.1%, respectively. 

Depending on the product distribution, high amounts of H2 and CO2 formations may 

be attributed to glycerol steam reforming reaction. Operating at high temperature 

favours the glycerol steam reforming reaction due to its endothermic nature and 

contributes to CO2 and H2 formation.   

Glycerol Steam Reforming:  

C3H8O3 + 3H2O ź 3CO2 + 7H2     æHR = 128 kJ/mole 

In addition, the low amount of CO and CH4 formations may be ascribed to water gas 

shift and reverse methanation reactions, resulting in an increase in CO2 and H2 

compatible with the product distribution.  

Water Gas Shift Reaction:   

CO + H2O ź CO2 + H2      æHR = -41 kJ/mole 

Methanation:     

CO2 + 4H2 ź CH4 + 2H2O     æHR = -165 kJ/mole 
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Figure 5.50 H2 Yield of GSR  

(Catalyst:10Ni-3Ru/SA(700)(700), Trxn:550oC, FFR:0.9ml/h, WGMR:9)  

(Filled symbols: experiment 1, empty symbols: experiment 2) 

Similar to the gas products, as depicted in Figure 5.50, H2 yield was also steadily 

obtained in both experiments with an average value of 82.4Ñ0.2 % with the H2 yields 

of 82.2 and 82.6% in experiment 1 and 2, respectively.  

The consistency between the values and low standard deviation indicate that 

repeatable results were obtained in the experiments.  

5.2.2 The Effect of Feed Flow Rate on H2 Yield 

To examine the effect of feed flow rate on H2 yield, the reactions were carried out at 

965oC, at 30 ml/min Ar flow rate under atmospheric pressure with the W/G molar 

ratio of 3 over 0.15 g 10Ni/SA(1035)(1035). Prior to experiments, the catalysts were 

calcined under dry air for 5 h and reduced with H2 flow for half an hour. At these 

reaction conditions, 4 compounds, H2, CO2, CO and CH4 were produced with 

approximately complete glycerol conversions in all experiments. The product 
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distribution and H2 yield results at 0.9 ml/h were given in Figures 5.51-5.52, 

respectively. 

The product distributions and H2 yield values as a function of time at 0.8 and 1.0 

ml/h feed flow rates were given in Figures G.1-G.4 in Appendix G. 

 

Figure 5.51 Product Distribution of GSR  

(Catalyst:10Ni/SA(1035)(1035), Trxn:965oC, FFR:0.9ml/h, WGMR:3) 

According to Figure 5.51, it is clear that after 60 minutes, the gas compounds were 

produced with approximately the same mole percent in a time interval of 30 minutes. 

This indicates that the product distribution remained steady during the reaction time, 

5h. The average mole percent of the produced H2, CO2, CO, and CH4 are 60.7Ñ0.5%, 

27.5Ñ1.4%, 9.8Ñ0.9%, and 2.0Ñ0.1%, respectively.  

Considering the average mole compositions of gas compounds both glycerol steam 

reforming, glycerol decomposition and reverse water gas shift reactions may occur, 

resulting in the formation of H2, CO2, and CO. 
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Glycerol Steam Reforming:  

C3H8O3 + 3H2O ź 3CO2 + 7H2     æHR = 128 kJ/mole 

Glycerol Decomposition:   

C3H8O3 Ą 3CO + 4H2      æHR = 250 kJ/mole 

Reverse Water Gas Shift Reaction:   

CO2 + H2 ź CO + H2O      æHR = 41 kJ/mole 

In addition, the low formation of CH4 may be attributed to the conversion of CH4 

into CO2 and H2 by reverse methanation reaction, which forms in reverse methane 

dry reforming and reverse methane steam reforming reactions. (Idriss et al., 2015; 

Kahle et al., 2013; Chen et al., 2020) 

Reverse Methanation:     

CH4 + 2H2O ź CO2 + 4H2      æHR = 165 kJ/mole 

Reverse Methane Dry Reforming:  

2CO + 2H2 ź CH4 + CO2     æHR = -259 kJ/mole 

Reverse Methane Steam Reforming:  

CO + 3H2 ź CH4 + H2O      æHR = -206 kJ/mole 
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Figure 5.52 H2 Yield of GSR (Catalyst:10Ni/SA(1035)(1035), Trxn:965oC, 

FFR:0.9ml/h, WGMR:3) 

Similar to the gas products, H2 yield was also steadily obtained with an average value 

of 66.4Ñ1.2%. 

The comparative results of the performed feed flow rates were given in Figures 5.53-

5.54. 
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Figure 5.53 The Effect of Feed Flow Rate on Product Distribution 

(Catalyst:10Ni/SA(1035)(1035), Trxn:965oC, WGMR:3) 

 

Figure 5.54 The Effect of Feed Flow Rate on H2 Yield 

(Catalyst:10Ni/SA(1035)(1035), Trxn:965oC, WGMR:3) 
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According to results of the feed flow rate experiments (Figures 5.53-5.54), both mole 

compositions of the produced gases and H2 yield values are similar. The H2 yield 

values were attained as 65.7%, 66.4% and 64.8% with a standard deviation of 1.2, at 

0.8, 0.9 and 1.0 ml/h feed flow rates, respectively. Therefore, it is clearly deduced 

that the effect of feed flow rate is insignificant in the flow rate range tested.  

5.2.3 The Effect of Temperature on H2 Yield 

To examine the effect of temperature on H2 yield, the experiments were carried out 

between 450oC and 1050oC with the W/G molar ratio of 3 and at 0.9 ml/h glycerol-

water feed flow rate and 30 ml/min Ar flow rate under atmospheric pressure over 

10Ni/SA(700)(1035). At these reaction conditions, 4 compounds, H2, CO2, CO and 

CH4 were produced with approximately complete glycerol conversions in all 

experiments, except for the reaction carried out at 540oC with a glycerol conversion 

of 96.5%. The product distributions and H2 yield results at 680oC were demonstrated 

in Figures 5.55-5.56. 

The product distributions and H2 yield values as a function of time at the other 

temperatures were given in Figures G.5-G.22 in Appendix G. 
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Figure 5.55 Product Distribution of GSR  

(Catalyst:10Ni/SA(700)(1035), Trxn:680oC, FFR:0.9ml/h, WGMR:3) 

According to Figure 5.55, it is clear that after 90 minutes, the gas compounds were 

produced with approximately the same mole percent in a time interval of 30 minutes. 

This indicates that the product distribution remained steady during the reaction time, 

5h. Under these reaction conditions, the average mole percent of the produced H2, 

CO2, CO, and CH4 are 63.4Ñ0.1%, 29.7Ñ1.8%, 6.3Ñ2.1%, and 0.6Ñ0.2%, 

respectively.  

Considering the average mole compositions of gas compounds, glycerol steam 

reforming, glycerol decomposition, reverse water gas shift reactions may occur, 

resulting in the formations of H2, CO2 and CO. 

Glycerol Steam Reforming:  

C3H8O3 + 3H2O ź 3CO2 + 7H2     æHR = 128 kJ/mole 

Glycerol Decomposition:   

C3H8O3 Ą 3CO + 4H2      æHR = 250 kJ/mole 
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Reverse Water Gas Shift Reaction:   

CO2 + H2 ź CO + H2O      æHR = 41 kJ/mole 

However, low amount of CH4 formation may be attributed to methanation, reverse 

methane dry reforming and reverse methane steam reforming reactions.  

Methanation:     

CO2 + 4H2 ź CH4 + 2H2O     æHR = -165 kJ/mole 

Reverse Methane Dry Reforming:  

2CO + 2H2 ź CH4 + CO2     æHR = -259 kJ/mole 

Reverse Methane Steam Reforming:  

CO + 3H2 ź CH4 + H2O      æHR = -206 kJ/mole 

 

Figure 5.56 H2 Yield of GSR  

(Catalyst:10Ni/SA(700)(1035), Trxn:680oC, FFR:0.9ml/h, WGMR:3) 

Similar to the gaseous products, as depicted in Figure 5.56, H2 yield was also steadily 

obtained with an average value of 74.2Ñ0.2%. 
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Figure 5.57 indicates the product distribution with respect to temperature values 

performed and Figure 5.58 indicates the experimental and equilibrium values of H2 

yield. 

 

Figure 5.57 The Effect of Temperature on Product Distribution 

(Catalyst:10Ni/SA(700)(1035), FFR:0.9ml/h, WGMR:3) 

According to Figure 5.57, before 540oC, there is a notable increase in both H2 and 

CO2 formation and decrease in CO formation with an increase in temperature. After 

this temperature, the formation of CO instead of CO2 increases, which may be 

ascribed to the reverse water gas shift reaction, may also occur before 540oC, and 

results in high CO formation with low H2 and CO2 formations. After this 

temperature, there is a slight increase in H2 formation. Due to the endothermic nature 

of glycerol steam reforming and glycerol decomposition reactions, H2 formation 

rises at elevated temperature. Low CH4 formation can be attributed to the 

methanation, reverse methane steam reforming and reverse methane dry reforming 

reactions. 
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Figure 5.58 The Effect of Temperature on H2 Yield  

(Catalyst:10Ni/SA(700)(1035), FFR:0.9ml/h, WGMR:3) 

As depicted in Figure 5.58, the highest H2 yield were attained as 74.2% at 680oC 

with a standard deviation of 0.2. The decrease in H2 yield is observed before and 

after 680oC; this is consistent with the equilibrium values, which implies that the 

experimental results of the temperature studies displayed a similar trend to the 

equilibrium curve.  

To sum up, at 680oC with the W/G molar ratio of 3 (mole/mole ratio is 12), 5.20 

moles of H2 were produced and 74.2% H2 yield and approximately complete 

conversion were achieved in the presence of 10Ni/SA(700)(1035). In addition, at 

610oC and at the same above-stated conditions, 5.12 moles of H2 were produced, 

approximately complete glycerol conversion and 73.1% H2 yield were achieved in 

the presence of same catalyst. Compared to literature, Demsash et al. (2018) 

achieved approximately complete conversion and H2 yields of 79% and 86% in the 

presence of 10Ni/Al2O3-5CeO2 and 10Ni-1Ru/Al2O3-5CeO2, respectively, at 650oC, 

atmospheric pressure with the W/G (mole/mole) ratio of 12. In addition, Thyssen et 
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al. (2014) obtained 52% glycerol conversion and produced 2.2 moles of H2 at 600oC 

with the W/G molar ratio of 3 in the presence of 10Ni/SiO2. They also reached 

approximately complete conversion at the same conditions in the presence of 

10Ni/10La2O3-SiO2 and increased the moles of H2 produced to 3.8.  

5.2.4 The Effect of Feed Ratio on H2 Yield 

To examine the effect of feed ratio on H2 yield, the experiments were performed at 

680oC, at 0.9 ml/h glycerol-water feed flow rate and 30 ml/min Ar flow rate under 

atmospheric pressure with the W/G molar ratio of 1, 3, 6 and 9 over 

10Ni/SA(700)(1035). At these reaction conditions, 4 compounds, H2, CO2, CO and 

CH4 were produced with approximately complete glycerol conversions in all 

experiments, except for the reaction carried out at W/G molar ratio of 1 with a 

glycerol conversion of 91.1%. The product distributions and H2 yield results at 680oC 

with the W/G molar ratio of 9 in Figures 5.59-5.60. 

The product distributions and H2 yield values as a function of time at W/G molar 

ratio of 1 & 6 were given in Figures G.23-G.26 in Appendix G. (The product 

distributions and H2 yield values as a function of time at W/G molar ratio of 3 were 

given in section 5.2.3 The Effect of Temperature on H2 Yield) 



 

 

143 

 

Figure 5.59 Product Distribution of GSR  

(Catalyst:10Ni/SA(700)(1035), Trxn:680oC, FFR:0.9ml/h, WGMR:9) 

According to Figure 5.59, it is clear that after 90 minutes, the gas compounds were 

produced with approximately the same mole percent in a time interval of 30 minutes. 

This indicates that the product distribution remained steady during the reaction time, 

5h. Under these reaction conditions, the average mole percent of the produced H2, 

CO2, CO, and CH4 are 64.9Ñ0.3%, 29.5Ñ0.7%, 5.0Ñ0.5%, and 0.6Ñ0.4%, 

respectively.  

Depending on the product mole distribution, following reactions may occur:  

Glycerol Steam Reforming:  

C3H8O3 + 3H2O ź 3CO2 + 7H2     æHR = 128 kJ/mole 

Water Gas Shift Reaction:   

CO + H2O ź CO2 + H2      æHR = -41 kJ/mole 
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However, a low amount of CH4 may be formed in reverse methane steam reforming 

and reverse methane dry reforming reactions, which is then convert into CO2 and H2 

by reverse methanation reaction. 

Reverse Methanation:     

CH4 + 2H2O ź CO2 + 4H2      æHR = 165 kJ/mole 

Reverse Methane Dry Reforming:  

2CO + 2H2 ź CH4 + CO2      æHR = -259 kJ/mole 

Reverse Methane Steam Reforming:  

CO + 3H2 ź CH4 + H2O      æHR = -206 kJ/mole 

 

Figure 5.60 H2 Yield of GSR  

(Catalyst:10Ni/SA(700)(1035), Trxn:680oC, FFR:0.9ml/h, WGMR:9) 

Similar to the gas compounds, as depicted in Figure 5.60, H2 yield was also steadily 

obtained with an average value of 79.3Ñ1.0%. 

The comparative results of the performed feed ratios with the equilibrium values 

were demonstrated in Figures 5.61-5.62, respectively.  
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Figure 5.61 The Effect of Molar Feed Ratio on Product Distribution 

(Catalyst:10Ni/SA(700)(1035), Trxn:680oC, FFR:0.9ml/h) 

According to Figure 5.61, increase in water amount increases the H2 formation, while 

decreases the CO formation. The reason behind the positive effect of high W/G molar 

ratio on H2 formation is ascribed to the shift in WGS reaction to the product side 

which leads to high conversion of CO into H2.  

However, increase in CO and CH4 formations with a decrease in W/G molar ratio 

may be ascribed to glycerol decomposition, reverse methane steam reforming and 

reverse methane dry reforming reactions. 

Glycerol Decomposition:   

C3H8O3 Ą 3CO + 4H2      æHR = 250 kJ/mole 

Reverse Methane Dry Reforming:  

2CO + 2H2 ź CH4 + CO2     æHR = -259 kJ/mole 
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Reverse Methane Steam Reforming:  

CO + 3H2 ź CH4 + H2O      æHR = -206 kJ/mole 

It is also seen that increase in water amount decreases the formation of CH4, which 

may be attributed to the conversion of CH4 formed in reverse methane steam 

reforming and reverse methane dry reforming reactions into CO2 and H2 in reverse 

methanation reaction. 

Reverse Methanation:     

CH4 + 2H2O ź CO2 + 4H2      æHR = 165 kJ/mole 

 

Figure 5.62 The Effect of Molar Feed Ratio on H2 Yield  

(Catalyst:10Ni/SA(700)(1035), Trxn:680oC, FFR:0.9ml/h, WGMR:9) 

According to Figure 5.62, it is clearly deduced that increase in W/G ratio increases 

the H2 yield consistent with the equilibrium values. The highest H2 yield was 

obtained as 79.3% at the W/G molar ratio of 9 with a standard deviation of 1.0. In 

addition, 5.36 moles of H2 were produced referring to 76.6% of H2 yield with 

approximately complete glycerol conversion at the W/G molar ratio of 6.  
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Compared to literature, Adhikari et al., (2008) reached approximately complete 

conversion and 57% of H2 yield at 650oC with the W/G molar ratio of 6 in the 

presence of 15Ni/MgO.  

Furthermore, Profeti et al., (2009) tested the activities of 5Ni/Al2O3-10CeO2 and 

0.3Ru-5Ni/Al 2O3-10CeO2 at 700oC, atmospheric pressure with the W/G molar ratio 

of 6. At these conditions, in the presence of 5Ni/Al2O3-10CeO2, glycerol conversion 

and the number of moles of H2 produced as 65% and 2.20, respectively. They also 

increased the glycerol conversion and the number of moles of H2 produced to 89% 

and 2.36, respectively, using 0.3Ru-5Ni/Al 2O3-10CeO2.  

5.2.5 The Effect of Catalyst Synthesis Method on H2 Yield 

To examine the effect of synthesis method on H2 yield, the experiments were 

performed at 470, 550 and 680oC, at 0.9 ml/h glycerol-water feed flow rate and 30 

ml/min Ar flow rate under atmospheric pressure with the W/G molar ratio of 9 over 

10Ni/SA(700)(1035) and 10Ni/SA(700)(1035)-wet. At these reaction conditions, 4 

compounds, H2, CO2, CO, and CH4 were produced with approximately complete 

glycerol conversions in all experiments. The product distributions and H2 yield 

results of 10Ni/SA(700)(1035) at 550oC with the W/G molar ratio of 9 were 

demonstrated in Figures 5.63-5.64, respectively. 

The product distributions and H2 yield values of 10Ni/SA(700)(1035) at 470oC and 

10Ni/SA(700)(1035)-wet at 470oC, 550oC and 680oC as a function of time were given 

in Figures G.27-G.34 in Appendix G. (The product distributions and H2 yield values 

of 10Ni/SA(700)(1035) at 680oC were given in section 5.2.4 The Effect of Feed Ratio 

on H2 Yield) 
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Figure 5.63 Product Distribution of GSR  

(Catalyst:10Ni/SA(700)(1035), Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

According to Figure 5.63, it is clear that after 90 minutes, the gas compounds were 

produced with approximately the same mole percent in a time interval of 30 minutes. 

This indicates that the product distribution remained steady during the reaction time, 

5h. Under these reaction conditions, the average mole percent of the produced H2, 

CO2, CO, and CH4 are 65.7Ñ0.3%, 29.9Ñ0.7%, 3.6Ñ0.5%, and 0.8Ñ0.4%, 

respectively.  

According to the product mole distribution, following reactions may occur: 

Glycerol Steam Reforming:  

C3H8O3 + 3H2O ź 3CO2 + 7H2     æHR = 128 kJ/mole 

Water Gas Shift Reaction:   

CO + H2O ź CO2 + H2      æHR = -41 kJ/mole 

In addition, low amount of CH4 formation may be attributed to methanation, reverse 

methane dry reforming and reverse methane steam reforming reactions. 
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Methanation:     

CO2 + 4H2 ź CH4 + 2H2O     æHR = -165 kJ/mole 

Reverse Methane Dry Reforming:  

2CO + 2H2 ź CH4 + CO2     æHR = -259 kJ/mole 

Reverse Methane Steam Reforming:  

CO + 3H2 ź CH4 + H2O     æHR = -206 kJ/mole 

 

Figure 5.64 H2 Yield of GSR  

(Catalyst:10Ni/SA(700)(1035), Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

Similar to the gas compounds, H2 yield was also steadily obtained with an average 

value of 82.1Ñ1.0%. 

The comparative results of the performed temperatures of the catalysts with the 

equilibrium values were demonstrated in Figures 5.65-5.66, respectively. 
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Figure 5.65 The Effect of Catalyst Synthesis Method on Product Distribution  

(Filled Symbols: Co-precipitation, Patterned Symbols: Wet-impregnation)  

(Catalyst: 10Ni/SA(700)(1035), FFR:0.9ml/h, WGMR:9) 

According to Figure 5.65, when each reaction temperature was examined separately, 

higher H2, CO2 and CH4 formations were achieved in the presence of 10Ni/SA 

synthesized by co-precipitation method in experiments performed at 470oC; on the 

contrary, CO formation was quite low compared to the catalyst synthesized by the 

wet-impregnation method. Although the mole product distributions were similar at 

550oC, H2 formation was higher in the presence of catalyst synthesized by co-

precipitation method. In addition, when the product distributions are compared in the 

presence of both catalyst at 680oC, it is clear that H2 and CO formations are higher 

in the presence of catalyst synthesized by co-precipitation method. However, CO2 

formation was higher in the presence of catalyst synthesized by wet-impregnation 

method. Apart from these, CH4 formations were quite similar in both catalysts. 

Nonetheless, it is clear that the product distributions in both catalysts are quite close.  
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As depicted in Figure 5.66, the highest H2 yield were attained as 82.1% in the 

presence of 10Ni/SA synthesized by co-precipitation technique at 550oC with a 

standard deviation of 1.0. The decrease in H2 yield is observed before and after 

550oC; this is consistent with the equilibrium values, which implies that the 

experimental results of the temperature studies at the W/G molar ratio of 9 displayed 

a similar trend to the equilibrium curve. In addition, the synthesis method slightly 

affected the H2 yield by decreasing the value to 76.4% at 550oC in the presence of 

10Ni/SA synthesized by the wet-impregnation method.  

 

Figure 5.66 The Effect of Catalyst Synthesis Method on H2 Yield  

(Filled Symbols: Co-precipitation, Patterned Symbols: Wet-impregnation)  

(Catalyst: 10Ni/SA(700)(1035), FFR:0.9ml/h, WGMR:9) 

5.2.6 The Effect of Catalyst Type on H2 Yield 

The effect of catalyst type on H2 yield was examined in 3 parts: effect of metal 

amount, effect of monometal type, and effect of bi and trimetal type on H2 yield. 

Detailed catalytic activity test results were given in the relevant sections. 
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5.2.6.1 The Effect of Metal Amount on H2 Yield 

To examine the effect of metal amount on H2 yield, 2.5, 5, 8 and 10 % by weight of 

Ni doped silica aerogels were tested at 550oC, at 0.9 ml/h glycerol-water feed flow 

rate and 30 ml/min Ar flow rate under atmospheric pressure with the W/G molar 

ratio of 9. Prior to experiments, all catalysts were calcined under dry air at 700oC for 

5 h and then reduced by H2 flow at 1035oC for half an hour. At these reaction 

conditions, 4 compounds, H2, CO2, CO, and CH4 were produced with approximately 

complete glycerol conversions in all experiments. The comparative results of the 

metal amount experiments were demonstrated in Figures 5.67-5.68, respectively.  

The product distributions and H2 yield values of 2.5, 5 and 8 % by weight of Ni doped 

silica aerogels as a function of time were given in Figures G.35-G.40 in Appendix 

G. (The experimental results of 10 % by weight Ni doped silica aerogel was given in 

section 5.2.4 The Effect of Feed Ratio) 

 

Figure 5.67 The Effect of Nickel Amount Loaded onto Silica Aerogel on Product 

Distribution 

(Trxn:550oC, FFR:0.9ml/h, WGMR:9) 
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According to Figure 5.67, it is clear that increase in the metal amount from 2.5 % to 

5% leads to a notable increase in H2 formation; however, H2 formation slightly 

increases with an increase in metal amount from 5% to 10%. In addition, as the 

amount of metal increased, CO formation decreased; however, both CO2 and CH4 

formations were not affected by this increase and obtained similarly in all metal 

amounts tested. 

According to Figure 5.68, the highest H2 yield was obtained in the presence of 10% 

by weight nickel doped silica aerogel, which may be ascribed to increase in active 

sites with an increase in metal amount. Under these reaction conditions, H2 yield was 

attained as 82.1% with a standard deviation of 1.0.  

 

Figure 5.68 The Effect of Nickel Amount Loaded onto Silica Aerogel on H2 Yield  

(Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

5.2.6.2 The Effect of Monometal Type on H2 Yield 

To examine the effect of metal type on H2 yield, promising metals such as Co, Cr, 
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synthesized catalysts were calcined under dry air at 700oC for 5h and subsequently 

reduced by H2 flow at 1035oC for half an hour. The catalytic activities of all catalysts 

were tested at 550oC, at 0.9 ml/h glycerol-water feed flow rate and 30 ml/min Ar 

flow rate under atmospheric pressure with the WGMR of 9. At these reaction 

conditions, 4 compounds, H2, CO2, CO and CH4 were produced with approximately 

complete glycerol conversions in all experiments. The comparative results of the 

metal type experiments were demonstrated in Figures 5.69-5.70, respectively.  

The product distributions and H2 yield values of Zr, Co, Cr, Mo and Ag loaded silica 

aerogels as a function of time were given in Figures G.41-G.50 in Appendix G. (The 

experimental results of 10 % by weight Ni doped silica aerogel was given in section 

5.2.4 The Effect of Catalysts Synthesis Method on H2 Yield) 

 

Figure 5.69 The Effect of 10% by wt. Metal Type Loaded onto Silica Aerogel on 

Product Distribution  

(Trxn:550oC, FFR:0.9ml/h, WGMR:9) 
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Figure 5.70 The Effect of 10% by wt. Metal Type Loaded onto Silica Aerogel on 

H2 Yield  

(Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

According to Figure 5.69, Mo loaded SA exhibits similar behaviour with Ni as 

producing CO2 more than CO, which may be attributed to GSR and WGSR. 

However, high amount of CO formation with low amount of CH4 formation may be 

interpreted by reverse methane steam reforming and reverse methane dry reforming 

reactions. 

Besides Ni and Mo, CO formation is higher than the CO2 formation in the presence 

of Ag loaded SA that may be ascribed to the reverse WGSR. Furthermore, 

methanation, reverse methane steam reforming and reverse methane dry reforming 

may occur, resulting in low amount of CH4 formation. 

In Co, Cr and Zr loaded SA high amount of CO formation with low amount of CO2 

and H2 formations may be attributed to reverse WGSR. It may be also said that, CO2 

and H2 may convert into CH4 in methanation reaction.  
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To sum up, among all tested metals, the highest H2 formation with the lowest CO 

and CH4 formations were achieved in the presence of Ni loaded SA. The reason 

behind the superior catalytic activity of Ni is its high ability to break the C-C, C-H 

and H-O bonds, promoting to both GSR and WGS reactions and thus increase the 

hydrogen formation. In addition, Mo loaded SA displayed a similar behaviour to Ni 

despite the low H2 formation. In the presence of monometallic Ni and monometallic 

Mo, CO2 was formed more than CO, indicating that both catalysts promoted the 

WGSR to the product side. Nevertheless, H2 formation is quite low compared to Ni. 

Moreover, Ag catalysts exhibited almost the same H2 formation as Mo, while CO 

formation was much higher in Ag than Mo, indicating that Ag favoured the reactant 

side in WGSR. The rest of the metals, Co, Cr and Zr displayed much lower activity; 

in fact, in the presence of Zr, the H2 formation is the lowest with the mole fraction 

of around 5%, while CO formation is much higher compared to other metals. Aside 

from these, Co exhibited higher H2 formation with lower CO2 formation compared 

to Cr. However, in the presence of both catalysts, the H2 formations are quite low 

and CO formations are very high. Despite the highest CH4 formation is observed in 

Cr loaded SA, all CH4 formations are quite low, varying between 1% and 4%. 

As depicted in Figure 5.70, the highest H2 yield was obtained in the presence of Ni 

as 82.1% with a standard deviation of 0.8. However, the lowest H2 Yield was 

obtained as 2.2% with a standard deviation of 0.8 in the presence of Zr. The overall 

activity of all tested catalysts increases in the following order: 

Zr<Cr<Co<Mo<Ag<Ni. Considering the activities of all monometallic catalysts, it 

is clear that Ni is the most active and appropriate catalyst for GSR.  

Compared to some catalysts with literature, Carrero et al (2017) tested the activities 

of bimetallic catalysts as 15Ni-4Co/SBA-15 and 15Ni-4Cr/SBA-15 at 600oC with 

the W/G molar ratio of 6. At these conditions, 92% glycerol conversion was achieved 

and 52% by mole H2 was produced in the presence of 15Ni-4Co/SBA-15. They also 

increased the both glycerol conversion and amount of produced H2 to 94% and 61% 
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by mole, respectively, using 15Ni-4Cr/SBA-15. In this study, the activities of Co and 

Cr monometallic catalysts loaded on SA as 10% by weight were tested at 550oC with 

the W/G molar ratio of 9. In the presence of both catalysts, approximately complete 

glycerol conversions were achieved, while mole compositions of H2 were quite low, 

27.4Ñ0.2% and 35.6Ñ0.2% in 10Cr/SA(700)(1035) and 10Co/SA(700)(1035), 

respectively.  

5.2.6.3 The Effect of Bi and Trimetal Type on H2 Yield 

To examine the effect of additional metal type on H2 yield, Ni and different metals 

such as Mo, Ru, Fe, Mg and Fe-Mn were loaded onto silica aerogel by co-

precipitation method. Ni-Mo loaded silica aerogels were synthesized following two 

different routes explained in detail in section 4.1.2.2 Bimetal Loading. According to 

the experimental results of nickel-molybdenum loaded catalysts, other metal loaded 

catalysts were synthesized by the two-step metal loading path, namely the path I of 

Nickel-Molybdenum loading, due to the higher H2 yield in the synthesis path. The 

synthesized catalysts were calcined under dry air for 5h and subsequently reduced 

by H2 flow for half an hour. The loaded metal amounts and calcination & reduction 

temperatures were given in detail in Tables 4.1-4.2. All catalysts used in the reaction 

at 550oC, at 0.9 ml/h glycerol-water feed flow rate and 30 ml/min Ar flow rate under 

atmospheric pressure with the W/G molar ratio of 9. At these reaction conditions, 4 

compounds, H2, CO2, CO, and CH4 were produced with approximately complete 

glycerol conversions in all experiments.  

The product distributions and H2 yield % values as a function of time in the presence 

of 10Ni-2Ru/SA(700)(700) were demonstrated in Figures 5.71-5.72.  

The product distributions and H2 yield values of 8Ni-2Mo (I), 8Ni-2Mo (II), 10Ni-

3Mg, 10Ni-3Fe, 10Ni-3Fe-0.3Mn, 10Ni-3Ru and 10Ni-1Ru loaded silica aerogels as 

a function of time were given in Figures G.51-G.64 in Appendix G. 
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Figure 5.71 Product Distribution of GSR  

(Catalyst:10Ni-2Ru/SA(700)(700), Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

According to Figure 5.71, it is clear that after 30 minutes, the gas compounds were 

produced with approximately the same mole percent in a time interval of 30 minutes. 

This indicates that the product distribution remained steady during the reaction time, 

5h. Under these reaction conditions, the average mole percent of the produced H2, 

CO2, CO, and CH4 are 66.3Ñ0.1%, 30.0Ñ0.1%, 3.2Ñ0.2%, and 0.5Ñ0.1%, 

respectively.  

Considering the product mole distribution, high amount of H2 and CO2 formations 

may be ascribed to glycerol steam reforming reaction. 

Glycerol Steam Reforming:  

C3H8O3 + 3H2O ź 3CO2 + 7H2     æHR = 128 kJ/mole 

In addition, reverse WGS reaction may occur, resulting in CO formation. 

Reverse Water Gas Shift Reaction:   

CO2 + H2 ź CO + H2O     æHR = 41 kJ/mole 
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The low amount of CH4 formation may be interpreted as CH4 may be formed by 

reverse methane dry reforming and reverse methane steam reforming and then 

converting into CO2 and H2 in reverse methanation reaction.  

Reverse Methanation:     

CH4 + 2H2O ź CO2 + 4H2     æHR = 165 kJ/mole 

Reverse Methane Dry Reforming:  

2CO + 2H2 ź CH4 + CO2     æHR = -259 kJ/mole 

Reverse Methane Steam Reforming:  

CO + 3H2 ź CH4 + H2O     æHR = -206 kJ/mole 

Besides these reactions, CH4 might also be converted into H2 and carbon by the 

following reaction: 

Carbon Formation:    

CH4 ź 2H2 + C      æHR = 75 kJ/mole 

 

Figure 5.72 H2 Yield of GSR  

(Catalyst:10Ni-2Ru/SA(700)(700), Trxn:550oC, FFR:0.9ml/h, WGMR:9) 
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Similar to the gas compounds, H2 yield was also steadily obtained with an average 

value of 84.5Ñ0.2%. 

The comparative results of the bi & trimetal type experiments were demonstrated in 

Figures 5.73-5.74, respectively. 

 

Figure 5.73 The Effect of Bi and Trimetal Type on Product Distribution 

(Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

The low amount of H2 formation with high amount of CO formation in the presence 

of 8Ni-2Mo/SA(I) and 8Ni-2Mo/SA(II) may be attributed to the reverse WGS 

reaction. 

Reverse Water Gas Shift Reaction:   

CO2 + H2 ź CO + H2O     æHR = 41 kJ/mole 
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In addition, glycerol steam reforming, reverse methane dry reforming, reverse 

methane steam reforming and methanation reactions may occur, resulting in H2, CO2 

and CH4 formations. 

Glycerol Steam Reforming:  

C3H8O3 + 3H2O ź 3CO2 + 7H2     æHR = 128 kJ/mole 

Reverse Methane Dry Reforming:  

2CO + 2H2 ź CH4 + CO2     æHR = -259 kJ/mole 

Reverse Methane Steam Reforming:  

CO + 3H2 ź CH4 + H2O     æHR = -206 kJ/mole 

Methanation:     

CO2 + 4H2 ź CH4 + 2H2O     æHR = -165 kJ/mole 

Besides Ni-Mo catalysts, same reactions may occur in 10Ni-3Mg, 10Ni-3Fe and 

10Ni-3Fe-0.3Mn loaded silica aerogels. In the presence of both catalysts, H2 and 

CH4 formations were quite similar, while the formations of CO and CO2 are 

different. Compared to other compounds, higher amount of H2 formations may be 

ascribed to GSR. However, in the presence of 10Ni-3Fe, lower CO2 and higher CO 

formed than in 10Ni-3Mg. This is ascribed to the presence of Fe promoting the 

WGSR to the reactant site (Bouarab et al., 2014) at high temperature due to the 

exothermic nature of WGSR. In addition, low CH4 formations in both catalysts may 

be ascribed to methanation, reverse methane dry reforming and reverse methane 

steam reforming reactions. In addition, presence of Mn in 10Ni-3Fe resulted in a 

remarkable reduction in H2 formation, despite its small amount loading i.e., 0.3 % 

by weight. 

In the presence of Ni-Ru bimetallic catalysts, the highest H2 formations were 

attained, ascribing to glycerol steam reforming and water gas shift reaction. The 

highest H2 formation and the lowest CO2 formation were obtained in the presence of 
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moderate Ru amount i.e., 2% by weight Ru. On the one hand, an increase in the 

amount of Ru from 2% to 3% resulted in an increase in CO2 formation from 

30.0Ñ0.1% to 32.5Ñ0.1% and a decrease in CO formation from 3.2Ñ0.2% to 1.0Ñ0.2. 

On the other hand, a decrease in the amount of Ru from 2% to 1% causes a slight 

increase in CO2 formation from 30.0Ñ0.1% to 31.1Ñ0.1% and a decrease in CO 

formation from 3.2Ñ0.2% to 2.4Ñ0.2%. Among the Ru-loaded bimetallic catalysts, 

the lowest CO2 and the highest CO formation were attained in the presence of 

catalyst containing 2% by weight Ru. The disproportionate change in CO2 and CO 

formations may be attributed to the carbon formation reactions in addition to WGSR. 

Carbon Formation:    

2CO ź CO2 + C      æHR = -172 kJ/mole 

CO + H2 ź H2O + C       æHR = -131 kJ/mole 

CO2 + 2H2 ź 2H2O + C     æHR = -90 kJ/mole  

In addition, CH4 formations are close to zero in all Ni-Ru loaded catalyst, ascribing 

to produced CH4 in methanation, reverse methane steam reforming and reverse 

methane dry reforming reactions may also convert into C by following reaction: 

CH4 ź 2H2 + C      æHR = 75 kJ/mole 

According to Figure 5.73, among all bi and trimetals tested, the highest H2 

formations were achieved in the presence of 10% by weight Ni and 1%, 2% and 3% 

by weight Ru loaded silica aerogels. The reason behind the positive effect of 

presence of Ru is its high ability to cleavage the C-C, C-H and C-O bonds, which 

increases the H2 formation and thereby H2 yield. (Demsash et al.,2018; Sun et al., 

2017; Odenkirk et al., 1992)  

Besides Ru loaded silica aerogels, Ni-Mg bimetallic catalysts showed moderate 

activity which may be due to Mg being in oxide form according to the XRD analysis 
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(Figure 5.18) (Lopez et al., 1998), which may reduce the ability of C-C and C-H 

bond rupture, and hence a decrease in H2 yield compared to monometallic Ni.  

In addition, presence of Fe, which is commercially used in WGS reactions (Bouarab 

2014), also decreases the H2 yield by shifting the WGS reaction to the reactant side. 

Furthermore, the addition of Mn increases CO formation and decreases the H2 

formation compared to non-containing, as the presence of Mn may prevent the 

sintering of Fe by increasing the thermal stability of the catalyst. Therefore, it may 

be said that both catalysts are more appropriate for low temperature WGS reactions.  

However, it is clear that loading of Mo by following two different paths affected to 

H2 formation quite negatively. The lowest H2 formation and thereby lowest H2 yield 

were obtained in the presence of these catalysts. In fact, the formation of CO is higher 

than H2 formation by using 8Ni-2Mo synthesized following simultaneous metal 

loading explicitly described in section 4.1.2.7 Bimetal Loading. The reason of the 

lowest H2 formations by using these catalysts might be ascribed to sintering of Mo, 

which causes a change in the surface structure, resulting in collapse of the pores and 

thus loss of catalyst activity (Bartholomew 2001). On the other hand, lower H2 yield 

obtained in the presence of 8Ni-2Mo/SA(II) may be ascribed to the clogging of the 

pores by metal loading and/or the formation of inactive metallic-compounds and/or 

the agglomeration of metals causing a decrease in activity of the catalyst. In addition, 

the fact that 8Ni-2Mo/SA(II) has much smaller pore diameter compared to 8Ni-

2Mo/SA(I), it might be deduced that the synthesis route of bimetallic catalysts affects 

the physical properties of these catalysts, resulting in a decrease in H2 yield. 
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Figure 5.74 The Effect of Bi and Trimetal Type on H2 Yield  

(Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

As seen in Figure 5.74, the highest H2 yield was obtained in the presence of 10Ni-

2Ru as 84.5 % with a standard deviation of 0.2. However, the lowest H2 yield was 

obtained as 30.8 % with a standard deviation of 0.2 in the presence of 8Ni-2Mo(II). 

The overall activity of all tested catalysts increases in the following order:  

8Ni-2Mo(II)<8Ni-2Mo(I)<10Ni-3Fe-0.3Mn<10Ni-3Mg<10Ni-3Fe<10Ni-3Ru 

<10Ni-1Ru<10Ni-2Ru.  

Considering the activities of all catalysts, it is clearly deduced that 10Ni-2Ru/SA is 

the most active and appropriate catalyst for GSR.  

To sum up, the highest H2 yield was achieved in the presence of 10Ni-2Ru/SA as 

84.5% whereas the lowest H2 yield was obtained as 2.2% in the presence of 10Zr/SA. 

In addition, the H2 yield values of 10Ni-1Ru/SA, 10Ni-3Ru/SA, 10Ni/SA, and 

8Ni/SA are quite acceptable and close to the yield obtained in 10Ni-2Ru/SA with the 

values of 83.0%, 82.4%, 82.1% and 80.4%, respectively.  
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Figure 5.75 shows all H2 yields obtained from all synthesized catalysts. 

 

Figure 5.75 Comparison of All Catalysts 

(Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

Figure 5.76 depicts the comparison of the Lewis-to-(Lewis+Bronsted) acid sites of 

the catalysts calculated by the intensities of the Lewis and Lewis+Bronsted acid sites 

in DRIFT analysis of the fresh catalysts. 
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Figure 5.76 Comparison of H2 Yield and L/(L+B) Acid Sites Ratio of the Catalysts 

(Trxn:550oC, FFR:0.9ml/h, WGMR:9) 

According to Figure 5.76, it is clear that, there is an almost direct proportion between 

H2 yield and Lewis-to-(Lewis+Bronsted) acid sites ratio. The highest L/(L+B) ratio 

was obtained in 10Ni-3Ru/SA in which H2 yield was quite high; however, the lowest 

L/(L+B) ratio was obtained in 10Mo/SA in which H2 yield was moderate value. The 

zero value of L/(L+B) ratio may be due to the inability of 10Mo to adsorb to pyridine 

vapour; however, the presence of Lewis acid sites in addition to literature (Shen et 

al., 2019) is consistent with obtaining moderate H2 yield value. In addition, low 

L/(L+B) ratios were obtained in 8Ni-2Mo(I), 8Ni-2Mo(II), 10Co and 10Zr loaded 

silica aerogels, in which H2 yields were quite low. Despite the fact that both 8Ni-

2Mo/SA(I) and 8Ni-2Mo/SA(II) have the same L/(L+B) values, the higher H2 yield 

in 8Ni-2Mo/SA(I) may be ascribed to its higher pore diameter, which may be 

interpreted as reducing the pore clogging in the catalyst leading to an increase in 

catalytic activity. Therefore, it is clear that high L/(L+B) ratios are much better to 

achieve higher H2 yield. 
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5.3 Characterization Results of Used Catalysts 

In this part, surface area and porosity, crystallite size, amount of deposited coke and 

surface morphology of used mono, bi and trimetallic catalysts used in the reaction at 

the best operating conditions were examined with the aid of some characterization 

techniques such as N2 Physisorption, XRD, TGA and SEM analysis. 

5.3.1 N2 Physisorption Analysis 

N2 physisorption analysis results of fresh & used 10Ni/SA, 10Ni-1Ru/SA, 10Ni-

2Ru/SA and 10Ni-3Ru/SA were depicted in Figures 5.77-5.84. According to figures, 

there is a decrease in adsorbed pore volume of each used catalyst compared to fresh 

catalysts. This might be attributed to the fact that Ni is a suitable catalyst for carbon 

formation (Zhao et al.,2007; Lee et al., 2016; Charisiou et al., 2019; Susi et al., 2008; 

Wu et al., 2016), causing coke deposition during the reaction, resulting in a reduction 

in surface area, pore volume and pore diameter. In addition, the physical properties 

of fresh and used 10Ni/SA, 10Ni-1Ru/SA, 10Ni-2Ru/SA and 10Ni-3Ru/SA were 

given in Tables 5.10-5.14. 
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Figure 5.77 N2 Physisorption Isotherms of Fresh & Used 10Ni/SA Catalysts 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 

 

Figure 5.78 Pore Size Distributions of Fresh & Used 10Ni/SA Catalysts 

 

 

0

200

400

600

800

1000

1200

1400

0 0.2 0.4 0.6 0.8 1

Q
u
a
n
t
i
t
y
 
A
d
s
o
r
b
e
d
 
(
c
m
į
/
g
 
S
T
P
)

Relative Pressure (P/P0)

Fresh

Used

0

1

2

3

4

5

6

0 10 20 30 40 50 60

d
V
/
d
l
o
g
(
D
)
 
P
o
r
e
 
V
o
l
u
m
e
 
(
c
m
į
/
g
Ŀ
¡
)

Pore Diameter (nm)

Fresh

Used



 

 

169 

Table 5.10 Physical Properties of Fresh & Used 10Ni/SA Catalysts 

 

 

Figure 5.79 N2 Physisorption Isotherms of Fresh and Used 10Ni-1Ru/SA Catalysts 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 
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10Ni/SA 602 1.64 7.1 8.12 

10Ni/SA(used) 381 0.74 5.1 13.24 
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Figure 5.80 Pore Size Distributions of Fresh & Used 10Ni-1Ru/SA Catalysts 

Table 5.11 Physical Properties of Fresh & Used 10Ni-1Ru/SA Catalysts 
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10Ni-1Ru/SA 606 0.69 3.2 21.03 

10Ni-1Ru/SA 

(used) 
603 0.63 2.9 22.75 
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Figure 5.81 N2 Physisorption Isotherms of Fresh & Used 10Ni-2Ru/SA Catalysts 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 

 

Figure 5.82 Pore Size Distributions of Fresh & Used 10Ni-2Ru/SA Catalysts 
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Table 5.12 Physical Properties of Fresh & Used 10Ni-2Ru/SA Catalysts 

 

 

Figure 5.83 N2 Physisorption Isotherms of Fresh & Used 10Ni-3Ru/SA Catalysts 

(Filled Symbols: Adsorption Branch, Empty Symbols: Desorption Branch) 
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(used) 
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Figure 5.84 Pore Size Distributions of Fresh & Used 10Ni-3Ru/SA Catalysts 

Table 5.13 Physical Properties of Fresh & Used 10Ni-3Ru/SA Catalysts 

5.3.2 X-Ray Diffraction (XRD) Analysis 

In this part, fresh & used 10Ni/SA, 10Ni/SA-wet and 10Ni-2Ru/SA were compared 
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metalic-nickel, nickel oxide and metallic-ruthenium peaks, the peaks at 2ᴆ value of 

26.2, 44.7 and 54.5o correspond to carbon in accordance with C PDF Card (No:00-

041-1487) (Table B.18 in Appendix B). In addition, the peaks at 2ᴆ value of 37.1, 

43.9 and 61.9o in used 10Ni/SA catalyst correspond to nickel oxide in accordance 

with NiO PDF Card (No: 01-089-5881) (Table B.2 in Appendix B). 

 
Figure 5.85 XRD Patterns of Fresh & Used 10Ni/SA Catalysts 
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Figure 5.86 XRD Patterns of Fresh & Used 10Ni/SA-wet Catalysts 

 

Figure 5.87 XRD Patterns of Fresh & Used 10Ni-2Ru/SA Catalysts 
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5.3.3 Thermogravimetric Analysis (TGA) 

In this part, the amount of coke deposited in the catalysts was examined using TGA. 

The amount of carbon formation in the catalysts was obtained according to the 

weight loss in the catalysts as a result of the reaction of the carbon in the catalysts 

with the oxygen in the air. TGA results of the catalysts used were given in Figures 

5.88-5.94. While, the weight loss of the catalysts up to 100oC was due to the moisture 

in the catalysts, the weight loss at high temperatures was due to the carbon formation 

in catalysts. For this reason, amounts of deposited coke were calculated with respect 

to weight loss between the temperatures of 350-750oC. Detailed calculation was 

given in Appendix H. 

The effect of reaction conditions and metal types on carbon formation in the catalysts 

was discussed in following sections. 

5.3.3.1 The Effect of Feed Flow Rate on Carbon Deposition 

The effect of feed flow rate on carbon formation was examined in the presence of 

10Ni/SA(1035)(1035), performed at 965oC, atmospheric pressure with the W/G 

molar ratio of 3 and at the feed flow rate of 0.8, 0.9 and 1.0 ml/h. The comparative 

TGA analysis results with respect to feed flow rates were depicted in Figure 5.88.  
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Figure 5.88 The Effect of Feed Flow Rate on Carbon Deposition 

According to Figure 5.88, there is no significant weight loss in the catalysts used in 

the reaction at 0.8, 0.9 and 1.0 ml/h feed flow rates. Low weight loss is ascribed to 

the high reaction temperature that prevents carbon formation in the catalysts due to 

the exothermic nature of the carbon formation reactions: 

Carbon Formation Reactions:    

2CO ź CO2 + C      æHR = -172 kJ/mole 

CH4 ź 2H2 + C      æHR = 75 kJ/mole 

CO + H2 ź H2O + C       æHR = -131 kJ/mole 

CO2 + 2H2 ź 2H2O + C     æHR = -90 kJ/mole  

The weight loss of the catalysts was 0%, 0% and 1.31% corresponding to 0, 0 and 

0.04 gC/gcat-h
-1 at the feed flow rates of 0.8, 0.9 and 1.0 ml / h, respectively. 
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5.3.3.2 The Effect of Temperature on Carbon Deposition 

The effect of temperature on carbon formation was examined in the presence of 

10Ni/SA(700)(1035), performed at 450-1050oC, atmospheric pressure with the W/G 

molar ratio of 3 and at the feed flow rate of 0.9 ml/h. The comparative TGA analysis 

results with respect to temperature were depicted in Figure 5.89. 

 

Figure 5.89 The Effect of Temperature on Carbon Deposition 

According to Figure 5.89, the amount of weight loss decreases with an increase in 

temperature. This indicates that exothermic carbon formation reactions were 

inhibited at elevated temperatures. 

Carbon Formation Reactions:    
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CH4 ź 2H2 + C      æHR = 75 kJ/mole 
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In the activity tests performed between 470-755oC, weight loss is observed in the 

range of 450-650oC, indicating that the formation of carbon fibre (Xu et al., 2018) 

during the glycerol steam reforming reaction. The weight loss of the catalysts was 

21.83%, 20.88%, 17.58%, 17.00%, 19.55%, 8.93%, 1.89%, 0.89%, 0% and 0% 

corresponding to 0.65, 0.63, 0.53, 0.51, 0.59, 0.27, 0.06, 0.03, 0 and 0 gC/gcath
-1at 

470, 500, 540, 610, 680, 755, 825, 895, 965 and 1035oC, respectively. 

5.3.3.3 The Effect of Feed Ratio on Carbon Deposition 

The effect of W/G molar ratio on carbon formation was examined in the presence of 

10Ni/SA(700)(1035), performed at 680oC, atmospheric pressure with the W/G molar 

ratio of 1, 3, 6 & 9 and at the feed flow rate of 0.9 ml/h. The comparative TGA 

analysis results with respect to feed ratio were shown in Figure 5.90. 

 

Figure 5.90 The Effect of W/G Molar Ratio on Carbon Deposition 

According to Figure 5.90, amount of weight loss varies with respect to the performed 
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in the catalysts. The reason of this may be that the increase in water content in the 

feed yields the reverse carbon formation (carbon gasification) reactions, thus 

reducing the formation of carbon in the catalysts that increases the both CO and CO2 

formations. (Spivey 2011; Charisiou et al., 2020) 

Carbon Gasification Reactions: 

C + H2O ź CO + H2      æHR = 131 kJ/mole 

C + 2H2O ź CO2 + 2H2     æHR = 90 kJ/mole  

However, carbon formation may be assigned to the following reactions, particularly 

in activity tests performed at the W/G molar ratio of 1 & 3: 

Carbon Formation Reactions:    

2CO ź CO2 + C      æHR = -172 kJ/mole 

CH4 ź 2H2 + C      æHR = 75 kJ/mole 

CO + H2 ź H2O + C       æHR = -131 kJ/mole 

CO2 + 2H2 ź 2H2O + C     æHR = -90 kJ/mole  

As seen in Figure 5.90, weight loss is observed in the range of 450-650oC, ascribing 

to the formation of carbon fibre (Xu et al., 2018) during the activity tests. The weight 

loss of the catalysts was 35.16%, 19.55%, 1.03% and 0.44% corresponding to 1.05, 

0.59, 0.03 and 0.01 gC/gcath
-1 at W/G molar ratio of 1, 3, 6 and 9, respectively. 

5.3.3.4 The Effect of Catalyst Synthesis Method on H2 Yield 

The effect of both catalyst synthesis method and temperature at the W/G molar ratio 

of 9 was examined in 10Ni/SA(700)(1035) and 10Ni/SA(700)(1035)-wet, performed 

at 470-680oC, atmospheric pressure and at the feed flow rate of 0.9 ml/h. The 

comparative TGA analysis results with respect to temperature were demonstrated in 

Figure 5.91. 




















































































































































































































































