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ABSTRACT 

 

DESIGN, FABRICATION AND CHARACTERIZATION OF 

INTERDIGITATED BACK CONTACT SILICON SOLAR CELLS  

 

 

¢iftpēnar, Emine Hande 

Doctor of Philosophy, Micro and Nanotechnology 

Supervisor : Prof. Dr. Raĸit Turan 

Co-Supervisor: Assoc. Prof. Dr. Sel­uk Yerci 

 

 

 

April 2022, 247 pages 

 

The design and development of high-efficiency interdigitated back contact (IBC) 

solar cells have been studied within the scope of this thesis. Developing a totally 

industry-compatible, lithography-free, high-throughput process flow for the 

fabrication of IBC cells was the main motivation of the thesis. For this, a detailed 

simulation study was conducted using Quokka 2 software to optimize the rear side 

cell geometry and understand the effect of bulk and layer properties on the device 

performance. After determining three different cell geometries with varying pitch 

values of 750, 1250, and 1700 Õm, a totally screen-printing-based process flow was 

designed and applied to fabricate IBC cells. For selective diffusion, thick SiNx 

layers with optimized layer compositions were used as the diffusion barriers during 

the high-temperature boron and phosphorus diffusion process. The patterning of the 

barrier layers was done using a screen-printable ink with enhanced chemical 

resistance in acidic solutions. Following the optimization of the diffusion barrier 

properties and corresponding patterning step, diffusion and corresponding 

passivation properties were optimized. BCl3 and POCl3 diffusion recipes were 

studied in detail not only for the rear emitter and back surface field (BSF) regions 

but also for the front non-contacted junctions. Industrial fire-through (FT) metals 
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pastes were used for the metallization of rear junctions whose corresponding 

optimization was done with the help of detailed contact resistivity analysis. 

Combining all optimized process parameters for the cell fabrication resulted in the 

best cell parameters of FF:71.2%, Voc:642 mV, Jsc:37 mA/cm2 for FFE-IBC cell 

structure which were FF:70.3%, Voc:637 mV, Jsc:39 mA/cm2 for FSF-IBC 

structure.  

In addition to IBC studies, polySi passivating contact cells were also focused on in 

this thesis. In addition to their passivating properties, ex-situ doped polySi layers of 

varying thicknesses were studied also for their contacting properties. Excellent 

passivation properties were obtained for the case of n-polySi layers with the 

corresponding total recombination parameters (J0) of 1.6 and 7.4 fA/cm2 on 

textured and polished wafers, respectively. For the case of p-polySi layers, 16.3 

and 70.2 fA/cm2 were obtained on the polished and textured wafers. Regarding the 

contacting properties, a novel methodology to extract the contact recombination 

parameter (J0,contact) was developed. The extracted J0,contact values were lying within 

the range of 300-400 fA/cm2 for relatively thicker n-polySi and p-polySi layers 

which increased to 1000 and 700 fA/cm2 for their thinner counterparts. Obtained 

J0,contact values were then correlated to high-resolution SEM images to better 

understand the contact formation and paste-polySi interaction.  

 

Keywords: Interdigitated back contact solar cells, passivating contact solar cells, 

recombination parameter. 
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¥Z 

 

ARKA KONTAK ARKA EKLEMLĶ SĶLĶSYUM G¦NEķ G¥ZELERĶNĶN 

TASARIM, ¦RETĶM VE KARAKTERĶZASYONU 

 

 

¢iftpēnar, Emine Hande 

Doktora, Mikro ve Nanoteknoloji 

Tez Yºneticisi: Prof. Dr. Raĸit Turan 

Ortak Tez Yºneticisi: Dr. ¥ĵr. ¦yesi Sel­uk Yerci 

 

 

Nisan 2022, 247 sayfa 

 

Bu tez kapsamēnda y¿ksek verimli i­ i­e ge­miĸ arkadan baĵlantēlē (IBC) tipi g¿neĸ 

h¿crelerinin tasarēm ve geliĸtirilmesi ­alēĸēlmēĸtēr. Tezin ana motivasyonu tamamen 

end¿striye uyarlanabilir, litografi gerektirmeyen, y¿ksek ¿retim ­ēktēlē bir IBC 

¿retim yºntemi geliĸtirmektir. Bu ama­la, Quokka 2 yazēlēmē kullanēlarak arka 

y¿zey geometrisinin optimize edilip, silisyum alttaĸ ve ¿zerindeki tabakalarēn 

ºzelliklerinin aygēt performansē ¿zerindeki etkisi sim¿le edilmiĸtir. Sim¿lasyon 

­alēĸmalarēnēn ardēndan 750, 1250 ve 1700 Õm h¿cre a­ēklēĵēna ¿­ farklē yapē 

se­ilmiĸ ve ºnerilen tamamen serigrafi tabanlē IBC ¿retim yºntemi bu ¿­ farklē 

h¿cre geometrisi i­in kullanēlmēĸtēr. H¿cre aĸamasēnda se­ici dif¿zyon i­in 

kompozisyonu optimize edilmiĸ kalēn SiNx tabakalarē y¿ksek sēcaklēk bor ve fosfor 

katkēlama iĸlemleri sērasēnda bariyer olarak kullanēlmēĸtēr. Bariyer tabakalarēnēn 

desenleme iĸlemi serigrafi ile serilen, asidik sol¿syonlarda kimyasal dayanēmē 

y¿ksek olan ºzel bir m¿rekkep kullanarak yapēlmēĸtēr. Dif¿zyon bariyeri ºzellikleri 

ve ilgili desenleme iĸlemlerinin optimizasyonun ardēndan, katkēlama ve y¿zey 

pasivasyonu ­alēĸmalarē devam etmiĸtir. Hem arka y¿zey emiter ve arka y¿zey 

alanē (BSF) hem de ºn y¿zey kontak atēlmamēĸ eklem bºlgeleri i­in BCl3 ve POCl3 

dif¿zyon re­eteleri detaylē bir ĸekilde ­alēĸēlēp, optimize edilmiĸtir. Metalizasyon 
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i­in end¿striyel metal pastalar kullanēlmēĸ, kontak direnci ­alēĸmalarē yardēmēyla 

gerekli optimizasyonlar tamamlanmēĸtēr. Optimize edilmiĸ t¿m proses 

parametreleri kullanēlarak ¿retimi tamamlanan FFE-IBC h¿crelerde en y¿ksek 

h¿cre parametreleri FF:%71.2, Voc:642 mV, Jsc:37 mA/cm2 seviyelerine ulaĸērken, 

FSF-IBC h¿creler i­in bu deĵerler FF:%70.3, Voc:637 mV, Jsc:39 mA/cm2 

seviyesine ­ēkmēĸtēr. 

IBC ­alēĸmalarēna ek olarak, ­oklu kristal silisyum (polySi) ile pasive edilmiĸ 

h¿creler de bu tez kapsamēnda incelenmiĸtir. Pasivasyon ºzelliklerinin yanē sēra 

haricen katkēlanmēĸ polySi katmanlarēnēn kontak ºzellikleri de farklē tabaka 

kalēnlēklarē i­in incelenmiĸtir. N-tipi polySi tabaka i­in parlak y¿zeylerde 1,6 ve 

piramitli y¿zeyde 7,4 fA/cm2 gibi olduk­a d¿ĸ¿k seviyelerde toplam 

rekombinasyon parametrelerine (J0) ulaĸēlmēĸtēr. P-tipi polySi tabakalar i­in toplam 

J0 deĵerleri parlak y¿zey i­in 16,3 ve piramitli y¿zey i­in 70,2 fA/cm2 seviyelerine 

kadar d¿ĸ¿r¿lm¿ĸt¿r. Kontak ºzellikleri d¿ĸ¿n¿ld¿ĵ¿nde ise, kontak 

rekombinasyon kayēp parametresi (J0,contact) hesaplamasē i­in ºzg¿n bir yºntem 

geliĸtirilmiĸtir. Bu yºntem kullanēlarak elde edilen J0,contact deĵerleri kalēn olan n-

tipi ve p-tipi polySi tabakalarē i­in 300-400 fA/cm2 seviyelerinde kalērken, daha 

ince olan n-tipi ve p-tipi polySi tabakalarē i­in bu deĵer sērasēyla 1000 ve 

700 fA/cm2 kadar y¿kselmiĸtir. Elden edilen J0,contact deĵerleri sonrasēnda y¿ksek 

­ºz¿n¿rl¿kl¿ taramalē elektron mikroskobu (HR-SEM) gºr¿nt¿leriyle 

iliĸkilendirilip kontak oluĸum mekanizmasē ve metal pasta-polySi tabakasē 

etkileĸimi daha iyi anlaĸēlmēĸtēr. 

 

Anahtar Kelimeler: Ķ­ i­e ge­miĸ arkadan baĵlantēlē g¿neĸ h¿creleri, pasive olmuĸ 

kontaklē g¿neĸ h¿creleri, rekombinasyon. 
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CHAPTER 1  

1 INTRODUCTION  

In 2020, the worldôs annual energy demand was 25000 TWh and fossil energy was 

still the most used form of energy which is based on limited sources and harmful 

emissions. As shown in Figure 1.1, the total ratio of fossil energy in 2020 was 

60.96% including coal, gas, and oil which means quite a significant amount of CO2 

emission.  

 

Figure 1.1. World's energy source distribution [1]. 

The remaining 39.04% of the energy was provided by carbon-free energy sources 

whose 2.85% was from solar, 6.28% was from wind, and 2.74% was from other 

renewables including biomass, geothermal, waste, wave, and tidal. Still, 10.12% of 

the energy was provided by nuclear while 17.05% was from hydropower [1]. 

However, considering the total global CO2 emission, shown in Figure 1.2, and its 

effect on atmospheric temperatures, it is crucial to reduce the usage of fossil fuels 

[1]ï[3]. According to Intergovernmental Panel on Climate Change (IPCC), the 

temperature increase since the middle of the 20th century was mainly due to the 
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increasing greenhouse gases concentrations in the atmosphere caused by fossil fuel 

burning and deforestation [4].  

 

Figure 1.2. Annual CO2 emissions from the burning of fossil fuels for energy and cement production in 2020. 

Land-use change is not included [1]. 

The Earth receives average solar irradiation of 1367 W/m2 outside the atmosphere 

and such a large amount of received energy is enough to supply the energy need of 

the whole planet [5], [6]. The solar irradiation can be directly converted into 

electricity by photovoltaic cells through a noise and emission-free operation.  

 

Figure 1.3. Net solar PV capacity additions 2018-2020 [7]. 
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Thus, photovoltaics is a promising technology to provide environmentally friendly 

and sustainable energy. The production and total installation of solar cells is 

increasing rapidly. As seen in Figure 1.3, the installed photovoltaic capacity has 

been rapidly increasing. In 2020, solar PV generation reached 821 TWh by a record 

increase of 156 TWh (23%) [7]. 

However, according to Net Zero Scenario, the global energy-related carbon dioxide 

emission would be brought to net zero to limit the global temperature rise below 

2ÁC preferentially 1.5ÁC [8]. For this, an annual generation growth of 24% between 

2020 and 2030 is required which corresponds to 630 GW of net capacity additions 

in 2030. To achieve such great dissemination successfully done, further reduction 

of the manufacturing costs of the PV systems is required together with proper 

regulations for system installations.  

Improving cell efficiency has a high impact on reducing manufacturing costs. 

Progressing technology has already enabled the manufacturing of 26.30% efficient 

cells in mass production [9], [10]. Amongst the other cell structures, interdigitated 

back contact solar cells have the highest efficiency potential with their zero shading 

losses. While Kaneka is the record holder company on silicon heterojunction-IBC 

cells with their 26.63% efficiency on 180 cm2, SunPower is the other company 

producing IBC cells with the highest efficiency of 25.2% [11], [12]. Zebra-IBC cell 

is a young member of the industrial IBC family with their large area efficiencies 

exceeding 24% [13]. Despite their high-efficiency potential, fabrication of 

interdigitated back contact solar cells is challenging and requires multiple masking 

steps. Although many different research centers demonstrated small area cell 

results, corresponding fabrication sequences were mostly relying on 

photolithography and thermal evaporation. Thus, there is still a gap to develop a 

cost-effective manufacturing technology. 

Due to the potential of reaching high efficiencies with cost-effective manufacturing 

technology, the present thesis focuses on the design of interdigitated back contact 

solar cells and the development of a cost-effective fabrication sequence of the 
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designed cell structure. With the help of additional simulations and detailed 

characterization, further increase of the device efficiency is also possible.  

1.1 Interdigitated  Back Contact Solar Cells and Advantages 

Interdigitated back contact solar cells exhibit both emitter and base junctions and 

corresponding metal electrodes at the rear side of the cells. By this, IBC solar cells 

have several advantages over the conventional front and back contacted solar cells. 

These advantages can be listed as in the following: 

¶ Metal shading losses are eliminated which results in increased short 

circuit current density (Jsc). 

¶ In the absence of metal contacts at the front side, front side diffusion 

concentration and passivation layer properties can be optimized for 

optimum light trapping and passivation properties without any concern 

for metallization. 

¶ Since all metals are placed at the rear side, the metal finger width 

would not be limited by the shading concerns. Thus, the series 

resistance will be reduced. 

¶ Co-planar interconnection increases the packing density of the IBC 

cells during the module assembly process. Therefore, cell-to-module 

(C2M) losses are less compared to the modules of front and back 

contacted cells. 

¶ Homogenous front side appearance makes IBC cells and modules more 

attractive for building integrated photovoltaic (BIPV) applications. 

Despite all the above-mentioned advantages, there are also some risks and 

challenges related to the interdigitated back contact cell structures. These risks and 

challenges are: 
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¶ Due to the complicated structure of IBC cells, processing requires 

additional steps which makes the fabrication of IBC cells more 

complicated and challenging 

¶ High position accuracy is required in the masking steps to avoid fatal 

shunting between n+ doped and p+ doped electrodes. 

¶ Since all junctions are placed at the rear side of the cells, base material 

is required to be high quality and more stable during successive high 

temperature process steps. 

While the risks and challenges about the complicated processing technology and 

requirement of a high-quality base material increases the manufacturing cost, the 

increased cell efficiency would balance that increment in the cost. Within the scope 

of this thesis, a less complicated, industry-compatible fabrication method could 

have successfully been developed and applied. 

1.2 Motivation of the Thesis 

The main motivation of this thesis is to develop a novel IBC cell fabrication 

method which is not available in literature with following properties: 

i. Lithography-free process sequence. 

ii.  Utilize the tools already available in n-Si and p-Si industrial production 

lines. 

iii.  Suitable for batch process. 

1.3 Aims of the Thesis 

In this thesis, the following goals are tried to be reached at: 

i. Design an IBC cell structure with an optimized gap, BSF and emitter 

width for 4x4 cm2 small area cells on 156.75x156.75 mm2 Cz-Si 

wafers. 
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ii.  Observe the effect of different doping profiles (i.e., depth, peak 

concentration) of emitter and BSF on device performance. 

iii.  See the effect of base material, i.e., either p-type or n-type Si. 

iv. See the effect of front surface doping profile and understand the effect 

of FFE and FSF on device performance. 

v. Optimize the passivation layer for front side and rear side 

independently using test structures. 

vi. Develop a novel fabrication method using only industry compatible 

systems, i.e., diffusion furnaces (POCl3 and BCl3), PECVD, screen 

printer and firing furnace. 

vii.  Optimize peak firing temperature for fire-through (FT) AgAl and FT-

Ag paste on boron doped and phosphorus doped regions respectively.  

viii.  Optimize the required metal fraction with high FF but with as low 

J0,contact as possible.  

ix. Carry out electrical and optical characterization on the fabricated small 

cells. 

1.4 Thesis Plan 

1.4.1 Simulation 

i. Effect of emitter fraction for a constant pitch on the cell performance 

for ideal contacts (contact resistivity: 1x10-4 ɋ.cm2) for various bulk 

lifetime (low, moderate, high) and bulk resistivity values will be 

examined. The influence of FFE and FSF on carrier transport is also 

aimed to be understood.  

ii.  Effect of emitter and BSF regionsô sheet resistances will be verified for 

varying emitter/BSF ratios. Bulk lifetime will be fixed based on the 

results of previous section while base resistivity will again be swept. 
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Moreover, unit cell size will also be varied from smaller to larger unit 

cell sizes. 

iii.  The best performing cell parameters of the previous section will be 

utilized. Emitter and BSF sheet resistances will be set to a certain point 

to that the effect of varying gap fraction, passivating quality of the gap 

and wafer thickness will be examined.  

1.4.2 Fabrication & Characterization  

i. Optimization of etch resist 

o Printing parameters 

o Alignment control using optical microscope 

o Curing temperature and time 

o Patterning (chemical resistance of the printed etch resist during 

dielectric patterning) 

o Stripping and post cleaning 

ii.  Optimization of diffusion barrier thickness and composition for BCl3 

and POCl3 diffusions 

iii.  Optimization of boron (BCl3) and Phosphorus (POCl3) diffusion both 

for front and rear side 

o Sheet resistance and electrochemical capacitance voltage (ECV) 

measurements 

o Photoluminescence (PL) measurements 

iv. Optimization of SiO2/SiNx and Al2O3/SiNx stack as passivation layer 

for BSF, gap, emitter, FFE and FSF regions on test structures (before 

and after firing). 

o Photoluminescence (PL) measurements 

o Sinton PCD measurements  

v. Optimization of metallization 

o Peak firing condition 
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o Conveyor belt speed 

o Transfer length measurements (TLM) for contact resistivity 

analysis on bifacial cells   

vi. Small area cell fabrication using optimized recipes 

o Sheet resistance measurements (after each process step) 

o Sinton PCD and PL measurements on test structures and half 

fabricated cell structures 

o Solar simulator (I-V) measurements following the metallization 

o External quantum efficiency (EQE) measurements on the final 

device 

1.5 Thesis Outline 

Chapter 2: Thesis starts with a literature survey on the back contact solar cells 

including metal wrap through (MWT), emitter wrap through (EWT) and 

interdigitated back contact (IBC) solar cells. The current efficiency values 

together with the process details of the cells from different research centers 

and companies are covered in this chapter. 

Chapter 3: In this chapter, a detailed simulation study conducted using 

Quokka2 software. By the end of this chapter, the effect of bulk properties, 

front side diffusion, emitter and BSF diffusions, and the cell geometry will be 

realized. 

Chapter 4: A novel fabrication process flow will be suggested and applied for 

the first time. Composition and thickness of SiNx layer will be optimized to be 

used as the diffusion barrier. Patterning of the barrier layers will be done using 

screen-printable etch resist followed by dilute acidic etching. The first IBC 

cells will be fabricated using the suggested fabrication sequence. 

Chapter 5: Boron and phosphorus diffusion processes will be studied in detail 

for this chapter. Various BCl3 and POCl3 recipes were applied on symmetrical 
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test samples. SiO2/SiNx and Al2O3/SiNx stacks are utilized to passivate the 

doped surfaces while corresponding lifetime measurements were done for 

before and after diffusion conditions. Moreover, contacting properties of the 

samples were checked for fire metallization pastes. 

Chapter 6: In this chapter, process parameters and recipes optimized in the 

previous chapter were used to fabricate FFE and FSF-IBS cells. The resulting 

cells were analyzed as a function of front surface doping, cell pitch, and 

applied peak firing temperatures. 

Chapter 7: In this chapter, polySi passivating contact studies conducted at 

ECN, Netherlands will be covered. Passivating and contacting properties of 

doped polySi layers are analyzed for varying polySi layer thicknesses. A novel 

method was developed to extract contact recombination current density 

(J0,contact) and compared with the results of other methods. As the final task of 

this chapter, all poly passivated contact cells were fabricated and 

characterized. 
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CHAPTER 2  

2 BACK CONTACT SOLAR CELLS  

In this chapter, background information about back contact (BC) solar cells will be 

given together with the best efficiency values. Interdigitated back contact (IBC) 

solar cells, as being the main topic of this thesis, will be analyzed in detail.  

2.1 Introduc tion 

In recent years, n-type solar cells have received growing attention from many cell 

manufacturers and research centers due to their high-efficiency potential. Unlike p-

type silicon (Si), the lack of boron (B)-oxygen (O) complexes increases minority 

carrier lifetime and makes n-type Si more resistant to light-induced degradation 

(LID) [14]. More advanced cell architectures utilizing n-type Si like hetero-

junction (HJT), passivating contact and back contact-back junction (BC-BJ) are 

capable of reaching efficiency values above 20% at the industrial level [15]. 

However, all these advanced technologies require high-quality base materials and 

more complicated process steps. According to ITRPV-2020 report; despite these 

requirements, both HJT and Interdigitated back contact (IBC) technologies are 

expected to increase their market share while that of back surface field (BSF) will 

shrink and even end by 2025 [16].  

 

Figure 2.1. Cross-sectional view of a standard Al-BSF (left) and an IBC (right) cell. 
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The Cross-sectional view of an Al-BSF and IBC cell is given in Figure 2.1. BC 

solar cells offer various advantages over the cells with front metallization pattern. 

Firstly, front metal is completely or partially moved to the rear side of the cell as in 

the case of emitter wrap through (EWT) and interdigitated back contact (IBC) or 

metal wrap through (MWT) respectively. Thus, optical shading is either partially 

reduced or eliminated. Secondly, back contact solar cells require less gap between 

neighboring cells during module fabrication. Thus, a higher packing fraction is 

reached. As a result, cell to module losses is minimized and a more aesthetic 

appearance is obtained with BC-BJ modules which is demanded for BIPV 

applications. Despite all these advantages of back contact solar cells, their market 

share is still low due to the fact that their fabrication is more complicated and 

requires multiple patterning and alignment steps [17].  

IBC structure where all metallization is moved to the rear side of the wafer as an 

interdigitated pattern has the highest efficiency potential amongst the other BC-BJ 

cells [18]. Although various fabrication methods have been offered by different 

research centers, most of them rely on lithographical patterning steps. This makes 

the processes more time consuming, more expensive and less industry compatible. 

Design, optimization and development of an industry-compatible fabrication 

method of IBC cells will be studied in detail within the scope of this thesis.  

2.2 Classification of Back Contact (BC) Solar Cells 

2.2.1 Emitter Wrap Through (EWT) Solar Cells  

Emitter wrap through (EWT) is the BC structure where all metallization pattern is 

moved to the rear side of the c-Si wafer as in the case of IBC structure. In the IBC 

case, however, both junction polarities are placed at the rear side and a high-quality 

absorber is needed to collect the generated carriers at the corresponding contacts. 

On the contrary, EWT structure was developed to circumvent this high quality 

absorber demand [19].  
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In EWT design with cross-sectional view shown in Figure 2.2, the cell is equipped 

with a front and a rear emitter region electrically connected by means of small 

holes, so called ñviasò drilled through the base wafer. Then, the generated carriers 

travel to the rear side of the c-Si through those conductive pathways. Hence, low 

cost materials with lower minority diffusion lengths could be utilized as 

absorber[19]. 

 

Figure 2.2. Cross-sectional view of an EWT solar cell [7]. 

Moreover, unlike IBC cells EWT cells are more robust against front passivation 

quality and bulk lifetime due to the existence of highly doped front emitter [20]. 

Considering the process flow of an EWT cell with n-type absorber in Figure 2.3, 

additional drilling and laser induced damage removal steps are required [20].  

 

Figure 2.3. Process sequence of an EWT solar cell [7]. 
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The basic issue prevented EWT architecture becoming an industrial technology is 

the time-consuming laser drilling step and resulting stress induced on the substrate. 

Per each wafer approximately 15,000-20,000 via holes are drilled by laser [19]. 

Putting thousands of holes on a wafer makes it brittle against the following process 

steps like high temperature diffusion, cleaning or screen printing. Although 21.6% 

efficiency was obtained on 4 cm2 cells [20], EWT technology could not be 

successfully transferred to industrial production lines. 

2.2.2 Metal Wrap Through (MWT) Solar Cells  

Metal wrap through (MWT) is another BC architecture where front contact busbars 

are moved to the rear side through the laser drilled vias. Thus, front shading loses 

[21] and surface recombination is partially reduced, as a result cell efficiency will 

be improved [22]. Cross-sectional view of MWT cells with p-Si and n-Si is given 

in Figure 2.4. 

 

Figure 2.4. Cross-sectional view of a p-MWT (left) [10] and an n-MWT (right) [30] cells. 

For cost effective p-MWT cell fabrication; additional laser drilling and laser 

induced damage removal steps could be adapted to already available standard p-

type solar cell production lines [23]. To further improve the cell performance, 

additional steps of n-MWT cell process were successfully adapted to n-type cell 

production lines. Front and rear side of an n-MWT cell which is fabricated at full 

scale using industrial tools can be seen in Figure 2.5 [24].  
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Figure 2.5. Image of an n-MWT cell, front side (left) and rear side (right) [24]. 

At the module side, a full back interconnection is offered for MWT cells. This 

results in lower resistive losses unlike the regular double-side interconnection of H-

pattern solar cells with tabs, and lower cell to module loss is obtained. Moreover, 

the use of thinner cells is allowed for MWT technology which would directly 

reduce the cost [22].  

20.1% and 19.4% efficiency values were obtained for p-MWT on p-type FZ and Cz 

Si wafers respectively. For the fabrication, POCl3 diffusion was used for emitter 

formation whereas screen printing was utilized for contact formation. Best 

performing device on Cz wafer had a Voc of 647 mV, Jsc of 39.3 mA/cm2 and an FF 

of 76.2%. For the FZ case, best Voc was 658 mV, Jsc was 39mA/cm2 and FF was 

78.4%.  For n-MWT solar cells (239 cm2), the best efficiency was obtained as 

20.1%, with corresponding FF of 77%, Voc of 653 mV and Jsc of 40.01 mA/cm2. 

The best performing reference (n-PASHA) cell of the same batch had an efficiency 

of 19.98%, FF of 78.5%, Voc of 653 mV and Jsc of 38.97 mA/cm2 [25]. N-MWT 

module of 60 cells, had a maximum output power of 272 W with an average cell 

efficiency of 18.9%. Resulting cell to module (C2M) FF loss was 0.8%. The 

module of 60 n-PASHA cells had a maximum output power of 265 W with 18.6% 

average cell efficiency and C2M loss was 3%. Combining MWT with hetero-

junction (SHJ) technology results in Voc: 719 mV, Jsc: 39.3 mA/cm2, FF: 80% and 

eta: 22.6% for a cell area of 243 cm2 [21]. 
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2.2.3 Interdigitated Back Contact (IBC) Solar Cells 

Interdigitated back contact (IBC) is the most promising BC-BJ cell structure. 

Despite its more complicated design and process sequence, various research centers 

and their industrial partners have been putting great effort for the last decade to 

transfer this technology to industrial production lines. 

Considering the device architectures, IBC cells can be separated into 3 main 

groups.  For the first group, the front side of the cell is doped with the same 

polarity as the base Si wafer and it is called as front surface field (FSF). For the 

second group, the front side is doped at the opposite polarity of the base Si wafer 

and it is called as front floating emitter (FFE). Corresponding cross-sections of 

IBC cell with FSF and FFE are given in Figure 2.6. 

 

Figure 2.6. Cross-sectional view of IBC cell with FSF (left) and FFE (right). 

IBC cells with undiffused front surface form the last group where the surface 

passivation quality becomes crucial. Thus, most of the current studies in the 

literature focuses on IBC with FFE or FSF where cells with undiffused front 

surface are barely studied. Although most of the studies utilizes photolithography-

based patterning which requires additional alignment, patterning and cleaning 

steps, there exist two cell architectures aiming industrial application. The first one 

is Mercury cell developed by ECN which employs a FFE and is first developed for 

p-type Si wafer. Then, the technology is adapted for n-PASHA baseline. The 

second structure is Zebra cell employs a FSF and developed by University of 

Konstanz. For the fabrication of Zebra cells, 156x156 mm, p-type, Cz substrates 
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are aimed to be used with the possible minimum number of additional steps. Then, 

obtained knowledge is transferred to n-Si baseline to reach higher efficiency 

values.  

i. Mercury Cells 

For the fabrication of Mercury cells, POCl3 and BBr3 diffusions are applied for 

156x156 mm2, n-Cz Si wafers. Metallization of the cells are done using industrial 

screen printing with fire through (FT) pastes [26]. The cross-section of the resulting 

cell is given in Figure 2.7. 

 

Figure 2.7. Schematic cross-section of a Mercury IBC cell [26]. 

The best performing cell with an area of 239 mm2 results in 20.9% efficiency with 

Voc: 656 mV, Jsc: 41.2 mA/cm2 and FF: 77.1%. Combining Mercury cell concept 

with conductive foil-based module technology is expected to result in low cell to 

module losses.  

 

Figure 2.8. Interconnection design of Mercury IBC cell [26]. 
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Although there is no reported module performance yet, the interconnection design 

of Mercury IBC cells consists of 62 interconnection points as shown in Figure 2.8. 

All busbars and interconnection points are directly screen printed using industrial 

FT-pastes. Then, the interconnection points on the cells are contacted to conductive 

foil by electrically conductive adhesive dots which are printed on the foil and cured 

during module lamination process [26]. 

ii.  Zebra Cells 

Zebra IBC cell is the other cell structure utilizing standard industrial size 

156x156 mm2, n-Cz wafers and only industrially proven technologies. Different 

than Mercury cells, Zebra cells employs an n diffused FSF with the given cross-

section in Figure 2.9. Moreover, as a result of the reduced metal coverage at the 

rear side, Zebra-IBC cells can operate in bifacial mode [27].   

 

Figure 2.9. Schematic cross-section of a Zebra-IBC solar cell [27]. 

The process sequence of Zebra cells can be simply implemented in a standard Al-

BSF production line by only adding a BBr3 diffusion furnace which is already 

specialized for n-type solar cell production lines[27]. The best performing Zebra 

cell with screen printed metal contacts has an efficiency of 21.3% with Voc: 647.9 

mV, Jsc:41.9 mA/cm2 and FF: 78.5% where the average efficiency for the 

corresponding batch of 28 cells was 21%[27]. One cell Zebra module results in a 

cell to module FF loss of 2.58% compared to Al-BSF module which has a cell to 

module loss of 3.32%. Moreover, with the help of bifaciality; a bifacial module 

shows 17.6% more power output than the monofacial Al-BSF module with the 

black back sheet [27]. Later, within the scope of a collaboration with an industrial 

partner, it was announced that Zebra cells reached an efficiency of 23.6% in a 
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production line with an accompanied cell Voc of 691.6 mV, Jsc of 41.4 mA/cm2 and 

FF of 80.9% [13].  

There exists only one company, SunPower Corp., which has been the pioneer in 

interdigitating back contact technology since 1970ôs [28]. Their patented cell 

technology resulted in a world record of 25.2% efficiency (153.49 cm2) in 2016. 

Although no process details have been shared, their production technology is 

known to be the passivating contact technology relying on industrial process steps. 

The corresponding cell Voc was 737 mV, Jsc was 41.33 mA/cm2 and FF was 82.7% 

[29]. Then, the modules constructed using 72 laboratory cells resulted in a module 

efficiency of 24.1% with Voc: 52.77 V, Isc:6.306 A and FF: 81.9% [29]. In addition 

to their cell production technology, SunPowerôs module technology is also unique. 

Combining their newest cell design Maxeon with their new generation module 

technology SunPower X-series has resulted in a record-breaking panel efficiency of 

22.8% [30]. For Maxeon cells optimized front side texturing and anti-reflection 

coating (ARC) provides unique light trapping properties and grabs more power. A 

patterned solid copper sheet is placed at the rear side which provides massive 

strength and extreme resistance against corrosion. Thick connectors used between 

neighboring cells in X-series modules provides flexibility for 

expansion/contraction due to daily temperature swings [31]. 

 

               (a)                                                 (b)                                                   (c)  

Figure 2.10. Image of the front side (a), rear side (b) and module interconnection (c) of a Maxeon solar  

cell [31]. 
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Coupling the IBC design with the excellent passivation properties of intrinsic thin 

amorphous Si (a-Si) layer generates hetero-junction-IBC (HJ-IBC). Kaneka 

developed a HJ-IBC cell with a record-breaking efficiency of 26.3% with Voc: 

744 mV, Jsc:42.3 mA/cm2 and FF:83.8%  (180.4 cm2)[32]. The schematic cross-

section and current-voltage curve are given in Figure 2.11. 

 

Figure 2.11. Schematic cross-section (left) and current-voltage curve (right) of the record-breaking HJ-IBC 

cell [19]. 

The HJ-IBC cell was fabricated using 3 Ý.cm, 165 Õm thick, n-Cz Si wafer. Rear 

side is fully passivated by intrinsic a-Si (i:a-Si). Patterned p-type a-Si (p:a-Si) and 

n-type (n:a-Si) layers are placed on top of i:a-Si and used to collect holes and 

electrons, respectively. Front side is passivated using an a-Si layer which is capped 

by a dielectric anti-reflection layer [32]. Further improvements on the cell structure 

including increased wafer thickness, reduced optical losses and mainly improved 

FF from 83.8 to 84.6% increased the record efficiency from 26.3 to 26.6% at full 

scale [33]. 

Other than industrial IBC studies, many research centers are focusing on 

developing IBC cells using different techniques and cell architectures. 

Heterojunction with intrinsic thin silicon (HIT), polySi-passivating contact and 

homo-junction cell structures are widely applied in IBC cell studies. For the IBC 

cells with homo-junctions usually high temperature diffusion and ion implantation 

processes are applied. POCl3 diffusion is widely utilized for the formation of n+ 
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doped BSF/FSF region whereas BBr3 or BCl3 diffusion is utilized for the formation 

of p+ doped emitter/FFE regions. P+ or B+ implantation which is followed by an 

additional activation step is used as an alternative for POCl3 or BBr3 diffusion. 

However, both techniques require additional masking and patterning steps which 

makes fabrication more complex and more expensive.  

For the IBC cell developed at Australian National University (ANU), all patterning 

is done using photolithography. High temperature phosphorus and boron diffusion 

was applied for the formation of FSF/BSF and emitter respectively. Another 

photolithography step was applied to define metal contact regions with diameter of 

5 Õm and pitch of 70 Õm. PECVD deposited SiNx was used on the front side 

whereas PECVD deposited SiO2 layer for the rear side passivation. Aluminum (Al) 

is then deposited to blanket the rear side of the cell which is then lithographically 

patterned as an interdigitated pattern [34]. The image of the final device is given in 

Figure 2.12. 

 

Figure 2.12. Cross-section view of the IBC cell developed at ANU [34]. 

Although no cell result was announced for that cell structure, total recombination 

current density (J0) was obtained to be 26 fA/cm2 after the final metallization 

step [34]. 

Similarly, in another study carried out by Polytechnic University of Catalonia, 

photolithography and high temperature phosphorus and boron diffusion processes 

were applied on 4-inch, p-type, FZ-Si wafers. Al2O3 was used for front side 

passivation whereas SiO2 layer was used for that of rear side. The last patterning 

step and lift was done to obtain contact opening prior to metallization.  E-beam 

evaporated Al is used for contacting of emitter and BSF regions at the rear side. 
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Then a  last lift off and annealing steps were applied [35]. The image of the 

fabricated cell and current-voltage curve of the best performing device is given in 

Figure 2.13. 

 

Figure 2.13.  Image of the developed IBC cells (left) and I-V curve (right) of the best performing device [21]. 

The best performing device has an efficiency of 20.3% with Voc: 648 mV, 

Jsc:40.6 mA/cm2 and FF:77.2% [35].                 

Fabrication of IBC cells utilizing high temperature diffusion processes is generally 

coupled with photolithography-based patterning steps requiring alignment, 

patterning and cleaning steps. To facilitate process sequence, printable doping 

pastes with boron or phosphorus additives are developed. Application of a boron 

doping paste instead of BBr3 or BCl3 diffusion reduces fabrication cost and 

complexity.  For the IBC structure developed by Fraunhofer ISE and Merck, boron 

doping paste is utilized for the formation of emitter region. Screen printed boron 

doping paste is activated simultaneously as BSF formation via POCl3 diffusion or 

during the activation of PECVD/APCVD deposited PSG layer [36]. Full area, 

textured wafers are utilized as test structures for sheet resistance mapping and J0 

extraction. However, 2x2 cm2 cells are fabricated on 156x156 mm2 wafers for the 

proof of concept. The image of the designed cell structure is given in Figure 2.14.                                                 
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Figure 2.14. Schematic cross-section of the designed IBC cell [36]. 

SIMS measurements, given in Figure 2.15, revealed that exposing the boron-paste 

covered regions to POCl3:O2:N2 ambient does not significantly affect the boron 

concentration. Since boron concentration is never overcompensated by that of 

phosphorus, the used paste is deemed to be a sufficient diffusion barrier during 

POCl3 diffusion. Moreover, the observed boron concentration above solubility limit 

within the first 25-30 nm region of the surface indicates the existence of the boron 

rich layer (BRL).  In order to avoid the formation of recombination-active BRL 

layer at the surface, diffusion processes and the following cleaning procedure is 

needed to be adjusted properly [36]. 

 

Figure 2.15. SIMS results for boron paste printed regions after POCl3 exposure [36]. 

The first 4 cm2 cells averaged over 9 devices showed an average efficiency of 

20.9Ñ0.3% with Voc: 656Ñ3 mV, Jsc:41Ñ0.2 mA/cm2 and FF:77.6Ñ0.5%. 

Considering the reduced fabrication cost and saved process time, application of 

doping paste is observed to be promising for the fabrication of IBC cells.  
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In addition to IBC cells where the emitter and BSF regions are formed via high 

temperature diffusion processes, there exist some IBC studies where ion 

implantation is applied for the formation of doped regions. Although the 

implantation process itself is quite complicated, proper application of implant 

process for IBC cell fabrication shortens the process sequence significantly. For the 

implantation process where local doping is possible, complex patterning and 

successive cleaning steps become unnecessary. Also, it is possible to precisely 

control the dose and the depth of doping with implantation. Thus, it could be 

directly utilized for the formation of homo-junction IBC cells or combined with 

passivating contact technology to have IBC cells with doped polySi emitter and 

BSF regions.  

For the IBC study carried out at Fraunhofer ISE, different implant doses were used 

both for boron and phosphorus doping. The resulting doping profiles for the 

samples annealed at 1050oC for 80 min. are given in Figure 2.16 [37]. 

 

Figure 2.16. Resulting ECV profiles for various implant doses of boron (left) and of phosphorus (right) ions 

after annealing at 1050oC for 80 minutes [23]. 

Thus, various ion concentrations between 3E18 and 3E19 cm-3 could successfully 

be obtained. Then, using a dose of 1.5E15 and 3E15 cm-3 for boron and phosphorus 

implants respectively, a 2x2 cm2 IBC cell with an industrial metal pitch of 2.1 mm 

with a lowly doped FFE. The corresponding emitter sheet resistance was 73 Ý/Ǐ 

while that of BSF was 39 Ý/Ǐ.  FFE is also implanted with a dose of 1E14 cm-2 and 
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the resulting sheet resistance was 650 Ý/Ǐ.  SiO2/Al 2O3 stack is applied on the 

front side whereas SiO2/SiNx stack was used at the rear side to provide surface 

passivation. Then, Al was evaporated and structured in a wet chemical etch 

solution with a photoresist mask [37]. The corresponding current-voltage curve and 

schematic image is shown in Figure 2.17. 

 

Figure 2.17. Schematic cross-section (left) and current-voltage curve (right) of the fabricated IBC cell [23]. 

The best performing device has an efficiency of 21.8% with Voc: 675 mV, 

Jsc:40.8 mA/cm2 and FF:79.3%[37].  Thus, application of ion implantation for IBC 

processes is highly promising. However, to enhance the cell performance, surface 

passivation of the IBC cells should be improved. Thus, the naturally induced 

damage at the surface during implantation step should be avoided. For this, ion 

implantation is coupled with HIT-IBC and passivating contact IBC cell structures.  

For the ion implanted passivating contact IBC cell studies carried out at NREL, P 

and B implanted a-Si layers were applied on top of a thin SiO2 layer so called 

interdigitated back passivated contact (IBPC) [38].  Saturation current densities 

(J0) and contact resistivity values are analyzed for various implant doses and post 

annealing conditions. For the symmetrical test structures, the lowest J0 for Si:P 

layer was 2.4 fA/cm2 while it was 10 fA/cm2 for Si:B layers[39]. The same layers 

were transferred to IBPC cell structure, and the corresponding cross-section is 

given in Figure 2.18. 
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Figure 2.18. Schematic of a IBPC cell formed by ion implantation [25]. 

The resulting implied Voc (iVoc) values of the un-metallized cell with B and P 

implant was obtained as 692 mV with the corresponding total J0 of 11 fA/cm2. For 

the contact resistivity analysis, transmission line measurements (TLM) were 

applied and the metal pads for TLM measurements were defined by using 

photolithography. Obtained contact resistivity values were quite high 

(> 40 mÝ.cm2). Although iVoc values are promising, metallization requires further 

optimization to reduce contact resistivity below 30 mÝ.cm2 while not significantly 

increasing the J0 under metal contacts [39].  

In another passivating contact IBC study carried out by Delft University of 

Technology (TU-Delft), LPCVD deposited polySi layers were implanted with B 

and P for emitter and BSF/FSF regions respectively [40].  The schematic of the 

fabricated cell structure and ECV profiles of the possible B and P implants to be 

applied for the cell structure are given in Figure 2.19. 

 

Figure 2.19. Cross-sectional view of the fabricated IBC cell(left), ECV profiles of B-implant (middle) and P-

implant (right) to be used in cell fabrication for emitter and BSF regions respectively [26]. 
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For the best performing cell structure BSF-2 and emitter-1 profiles were applied 

with the same dose of 5E15cm-2 at 20 keV. Front surface was passivated with FSF 

with a phosphor dose of 5E14 cm-2 at 20 keV. The resulting cell ( 9 cm2) has an 

efficiency of 19.2% with Voc: 673 mV, Jsc:38 mA/cm2 and FF:75.2% [40]. In a later 

study of the same group where FSF is passivated with a thin a-Si layer and a gap is 

placed between emitter and BSF regions, the cell efficiency is increased to 22.1% 

with Voc: 709 mV, Jsc:40.7 mA/cm2 and FF:76.6% [41].  

Unlike TU-Delft`s design, Fraunhofer ISE`s design skips successive 

photolithography steps for local implantation. A boron doped TOPCon layer is 

deposited to fully cover the rear side of the wafer. Then, local P-implant is carried 

out using a shadow mask [42]. As a result, boron concentration is locally 

overcompensated by that of phosphorus atoms as shown in Figure 2.20.  

 

  Figure 2.20. Schematic of local P-implant for TOPCon-IBC fabrication [42]. 

Final cell structure has an iVoc of 682 and 631 mV for respective annealing 

temperatures of 800 and 900 oC [42]. With the help of improvements in the cell 

design and implant processes, the efficiency of a 4 cm2 cell is increased to 23.7% 

with Voc: 720 mV, Jsc:41.4 mA/cm2 and FF:79.6%.  

In another device structure designed and fabricated by EPFL, doped a-Si layers are 

deposited on top of a thin (i)a-Si layer as emitter and BSF region as shown in 

Figure 2.21. Patterned deposition of the emitter and BSF regions is provided by an 

in-situ shadow masking.  Also, an (i)a-Si/(n)a-Si stack is used as FSF at the front 

side to provide surface passivation which is then capped by SiNx layer. TCO/Ag 
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stack is deposited by physical vapor evaporation and then patterned by using a 

combination of hot-melt printing and wet chemical etching[43].  

 

Figure 2.21.Schematic cross-section (left) and rear side image of SHJ-IBC cells [29]. 

The best performing cell (9 cm2) has an efficiency of 22.0% with Voc: 726 mV, 

Jsc:40.9 mA/cm2 and FF:74.0% [43]. Further improvement of the FF is expected to 

increase the efficiency above 23%.  

Like Fraunhofer-ISEôs TOPCon cells, ISFHôs POLO structure also uses polySi 

passivating layers. To combine POLO structure with IBC, initially deposited 

blanked i-polySi layers were locally converted to n-polySi and p-polySi using ion 

implantation and the contact separation was done via laser scribing[44], [45]. The 

resulting cell schematic and corresponding I-V curve are shown in Figure 2.22. 

Unlike many other IBC cell design, in POLO-IBC p type Si was used as the base 

material. 

 

Figure 2.22. Schematic of the record POLO-IBC cell (left) and corresponding current-voltage 

characteristics (right). 
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For the cell area of 4 cm 2 cell, a record efficiency of 26.1% was obtained with the 

corresponding cell parameters of Voc: 726.6 mV, Isc: 169.9 mA and FF: 84.28% as 

shown in Figure 2.22 (right).  

A summary of up-to-date efficiency values for different back contact-back junction 

cells from different institutes/companies is shown in Table 2.1. 

To sum up, there are many different process sequences from different research 

centers to fabricate IBC solar cells with different designs. However, except two 

leading companies SunPower and Kaneka, there has been no optimized industrial 

process flow resulting in efficiencies exceeding 20% for full scale wafers. ISC 

Konstanz has just joined that group of two with their full area, 24% efficient Zebra 

cells.  In this thesis, a novel process sequence will be designed and optimized for 

the fabrication IBC cells using only industry-compatible tools. It is aimed to be a 

lithography-free process flow applicable for 156.75x156.75 mm2 wafers. 
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Table 2.1. Summary of best performing back contact-back junction cell efficiencies.  

Institute Country  Technology Efficiency 

Sun Power USA IBC (2016) 25.2 

Kaneka  Korea HJ-BC (2017) 26.6 

ISFH Germany POLO-IBC (2021) 26.1 

Konstanz Germany IBC (2020) 23.6 

Advent Solar USA EWT 16.0 

Konstanz Germany EWT 13.0 

ISFH Germany EWT 21.4 

QCELLS Germany EWT 17.1 

Fraunhofer-ISE Germany EWT-photolithography 21.4 

IMEC Belgium IBC 23.1 

ANU Australia IBC 24.4 

ISFH Germany IBC 23.1 

IMEC Belgium IBC 23.3 

Institut fur 

Photovoltaik 

Germany IBC 22 

ANU & Trina Solar Australia & 

USA 

IBC 22.1 

Varian & 

Fraunhofer-ISE 

USA & 

Germany 

IBC-Al 2O3 passivation+ion 

implantation 

20.0 

Samsung Korea      IBC- ion implantation 22.4 

Fraunhofer-ISE Germany IBC- ion implantation 21.8 

ISFH & Bosch & 

Amat 

Germany & 

USA 

IBC- ion implantation 22.1 

ECN Netherlands IBC-Mercury 19.6 

ISFH Germany IBC-n type RISE 23.1 

Varian & 

Fraunhofer-ISE 

USA & 

Germany 

IBC-SiO2 passivation+ion 

implantation 

19.2 

IMEC Belgium MWT 14.7 

ECN Netherlands MWT 16.7 

Fraunhofer-ISE Germany MWT 16.2 

Konstanz Germany MWT 17.5 
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CHAPTER 3  

3 SIMULATION OF INTERDIGITATED BACK CONTACT SOLAR 

CELLS 

In this chapter, the effect various parameters defining bulk properties (dopant type 

(n-type or p-type), bulk lifetime, bulk resistance, wafer thickness), cell geometry 

(emitter, BSF and gap width), properties of back junctions (sheet resistances of 

emitter and BSF regions, corresponding recombination current densities) and front 

junction properties (sheet resistance, dopant type (n doped or p-doped), 

recombination current density) on resulting cell performance were modelled using 

Quokka2. 

3.1 Introduction  

Quokka2 is a free software developed for fast simulation of various silicon solar 

cell structures in one to three dimensions. To have less computational effort, thus, 

for faster simulations, some simplifications to the general carrier transport model 

were employed. Those simplifications could be named as quasi-neutrality and 

conductive boundary. For conductive boundary simplification, the near surface 

regions are defined by using lumped input parameters instead of being modelled in 

detail. That is, instead of defining the doping profile, sheet resistance of the doped 

region is required and the solutions are for the steady-state conditions [46]. As 

proposed in different studies, the diffusion at the surface could be treated as a 

recombinative boundary, thus, the solution of the transport equations in the 

diffused and space charge regions could be omitted [47], [48]. Outside the space 

charge region where quasi-neutrality condition holds true, the equality of excess 

carrier densities can be applied [49].  
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Bulk (Base) Equations 

Under these conditions, the continuity equations of the quasi-Fermi potentials for a 

p-type base material are given by, 

ᶯ„ •ɳ ήὋ Ὑ                                                                                       ὉήȢσȢρ  

ᶯ„ •ɳ ήὋ Ὑ                                                                                    ὉήȢσȢς  

Here ů denotes the conductivity of each carrier type, q stands for the elementary 

charge 1.6x10-19 C, G and R denote and generation and recombination rates, 

respectively. Injection level dependent conductivities are calculated using 

Klaassenôs method [50].  Applying the expressions combining intrinsic carrier 

density ni, thermal voltage Vt and quasi-Fermi potentials űFn and űFp, equilibrium 

carrier concentrations n and p could be calculated as in the following equations:  

 ὲ ὲὩὼὴ
• •

ὠ
                                                                                         ὉήȢσȢσ 

 ὴ ὲὩὼὴ
• •

ὠ
                                                                                      ὉήȢσȢτ 

Applying the condition of equal excess carrier densities which is ὴ ὲ ὔ ὲ 

where NA is the ionized acceptor density and n0 is the equilibrium electron 

concentration which could also be defined by ὲ  results in the following 

equation: 

ὲ ÅØÐ ὼ ὲὩὼὴ ÅØÐ        (ὉήȢσȢυ 

Boundary Conditions 

i. Symmetry Planes: At the symmetry planes the gradient of the quasi-

Fermi potential in the direction of the surface normal is zero. 

ὲᴆɳ• Ⱦ π                                                                                           ὉήȢσȢφ 
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ii.  Undiffused Surfaces: Recombination at the undiffused surfaces either 

defined by dark saturation current densities (J01 and J02) or by surface 

recombination velocity (SRV). Dark saturation current density and 

SRV concepts are equivalent for low injection condition and for ideal 

recombination with the following relation:  

ὐ
Ὓήὲ

ὔ
                                                                                             ὉήȢσȢχ 

              

Then, the electron current becomes equal to: 

„ ὲᴆɳ•  ὐ
ὲὴ

ὲ
ρ ὐ 

ὲὴ

ὲ
ρ                                ὉήȢσȢψ 

iii.  Diffused Surfaces: In a diffused layer, a 2-D continuity equation of the 

majority quasi-Fermi potential •  accompanied by the sheet 

resistance Rsheet account for the conduction of carriers. 

ᶯ
ᶯ

ὐ                                                                                               ὉήȢσȢω  

For the n-type emitter, continuity equation gives the boundary condition for the 

bulk electron quasi-Fermi potential as űFn=űFdiff, and the Jdiff is equal the total 

current density from the base into the emitter minus the current density into the 

contact [51].  

ὐ  „ ὲᴆɳ• „ ὲᴆɳ•
ὠ •

ὶ
                               ὉήȢσȢρπ 

Here, rc stays for contact resistivity and Vterm stays for the terminal voltage for the 

case of contacted regions.  

The hole current density into the boundary is equal to the difference of the 

recombination current density and the current density collected within the diffused 
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layer JL. As a result, the boundary condition for the hole quasi-Ferro potential 

becomes as shown in the following:  

„ ὲᴆɳ•  ὐ
ὲὴ

ὲ
ρ ὐ 

ὲὴ

ὲ
ρ  ὐ                                  ὉήȢσȢρρ 

Generation and Recombination 

Spectrum of a monochromatic light with a given intensity for a specific wavelength 

and A.M.1.5G spectrum are the predefined generation models included into 

Quokka. Moreover, it is also possible to load a user defined generation profile or a 

JL value which can be obtained by using free tools like OPAL and EDNA [51], 

[52], [53]. 

3.2 Simulation Approach 

3.2.1 Determination of the Bulk Properties 

In this part of the study, Quokka 2 was applied for various bulk parameters 

and cell geometries to generate a starting point for the experimental IBC studies. 

To better understand the effect of bulk resistivity, bulk lifetime, and the type of 

bulk material (p-Si or n-Si) each geometrical design is simulated for low, 

moderate, high resistivity and bulk lifetime parameters. Each parameter was 

simulated both for n-type and p-type base material. Moreover, each simulation 

was repeated for the cell structures with front floating emitter (FFE) and front 

surface field (FSF) to analyze the effect of front surface on the cell performance. 

Pitch value was set constant 2000 Õm and the emitter fraction was varied between 

30% and 90% to find the optimum emitter fraction. The summary of the varied 

parameters is given in Figure 3.1. 
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Figure 3.1. Varied parameters for the simulated IBC cells with constant pitch of 2000 Õm. 

For all simulations, metal fraction of emitter and BSF regions was kept constant at 

70% to eliminate effect of resistive losses so that only the effect of varied 

parameters will dominate the cell performance. Wafer thickness was 180 Õm 

whose effect will separately be examined after optimizing the cell geometry. Front 

side sheet resistance was set to 100 Ý/Ǐ both for FFE and FSF cases, and only the 

doping type was changed from p to n or vice versa. Sheet resistance of the emitter 

and BSF regions were kept constant at 70 and 40 Ý/Ǐ, respectively. While the gap 

between emitter and BSF regions was assumed to be perfectly passivated, doped 

regions were assumed to have moderate passivation quality with corresponding J0 

values around 50 and 30 fA/cm2, respectively. 
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Incident light spectrum was set to be AM 1.5G and hit the surface with an angle of 

54.7o to mimic the real cell conditions with textured front surface. Contribution of 

the rear side was not taken into consideration since the metal fraction was 70% 

which was too high to contribute to the cell performance. Cross-sectional view of 

the simulated IBC cells with FFE is shown in Figure 3.2. 

 

                    Figure 3.2. An exemplary cross-sectional view of simulated IBC cells with FFE. 

3.2.2 Optimization of Unit Cell Properties 

Based on the results of the first simulation part where the effect of bulk lifetime 

and bulk resistivity was figured out, a new simulation run was initiated to optimize 

the unit cell properties. Unlike the first set, sheet resistance of the doped layers 

(i.e., emitter & BSF) at the rear side and unit cell size were also varied. While the 

unit cell size was varied as 800, 1300 and 1800 Õm, the gap between emitter and 

BSF was kept constant as 100 Õm and the emitter fraction was varied from 30 to 

80% for each unit cell. The respective sheet resistances of emitter and BSF regions 

were varied as 800, 100, 120, and 30, 50 ɋ/Ǐ. Only n-Si was defined as the base 

material and the corresponding bulk lifetime was set as 5000 Õs. Again, the bulk 

resistivity was kept as a variable between 1 and 10 ɋ.cm, all simulations were run 

both for FFE and FSF structures. For this set, J0 values of the doped regions were 

defined in accordance with the experimental results. That is J0, emitter was varied 

between 150-250 fA/cm2 while J0, BSF was varied between 150-200 fA/cm2. 

Moreover, the metal fraction was defined as 30% of the doped emitter and BSF 
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regions with a corresponding J0,contact value high enough to resemble fire-through 

contacts. All other inputs were varied as summarized in Table 3.2. 

Table 3.2. Summary of varied simulation parameters. 

Unit Cell 

[Õm] 

rho,bulk    

[ɋ.cm] 

Emitter 

Ratio 

[%]  

Rsheet 

Emitter 

[ɋ/Ǐ] 

Rsheet 

BSF 

[ɋ/Ǐ] 

J0 front 

[fA/cm 2] 

front side 

conductivity 

800 1 6 30 80 30 90 n (FSF) 

1300 2 7 40 100 50 50 p (FFE) 

1800 3 8 50 120      

  4 9 60        

  5 10 70        

      80         

3.2.3 The Effect of the Varying Gap Properties and Wafer Thickness 

Using the optimized parameters in the previous sections, wafer thickness, gap 

width and gap recombination were focused on in the last part of simulations. Sheet 

resistances of emitter ad BSF regions, bulk properties including base resistivity and 

bulk lifetime of the simulated cells were set constant. While the emitter sheet 

resistance was set to 120 ɋ/Ǐ, that of BSF was set to 50 ɋ/Ǐ. The base resistivity 

was set to 5 ɋ.cm and the bulk lifetime was 5000 Õs with the corresponding wafer 

thickness of 180 Õm. Again, previously used unit cell sizes of 800, 1300 and 

1800 Õm were swept for varying gap fractions while the emitter fractions were kept 

the same as in the previous section. Simulations were carried out for FFE and FSF 

structures. 
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3.3 Results and Discussions 

3.3.1 Determination of the Bulk Properties 

Pitch: 2000 Õm / FSF/ n-Si 

First simulations were carried out for IBC cells with 2000 Õm pitch. As shown in 

Figure 3.3, increasing emitter fraction increases the resulting cell efficiency for all 

bulk resistivity and bulk lifetime values. 

 

Figure 3.3. Effect of emitter fraction on cell efficiency of 2000 Õm pitch, n-type cells with FSF. 

Although the increasing emitter fraction enhances performance of cells with 300 Õs 

bulk lifetime, they still have much lower efficiency compared to cells with higher 

bulk lifetime values. Comparing 3000 and 5000 Õs cases for all resistivity values, 

one can deduce that the cell performance already reaches its maximum level by 

using the wafers with 3000 Õs bulk lifetime. Further increase of the bulk lifetime 
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does not further improve the cell performance. Moreover, cell efficiencies saturate 

at the emitter fraction of 70% for 1 Ý.cm wafers while this value drops to 65% and 

60% for 5 Ý.cm and 10 Ý.cm, respectively. Thus, cells with increasing bulk 

resistivity require relatively lower emitter fractions, thus wider BSF layers for 

similar cell performances as the cells with lower bulk resistivity values for the case 

of cell structure with FSF.  

 

Figure 3.4. Effect of emitter fraction on fill factor (FF) of 2000 Õm pitch, n-type cells with FSF. 

As seen in Figure 3.4, increasing bulk resistivity reduces fill factor (FF) of the 

corresponding cells. Moreover, the effect of bulk lifetime on FF becomes more 

pronounced as the bulk resistivity increases. That is, for the case of 1 ɋ.cm base 

material, all bulk lifetime values result in similar FF values while they show 

deviation as resistivity increases to 10 ɋ.cm. Since FF is a function of open circuit 

voltage (Voc) as formulated in Eq.3.12, it is expected to have lower FF values for 
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the cells with lower Voc which explains observed decrease in FF for lower bulk 

lifetime values which was shown in Figure 3.4.  

     ὊὊ
Ȣ
                                                                               ὉήȢσȢρςυτ                                                                                            

Considering the observed Voc behavior in  Figure 3.5, it could be said not only the 

Voc but also the bulk resistivity affects FF of the cells. 

 

Figure 3.5. Effect of emitter fraction on open circuit voltage (Voc) of 2000 Õm pitch, n-type cells with FSF. 

For the samples with bulk lifetime of 1000 Õs with similar Voc values (Figure 3.5), 

the observed slight decrease in FF could be related to increasing bulk resistivity. 

Since the series resistance (Rseries) is contributed by bulk resistivity, and by contact 

resistivity, increasing bulk resistivity would increase Rseries which would eventually 

reduce FF as observed in the simulations. 

Short circuit current density (Jsc) was observed to increase as a function of 

increasing emitter fraction for all bulk resistivity values as shown in Figure 3.6. 
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Except the lowest bulk lifetime case (Ű: 300 Õs), Jsc values were observed to 

saturate at around 39-40 mA/cm2. While this saturation occurs at an emitter 

fraction of 85% for 1 Ý.cm wafers, it reduces to 72% for 10 Ý.cm base material 

(Figure 3.6).  

 

Figure 3.6. Effect of emitter fraction on short circuit current density (Jsc) of 2000 Õm pitch, n-type cells with 

FSF. 

Below these emitter fractions, Jsc is highly dependent on the bulk resistivity 

especially for low bulk lifetime value with Ű: 300 Õs. To better understand the 

reason of increasing Jsc with increasing bulk resistivity, additional simulations were 

carried out to observe hole carrier density for cells with emitter: 800 Õm/ gap: 100 

Õm/ BSF: 1100 Õm with the cross-section shown in Figure 3.7. The carrier density 

was checked for the cells with varying bulk resistivities from 1 to 10 Ý.cm and 

with FSF at the front side for the limiting bulk lifetimes of 300 and 5000 Õs. 
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Figure 3.7. Cross-sectional view of the FSF cell with emitter: 800 Õm/ gap: 100 Õm/ BSF: 1100 Õm. Blue 

region indicates p+ doping, red indicates n+ doping and green region indicates un-doped passivated gap. 

In Figure 3.8, it was observed that the holes generated above BSF region had to 

travel laterally towards the emitter side.  

 

Figure 3.8. Simulated hole carrier density for FSF cell with various bulk resistivity values. The y-axis 

measures the distance from the rear surface into the wafer in microns where x-axis measures the distance from 

the center of the emitter to the center of the BSF. 
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While generated electrons are attracted towards the non-contacted front surface 

field, generated holes are repelled and are promoted to move laterally from BSF 

towards the emitter region. The cell with the bulk lifetime of 300 Õs had the lowest 

hole density at around 400 Õm where the boundary of the emitter region was 

staying. Increasing bulk resistivity form 1 Ý.cm to 10 Ý.cm slightly increased 

carrier density at the edge of the emitter, but the remaining emitter area had a low 

carrier density. Increasing bulk lifetime from 300 Õs to 5000 Õs, improves carrier 

density which explains observed higher Jsc values in Figure 3.6. 

Pitch: 2000 Õm / FFE/ n-Si 

Repeating the same procedure for the cells with the same geometries but with the 

p+ doped front floating emitter at the front surface instead of n+ doped front surface 

field has shown improved cell performance. The resulting cell efficiencies are 

shown in Figure 3.9. 

 

Figure 3.9. Effect of emitter fraction on cell efficiency of 2000 Õm pitch, n-type cells with FFE. 
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Replacing FSF with FFE resulted in significantly better cell efficiencies even at 

lower emitter fractions. Unlike FSF, the existence of FFE makes cell efficiency to 

be less dependent on the bulk resistivity. The lowest emitter fraction for the lowest 

bulk lifetime (300 Õs) resulted in efficiency of 17.8% while it was 15.2% for the 

cells with FSF. Moreover, the emitter fractions around 50% result in close 

efficiency values to those obtained with higher emitter fractions. Thus, for the case 

of FFE, wider BSF regions are allowed without significant performance loss which 

would provide more tolerance during metallization and module interconnection 

steps [18], [26].  

Considering the fill factors, the cells with the 1 Ý.cm base material have similar FF 

values for all emitter fractions regardless of the bulk lifetime (see Figure 3.10).  

 

Figure 3.10. Effect of emitter fraction on fill factor (FF) of 2000 Õm pitch, n-type cells with FFE. 

As the resistivity of the base material increases, both emitter fraction and bulk 

lifetime effect becomes more pronounced. 
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For the case of open circuit voltages, a stabilization was observed for all resistivity 

values and bulk lifetimes above 1000 Õs as seen in Figure 3.11. 

 

Figure 3.11. Effect of emitter fraction on open circuit voltage (Voc) of 2000 Õm pitch, n-type cells with FFE. 

For 1000 Õs, Voc was lying in 682-685 mV range, which was 689-691 mV for 

3000 Õs and 691-694 mV for 5000 Õs bulk lifetimes. For the case of the lowest 

bulk lifetime: 300 Õs, all Voc values stays constant in 661-663 mV range around for 

the samples with 3, 5 and 10 Ý.cm bulk resistivities. Only for the sample of 

1 Ý.cm bulk resistivity, stabilization occurs at around 670 mV which could be 

related the higher built-in potential generated by higher doping concentration of the 

base material. 

Considering the short circuit current densities shown in Figure 3.12, cells with 

different bulk resistivity values show stabilized Jsc values at different emitter 

fractions. While 1 Ý.cm wafers shows this stabilization above the emitter fraction 

of 85%, this value is 75, 70 and 65% for 3, 5 and 10 Ý.cm wafers respectively. 
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Cells with bulk lifetimes of 1000, 3000 and 5000 Õs show similar performances for 

all bulk resistivities except the cells with the lowest bulk lifetimes. For all bulk 

properties, increasing emitter fraction enhances Jsc. 

 

Figure 3.12. Effect of emitter fraction on short circuit current density (Jsc) of 2000 Õm pitch, n-type cells with 

FFE. 

To better analyze the effect of FFE on the cell performance, additional simulations 

for the cell structure with emitter: 800 Õm/ gap: 100 Õm/ BSF: 1100 Õm were 

carried out as done for FSF case. Cross-sectional view of the simulated cell 

structure is shown in Figure 3.13.  

 

 

 



 

 

47 

 

Figure 3.13. Cross-sectional view of the FFE cell with emitter: 800 Õm/ gap: 100 Õm/ BSF: 1100 Õm. Blue 

region indicates p+ doping, red indicates n+ doping and green region indicates un-doped passivated gap. 

The carrier density was checked for the cells of 1 and 10 Ý.cm bulk resistivity and 

with FFE at the front side for the bulk lifetimes of 300 and 5000 Õs and given in 

Figure 3.14. 

 

Figure 3.14. Simulated hole carrier density for FFE cell with various bulk resistivity values. The y-axis 

measures the distance from the rear surface into the wafer in microns where x-axis measures the distance from 

the center of the emitter to the center of the BSF. 
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As seen in Figure 3.14, hole density has significantly been increased above the 

hole-collecting emitter region. Unlike the lateral transport through the base in FSF 

case (electrical shading), holes only need to make a vertical travel with the path 

length equal to wafer thickness. Carriers generated above BSF region are first 

injected to the conductive FFE region where they can travel till emitter region. 

When the carriers are above emitter, they will be re-injected into the base and 

collected at the rear emitter contact which is so called ñPUMPING EFFECTò [18]. 

Thus, at the end of the first set of simulations, it was concluded that increasing 

emitter fraction improves cell performance both for FSF and FFE cells. While the 

performance of FSF cells is more dependent on emitter fraction, FFE cells were 

observed to tolerate wider BSF regions with negligible losses in the cell 

performance.   
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Pitch: 2000 Õm / FSF/ p-Si 

After understanding the effect of front surface on the cell performance, the same 

simulations were carried out for the same cell geometries but with p-type base 

material. Corresponding efficiency values are shown in Figure 3.15. Comparing the 

performance of n-Si and p-Si based FSF cells, it was observed that both n and p-

type cells perform similarly for all bulk resistivities. Increasing emitter fraction 

enhances the performance FSF cells with a similar stabilization behavior at high 

emitter fractions as in the case of FSF cells with n-type base material. 

 

Figure 3.15. Effect of emitter fraction on cell efficiency of 2000 Õm pitch, p-type cells with FSF. 

Although efficiency plots of n-based and p-based FSF cells coincides for bulk 

lifetime values of 1000, 3000 and 5000 Õs, efficiency of p-based FSF cells are 

better for 300 Õs lifetime case. Regardless of base material, 22 % efficiency was 

observed to be the highest reachable efficiency for FSF cells of 2000 Õm pitch with 

the given bulk properties. 
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As seen in Figure 3.16, highest fill factors were obtained for the highest bulk 

conductivity. 

 

Figure 3.16. Effect of emitter fraction on fill factor (FF) of 2000 Õm pitch, p-type cells with FSF. 

FF of 1 Ý.cm and 3 Ý.cm wafers changes in a similar manner where increasing 

bulk lifetime has a negligible effect. Although increasing emitter fraction from 35 

to 86% slowly reduces FF for the cells on p-Si wafers, lower limit of FF was 

obtained as 80% and 77% for 1 and 3 Ý.cm respectively. Increasing bulk resistivity 

pronounces both the effect of bulk lifetime and emitter fraction on FF of the 

corresponding FSF cells. The lowest FF values were obtained for emitter fractions 

greater than 60% on 10 Ý.cm wafers. 

Open circuit voltages of p-based cells showed a similar behavior as their n-based 

counterparts, that is Voc was almost independent on emitter fraction. It should be 

noted here that the adverse effect of boron-oxygen complexes during high 

temperature processes was not taken into consideration during simulations. As 



 

 

51 

shown in Figure 3.17, for all bulk resistivity values, similar Voc values were 

obtained for high bulk lifetime condition (i.e., 3000 and 5000 Õs).  

 

Figure 3.17. Effect of emitter fraction on open circuit voltage (Voc) of 2000 Õm pitch, p-type cells with FSF. 

Increasing bulk resistivity reduces Voc values of cells with bulk lifetimes of 1000 

and 300 Õs. The drop in Voc for 1000 Õs was around 4 mV while going from 

1 Ý.cm to 10 Ý.cm whereas it was almost 20 mV for 300 Õs case. Thus, lower 

bulk lifetime pronounces the negative effect of increasing bulk resistivity on FF 

of p based FSF cells. Compared to their n-based counterparts, p-based FSF cells 

shows slightly higher Voc values for bulk lifetime Ó 1000 Õs while that difference 

between Voc values becomes 10-14 mV for 300 Õs case. Thus, it could be 

deduced that for low quality base materials, it would be beneficial to fabricate p-

based FSF cells instead of n-based. 
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Figure 3.18. Effect of emitter fraction on short circuit current density (Jsc) of 2000 Õm pitch, p-type cells with 

FSF. 

Short circuit current density shown in Figure 3.18 showed a similar behavior as in 

the case of n based FSF cells. While 1 Ý.cm wafers had a saturated Jsc at around 

39 mA/cm2 above emitter fraction of 85 %, the same level was reached at emitter 

fractions of 70 %, 65 % and 60 % for 3, 5 and 10 Ý.cm wafer respectively. 

Moreover, the lowest Jsc values obtained for 300 Õs lifetime were 30.1, 33.6, 34.5 

and 35.4 mA/cm2 for samples on 1, 3, 5 and 10 Ý.cm p-wafers whereas those 

values were 26.8, 29.8, 30.6 and 31.5 mA/cm2 respectively for FSF cells on n-

wafers.  

Pitch: 2000 Õm / FFE/ p-Si 

For the case p-based FFE cells, efficiency showed similar behavior as n-based FFE 

cells. As seen in Figure 3.19, increasing emitter fraction improves cell efficiency 

for all bulk lifetime values of 1 Ý.cm, p based FFE cells. Not only for 1 Ý.cm but 
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also for 3 Ý.cm base materials, moderate and high bulk lifetime values (1000, 3000 

and 5000 Õs) result in similar cell performances. 

 

Figure 3.19.Effect of emitter fraction on cell efficiency of 2000 Õm pitch, p-type cells with FFE. 

FFE cells on low bulk lifetime (300 Õs), p-Si have relatively lower efficiencies. 

While increasing emitter fraction improves the cell performance on 1 Ý.cm, p-

based cells, efficiency of cells on 3 Ý.cm wafers is not significantly affected by 

increasing emitter width. Contrary to low bulk resistivity base materials, increasing 

emitter fraction has little or no effect on 5 Ý.cm while it reduces efficiency of the 

cells on 10 Ý.cm, p-Si.  

Increasing emitter fraction reduces FF of the p based FFE cells which is more 

pronounced for higher bulk resistivity values as shown in Figure 3.20. The lowest 

FF was observed for 10 Ý.cm base with the emitter fraction of 83%. 
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Figure 3.20. Effect of emitter fraction on fill factor (FF) of 2000 Õm pitch, p-type cells with FFE. 

It could be deduced that increasing emitter fraction which narrows BSF width, 

reduces the collection of carriers at the BSF contact since it becomes harder for the 

carriers to travel through the bulk wafer acting as a more resistive medium. 

While FF reduced as an inverse function of emitter fraction, Voc values stayed 

constant for medium and high bulk lifetime values. Regardless of the bulk 

resistivity, almost the same Voc values were obtained for all emitter fractions 

except the lowest bulk lifetime as shown in Figure 3.21.  
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Figure 3.21. Effect of emitter fraction on open circuit voltage (Voc) of 2000 Õm pitch, p-type cells with FFE. 

As shown in Figure 3.22, Jsc increases as a weak function of increasing emitter 

fraction as in the case n base FFE cells. Compared to p based FSF cells, the 

performance of FFE cells were observed to be less dependent on the cell geometry. 

This could be related to the suppressed electrical shading with the help of pumping 

effect of the FFE. 



 

 

56 

 

Figure 3.22. Effect of emitter fraction on short circuit current density (Jsc) of 2000 Õm pitch, p-type cells with 

FFE. 

At the end of this set of simulations, it was observed that FFE cells were less 

geometry dependent allowing wider BSF regions and pose higher efficiency values 

compared to FSF cells. Increasing emitter fraction could help to improve the device 

performance till a certain point above which FF losses start to degrade the cell 

performance. Moreover, the effect of front side doping polarity (i.e., FFE or FSF) 

on current transport was visualized.  

3.3.2 Optimization of Unit Cell Properties 

i.  IBC Cells with FSF 

In the second part of the simulation study, the effect of varying sheet resistance 

values for the emitter and BSF regions was analyzed both for FFE and FSF 
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structures. As an example, emitter fraction was fixed at 70% and the corresponding 

efficiency plots for the smallest unit cell (800 Õm) of FSF-IBC cells are shown in 

Figure 3.23. As seen in Figure 3.23, increasing emitter and BSF sheet resistance 

improves the cell performance for all bulk resistivity values. 

 

Figure 3.23. Distribution of efficiency as a function of emitter and BSF regions' sheet resistance for different 

bulk resistivity values for the cells with FSF. The unit cell size was 800 Õm and the chosen emitter fraction was 

70% of the unit cell. Minimum and maximum values for FF, Voc, and Jsc are shown at the corners of the plots. 

Color codes are showing the efficiency of the cells. 

Increasing the bulk resistivity from 1 to 10 ɋ.cm increased the best efficiency from 

19.6 to 20.9%. This could be related to improving current density as a function of 

reducing base doping. The highest Jsc for the bulk lowest bulk resistivity (1 ɋ.cm) 

was 36.8 mA/cm2 which increased to 40.3 mA/cm2 for the case of the highest bulk 

resistivity (10 ɋ.cm). Making the same analysis for a wider unit cell (1300 Õm) 

умΦу҈
срн Ƴ±

осΦу Ƴ!κŎƳ н

умΦу҈
спу Ƴ±
осΦт Ƴ!κŎƳ н м ʍΦŎƳ

улΦф҈
срн Ƴ±

офΦо Ƴ!κŎƳ н

ум҈
спу Ƴ±
офΦн Ƴ!κŎƳ н о ʍΦŎƳ

улΦп҈
срнƳ±

офΦу Ƴ!κŎƳ н

улΦр҈
спф Ƴ±
офΦу Ƴ!κŎƳ н р ʍΦŎƳ

тфΦу҈
срн Ƴ±

плΦо Ƴ!κŎƳ н

тфΦу҈
спф Ƴ±
плΦо Ƴ!κŎƳ н мл ʍΦŎƳ



 

 

58 

resulted in slightly lower cell efficiencies as shown in Figure 3.24. The observed 

effect of emitter and BSF regionsô sheet resistance was the same as in the case of 

smaller unit cell, that is the highest efficiency was obtained for the highest sheet 

resistance values. Increasing resistivity from 1 to 10 ɋ.cm increased the Jsc from 

35.6 to 40.0 mA/cm2 which was accompanied by improved efficiency from 18.9 to 

20.6%.  

 

Figure 3.24. Distribution of efficiency as a function of emitter and BSF regions' sheet resistance for different 

bulk resistivity values for cells with FSF. The unit cell size was 1300 Õm and the chosen emitter fraction was 

70% of the unit cell. Minimum and maximum values for FF, Voc, and Jsc are shown at the corners of the plots. 

Color codes are showing the efficiency of the cells. 

As the largest unit cell size, 1800 Õm was analyzed for varying sheet resistance 

values. Like 800 and 1300 Õm cases, increasing sheet resistance of the doped 

regions was observed to enhance the resulting cell efficiency as shown in Figure 
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3.25. The best efficiency increased from 18.2 to 20.3% as the bulk resistivity 

increased from 1 to 10 ɋ.cm while the respective Jsc values increased from 34.6 to 

39.6 mA/cm2. The resulting FF values reduced from 81.2% to 78.7%. As a result, it 

was deduced that the smallest unit cell had the highest performance compared to 

larger unit cells.  

 

Figure 3.25. Distribution of efficiency as a function of emitter and BSF regions' sheet resistance for different 

bulk resistivity values for cells with FSF. The unit cell size was 1800 Õm and the chosen emitter fraction was 

70% of the unit cell. Minimum and maximum values for FF, Voc, and Jsc are shown at the corners of the plots. 

Color codes are showing the efficiency of the cells. 

Moreover, increasing bulk resistivity improved Jsc, thus efficiency of the cells for 

all unit cell sizes. To further understand the effect of bulk resistivity and emitter 

fraction and compare for different unit cell sizes, simulation results for the fixed 
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emitter Rsheet of 120 and BSF Rsheet of 50 ɋ/Ǐ were analyzed and shown in Figure 

3.26.  

 

Figure 3.26. Effect of bulk resistivity on efficiency of IBC cells with FSF for varying unit cell sizes. Emitter 

and BSF regionsô Rsheet values were chosen as 120 and 50 ɋ/Ǐ, respectively. 

As seen in Figure 3.26, for a certain emitter fraction, a different bulk resistivity is 

required to end up with the desired conversion efficiency. That is, to reach 20.0% 

efficiency for the smallest unit cell; if 8 ɋ.cm base is used, approximately 35% 

emitter fraction will be required while emitter fraction is needed to be 50% for the 

case of 3 ɋ.cm base material. Increasing unit cell size from 800 to 1800 Õm 

increases the required emitter fraction for the same efficiency value. Unlike 

800 Õm, for 1800 Õm unit cell size, the maximum efficiency was 20.0%. For 8 

ɋ.cm base material approximately 65% emitter fraction is needed which further 

increases to 74% when bulk resistivity reduces to 3 ɋ.cm. Thus, for typical bulk 

resistivity values, the corresponding cell performance would be limited since the 

practical emitter fraction has also an upper limit.  

As the next task, a certain emitter fraction (70%) and respective emitter and BSF 

sheet resistance values of 120 and 50 ɋ/Ǐ was focused on to analyze the effect of 

bulk resistivity on cell performance. The effect of varying rho,bulk on efficiency 

and fill factor is shown in Figure 3.27. 
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Figure 3.27. Effect of varying bulk resistivity on cell efficiency (left) and fill factor (right) for varying unit cell 

sizes of 800, 1300 and 1800 Õm with a constant emitter Rsheet of 120 and BSF Rsheet of 50 ɋ/Ǐ for all 

resistivity values. 

Based on the simulations, it was observed that the increasing bulk resistivity, i.e., 

reducing doping concentration, results in enhanced cell performance till 5 ɋ.cm 

which then shows a saturation trend for all unit cell sizes as shown in Figure 3.27 

(left). The same behavior was observed in different simulation and experimental 

studies focusing on various cell structures including IBC, SHJ, TOPCon, Al-BSF, 

PERL, PERT, etc. [55]ï[57]. It could be deduced that, the trend in efficiency and 

other cell parameters does not only rely on material properties like wafer thickness, 

bulk resistivity, lifetime, etc., but also depends on the corresponding cell structure 

[56]. Analyzing the behavior of fill factor revealed that the increasing bulk 

resistivity (rho,bulk) reduces FF with a more pronounced effect with increasing 

unit cell size Figure 3.27 (right). Increasing bulk resistivity makes charge carrier 

transport more difficult accompanied by increased series resistance (Rseries) which 

is more pronounced for the cell structures relying on lateral current flow [55]. Cells 

with uniform BSF with a blanket metal or conductive (Al-BSF, SHJ, PERT) layer 

are not affected by varying rho,bulk since the current flow in the base has  a quasi-

1 D character. However, the cells with local BSF layers (IBC, PERL) requiring 2 D 

current flow, show drop in FF values as rho,bulk increases. This effect could be 

suppressed by reducing metal pitch for PERL and reducing cell pitch, in other 
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words unit cell size for IBC cells [56], [57].  The same behavior was also observed 

for various emitter fractions as shown in Figure 3.28. Increasing bulk resistivity 

reduces fill factor for all unit cell sizes whose effect is more pronounce for larger 

unit cells. 

 

Figure 3.28. Effect of bulk resistivity on fill factor of IBC cells with FSF for varying unit cell sizes. Emitter 

and BSF regionsô Rsheet values were chosen as 120 and 50 ɋ/Ǐ, respectively. 

Moreover, the larger emitter fraction reduces the FF of the device structure. Yet the 

resulting FF values above 78% were still reachable for all cases. Despite the 

decreasing trend of FF, the increasing and then saturating behavior of the efficiency 

could be mainly related to short circuit current density (Jsc) [57]. As shown in 

Figure 3.29 (left), increasing rho,bulk increases Jsc with a similar trend in 

efficiency.  

 

Figure 3.29. Effect of increasing bulk resistivity on short circuit current density (left) and open circuit voltage 

(right) for varying unit cell sizes of 800, 1300 and 1800 Õm with a constant emitter Rsheet of 120 and BSF 

Rsheet of 50 ɋ/Ǐ for all resistivity values.  
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Short circuit current density (Jsc) is mainly determined by the performance of the 

high-low junction in the cell structure. For a lower base doping (i.e., higher 

rho,bulk), the doping step between the base and BSF region is increased, which 

reduces the effective surface recombination at the rear side (Seff), and thus increases 

the effective diffusion length (Leff) [56], [57]. While the effect of varying rho,bulk  

is less pronounced for PERT and PERL structures where peak doping 

concentrations of BSF regions are 1 order of magnitude higher than for the other 

cells, a relatively strong effect is observed for the Al-BSF and IBC structures [56], 

[58].  

 

Figure 3.30. Effect of bulk resistivity on short circuit current density of IBC cells with FSF for varying unit 

cell sizes. Emitter and BSF regionsô Rsheet values were chosen as 120 and 50 ɋ/Ǐ, respectively. 

The effect of bulk resistivity on Jsc given in Figure 3.29 (left) is the same for 

varying emitter fractions as shown in Figure 3.30. For a constant emitter fraction, 

Jsc first increases as a function of increasing rho,bulk and then saturates as already 

showed in Figure 3.29. For a constant rho, bulk, increasing emitter fraction also 

increases corresponding current till a certain level. Thus, the lowest Jsc value would 

be obtained for the combination of the lowest emitter fraction and low bulk 

resistivity values for FSF-IBC cells. 

Unlike the other parameters, open circuit voltage (Voc) was observed to be less 

dependent on rho,bulk as shown in Figure 3.29 (right). This is basically because the 

bulk is already in high-level injection (HLI) at Voc conditions.  
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Figure 3.31. Simulated carrier densities for 2 and 10 ɋ.cm base materials at Voc conditions. Comparison of 

electron densities n and doping concentrations Ndop (left) and hole densities (right)[11]. The initial hole 

concentrations are calculated as 4.5x104 and 2.0x104 cm-3.  

Even the base with the 2 ɋ.cm resistivity is in transition to HLI at Voc conditions 

[57] which could explain the behavior of Voc above 2 ɋ.cm in  Figure 3.31(right). 

In the given graphs in Figure 3.31 which were plotted using the data of another 

study [57] verifies the HLI condition for n wafers with 2 and 10 ɋ.cm base 

resistivity values.  

ὠέὧ ὰὲ
Ў Ў

                                                                                   ὉήȢσȢρσ  

k: Boltzmanôs constant (8.62x10-5 eV/K) 

T: Absolute temperature in Kelvin 

q: Elementary charge (1.602x10-19 C) 

Ndop: Base doping concentration (cm-3) 

ȹn: Excess carrier density (cm-3) 

ni: Intrinsic carrier concentration (1x1010 cm-3 at 300K) 

Considering the Voc equation given in Eq.13 and applying the HLI condition where 

ȹn > Ndop, the Voc becomes independent of doping concentration which 
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corresponds to base resistivity. Thus, Voc does not change as a function of varying 

bulk resistivity.  

 

Figure 3.32. Effect of bulk resistivity on open circuit voltage of IBC cells with FSF for varying unit cell sizes. 

Emitter and BSF regionsô Rsheet values were chosen as 120 and 50 ɋ/Ǐ, respectively. 

Effect of bulk resistivity on Voc for different unit cell sizes is almost the same for 

all emitter fractions below 70% as shown in Figure 3.32. When the emitter 

fractions exceed 70% for 800 Õm-wide unit cell, 65% for 1300 Õm-wide unit cell 

and 60% for 1800 Õm-wide unit cell, Voc starts to reduce as the bulk resistivity 

reduces.  

ii.  IBC Cells with FFE 

As shown in Figure 3.33, the combinative effect of emitter and BSF regionsô sheet 

resistances is like that was observed on IBC cells with FFE. Increasing sheet 

resistance results in greater cell efficiency. Compared to FSF case, cells with FFE 

results in better performance.  

While highest efficiency observed on the smallest unit cell for FSF-IBC cells was 

20.9%, it was 21.2% for the case of cells with FFE. For the case of cells with FSF, 

simulated efficiency increases from 19.5 (1 ɋ.cm) to 20.9% (5 ɋ.cm) and stays 

constant at 20.9% (10 ɋ.cm). However, for the case of cells with FFE, the 

simulated efficiency increases from 20.3 (1 ɋ.cm) to 21.2% (5 ɋ.cm) and then 

stays intact for 10 ɋ.cm base resistivity. 
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Figure 3.33. Distribution of efficiency as a function of emitter and BSF regions' sheet resistance for different 

bulk resistivity values for cells with FFE. The unit cell size was 800 Õm and the chosen emitter fraction was 

70% of the unit cell. 

Increasing unit cell size to 1300 Õm confines the resulting efficiency in 19.9-20.8% 

range which is further reduced 19.7-20.3% for 1800 Õm which were 18.7-20.6% 

and 18.0-20.2% for the cells with FSF. Moreover, the Jsc values are lying within the 

range of 38.1-40.6 mA/cm2 for the cells with FFE which was 36.7-40.3 mA/cm2 for 

FSF case on the smallest unit cell. Increasing unit cell size reduces Jsc as in the case 

of FSF case. However, while the maximum Jsc was reduced from 39.3 to 

38 mA/cm2 for the cells with FSF, it was reduced from 39.9 to 39.8 mA/cm2 for 

FFE case on 3 ɋ.cm base material. It could be deduced that cells with FFE have 

greater tolerance to resistive losses, thus, bigger unit cells would be fabricated 

without a significant loss in the cell performance.  
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Figure 3.34. Effect of bulk resistivity on efficiency of IBC cells with FFE for varying unit cell sizes. Emitter 

and BSF regionsô Rsheet values were chosen as 120 and 50 ɋ/Ǐ, respectively. 

Further analysis to understand the effect of emitter fraction and bulk resistivity on 

cell performance revealed that cells with FFE results in superior cell performance 

even for higher emitter fractions as shown in Figure 3.34.IBC cells with FFE show 

similar fill factor values as cells with FSF. The lowest FF values were obtained for 

the emitter fractions above 70% and bulk resistivities above 5 ɋ.cm as shown in 

Figure 3.35. For the case of cells with FSF, critical emitter fraction was observed to 

be 70% with a base resistivity around 4.8 ɋ.cm.  

 

Figure 3.35. Effect of bulk resistivity on fill factor of IBC cells with FFE for varying unit cell sizes. Emitter 

and BSF regionsô Rsheet values were chosen as 120 and 50 ɋ/Ǐ, respectively. 

As in the case of cells with FSF, cells with FFE also show almost constant Voc 

values. While the maximum Voc values of the former case varied as 653, 652 and 

652 mV as a function of increasing unit cell, the same for the latter case varied as 

657, 655 and 655 mV as the unit cell size increased as given in Figure 3.36.  
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Figure 3.36. Effect of bulk resistivity on open circuit voltage of IBC cells with FFE for varying unit cell sizes. 

Emitter and BSF regionsô Rsheet values were chosen as 120 and 50 ɋ/Ǐ, respectively. 

Increasing bulk resistivity shows no significant effect on the cell Voc as discussed 

in the previous section. Having emitter fractions greater than 60% slightly reduces 

the simulated Voc values which could be related to the effect of reducing FF as a 

function of increasing emitter fraction. 

 

Figure 3.37. Effect of bulk resistivity on short circuit current density of IBC cells with FFE for varying unit 

cell sizes. Emitter and BSF regionsô Rsheet values were chosen as 120 and 50 ɋ/Ǐ, respectively. 

Increasing bulk resistivity, improves Jsc value of the corresponding cell which is 

basically related to the suppressed recombination losses as the doping 

concentration reduces as discussed in the previous section. The cells with FEE 

could generate 40.2 mA/cm2 short circuit current density regardless of the unit cell 

size while the cells with FSF could generate 39.9, 39.6 and 39.3 mA/cm2 for 

respective unit cell sizes of 800, 1300 and 1800 Õm. That is the IBC cell structure 

with FFE is less prone to cell geometry and bulk resistivity which would provide 

more tolerance in industrial fabrication processes.  
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At the end of this simulation set, the effect of bulk resistivity, emitter fraction, 

emitter/BSF sheet resistance on cell performance was realized. Although 5 ɋ.cm 

was observed to be the critical bulk resistivity above which cell efficiency saturated 

at its maximum value, using 3 ɋ.cm as the base resistivity did not generate a 

significant drop in cell performance. Thus, 3 ɋ.cm n-Si wafers which were already 

available in GUNAM stock, were decided to be used in the following processes 

without a need for new wafer purchase. Moreover, reducing the unit cell size was 

observed to improve cell performance so that the unit cell size of 800 Õm was 

decided to be more promising. Despite relatively better performance of FFE 

structure, cells with FSF will also be fabricated during the experimental studies till 

the baseline processes are optimized. 

3.3.3 The Effect of the Varying Gap Properties and Wafer Thickness 

Running simulations for varying gap and emitter fractions revealed the fact that 

increasing gap fraction reduces the cell efficiency after a certain gap value. That 

certain value mainly depends on emitter fraction of the corresponding cell 

structure. Since increasing gap width will reduce BSF width for a fixed emitter 

fraction, resistivity losses will dominate the cell performance.  

As shown in Figure 3.38, increasing gap reduces FF factor by a factor of 4% from 

79 to 75% for all emitter fractions. The drop in FF was almost the same for the 

cells with FFE and FSF. While the cells with smaller emitter fraction of 30% 

experience the drop in FF at a greater gap fraction of around 60%, for those with 

larger emitter fractions of 50 and 70% drop in efficiency starts at the respective gap 

fractions of 40 and 20%. However, it should be noted that the wider emitter region 

already limits the total width of gap and BSF region. Thus, it is expected to have 

the FF drop at lower gap fractions for the cells with wider emitter regions. 
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Figure 3.38. Effect of increasing gap fraction for the cells with varying emitter ratios. Half-filled symbols 

represent the cells with FFE and the symbol with dot in the middle represent the cells with FSF. Emitter 

fraction varies as 30, 50 and 70% from left to right. The inset highlighted numbers correspond to respective fill 

factors for the lowest and the highest gap fractions. Gap passivation was defined with J0: 250 fA/cm2. 

While simulated Voc values were constant at 656-658 and 653-655 mV for 

respective FFE and FSF structures regardless of the gap fraction, Jsc values showed 

2-3mA/cm2 improvement as a function of increasing emitter fraction. Thus, the 

observed drop in the simulated efficiency could be related to the increasing 

resistive losses resulting in reduced FF values.  

To understand the effect of unit cell size for varying gap fractions, the constant 

emitter fraction at 50% and the two limiting unit cell sizes: 800 and 1800 Õm were 

focused on both for FFE and FSF structures.  

For the case of smallest unit cell (800 Õm) shown in Figure 3.39 (left), increasing 

gap fraction starts to reduce the cell efficiency when its fraction reaches 40% of the 

unit cell. Although the initial and final FF values were the same for FFE and FSF 

structures, due their superior Voc and Jsc values, cells with FFE structure show 

higher efficiency values. Increasing unit cell size from 800 to 1800 Õm, 

significantly reduces the performance of the cells with FSF which is less 

pronounced for the cells with FFE. However, the effect of varying gap fraction is 

almost the same as in the case of the smallest unit cell as shown in Figure 3.39 

(right). Above 40% gap fraction, FF drops significantly which reduces the 

corresponding cell efficiency.  
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Figure 3.39. Effect of varying gap on the cells with the smallest (left) and the largest unit cell size (right) for 

FFE and FSF structures. Gap passivation was defined with J0: 250 fA/cm2. 

To further analyze the gap effect, the smallest unit cell size was chosen for the unit 

cell with the emitter fraction of 50%. Different than the previous task, surface 

recombination velocity of the gap region was set two different values. While 50 

cm/s was used to mimic a properly passivated gap region, 2000 cm/s was used to 

mimic a poorly passivated surface.  
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Figure 3.40. Effect of varying gap fractions on efficiency (left) and fill factor (right) of the IBC cells with FFE 

and FSF. Passivation properties of the gap region was defined using two different S values of 50 and 2000 

cm/s.  
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As seen in Figure 3.40 (left), for a properly passivated gap region (S:50 cm/s), cell 

efficiency was almost independent of increasing gap fraction for both FFE and FSF 

structures. The drop in cell efficiency for the gap fractions above 40% could be 

related to the reducing FF values given in Figure 3.40 (right). Contrary to properly 

passivated surfaces, for the case of poorly passivated gap regions (S:2000 cm/s), 

the efficiency shows a linear dependence on the increasing gap fractions. Even for 

the smallest gap fraction (2%), the efficiency was lowered by 4% compared to the 

cells with S:50 cm/s. However, the fill factor was observed to be a weak function 

of surface recombination velocity (S) which was mainly determined by the gap 

fraction (Figure 3.40 (right)).  

In Figure 3.41, it was observed that not only Voc but also Jsc was independent of the 

varying gap fraction if the gap region was passivated properly. 
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Figure 3.41. Effect of varying gap fractions on open circuit voltage (left) and short circuit current density 

(right) of the IBC cells with FFE and FSF. Passivation properties of the gap region was defined using two 

different S values of 50 and 2000 cm/s.  

However, if it was poorly passivated accompanied by S: 2000 cm/s, then both Voc 

and Jsc reduces as a function of increasing gap fraction. Thus, considering similar 

FF values for properly and poorly passivated gap conditions, the difference in 

efficiency could be related to the difference in Voc and Jsc values which are 

determined by the passivation quality of the gap region. 
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As the final task of the simulation studies, wafer thickness optimization was carried 

out. For this, a constant emitter fraction of 50% was applied both for FFE and FSF 

cells. The smallest and the largest unit cell sizes were focused on as the limiting 

cases. As shown in Figure 3.42, for the smallest unit cell size (800 Õm) cells with 

FFE show the maximum efficiency of 20.1 for the wafer thickness of 110 Õm while 

their FSF counterparts have the maximum efficiency of 19.5% at the wafer 

thickness of 200 Õm. However, the efficiency reached at the value of 19.4% for the 

corresponding thickness of 133 Õm. Thus, it could be said that for the cells with 

FFE, wafer thickness could be 86-156 Õm while it could be in the range of 133-250 

Õm for the cells with FSF.  
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Figure 3.42. Change in cell efficiency for varying wafer thicknesses. The emitter fraction was kept constant at 

50% for the unit cell sizes of 800 Õm (left) and 1800 Õm (right). Black arrows are pointing the maxima of the 

cell efficiency.  

Unlike the smaller unit cell size (800 Õm), for the case of the bigger unit cell (1800 

Õm) the FSF cell efficiency showed a different behavior than the former case. It 

was observed that increasing wafer thickness improved the cell performance. On 

the other hand, cells with FFE showed similar behavior as in the case of smaller 

unit cell so that 86 Õm-thick wafer was enough to reach at the maximum cell 

performance.  
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3.4 Conclusions 

At the end of simulation studies, important information about IBC cell design was 

extracted. In the first part, the effect of bulk properties was figured out for a 

constant cell pitch of 2000 Õm where sheet resistances of emitter, BSF, FFE and 

FSF regions were also kept constant. Sweeping the bulk lifetime and bulk 

resistivity for various emitter fractions revealed that increasing bulk resistivity was 

increasing cell efficiency till a certain emitter fraction which was then either 

saturating or reducing. While the improvement in the efficiency was related to the 

improved short circuit current density, observed saturation or even reduction in cell 

efficiency was due to the drop in fill factor. The FF loss for higher emitter fractions 

was because of the increasing pathlength that the charge carrier (electron) should 

travel before being collected at the corresponding (BSF) contact. Moreover, 

increasing bulk resistivity made the fill factor more dependent on the bulk lifetime. 

As the performance of FSF cells was more dependent on emitter fraction, FFE cells 

were observed to tolerate wider BSF regions with slight losses in the cell 

performance. It was also observed that bulk lifetime of 3000 and 5000 Õs was 

resulting in quite close cell performances for all base resistivity values both on FFE 

and FSF structures. 

After having a general perception about the effect of bulk parameters on IBC cell 

performance, a more detailed simulation run was carried out. Different than the 

first part, unit cell geometry and sheet resistances of all doped regions (emitter, 

BSF, FFE, FSF) were varied in this part. It was observed that increasing emitter 

and BSF sheet resistances resulted in better cell performances for all bulk 

resistivity values. FFE-IBC cells were observed to have less geometry dependent 

performance compared to FSF-IBC cells as in the case of previous part. Increasing 

unit cell size was reducing the resulting cell performance both for FFE and FSF 

structures. The coupled effect of emitter fraction and bulk resistivity was obtained 

to provide a wider process window for the cells with FFE compared to those with 

FSF. Depending on the unit cell size, either a higher bulk resistivity with a 
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narrower emitter or a lower bulk resistivity with a wider emitter would result in the 

same cell efficiency. It was also observed that for each unit cell size, there was a 

certain bulk resistivity value above which cell efficiency stays the same which was 

5 ɋ.cm for the analyzed cell configuration. However, there was no significant 

difference between cell performances of the cells with 3 ɋ.cm and 5 ɋ.cm base 

resistivities. Open circuit voltage was observed to be almost independent of the 

bulk resistivity. That was because the bulk was already in high injection even for a 

wafer with 2 ɋ.cm resistivity so that change in carrier density at Voc conditions was 

always greater than the carrier density defined by the base doping. Observed 

enhancement in short circuit current density was mainly due to the suppressed 

recombination losses as the base doping concentration reduced which was 

accompanied by drop in fill factor. The fill factor losses were more pronounced as 

the unit cell size got bigger.  

As the last task of simulation studies, the effect of gap properties and wafer 

thickness were studied. It was observed that if the gap is properly passivated, 

increasing gap fraction does not influence the resulting cell efficiency till a certain 

fraction which was 40%. However, above that certain value further increase in the 

gap width will reduce the corresponding BSF width which will reduce the 

collection probability of the charge carriers at the corresponding BSF contacts. 

This effect will return as reduced fill factor, thus reduced cell efficiency. Moreover, 

Voc and Jsc values showed no dependency on the gap fraction. However, if the gap 

region is poorly passivated, then the efficiency has an inverse relation with the 

increasing gap fraction.  Both Voc and Jsc was inversely dependent on the increasing 

gap fraction while FF values were almost the same as in the case where the gap 

region was properly passivated. So that, for a proper passivation gap region could 

be kept as wide as possible till the FF losses dominate the cell performance. On the 

contrary, for poorly passivated gap regions, the narrower gap region would perform 

superior.  
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CHAPTER 4  

4 DESIGN AND FABRICATION OF INTERDIGITATED BACK CONTACT 

SOLAR CELLS AND PRIMITIVE CELL RESULTS  

In this chapter, design and fabrication of interdigitated back contact solar cells is 

presented. A new, completely industry compatible and lithography-free process 

flow is suggested and applied to fabricate the first IBC cells. Etch resist-based 

patterning process will also be discussed in this chapter. 

4.1 Introduction  

The novel fabrication method suggested in this thesis relies on the application of 

screen printable etch resist. Etch resist is a special type of ink with a greater 

viscosity than regular photoresists have but with a similar working principle. 

Depending on the curing temperature and etchant concentration, etch resists can 

resist in acidic or alkaline etchants for tens of minutes. Thus, the regions covered 

by etch resist will be protected against etching while the uncovered regions will be 

etched away. Using this principle, SiNx layers will be patterned and used as 

diffusion barrier during boron and phosphorus diffusion. By this, the only 

additional process steps will be the screen printing of etch resist, its patterning and 

stripping. Remaining steps are the same as in a typical n-type cell fabrication 

including BBr3/BCl3 and POCl3 diffusion, surface passivation and metallization. 

While SiO2/SiNx stack was aimed to be used as the first case passivation scenario 

due to the availability of the corresponding process tools in all production lines, 

Al 2O3/SiNx stack was also applied due to its superior passivation properties on p 

and p+ doped regions. For the metallization, industrial fire-through metallization 

without any need for laser contact opening was applied.  
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4.2 Experimental Details 

Following the analysis of the first simulations, a set of screens was designed to 

fabricate 4x4 cm2 small area cells on each wafer. Two separate screens are required 

to pattern the emitter and BSF regions prior to boron and phosphorus diffusion, 

respectively. Each screen is decorated with a test pattern to analyze the 

corresponding diffusion process and seven small area cells with three different unit 

cell sizes. The layouts of the first screen design to process the emitter and BSF 

regions are given in Figure 4.1(left) and (right), respectively. The utilized pitch 

values are 750, 1250 and 1750 Õm. Metal fraction was 70% of the diffused region 

both for emitter and BSF regions in the primitive version of the screens which were 

than reduced to 30% in the updated design.  

 

 Figure 4.1. The first version of the screen design for the patterning of emitter (left) and BSF region (right). 

The suggested process sequence will first start with surface texturing and following 

RCA-1 and RCA-2 cleanings as shown in Figure 4.2. RCA-1 and RCA-2 cleanings 

would be replaced with Ozone cleaning for the case of industrial process tools. 

Then, a thick layer of SiNx is deposited by PECVD which will then be patterned 

and used as the diffusion barrier. After that, etch resist will be screen printed and 

cured at a temperature above 100oC.   
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Figure 4.2. Designed process flow for the fabrication of FFE-IBC cells with etch resist-based patterning.  

Following the HF patterning, resist stripping and cleaning steps, samples are then 

exposed to BCl3 diffusion to form emitter at the rear side of the wafers. After 

stripping the borosilicate glass (BSG) and cleaning steps, another thick SiNx will be 

deposited. This time the patterning will be done using BSF screen shown in Figure 

4.2 (right). Following the same etching, stripping, and cleaning steps, POCl3 

diffusion will be carried out for BSF formation. Then, PSG layer will be stripped, 

and last cleaning steps will be applied prior to passivation.  For the passivation 

SiO2/SiNx stack will be used where SiO2 layer will be obtained by dry oxidation, 

SiNx layer will be deposited by PECVD.  As a second alternative, Al2O3/SiNx stack 

will also be applied for surface passivation. As the last step of the fabrication, fire-

through FT-AgAl and FT-Al will be screen printed on emitter and BSF regions 

respectively. Printed metal activation will be provided by co-firing using an 
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industrial conveyor belt type firing furnace. At the end of the fabrication sequence, 

three different cell structures with different emitter/BSF ratios will be formed on 

each wafer. In the case of FSF-IBC cell, the same process flow as given in Figure 

4.2 will be followed with a difference that the front side will be protected during 

BCl3 diffusion and exposed to doping gas during POCl3 diffusion. At the end of 

metallization step, the rear side will have the interdigitated pattern shown in Figure 

4.3. 

 

Figure 4.3.Screen design for fire-through metallization of the interdigitated emitter and BSF metals. 

Using the first set of screens; patterning, boron, and phosphorus optimization 

studies were initiated. Application of boron doping paste or boron implantation 

instead of BCl3/BBr3 diffusion are the other alternatives for boron diffusion that 

were applied in other studies and will not be discussed within the scope of this 

thesis. 

4.2.1 Etch Resist Optimization Studies 

As the first step of fabrication sequence, etch resist printing and patterning was 

required to be optimized. For this purpose, two different SiNx layers deposited with 

different SiH4/NH3 ratios were applied as diffusion barrier. While the so-called N-
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rich SiNx layer was deposited with a SiH4/NH3 ratio of 0.065, the so-called Si-Rich 

SiNx layer was deposited with SiH4/NH3 ratio of 0.124. SiNx deposition was 

carried out in a direct plasma PECVD system from SEMCO Engineering and 

screen printing was done with an ASYS-EKRA X1 type screen printer. The curing 

of the printed resist was done in a NUVE KD-200 furnace. 

 

Figure 4.4. Appearance of etch resist during screen printing (left) and after printing/drying (right). 

Appearance of etch resist during the printing and after drying, is shown in Figure 

4.4. After optimizing the printing and the curing parameters resulting in a properly 

thick and uniform resist layer on wafer, the next step was patterning the diffusion 

barrier underneath. With the help of dilute hydrofluoric acid (HF) solution, 

deposited SiNx layers were successfully patterned such that the regions lying under 

the printed resist stayed intact while the uncovered regions were etched away. 

Thus, the opened regions will be exposed to doping gas during diffusion step while 

the rest of the surface is protected.  

4.3 Experimental Approach 

The first set of cell fabrication was started with the optimization of etch resist-

based patterning of the diffusion barrier which is SiNx layer in our case. For this 

purpose, an ink, resistive to certain acids, was screen printed on top of the SiNx 

layer. Depending on the process, a screen with emitter or BSF pattern was utilized. 
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While SiNx layers capped with etch resist will be protected in dilute hydrofluoric 

acid (HF) solution, the uncovered regions will be etched away. Thus, the open 

regions of the SiNx layer will let the dopant atoms diffuse through the wafer while 

the intact regions will block the incoming dopant atoms. For being a proper 

diffusion barrier, SiNx layer is needed to be completely etched for the open regions 

and perfectly block the dopant for the covered regions on the same wafers. For the 

Si-rich SiNx layers, the SiH4 /NH3 ratio fed to the system was 0.124 while for N-

rich layers it was set to 0.065. For each thickness value namely 80, 100 and 

120 nm, HF dip duration was separately optimized till the uncapped regions of the 

SiNx deposited wafers became hydrophobic. Based on etching properties, the most 

suitable SiNx thickness and composition were determined. 

After determining the diffusion barrier recipe, the first set of IBC cell fabrication 

was initiated. Patterning the selected diffusion barrier for emitter diffusion was 

followed by RCA-1 and RCA-2 cleans. Then BCl3 diffusion for emitter formation 

was carried out with BCl3 flow of 40 sccm at 935ÁC. After BSG removal, sheet 

resistance, PL and iVoc measurements were carried out. After the characterization 

of the emitter region, a fresh diffusion barrier was deposited on the samples to be 

patterned for BSF region. POCl3 diffusion was carried out at 838ÁC. Front side of 

half of the samples was protected during BCl3 diffusion which were then exposed 

to POCl3 diffusion to obtain front surface field structure while the other half was 

processed in the opposite way to end up with front floating emitter structure. As 

being the first cell trial, front side diffusions were kept the same as the rear side 

diffusion. After BCl3 and POCl3 diffusion steps, a thin passivation layer SiO2 was 

grown in a reduced pressure furnace and then SiNx layer was symmetrically 

deposited on both sides of the samples. After each process step, Sinton and PL 

measurements were carried out to trace the change of implied Voc. Then, the 

fabrication sequence was completed by screen printing and contact firing steps 

where FT-AgAl paste was used for emitter side, FT-Ag paste was used for the BSF 

region. 
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4.4 Results and Discussions 

After the patterning and resist stripping steps, image of the resulting SiNx layers is 

shown in  Figure 4.5. It was observed that 80 nm of Si-rich layers could be 

successfully patterned while 100 and 120 nm thick layers cannot be patterned 

properly. This could be related to the enhanced chemical resistance of the Si-rich 

layers. The enhanced film resistance makes patterning harder. Thus, the 

corresponding etching duration is required to be increased as the film becomes 

richer in Si-content for the same thickness. However, the etch resist itself has a 

lifetime in the acidic solution, beyond that lifetime the resist layer starts to peel off. 

Thus, using a Si-rich diffusion barrier does not offer advantages.  

 

 Figure 4.5. Appearance of Si-rich and N-rich SiNx layers after patterning and cleaning. 

Based on the pre-tests, N-rich SiNx layers with a thickness of 100 and 120 nm 

could be patterned without any problems and could successfully block both B and 

P atoms during corresponding diffusion processes. Hence, these layers would be 

used as the diffusion barrier for the following cell fabrication processes. To ensure 

the blocking of the doping atoms, 120 nm thick layers were determined to be used 
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as diffusion barrier for the cell fabrication processes. After the first patterning and 

following cleaning steps, samples were exposed to BCl3 diffusion. After BSG 

removal, sheet resistance, PL and iVoc measurements were carried out. Sheet 

resistance values were mapped over ñtest patternò region on the selected samples 

and the corresponding results are given in Figure 4.6. The average Rsheet value 

was around 73 ɋ/Ǐ with a deviation of Ñ 3 ɋ/Ǐ.  

 

Figure 4.6. Sheet resistance distribution (after BCl3) mapped over emitter test pattern region (left) and 

corresponding screen design (right). The wafer numbers given in the horizontal axis of the plot stay for 

different wafers positioned in different slots on the process boat. 

After BCl3 diffusion, POCl3 diffusion was carried out through the diffusion barrier 

patterned with BSF geometry. Sheet resistance mapping was done over test pattern 

for BSF regions, and the corresponding results are shown in Figure 4.7. The 

average sheet resistance of POCl3 diffused regions on n-Si was around 30 ɋ/Ǐ 

which was around 130-135 ɋ/Ǐ before diffusion. This confirms that the patterned 

layer was successfully blocking the incoming boron atoms during emitter 

formation. After stripping the diffusion barrier used for POCl3 diffusion, it was 

observed that sheet resistance of boron diffused regions increased by 5- 7 ɋ/Ǐ 

which could be related to the effect of high process temperature. 
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Figure 4.7. Sheet resistance distribution before POCl3(empty boxes) and after POCl3(textured boxes) mapped 

over emitter test pattern region (left) and corresponding screen design (right). The wafer numbers given in the 

horizontal axis of the plot stay for different wafers positioned in different slots on the process boat. 

Moreover, it could be deduced that the diffusion barrier was also successfully 

blocking the incoming phosphorus atoms during BSF formation. Rear side of a 

selected sample was imaged after each step for visual inspection and shown in 

Figure 4.8. 

 

  Figure 4.8. Visual inspection of samples during successive process steps. 






























































































































































































































































































































